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April 20, 2012 

Via Hand Delivery 

Kenneth I. Rose, III 
Financial Analyst (3HS62) 
U.S. Environmental Protection Agency, Region III 
1650 Arch Street 
Philadelphia, PA 19103-2029 

Re: Trainer Industries, LLC and Service Painting, Inc. 
Response to Required Submission of Information 
Metro Container Site, Trainer, Delaware County, Pennsylvania 
Our File No.: 943.000 

Dear Mr. Rose, 

On behalf of my clients, Trainer Industries, LLC ("Trainer") and Service Painting, Inc. 
("Spi"), j am siting transmit Trainer and SPI's response to the Environmental Protection 
Agency's ("EPA's") Required Submission of Information ("RSOI"), dated March 7, 2012. EPA 
kindly granted our requests for an extension of time to response to the RSOI up to and including 
April 20, 2012. All documents responsive to EPA's Enclosure E-Information Required, are 
included on the enclosed disc. Please note under the Agreement and Covenant Not to Sue issued to 
Trainer by USEPA in In the Matter of: Metro Container Corporation Site, Trainer Industries, LLC, 
Settling Respondent (EPA Docket No. CERC-PPA-99-06), Trainer has no liability or 
responsibility for any hazardous substances disposed of or released at the Metro Property by Metro 
Container Corporation, or by any other entity that generated hazardous substances that were 
delivered, disposed of, or released there, during its ownership and operation of the site,. Trainer 
and SPI reserve the right to supplement this response. 



MICHELMAN & BRICKER, P.C. 
April 20, 2012 
Page No. -2-

Thank you for your time and attention to this matter. Please contact me if you have any 
questions. 

Yours truly, 

DAVID F. MICHELMAN 
MARA COHEN JACKEL 

/mcj 
Attachments 

cc: Andrew Goldman, U.S. EPA (via e-mail only - without exhibits) 
Nick Garavelas (via e-mail only - without exhibits) 



Enclosure E 

1. Provide a detailed corporate history of Trainer Industries, LLC. Your response should 
include, without limitation: 

a. The state and date of incorporation; and 

b. A description of any mergers, assets transfers, and name changes relating to 
Trainer. 

RESPONSE: 

a. This Request for Information is being answered by two entities, Trainer 
Industries, LLC ("Trainer") and Service Painting, Inc. ("SPI"). Trainer 
Industries, LLC was incorporated in Pennsylvania on October 9,1998 (see 
Certificate of Organization, attached hereto as Exhibit A). Trainer has 
owned the property located at West Second Street and Price Road in 
Trainer Borough (the "Metro Property") since 1999. Service Painting, Inc. 
("SPI") was incorporated in Pennsylvania on November 29,1993 (see 
Articles of Incorporation, attached hereto as Exhibit B). SPI is a seperate 
corporation which has conducted business operations on the Metro 
Property since 2002-2003. 

b. None. 

2. Confirm whether Trainer currently owns the Metro Property. Provide a copy of all 
documents which refer or relate to the acquisition of the Metro Property by Trainer. 

RESPONSE: Yes, Trainer currently owns the Metro Property. Trainer purchased the 
Metro Property in connection with and reliance upon an Agreement and Covenant Not to 
Sue issued to it by USEPA in In the Matter of: Metro Container Corporation Site, Trainer 
Industries. LLC, Settling Respondent (EPA Docket No. CERC-PPA-99-06), which is 
attached hereto as Exhibit C. 

In addition, the following documents demonstrate Trainer's ownership of the Metro 
Property: 

(1) Purchase, Assignment, and Assumption Agreement between Trainer Industries, 
LLC and Wilmington Trust Company, dated May 24,1999 (attached hereto as 
Exhibit D); 

(2) Assignment of Mortgage between Trainer and Wilmington Trust Co., dated 
September 24,1999 (attached hereto as Exhibit E); and 

(3) Sheriffs Deed for the property located at West Second Street and Price Road in 
Trainer Borough, dated February 8,2001 (attached hereto as Exhibit F). 

3. Please identify and describe the business operation(s) conducted by Trainer at the 
Metro Property from the company's inception to the present. Your response should 
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include, without limitation, the following information: 

The products or services provided by Trainer to its customers; 

The physical/chemical/manufacturing processes used to provide each product or 
service to its customers; 

The raw materials used by Trainer; 

The waste materials generated by Trainer and how each is/was disposed of; and, 

The identity of any such wastes that were buried, burned, or otherwise placed onto 
the Metro Property and the location where such activity took place. 

ivi.^1 Trainer has not conducted any business operations on the Metro Property 
since it acquired the Property. Trainer is a passive owner of the Metro Property. All 
business operations which have been conducted on the Metro Property between 2002 and 
the present have been conducted by SPI, rather than Trainer. 

a. The Products or Services Provided to Customers on the Metro Property: 

Trainer did not provide any products or services to customers. All products 
and services to customers were provided by SPI. SPI started operations on the Property in 
2002 or 2003. SPI is a painting business which provides painting services for petrochemical 
refineries and industrial facilities. Between 2002-2003 and 2008, SPI maintained an office 
on the Metro Property and conducted its office operations at that location. During that 
period from 2002-2003 until 2008, all of SPI's painting services for its customers were 
performed off-site, at the customer's facilities, rather than at the Metro Property. 

Starting in 2008, SPI began performing a small portion of its painting 
services on the Metro Property, rather than off-site. These services involved performing 
sandblasting and painting of SPI's customers' pipes at the Metro Property. Beginning in 
2008, about ten percent (10%) of SPI's customers began to request that SPI perform the 
sandblasting and painting of their pipes at the Metro Property, before the pipes were 
installed at the customer's facility. However, since 2008, ninety percent (90%) of the 
sandblasting and painting services performed by SPI have been conducted off-site, away 
from the Metro Property, and with only ten percent (10%) of those business operations 
being conducted on-site. 

b. The physical/chemical/manufacturing processes used to provide each product 
or service to customers. 

Trainer did not use any physical/chemical/manufacturing processes on the 
Metro Property to provide each product or service to customers. All 
physical/chemical/manufacturing processes used on the Metro Property to provide each 
product or service to customers were used by SPI. 

a. 

b. 

c. 

d. 

e. 

RFSPniVSiT. 
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SPI's on-site operations involve the following two processes: (1) sandblasting 
of metal pipes; and (2) painting of metal pipes. Pipes belonging to customers are delivered 
to the Property on customers' trucks. The pipes come from pipe suppliers or 
manufacturers or steel suppliers, who sell it to contractors, and the contractors, who are 
SPI's customers, send them to SPI. SPI unloads the pipes using a forklift. The pipes are 
stored outside, in the Property's yard, prior to the sandblasting operation. After they are 
subjected to the sandblasting and painting processes, SPI's forklift moves them back to a 
storage area in the Property's yard, until the customer sends trucks to pick them up. 
Treated and untreated pipes are stored outside in the yard, with materials from each 
contractor being placed in different areas. SPI's forklift loads the pipes onto the 
customers' trucks and they are taken away for the site by the customers. These processes 
are described in more detail below: 

i. Sandblasting Operations 

When a customer drops off a metal pipe to be serviced by SPI, the first step 
in the process is for SPI to sandblast the pipe. Sandblasting operations have 
been conducted on the Property for only the last three to four years. Until 
approximately six months ago, the sandblasting occurred outdoors, in the 
yard of the Property. The outdoor sandblasting area was located near the 
lagoon, but SPI has placed bales of hay around the lagoon, between the 
sandblasting area and the lagoon. Sandblasting is now conducted inside the 
warehouse building. Pipes are moved to the sandblasting area when SPI 
employees are ready to work on them. 

The sandblasting is performed on new metal that has not been painted. This 
process removes part of the metal surface. SPI employees then clean the 
surface, pushing in the metal to make a sharp profile to make it easier for the 
paint to adhere to. The equipment used in the sandblasting process consists 
of: (1) an 8' x 4' pressurized tank which holds 6 tons of sand/grit; a 
compressor which uses compressed air to project and spray the sand with 90-
120 psi; and (3) a rubber hose to spray the sand. 

ii. Painting Operations 

After sandblasting, SPI paints the pipes, applying a coating to the outside of 
the pipes. Until about six months ago, paint application occurred in the same 
area of the outside yard where the sandblasting operations were conducted. 
Since last fall, when the sandblasting was moved into the warehouse, the 
painting process was also moved inside. When the painting operation was 
conducted outside, SPI had also put down bales of hay to protect against any 
runoff to Stoney Creek, which runs above-ground on SPI's property. Before 
painting begins, SPI covers the ground around the painting area with plastic 
sheets, which are used as a barrier to prevent contact between the paint and 
the ground. For each job, new polyethylene sheets are placed down, and are 
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removed at the end of the job. Typically, SPI places 6-millimeter 
polyethylene sheets in 100-foot by 20-foot sections on the ground before 
painting. For smaller jobs, SPI cuts the sheets into smaller sections. Next, 
SPI uses a forklift to put down a base- layer of pipes on top of the 
polyethylene sheets, as a support system for the other pipes which are being 
painted. The base-layer of pipes prevents the pipes which are being painted 
from ever touching either the ground or the plastic sheets. The pipes which 
are being painted are moved by hand to make sure that they are fully coated 
all around. 

Before starting, the paint is strained through cheesecloth to remove any 
solids or particles that were in the original paint can. This cheesecloth is 
then thrown in the dumpster with the office waste. The paint is then mixed 
with thinners, at which point it is ready for application. The paint is applied 
by spraying (50%) and by brush and roll (50%). The equipment used for 
spraying consists of a spray pump, a compressor, plastic hoses and a spray 
gun. The compressor drives a piston in the spray pump, which uses a 
hydraulic system to push the paint through a hose into the paint spray pump, 
and then from the pump into a hose connected to the spray gun. 

c. Raw Materials Used on the Metro Property. 

Trainer did not use any raw materials on the Metro Property. All raw 
materials used on the Metro Property were used by SPI. SPI stores raw materials in a 
warehouse on its Property. These raw materials are primarily grit and sand (packaged in 
paper bags) and buckets of paint and reducers (such as thinners and solvents) that get 
mixed into the paint coating. 

The raw material used in the sandblasting process is sand or different types 
of grit. Sand is delivered to the Property by a tanker in bulk in approximately 20- to 23-
ton deliveries, and is placed into a silo. Deliveries of sand/grit are made approximately 20 
times per year. 

The raw material used in the painting process is a two-part mixture involving 
the paint and the thinner. The raw materials used in painting operations are epoxy paints 
or other paints, and thinners. SPI does not use lead based paint, and maintains MSDS 
sheets for all paints and thinners. The paint comes in 5-gallon buckets, and has always 
been stored inside the warehouse, in a separate enclosed room, on a concrete floor. 200-300 
gallons of paint may be stored at any one time, but the amount varies. Paints are all in 
sealed containers, and are kept sealed while in the room. 

SPI's raw materials also include no. 2 fuel oil and diesel fuel. SPI has a 2000-
gallon above-ground storage tank for no. 2 fuel oil within a containment area, on the 
Property. SPI also stores diesel fuel in 5-gallon, for use at job-sites. These cans were 
previously located outside the building within a containment area, and are now stored 
inside the building. 
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SPI also has an office operation. SPI's office operation consists of 3 
employees who perform normal clerical and administrative activities on the Property. The 
raw materials used by the office are standard office supplies, including paper and 
cardboard. 

d. The Waste Materials Generated on the Metro Property and How Each 
Is/Was Disposed of. 

Trainer did not generate any waste materials on the Metro Property, or 
dispose of such waste materials. All waste materials generated on the Metro Property or 
disposed of from the Metro Property were generated or disposed of by SPI. 

The principal waste stream created by the sandblasting process waste is 
waste sand. Previously, waste sand accumulated in the outside yard; now it accumulates in 
an enclosed area inside the warehouse building. It is piled up rather than being put in 
drums. Because the amount of this waste generated is small, the waste sand is sent out for 
disposal approximately every 3 years. When enough waste sand has accumulated for 
disposal, SPI starts the process to have the waste sent to the proper disposal facility. First, 
SPI has an environmental consultant, EMSL Analytical, Inc. ("EMSL"), test the waste 
sand to determine its components and how it should be disposed. After SPI receives the 
results for the samples, SPI fills out the appropriate paper work with Waste Management, 
a private hauling company, so that Waste Management can properly remove, transport 
and dispose of the waste sand. The waste sand is transferred into 20-cubic-yard containers 
and sent to a disposal facility, accompanied by appropriate paperwork. The sand waste 
varies in weight, depending on the amount of moisture it retains, but each 20-cubic yard 
container of sand waste is usually weighs between 15- 20 tons. Waste Management 
paperwork shows that it has transported the waste sand to G.R.O.W.S. Landfill, 1513 
Bordentown Rd., Morrisville, PA 19067 and Tullytown Resource Recovery Facility, 200 
Bordentown Road, Tullytown, PA 19007. After SPI started sandblasting operations on the 
Property in 2008, it which it had a high volume of sandblasting jobs from later 2009 
through early 2010, and during that time SPI sent out an average of 37 cubic yard of waste 
sand per month. The sand samples taken in 2008, showed that the waste sand contained 
trace amounts of barium, cadmium and lead, and could therefore be disposes of as non-
hazardous waste. (See Exhibit G). From 2010-2012, SPI has generated an average of 14 
tons of waste sand per month, for an annual quantity of approximately 168 tons per year. 
Currently, SPI is in the process of arranging for the testing and disposal of 300-350 tons of 
waste sand, which had accumulated over the past two years. EMSL's waste sand sampling 
from earlier this year show that the waste sand contains only trace levels of barium. (See 
Waste Management Non-Hazardous Waste Manifests and corresponding Invoices, 
attached as Exhibit H). 

Repairs and maintenance of the sandblasting process also creates minor 
incidental waste streams of (1) rubber hoses; (2) metal valves; and (3) waste oil. When 
sandblast hoses wear out, they are disposed of with the solid waste trash stream from the 
office, into the dumpster. The metal valves from the sandblasting equipment eventually 
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wear out and have to be discarded. When the valves wear out, SPI contacts a metal 
recycler and sells the valves as scrap. The compressor uses no.2 fuel oil to operate. When 
the oil is changed, it is put into drums, and then is hauled away for recycling. All oil is 
disposed off-site with a private waste oil company that picks up and disposes of this waste 
oil. A forklift, which operates using no. 2 fuel oil, also generates a small occasional waste 
oil waste stream when it is serviced by a contractor, who also removes the waste oil from 
for off-site disposal and recycling. 

The primary waste stream from the painting operations are waste paints and 
solvents which are left over from a painting job for a particular customer. The waste paint 
includes spent paint from painting performed on-site, and spent paint from painting 
performed off-site for small customers, who require SPI to take the spent paint back to 
their Property and then arrange for its disposal. They put the waste paint into the drums 
for temporary storage until enough waste accumulates to dispose of it. They allow one to 
two 55-gallon drums of waste paint to accumulate, and then they send it out for disposal. 
The waste paint drums are stored in the paint storage area. They accumulate 1-2 drums of 
waste paint approximately every two years, for an annual quantity of approximately 55 
gallons. When the waste paint is ready to be picked up SPI arranges with Veolia 
Environmental Services ("Veolia"), a private company, for removal and disposal of the 
drums of leftover paints and solvents, which Veolia sends as non-hazardous waste to an 
appropriate disposal facility. Most recently, in July 2011, Veolia picked up 800 pounds of 
paint solid waste, and transported it to Veolia ES Technical Solutions, LLC property at 
2176 Will Suitt Road, Creedmoore, NC 27522. Before Veolia, a company called Onyx 
Environmental Services transported SPI's waste paint. These manifests are attached as 
Exhibit I. 

Maintenance of the painting process does not generate any separate waste 
stream. They use solvents to clean the spray pump, but they save the solvents, and use 
them to mix the paint that is applied the next day, so that there is no separate solvent waste 
stream. 

Secondary waste streams from the painting operation include: (1) plastic 
sheeting with dried paint on it; (2) empty paint buckets; and (3) used cheesecloth. The 
plastic sheets are disposed of in the trash dumpster, as non-hazardous solid waste. DEP 
allows SPI to leave up to % inch of liquid paint material in a bucket and consider it as 
empty, and to dispose of it as solid waste in the dumpster used for office waste. The paint 
process also produces the cheesecloth waste from the straining process described above, 
which consists of the cheesecloth and any debris or solid pieces that formed in the new 
paint cans. Because the cheesecloth only contains a minimal amount of solid waste, DEP 
allows SPI to dispose of this waste in the trash dumpster as non-hazardous solid waste. 
Because the compressor used for painting operations is the same compressor used for 
sandblasting, there is no separate waste oil waste stream from the painting operation. 

Aside from the equipment described above, no other heavy equipment 
machinery is operated on site. SPI has 20 pickup trucks and vans that come in and out of 
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the site, but they are not serviced on site. They are used to transport employees and their 
equipment and paint material to job sites. 

SPI's office operations generate a solid waste stream of paper, cardboard, 
packaging materials, office supplies, food waste, and other standard office wastes, which 
are placed into a small (5-foot by 5-foot by 5-foot) dumpster container between the 
warehouse and the office. This dumpster is removed for disposal by a private hauler, 
Waste Management. 

Several old buildings on the property have been demolished, and bricks and 
cement blocks from the demolition still remain on the property. There are about 200-300 
tons of bricks and block. 

e. The identity of any such wastes that were buried, burned, or otherwise placed 
onto the Metro Property and the location where such activity took place. 

No waste is or has been buried, burned or otherwise placed onto the Metro 
Property by Trainer or SPI. All waste generated by SPI on the Metro Property has been 
properly removed from the Property and properly disposed of by licensed waste haulers at 
a lawful disposal facility. 

4. Describe, in detail, Trainer's use, storage, generation, or disposal of any hazardous 
substances or any product containing hazardous substances (collectively 
"Substances") at or near the Metro Property including, but not limited to, VOCs 
(e.g., benzene, tetrachloroethylene, toluene, trichloroethylene), PAHs (e.g, 
anthracene, benzo(a)anthracene, benzo(a)pyrene, benzo(a)fluoranthene, 
benzo(g,h,i)perylene, benzo(k)fluoranthene, chrysene), PCBs (e.g., Aroclor-1248, 
Aroclor-1254, Aroclor- 1260), and metals (e.g., antimony, arsenic, cadmium, lead, 
mercury, nickel, thallium, and zinc). 

RESPONSE: Trainer did not use, store, generate, or dispose of any hazardous substances 
or any product containing hazardous substances (collectively "Substances") at or near the 
Metro Property including, but not limited to, VOCs, PAHs, PCBs, and metals. Trainer is a 
passive owner of the Property, which has not conducted any business operations on the 
Metro Property. 

All business operations conducted on the Metro Property between 2002 and 
the present have been conducted by SPI. SPI's business operations on the Metro Property 
used certain raw materials that contained hazardous substances, and as a result, this use 
has resulted in the storage and disposal of wastes that contained hazardous substances. 
None of these wastes were classified as RCRA hazardous wastes. 

The sand and grit used in SPI's sandblasting process may contain ingredients 
that are hazardous substances. Those hazardous substances are identified in MSDS sheets 
which are attached hereto as Exhibit J. The waste sand produced by the sandblasting 
process, which SPI stores at and disposes of from the Metro Property, is not a RCRA 
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hazardous waste, and is properly disposed of as a non-hazardous waste. Waste manifests 
for this non-hazardous waste are attached hereto as Exhibit H). 

The paint epoxies and thinners used in SPI's painting process contain 
ingredients that are hazardous substances. SPI uses several paint epoxies and thinners, 
and the hazardous substances which are ingredients in those paints and thinners are 
identified in Material Safety Data Sheets ("MSDS") sheets which are attached hereto as 
Exhibit K. The waste paint produced by the painting process, which SPI stores at and 
disposes of from the Metro Property, is not a RCRA hazardous waste and is properly 
disposed of as a non-hazardous waste. Waste manifests for this non-hazardous waste are 
attached hereto as Exhibit I. 

5. Provide the following information regarding each Substance identified in your 
response to Question #4: 

a. Identify the specific process in which such Substance was used or generated; 

b. Identify the chemical content and the physical state of each Substance at the time 
of use or generation. In addition, provide chemical analyses and Material Safety 
Data Sheets ("MSDSs") for all such Substances. 

c. Identify the annual quantity of Substances used, stored, or generated at the Site. 

d. Identify the method of disposal of for each Substance used, stored, or generated at 
the Site. 

RESPONSE: Since Trainer's response to question #4 did not identify any hazardous 
substances, because it did not conduct any business operations on the Metro Property, 
Trainer has no further information to provide in response to Question No. 5 (a)-(d) SPI's 
response to question #4 did identify hazardous substances, used and stored on, or disposed 
of from the Metro Property, since SPI conducted business operations there., and therefore 
it provides the following responses to Question No. 5 (a)-(d):. . 

a. SPI used hazardous substances in its sandblasting process and painting 
process. These hazardous substances were constituents in the sand and grit 
used in the sandblasting process, and the paints and thinners used in the 
painting process. The waste sand/grit and waste paint generated by these 
processes contained these hazardous substances, but these wastes were not 
classified as RCRA hazardous wastes, and were properly disposed of as non-
hazardous solid wastes. 

b. The Material Safety Data sheets for the sand/grit used in SPI's sandblasting 
process are attached as Exhibit J. The physical state of these raw materials 
was solid. These MSDS's contain a breakdown with the names and 
concentrations of the hazardous substances in these raw materials, which 
included trace elements of barium, cadmium, and lead. These chemical 
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constituents were present in the waste sand at concentrations below 
regulatory limits (see Exhibit G). This waste sand was properly disposed of 
as non-hazardous waste (see Exhibit H). 

The Material Safety Data sheets for the epoxy paint and thinners used in the 
painting process are attached hereto as Exhibit K. The physical state of these 
epoxy paints was solid; the physical state of the thinners was liquid. These 
contain a breakdown with the names and concentrations of the hazardous 
substances in these raw materials, which included xylene, ethylbenzene, and 
1-butanol. These chemical constituents were present in the waste paint at 
concentrations below regulatory limits, and this waste paint was properly 
disposed of as non-hazardous waste (see Exhibit I). 

c. The hazardous substances used or stored at the facility were ingredients 
which constituted a small percentage of the weight or volume of the raw 
materials and the waste streams generated. The waste manifests attached as 
Exhibits H and I show the volumes of wastes generated which contained 
these hazardous substances. See also, SPI's response to Request No. 3. 

d. See SPI's response to Request Nos. 3 & 4, which contains an explanation of 
the method of disposal for each waste stream. 

6. Identify all hazardous and non-hazardous waste streams generated by you during 
your operations at the Site. 

RESPONSE: Trainer did not generate any hazardous or non-hazardous waste streams on 
the Metro Property, since it did not conduct any business operations on the Metro 
Property. SPI did not generate any hazardous waste streams from its operations on the 
Metro Property. SPI did generate non-hazardous waste streams from its operations on the 
Metro Property, including waste sand/grit from its sandblasting process, waste 
paint/thinner from its painting process, and office waste. See SPI's description of its waste 
streams in its response to Request No. 3. SPI's non-hazardous waste manifests for its waste 
sand and waste paint waste streams are attached hereto as. Exhibits H and I. 

7. Describe your waste disposal practices for each waste stream identified in response 
to Question #6. Your response should include how each such waste stream was 
stored prior to disposal, the method in which each such waste stream was disposed, 
the entity or person that transported each such waste stream and the name of the 
disposal location for each such waste stream. 

RESPONSE: Trainer did not have any waste disposal practices since it did not conduct 
any operations at the Metro Property and did not generate any waste stream identified in 
response to Question #6. SPI's waste disposal practices for each waste stream identified 
in response to Question #6 are described in its Response to Request No. 3, above, which is 
incorporated by reference. 
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8. Did Trainer ever spill or cause a release of any of the Substances identified in 
response to Questions 3-6? If yes, then identify the following: 

a. The date(s) the spill(s)/release(s) occurred; 

b. The location(s) at which the spill(s)/release(s) occurred; 

c. The composition (i.e. chemical analysis) of the materials which were 
spilled/released; and, 

d. The response made by or on your behalf with respect to the spill(s)/release(s). 

RESPONSE: Trainer never spilled or caused a release of any of the hazardous substances 
identified in response to Questions 3-6, since it did not conduct any operations on the 
Metro Property. SPI never spilled or caused a release of any of the hazardous substances 
identified in response to Questions 3-6 in connection with its business operations conducted 
on the Metro Property between 2002 and the present have been conducted by SPI, with the 
limited exception of the minor spills below which never came into contact with or impacted 
soil or groundwater at the Metro Property . The only spills that occurred were small spills 
of paint, of no more than Vz to 1 gallon, which occurred inside the warehouse, on a concrete 
floor. In each instance when liquid epoxy paint ("Part A") was spilled, SPI's employees 
activated this liquid to turn it into a solid which was easily picked up and disposed of. To 
do this, SPI added Part B of the epoxy mixture to the liquid Part A paint, and allow it to 
dry. This solid paint waste was disposed of by placing it into the trash dumpster used for 
the office waste stream, or by placing it into the drum used to store waste paint. No 
records of any such paint spills were kept because the spills were always less than the 5 
gallons threshold for reporting such spills to DEP. Because no records were kept of these 
small paint spills, SPI cannot provide the specific dates of any such spills. However, 
neither the paint spills themselves, nor the waste paint from the spills, ever went into the 
ground or came into contact with soil or groundwater. 

9. Please identify Trainer's officers and directors from the date Trainer was created to 
the present, including the dates each officer and/or director served in his or her 
capacity. 

RESPONSE: The officers of Trainer from 1998 to present are as follows: Nick Garavelas 
is President, Charles Campbell is Vice-President, and Deborah Kennard is Secretary. 
Trainer has no directors. 

When SPI was created in 1993, its offices were Nick Garavelas as President, Charles 
Campbell as Vice Present, and Phyllis L. Burke as Treasurer and Secretary. In 
approximately 1996, Deborah Kennard took over as Secretary and Treasurer of SPI from 
Phyllis Burke. SPI has no directors. 

10. Provide the name, title, address, and telephone number of the person answering, these 
questions on Trainer's behalf. For each question, provide the name, title, area of 
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responsibility, current address, and telephone number of all persons consulted in 
preparation of the answers. 

RESPONSE: The person answering these questions on behalf of Trainer is Nick 
Garavelas, President, Trainer Industries, LLC, 200 Price Street, P.O. Box 430, Trainer, PA 
19061, Phone 610-494-9000, with assistance of counsel. The person answering these 
questions on behalf of SPI is Nick Garavelas, President, Service Painting, Inc., 200 Price 
Street, Trainer, PA 19061, Phone 610-497-4700, with assistance of counsel. 

11. If any of the documents solicited in this information request are no longer available, 
please indicate the reason why they are no longer available. If the records were 
destroyed, provide us with the following: 

a. Your document retention policy; 

b. A description of how the records were/are destroyed (burned, archived, trashed, 
etc.); 

c. The approximate date of destruction; 

d. A description of information that would have been contained in the documents; 
and, 

e. The name, job title, and most current address known to you of the person(s) 
who would have produced these documents; the person(s) who would have 
been responsible for the retention of these documents; and the person(s) who 
would have been responsible for the destruction of these documents. 

RESPONSE: SPI and Trainer do not have reason to believe that any documents 
responsive to this information request have been destroyed. SPI and TI each have a 
policy to retain documents for seven (7) years. These policies are not in writing. After 7 
years, records for both SPI and Trainer are disposed of in the trash. SPI and Trainer 
cannot specifically recall the last date on which documents were disposed of under their 
respective document retention policies. However, because SPI did not begin performing 
the sandblasting or painting on the Property until 2008, SPI has reason to believe that 
the documents provided with this response are a complete set of documents. 

12. If you have any information about other parties who may have information which may 
assist EPA in its investigation of the Site who may be responsible for the generation of, 
transportation to, or release of contamination at the Site, please provide such 
information. The information you provide in response to this request should include 
the party's name, address, type of business, and the reasons why you believe the 
party may have contributed to the contamination at the Site or may have information 
regarding the Site. 

11 



RESPONSE: Neither Trainer nor SPI released any hazardous substances at the Metro 
Property. Neither Trainer nor SPI has any direct information or direct knowledge about 
other parties who may be responsible for chemical waste and/or hazardous substances on 
the Property. However, the Metro Property has previously been categorized by EPA as a 
Superfund Site for which the former owner of the Metro Property, Metro Container 
Corporation was responsible, along with other parties who brought wastes to that company 
for disposal or cleaning of drums. Therefore, EPA may have information on these parties. 
Under the Agreement and Covenant Not to Sue between EPA and Trainer, Trainer has no 
liability or responsibility for any hazardous substances disposed of or released at the Metro 
Property by Metro Container Corporation during its ownership and operation of the site, 
by Metro Container Corporation or any entity that generated hazardous substances that 
were delivered, disposed of, or release there. 

12 



Certification 

With knowledge of the penalties for false statement provided by 18 United States Code 1001 ($10,000 
fine and/or five years imprisonment) and with knowledge that this statement is submitted by me to 
affect potential action by the Department of Justice, I certify and I believe the above statement is true 
and that this is a complete statement. 

4-/8 - / A  
Date Signature 

Secretary, 
Trainer Industries, LLC & 
Service Painting, Inc. 
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PETRIKIN, WELLMAN, DAMICO, BROWN & PETROSA 
A PROFESSIONAL CORPORATION 

-- - sorrr;,:=-~'\1:;:"=\r..'Ef:I;-a;:A41.c-_:_:____:_ 

JOSEPH A. DA!JlJCO, JR. 
STEVEN-G.-BROWN 
DONALD T. PETROSA 

STEVEN A. COHEN 
DENIS 1/L DUNN" 

MARK J. CONNOR .. 

SUSAN E. liNE BOS\VELL 
MARK· D. DAMICO 
HOWARD M. BROWN~ 

*ALSO NEW JERSEY BAR 
~•ALSO FLORIDA BAR 

ATTORNEYS J..ND COUI'ISELORS J.,T LA\\' 

THE \\'JLLIA/,\ PENN BUILDING 
109CH-EslEY DRr\fe

l.iEDIA, PA 19063 

October 14, 1998 

PERSONAL AND CONFIDENTIAL 

Nick Garaveias and Charles C. Campbell 
c/o Service Painting, Inc. 
231 Wanamaker Avenue 
P.O. Box 86 
Essington, P A 19029 

Dear Nick aiid Clmrlie: 

MALCOLM B. PETRif~IN 
(1934-1995) 

AREA CODE 610 

FAX 565-0178 

e-mail: sgb@pelrlkin.com 

Enclosed is a copy of the Certificate of Organization for Trainer Industries, LLC filed 
with the Commonwealth ofPem1sylvania on October 9, 1998. 

SGB:sag 
98081-2 

Enclosure 

VI!!: 
Steven G. Brown 



f!.icrofi!mNumber _________ _ ;) 9 1998 

EMity Number _____ ~----

CeRTIFICATe OF ORGJl.NIZA TIQN·OQMESTIC LIMITED LIABILITY COMPANY 
DSCB:lS-8913 (Rev 95) 

(n complian_~ with the requirements of 1 S Pa.C.$. § 8913 (relating to certificate of organization), the undersigned. de~irirq 
to Of'llanize a limited liability company, hereby"state(s) that: 

2. The (a) address of the limited liability Company's Initial registered office In this Commonwealth or (b) !"ill me of its commerc:W 
registered office provider and the county of venue Is: 

(a) 
105 West 2nd Street Essington PA 19029 Delaware 

Ci!y Stoto Zip 

(tJ) cto: · . 
N•me of Com.'Tl..-..111 R~ Ol!i-..e Provi:le:' Cou.~ 

Fo; a fimite'd liability compll<l)' rop-:-e~d bye commerei&! ~&d offioe p:o\~:1«, the eo:~..,ty j,) (b) shall be deemed the~ a 
whioh ine limited fiability comp&ny ii lo~~ for venU& end officio! plbliettion P'-""P~-

NAME 

Steven Gt Brown, Esq·uire 

·-·----·-·· ----

ADDRESS 

Petrikin, Hellman, Damico, Brown & Petrosa 
109 Chesley Drive, Media. PA 1 'l063 

4. (W\Ji~~·lt'·~·\Qi'if.;'~· ;&·~· ~~~· I~W~'i'v~li$~~1.~~~ 

5. ~~lflille't&Nj{Dl~' .,. '- - ''. 'l'f~E41¥l(lf~ 

5. llle specified effective date, if any is; --------,-----------:---:-;--
month ~y }'t:~ hour, if e...rrt 

r. ~li&itW<ll&~~£o~l!W'~~~~~~ 
-~:. 

3. Foraodilional provisions of the certificate, if an)', attach an S 1/2 x 11 sheet. 
See Attached Sheet. 

{?A. - LLC: 3539 - 7/20/95) 
<;I ~)01-



DSCB:15-8\l13 (RevS5)·2 

of 
IN TESTIMONY WHEREOF, the organlzer(s) has (have) sionea this Certificate of Orvaniz:ation this._ ____ d

2
y 

October , 19~. 

........ --l?J~-.c~~~ 
(Signature) Steven G. Brown, Esquire 

(Si~nature) 

(Signature) 

.. ' 

I 
-_ ~--~- ~ . ~---- -~..,--~- -' 

.07 l 

(;;·A~ -· LLC 3539) 



98081-2 10/7/98 10:26 AM 

- ATT A:eHlWENTTO. 
CERTIFICATE OF ORGANIZATION-~-DOMESTie 

. -- -LrMITEDLi:ABILITY COMP Al\'Y 

8. This Certificate of Organization may be amended in the manner prescribed at the time by 
statute, and all rights conferred upon members in this Certificate of Organization are granted 
subject· to· this fef.ervcitiOil. 

- -~ -=-



( 

!WlJjj & t-' 'A I I Y 

File<! with 

O'n\f.y :'\u:rot>er __________ _ 

----

.CERTIFICATE OF ORGANtz..\TlON·DOM!STlC L!f,liiTEO UA81UTY COMPANY 

·c ~cc-c?fi;;nc;G wilh toe rtqt.Urcmenti c;t 15 ~e. C.$. i !~13 (rel<rtlf19 to cartlw...:rt~ af org~niutlon), the uod~~QO~. o~ri~ 
c c-c""·:-o" :imRo<lllabillty·c:ompaoy, het'Oby mrtl'{s)_ tllti: 

--: 1" namll of thw limn.:! li;b111ty oompeny 15: __ ,:..T r:.:a::i:.:.n;.::e.:r..:,I ":.:.a:;' u:.:s:..:t:.:r:.:i:.:e::"..:.• _L::,L:.:;C::.._ ____________ _ 

,c. 11" (a) •dd.-..n of the limit.:! llebllity C0111pcny's ln!tilil r.;!l$t&red Cl!'l'iC$In this Commt>:lM.Uth or (b) n.m1e of Its comme~rcl.oll 
rcqi"tqr&d on'! c. Pf"vlder and 1M c:ouney of~ 11;: 

105 West 2nd Street Euingtoo PA 19029 Delaware 
Cl:y 

~,.a fimited ~ability comP1'<1Y re;x ne.r..d bye ~o!:el re~e4 c~ ~.the~ In (b) IINil' bt dt>em&d the e-o:Jn!yi:> 
>1-hieh 1ht timn.d U..blllty co~ ill ~ f« ~ •n:! offielel pul>~ ~-

·):even G. Bro~TU~ Escp:lire 

'-.'. 

Petrikin, Welltnan, Damico, Brown & Petrosa 
109 Chesley Drive, Med;e, PA fq063 

, . -:-ne spocffiedor!Ttctlv'"dlltle. If any Is: ------------------...,.---
n>O<l1!!\ dlty y- """'· if""! 

,, . "or;>ddi\ional provi~fon~ of \lie oortffi~i". if •ny, oii='> on S i/2 >: i 1 sheo.:t. 
See Attached Sheet. 

~~c JS3? - 7/20/95) 
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-:, ---·>:" ;.'~-~:} 
' ::.; , _;:;:o;,-~~·,--c;:;:: 

(PA. - LLC 3539) 
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~L!~L!LUUL ~~:~t rw.uo & 1 1-1. 1 1 y 

~-- - --~ 

__. .'-·!. 

'!~liS 1-2 1017/98 I 0:26 AM 

ATTACHMENT-TO~----~----

T£F£CATE OF ORGANIZATION DOMESTIC 
- ---------- - - --- --- - - - - - --------- --- --- ---- - --- - ----- --- - - --- -- --- ---- ----------- ----- -- -- --- --- - --- -- - --------- ----------------------------------- --- -- --------

LIMITED LIABILITY COMPANY 

X. This Certificate of Organization may be amended in the manner prescribed at the rime hy 
statute, and all rights conferred upon members in this Certificate of Organization are granted 
subject to this reservation. 

-------

·--_--·-= -- ---------------------~- -,-------------~- ----------------- - -- ---- -- -- -_::--===- ----
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9377= 
I>Aicrofi!m !\lumber ______ _ 

[<)nV 2 g 1gg~ 
Filed with the Department of State on __ ,_...,_' __ _ 

Entity Number 
~KvJlh 

Secretary of the Commonv~ealth 

G8HP0R-A-T+GN--
oscs·:iS-1306 {Rev 89) 

The type of domestic corporation is: 

-~"--- Buslness~sto~k (15 Pa. C.S. § 1306) __ Profes,sional (15 Pa. C.S. § 2903) 

' 1. The name of the corporation is: 

SERVICE PAINTING, INC. 

This corporation is incorporated under the provisions of the 
Business Corporation Law of 1988. 

2. The address of this corporation's initial registered office in 
this Connnonwealth is: 

231 1\Tanamaker Avenue 
Essington, PA 19029 County of Delaware 

3. The aggregate number of shares authorized to be issued is: 

1,000 Shares Without Par Value 

4. The name and address of the incorporator is: 

Michael P. Pierce 

'
Pb, Q!CPT OF STATE , 1- ~ I , 

2002 Sproul Road 
Broomall, PA 19008 
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( 

\ \ 

231 \',lanamaker Avenu.e 
Essington, FA 19029 Delaware County 

7. Mailing address if different than #6 {Location where correspondence, tax report form, etc. are to be sent: 

8. Federal Identification Number: to be apPlied for · 

9. Act of General Assembly or authority under which you are organized or incorporated {Full Citation of statute or status 
·attach a separate sheet if mor'e space is reqUired}: · · 

The Business Corporation La\.; of 1988 
. ·10. Date and state of incorporation or organization (foreign corporation only): --------;---------,----

' ' 

11. Date business started in PA (foreign co.rporation only): _______________________ _ 

12. Is the corporation authorized to i~sue capital stock? _K_vES __ NO 

13. Corporation's fiscal year ends: December 31 

This statement shall-be deemed to have be~n executed by the individual who executed the accompanying submittal. See 18 PA C.S. 
§ 4904 (relatin_g to unsworn falsiiication to auth"otities). 

INSTRUCTIONS FOR COMPLETION OF FORM: 

A. A separate completed set of copies of this form shall be submitted for each entity or registration resultino 
from the transaction. ..., 

B. The Bureau of Corporation Taxes in the PA Department of Revenue should be notified oi any address 
changes. 1--iotifica.tion should be.sent to the 'Frocessi·ng· Division; Bureau of Coip6r<Hion Taxes, PA 
Department of Revenue, Dept. 280705, Harrisburg, PA 17128-0705. 

--e-.- --AH- P A-co-rpo-ra-te-t-ax· repor-ts--;-ex-eep Hh.qse fo~motor-vehfGl e- for·-hire,-mHS't~b-e-me-ct-.. vi h- th-e-eorrrnTonw·e--a-iti·r 
on the same fiscal basis as filed with the U.S. government. Motor vehicle for hire .. e., gross receiots lax 
reports, must be filed on a calender year basis only. · 



BUREAU USE ONLY: DOCKETIHG STATEMENT (DSCB:15-134Al 

DEPARTMEI•JTS Of STATE AND REVENUE Dept. ol Stale Enli!y Number __________ _ 

FILING FEE: NONE Revenue Sox Number ____________ _ 

Filing Penod --'------ Oolte 3 <: 5 _____ _ 

SIC------- Report Code ______ _ 

_ _____ cQMMQ!'L_______________ _ _______ _ 
DEPARTMENT OF STATE 
CORPORATION BUREAU 
808 NORTH OFFICE BUILDING 
HARRISBURG, PA 17120-0029 

Check proper box: 

~Business-stock ___ Business-nonstock 

· ~-Business-statutory close ___ Business-cooperative 

__ Foreign __ Foreign-nonprofit-stock 

__ Business-Management __ Professional 

--Nonprofit-stock 
' 

__ Nonprofit-nonstock 

__ Motor Vehicle for Hire 

__ Foreign-Limited Certificate of Authority to 8/_BIA----------------------------

Corporation registering as a result of (check box): 

~Incorporation (PA) __ Domestication __ Consolidation 

......__......Authorization of a foreign corporation __ Division __ Summary of Record 

L Name of corporation: 

SERVICE PAINTING, INC, 

( 
2. Location of initial registe1:ed office in PA: 

.. 
231 Wanamaker Avenue 
Essington, FA 19029 

3: Specified effeCtive date, if applicable: 

Delmqare County 

4. Describe principal PA activity to be engaged in, within one year of this application date: 

\ , painting contracting 

5. Names. residences and social security numbers of the chief executive officer, secretary and treasurer: 

Name 

Nikitas Garavelas 

Address 

231 Farlamb Avenue 
Haverto,·m;or PA 1-9083 

Charles Curtis Campbell 

Phyliss L. Burke 

Phyliss L. Burke 

·231 Wanamaker Avenue 
-------· 

-t,ss~ngrop; 1'1\. 1~0i~t 

2057 Kent Road 
Folcroft, PA 19032 

2057 Kent Ro2.d 
Folcroft, PA 19032 

Title Social Security 'F. 

President 

Vice President 

Treasurer 

Secretary 
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Proof nf Publication of Notice in The County Press 
Under Newspaper Advertising Act No. 587 May 16, 1929 

COUNTY OF DELAWARE u. Ko. ----··--T~m.l9 __ 

Richard L. Crowe, Publisher 
------------·.-:-=-:-::-=:-:-: o/ THE COUNTY PRESS, o/ th< C<xxlty U><~ SUt< 

~fore-s-.1kf, be-toe duty s'lo'r'Orn, ~ ~ ~ tM THE COUNTY PRESS, i ~ o! t«"ter.tf drculatixl. 
pubiW>«i •t NEWTOWN S<)UARE. Co<.xrty ><><! St..t. rloc=id, w« embli<h&d Odoo<< !, !93!, >od th.lt th< 
p;-i.nt~ ootK:c 0< publbtkx1.1t"txh+d ht-rtto i:1; cixUy Uw ~ H p<i-lte-d .u.d pub8Jw..d in the r~u.U-r ..ditio:u .)0(1 
"=e1 of th< uid THE COUNTY PRESS on th< I~ d.t<1 vil: 

' ' 

Decembe~ 22, 1993 

AHi>nt lurth¢< Oepo= tlut h< ~ th< p<C<><f i'¢1"1«l duly wthori=J by THE COUNTY PRESS, pub8h<1" o/ s.Jid 
THE COUNTY PRESS, .z ~;.x-< eX c~H ci:-cut..z-tbo, to w-r-ffy ~ fort-eOOc sU:~e-nt tJ.nd..e..r o,th,ln<l th.lt .zf. 
li.Jnt i:s not interesW kl th-e s.ubf~d f'T\.Itt.ff o< tnt .lfO<euid notK:e <X. ~t. .an<:f-th.lt .;dl ~~.ztio<u ~ th¢ 

atO<t-c<Xn.t' sbte-monts 21 to tkne, p-!xe u~d ch.u~cte-r o( pubk4Ux! .ue trw. 

•·• · •c NOTICE .;,!ri 
· SERVICE PAINTING, INC. has 
been incorporated under lhe provi· 
sions of the Pennsylvania Busi.ness 
Corporation Law of 1988. . 

. Sereni & Lunardi 
,- ·The Marple Commons 

~' 2002_sprou! Road. 
·Broomall, PA 19008 

STATEMENT OF I.DYERTI,SfNG COSTS 

To THE COUNTY PRESS 

Fo.r publWWlc lh<: notK:e (>( pubh::.:tt.ix1 .rtU-:~d 

~'- -_-- -: 

ht-rdoonth-e2bove"S-lt~c!.lte~ $----

Pn:.tuti-lc: ~m-e $- ----
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DELAWAil.E COUNTY BJU'- ASSOCIATION 

Owner.and Publisher of · 

DELA\\'ARE CO\Thf:PY LEGAL JOlJRNAL 

PROOF OF PUBLICATION OF NOTICE 

STATE OF PENNSYLVANIA 
COUNTY OF DELAWARE } SS: 

• .EJ-i4<ibi"tb .J:., (IJ;Jde.r.soJ;J, Assistant. ...•.. 1 editor of the DELAWARE COUNTY 
LEGAL JOURNAL, being .duly ·sworn according to lavr, says that the 
-DELAWARE COUNTY 'LEGAL JOURNAL is the duly designa·ted legal news-

coPy OF ll:lT ICE 
\ . 

CHARTER APPIJ CA Tl 00 

IIOTICE lS HEREBY. GIVEN ,TW.T a 
cqrpor~tl.o.'l ;;·s to be or he.~ been : 
)ncorpor~ted _t,mder the prcwisions: 
of the BUS_iness Cot:por~s.t10n la\1 j 
of 19SS. · I 

SERVICE PAINTING, INC. has been 
__ _ ,_, __ (>vilLbetinco_:r;pQ~ate_d_].!_mi~E- t_l}_~ _r_e_n!_l~~_; _ 

vania Businr":" Corporation Law-of 19f:8. 
SERENI & LUNAHDI, Solidtm:s 
The Marple Commons 
2002 Sproul Road 
Broomall, FA 19008 

"o--·--:;o·•- -· 

paper for DELAWARE COUNTY, Pennsyl
vania; .which legal newspaper was 
established.in 1948 1 and its place 
of business . .and publicat~on is at 
Front apd Lemon Streetsfi. Media, 
Delaware County, Peni)sy+_vania; and 
tnat a copy of the pri~t~9 notice of 
publication is attach~. hereto 
exactly as printed QX ~qblished in 
the issue or issl1;:es qt l;;l;lid legal 
newspaper on the fol1owil;l.g date or 
dates: 

• ·• ·d· December 24 ' · · F.r.:L: ay . ...........••• , , . .L,-~ • ••••••••• 
. .,, · . .,. . 1 9 93 
....... ~ -• .. ~ .. ~ .. ~ ~ ..••. ~- .. ~'-" v- ~ - ~ ... ; .•. 

That Ciffiant fu:r:tb:"'r st;ates that she/ 
he is t:~.e design>'}t;~ ~,ant of the 
DELAWARE· CQq:!j,~J;·J?AA.l'<SS_-c),CIATION, the 
owner of s.a.J~ ·l~al aews.paper, that 
she/he is not intereste~·~n the sub
ject matter of the aforesaid notice 
or .advertising 1 and that. all the 
allegations ,of the a.:t'o~e:said state
ment as -to ;tjf.)ne, p.i!;E,g:e, q:,.l)d character 

. o~ ~\fbli;Jon / ~C}:(L 
,[;f'i?~ ;&;, ·/{"~· ... ~ 
swor~ and subscribed· before me this 

o--~: .~~:}1~(':/:l~;:i!<~--~of!}' 
.... ~ .... .,, ... v~ ..... . 

_ _ . _ l'jota:rl!' I'l})J]:ic 
v' 

HY COMMISSION EXPIP;ES: 
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 
REGION III 

IN THE MATTER OF: 

Metro Container Corporation Site 
EPA Docket No. CERC-PPA-99-06 

Trainer Industries, LLC, 

Settling Respondent 

" Under Authority of the Comprehensive 
, Environmental Response, Compensation, 
, and Liability Act of 1980, as amended, 
" 42 u.s.c. § 9601, ill £ill!· 

" 

" 

AGREEMENT AND COVENANT 
NOT TO SUE 

I. INTRODUCTION 

This Agreement and Covenant Not to Sue ("Agreement") is made and entered into by and 

between the United States on behalf of the U.S. Environmental Protection Agency ("EPA") and Trainer 

Industries, LLC (collectively the "Patties"). 

This Agreement is entered into pursuant to the Comprehensive Environmental Response, 

Compensation, and Liability Act of 1980, as amended ("CERCLA"), 42 U.S. C. § 9601, m ~- and 

the authority of the Attomey General of the United States to compromise and settle claims of the United 

States. 

Settling Respondent Trainer Industries, LLC is a Pennsylvania limited liability company formed 

D.\Data'A\2-15'.ppa155.wpd {Februay 15, 200)} 
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Agreement and CorMant Not to Sue: Metro Container Site 
EPA Docket No. CERC-PPA-99-06 

for the purpose of acquiring the Property, as defined below. The Metro Container Corporation Site 

("Site") is located at West Second Street and Price Road in Trainer Borough, Delaware County, 

Pem1sylvania. l11e Site is currently owned by Metro Container Corporation ("Metro") in tmst for tl1e 

benefit of creditors and interest holders of the bankrupcy estate of Metro in accordance with a plan 

approved by the United States Bankruptcy Cmut for the District of Delaware in September 1988. 

2 

Settling Respondent intends to construct an office building and warehouse for operations and storage of 

equipment, paints, and paint-related materials. Thinners and solvents will be stored in a separate 

location within the warehouse space in an area designed with secondaty containment. Diesel fuel to 

operate compressors will be stored outside the warehouse in a 500-gallon above-ground storage tank 

in an area designed with secondaty containment. The warehouse will contain separate areas designated 

as abrasive blast and paint shops. 

The Patties agree to undettake all actions required by the te1ms and conditions of this 

Agreement. The pmpose of this Agreement is to settle and resolve, subject to reservations and 

limitations contained in Sections VII, VIIT, IX, and X the potential liability of the Settling Respondent 

for the Existing Contamination at the Prope1ty which would otherwise result from Settling Respondent 

becoming the owner of the Prope1ty. 

The Patties agree that the Settling Respondent's enhy into this Agreement, and the actions 

undettaken by the Settling Respondent in accordance with the Agreement, do not constitute an 

admission of atly liability by the Settling Respondent. 

The resolution of this potential liability, in exchange for provision by the Settling Respondent to 
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Agreement and CownmJt Not to Sue: Metro Contaimr Site 
EPA Docket No. CERC-PPA-99-06 

EPA of a substantial benefit, is in the public interest. 

II. DEFINITIONS 

Unless othetwise expressly provided herein, tenns used in this Agreement which are defined in 

CERCLA or in regulations promulgated under CERCLA shall have the meaning assigned to them in 

CERCLA or in such regulations, including any amendments thereto. 

l. "EPA" shall mean the United States Environmental Protection Agency and any successor 

departments or agencies of the United States. 

2. "Existing Contamination" shall mean any hazardous substances, pollutants or contaminants, 

present or existing on or under the Site as of the effective date of this Agreement. 

3. "Pmiies" shall mean EPA and the Settling Respondent. 

4. "PropetiY" shall mean that po1tion of the Site which is described in Exhibit l of this 

Agreement. 

5. "Settling Respondent" shall mean Trainer Industries, LLC. 

6. "Site" shall mean the Metro Container Site located at and near the intersection of West 

Second Street and Price Road in Trainer Borough, Delaware County, Pennsylvania and depicted 

generally on the map attached as Exhibit 2. The Site shall include the PropetiY, and all areas to which 

hazardous substances and/or pollutants or contaminants, have come to be located. 

7. "United States" shall mean the United States of America, its departments, agencies, and 

instnunentalities. 

D.\Data'A\2-151ppa155.\'i)XI [february 15, 200Jj 
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Agreemwt and Co\'enant Not to Sue: Metro Container Site 
EPA Docket No. CERC-PPA-99-06 

III. STATEMENT OF FACTS 

8. Between approximately 1920 and 1959, the Stauffer Chemical Company manufactured 

sulfuric acid and other chemicals at the Site. In 1963, the Joseph Reiss Company purchased the Site 

and erected and operated a steel drum recycling facility. Operations were taken over by the Universal 

Container Corporation, which eventually purchased the facility. In or around 1983, Universal 

Container Corporation changed ownership and its name to Metro Container Corporation. Drum 

4 

recycling operations continued at the Site until approximately 1987. A Site Inspection by EPA in 1987 

revealed an open cement lagoon nearly overflowing with waste sludges, numerous 55-gallon drums 

containing sludges, and approximately 60,000 unreclaimed dtums. Metro Container Corporation filed 

a petition for bank:mptcy in April 1988. A plan of reorganization through liquidation was approved by 

the Bank:mptcy Court in September 1988. In 1989-1990, several responsible parties disposed of 

thousands of contaminated dnnns, sludges, liquids, and soils removed fi·mn the Site under EPA 

Administrative Order on Consent No. lll-89-11-DC. In or around July 1990, EPA conducted further 

actions to remove and dispose of several contaminated drums unemthed during regrading operations. 

Under the approved liquidation plan, the Site remained the propetty of the debtor estate and continues 

up to the present to be propetty of the debtor estate. Wilmington Trust Company holds several 

mottgages on the Site propetty. Settling Respondent intends to purchase these mortgages from 

Wilmington Tmst Company and foreclose on such mmtgages or procure a deed in lieu of foreclosure 

D.\Dal.aW.2-151ppa155.wpd [February 15, 200J] 
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Agreement and Cm·enruJt Not to Sue: Metro Container Site 
EPA Docket No. CERC-PPA-99-06 

fi·01n Metro or from the bankrupcy estate to secure title to the Property. No proceeds of the sale will 

will paid to the current owner. 

9. The Settling Respondent represents, and for the purposes of this Agreement EPA relies on 

those representations, that Settling Respondent's involvement with the Property and the Site has been 

limited to the pe1fonnance, by a contractor retained by Settling Respondent, of an Environmental Site 

Assessment which included, among other actions, a review of historical maps and photographs, file 

5 

review at EPA and the Pennsylvania Department of Environmental Protection, collection and analysis of 

samples, and a ground penetrating radar survey. 

IV. PAYMENT 

I 0. In consideration of and in exchange for the United States' Covenant Not to Sue in Section 

VIII herein, Settling Respondent agrees to pay to EPA the sum of$15,000.00 within thirty (30) days 

of the effective date of this Agreement. The Settling Respondent shall make all payments required by 

this Agreement in the form of a ce1tified check or checks made payable to the "EPA Hazardous 

Substance Superfimd." Each such check shall contain Settling Respondent's name and address and the 

following infonnation: 

Payment shall be f01warded to: 

D.\Data\o\\2-15'f!Pa155.v.pd [February 15, 200)) 
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Region III 
Superfund Accounting 

Box 360515 
Pittsburgh, P A 15251-6515 
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Notice of payment and a copy of the check shall be sent to those persons listed in Section XV (Notices 

and Submissions) and to the EPA Region III comptroller's office at the following address: 

Office of the Regional Comptroller(3PM30) 
U.S. Environmental Protection Agency 

Region III 
1650 Arch Street 

Philadelphia, P A 19103 

and to the Docket Clerk at the following address: 

Docket Clerk (3RCOO) 
U.S. Environmental Protection Agency 

Region III 
1650 Arch Street 

Philadelphia, PA 19103 

II. Amounts due and owing pursuant to the terms of this Agreement but not paid in 

accordance with the terms of this Agreement shall accme interest at the rate established pursuant to 

Section 107(a) ofCERCLA, 42 U.S.C. § 9607(a), compounded on an annual basis. 

V. ACCESS AND NOTICE TO SUCCESSORS IN INTEREST 

12. Commencing upon the date that it acquires title to the Property, Settling Respondent 

agrees to provide to EPA its authorized officers, employees, representatives, and all other persons 

D.\Data'A\2-1fi'W3155.v.pd (Februay 15, 2000] 
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perfonning response actions under EPA oversight, an irrevocable right of access at all reasonable times 

to the Property and to any other property to which access is required for the implementation of 

response actions at the Site, to the extent access to such other property is controlled by the Settling 

Respondent, for the purposes of petforming and overseeing response actions at the Site under federal 

law. EPA agrees to provide reasonable notice to the Settling Respondent of the timing of response 

actions to be undettaken at the Propetty. Notwithstanding any provision of this Agreement, EPA 

retains all of its access authorities and rights, including enforcement authorities related thereto, under 

CERCLA, the Solid Waste Disposal Act, as amended by the Resource Conservation and Recovety 

Act, 42 U.S.C. § 6901, tl. ~ ("RCRA"), and any other applicable statute or regulation, including 

any amendments thereto. 

13. Settling Respondent agrees that: 

(a) Within thirty (30) days after the effective date of this Agreement, the Settling Respondent 

shall record a notice of the existence of this Agreement with the Recorder's Office (or Registty of 

Deeds or other appropriate office), Delaware County, Pennsylvania. A copy of this Agreement shall 

be attached to such notice. Thereafter, each deed, title, or other instnunent conveying an interest in the 

Pro petty shall contain a notice stating that the Pro petty is subject to this Agreement. A copy of these 

documents shall be sent to the persons listed in Section XV (Notices and Submissions). 

(b) The Settling Respondent shall ensure that assignees, successors in interest, lessees, and 

sublessees, of the Propetty shall provide the same access and cooperation. TI1e Settling Respondent 

shall ensure that a copy of this Agreement is provided to any current lessee or sublessee on the 

D.\Data'A\2-f5'ppaf55.wpd {Februay 15, 200:J] 
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Property as of the effective date of this Agreement and shall ensure that any subsequent leases, 

subleases, assignments or transfers of the Property or an interest in the Property are consistent with this 

Section, and Section XI (Patties Bound/Transfer of Covenant), of the Agreement. 

VI. DUE CARE/COOPERATION 

14. The Settling Respondent shall exercise due care at the Site with respect to the Existing 

Contamination and shall comply with all applicable local, State, and federal laws and regulations. Tite 

Settling Respondent recognizes that the implementation of response actions at the Site may intetfere 

with the Settling Respondent's use of the Property, and may require closure of its operations or a patt 

thereof TI1e Settling Respondent agrees to cooperate flllly with EPA in the implementation of response 

actions at the Site and further agrees not to interfere with such response actions. EPA agrees, 

consistent with its responsibilities under applicable law, to use reasonable effotts to minimize any 

interference with the Settling Respondent's operations by such ently and response. In the event the 

Settling Respondent becomes aware of any action or occurrence which causes or threatens a release of 

hazardous substances, pollutants or contaminants at or fl'otn the Site that constitutes an emergency 

situation or may present an immediate tlu·eat to public health or welfare or the environment, Settling 

Respondent shall immediately take all appropriate action to prevent, abate, or minimize such release or 

threat of release, and shall, in addition to complying with any applicable notification requirements under 

Sectionl03 ofCERCLA, 42 U.S.C. § 9603, or any other law, inunediately notifY EPA of such release 

or threatened release. 

O.'Data'A\2-15'ppa155.Yr]XI [February 15, 2000] 
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Vll. CERTIFICATION 

15. By entering into tllis agreement, the Settling Respondent ce1tifies that to the best of its 

knowledge and belief it has fully and accurately disclosed to EPA all information known to Settling 

Respondent and all infonnation in the possession or control of its officers, directors, employees, 

contractors, and agents which relates in any way to any Existing Contamination or any past or potential 

fhturc release of hazardous substances, pollutants or contaminants at or fi·01n the Site and to its 

qualification for this Agreement. The Settling Respondent also ceitifies that to the best of its knowledge 

and belief it has not caused or contributed to a release or threat of release of hazardous substances or 

pollutants or contaminants at the Site. If the United States determines that information provided by 

Settling Respondent is not materially accurate and complete, the Agreement, within the sole discretion 

of the U!lited States, shall be null and void and the United States reserves all rights it may have. 

VIII. UNITED STATES' COVENANT NOT TO SUE 

16. Subject to the Reservation of Rights in Section IX of this Agreement, upon payment of the 

amount specified in Section IV (Payment), the United States covenants not to sue or take any other 

civil or administrative action against Settling Respondent for any and all civil liability for injunctive relief 

or reimbursement of response costs pursuant to Sections 106 or 107(a) ofCERCLA, 42 U.S.C. §§ 

9606 or 9607(a), with respect to the Existing Contamination. 

IX. RESERVATION OF RIGHTS 

D.\Data'AI2-15'ppa155.v.pd [Februay 15, 200:1] 
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17. The covenant not to sue set forth in Section VIII above does not pe1tain to any matters 
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other than those expressly specified in Section VIII (United States' Covenant Not to Sue). The United 

States reserves and the Agreement is without prejudice to all rights against Settling Respondent with 

respect to all other matters, including but not limited to, the following: 

(a) claims based on a failure by Settling Respondent to meet a requirement of this Agreement, 

including but not limited to Section IV (Payment), Section V (Access/Notice to Successors in Interest), 

Section VI (Due Care/Cooperation), and Section XIV (Payment of Costs); 

(b) any liability resulting fi·01n past or future releases of hazardous substances, pollutants or 

contaminants, at or fi·om the Site caused or contributed to by Settling Respondent, its successors, 

assignees, lessees or sublessees; 

(c) any liability resulting fi'Om exacerbation by Settling Respondent, its successors, assignees, 

lessees or sub lessees, of Existing Contamination; 

(d) any liability resulting fi'Om the release or threat of release of hazardous substances, 

pollutants or contaminants, at the Site after the effective date of this Agreement, not within the definition 

of Existing Contamination; 

(e) criminal liability; 

(f) liability for damages for injury to, dest111ction of, or loss of natural resources, and for the 

costs of any natural resource damage assessment incurred by federal agencies other than EPA; and 

(g) liability for violations of local, State, or federal law or regulations. 

18. With respect to any claim or cause of action asse1ted by the United States, the Settling 

D.\Da!a'A\2-15'f!pa155.v.¢ {Februay 15, 20CQ] 
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Respondent shall bear the burden of proving that the claim or cause of action, or any patt thereof, is 

attributable solely to Existing Contamination. 

!9. Nothing in this Agreement is intended as a release or covenant not to sue for any claim or 

cause of action, administrative or judicial, civil or criminal, past or future, in law or in equity, which the 

United States may have against any person, firm, corporation, or other entity not a patty to this 

Agreement. 

11 

20. Nothing in this Agreement is intended to limit the right of EPA to undettake fitture response 

actions at the Site or to seek to compel parties other than the Settling Respondent to pe1form or pay for 

response actions at the Site. Nothing in this Agreement shall in any way restrict or limit the nature or 

scope of response actions which may be taken or be required by EPA in exercising its authority under 

federal law. Settling Respondent acknowledges that it is purchasing prope1ty where response actions 

may be required. 

X. SETTLING RESPONDENT'S COVENANT NOT TO SUE 

2!. In consideration of the United States' Covenant Not To Sue in Section VIII of this 

Agreement, the Settling Respondent hereby covenants not to sue and not to asse1t any claims or causes 

of action against the United States, its authorized officers, employees, or representatives with respect to 

the Site or this Agreement, including but not limited to, any direct or indirect claims for reimbursement 

fi·om the Hazardous Substance Superfimd established pursuant to the Intemal Revenue Code, 26 

U.S.C. § 9507, tlu·ough CERCLA Sections 106(b)(2), Ill, !!2, !13, or any other provision of law, 

D.\Data'A\2-15'ppa155.y,p::f [February 15, 200J} 
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any claim against the United States, including any depmtment, agency or instmmentality of the United 
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States under Sections I 07 or I I 3 of CERCLA related to the Site, or any claims arising out of response 

activities at the Site, including claims based on EPA's oversight of such activities or approval of plans 

for such activities. 

22. The Settling Respondent reserves, and this Agreement is without prejudice to, actions 

against the United States based on negligent actions taken directly by the United States, not including 

oversight or approval of the Settling Respondent's plans or activities, that are brought pursuant to any 

statute other than CERCLA or RCRA and for which the waiver of sovereign immunity is found in a 

statute other than CERCLA or RCRA. Nothing herein shall be deemed to constitute preauthorization 

of a claim within the meaning of Section Ill ofCERCLA, 42 U.S.C. § 96I l, or 40 C.P.R. § 

300.700(d). 

XI. PARTIES BOUNDffRANSFER OF COVENANT 

23. This Agreement shall apply to and be binding upon the United States and shall apply to and 

be binding on the Settling Respondent, its officers, directors, employees, and agents. The undersigned 

representative of Settling Respondent ce1tifies that he or she is fiilly authorized to enter into the terms 

and conditions of this Agreement and to legally bind such Settling Respondent. 

24. Notwithstanding any other provisions of this Agreement, all of the rights, benefits and 

obligations conferred upon Settling Respondent under this Agreement may be assigned or transferred to 

any person with the prior written consent of EPA in its sole discretion, which consent will not be 

D.\Da!a\l'l.\2-15'f'pa155.'0pd (Februay 15, 2COO) 
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unreasonably withheld. 

25. The Settling Respondent agrees to pay the reasonable costs incurred by EPA to review 

any subsequent requests for consent to assign or transfer the benefits confen-ed by this Agreement. 
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26. In the event of an assignment or transfer of the Property or an assignment or transfer of an 

interest in the Property, the assignor or transferor shall continue to be bound by all the terms and 

conditions, and subject to all the benefits, of this Agt-eement except as EPA and the assignor or 

transferor agree othetwise and modifY this Agt-eement, in writing, accordingly. Moreover, prior to or 

simultaneous with any assignment or transfer of the Propetty, the assignee or transferee must consent in 

writing to be bound by the tenns of this Agt·eement including but not limited to the ce1tification 

t-equirement in Section VII of this Agt·eement in order for the Covenant Not to Sue in Section VIII to 

be available to that patty. The Covenant Not To Sue in Section VIII shall not be effective with respect 

to any assigt1ees or transferees who fail to provide such written consent to EPA. 

XII. DISCLAIMER 

27. 1l1is Agreement in no way constitutes a finding by EPA as to the risks to human health and 

the environment which may be posed by contamination at the Prope1ty or the Site nor constitutes any 

representation by EPA that the Prope1ty or the Site is fit for any pmticular purpose. 

XIII. DOCUMENT RETENTION 

28. The Settling Respondent agt·ees to 1-etain and make available to EPA all business and 

D.\Data\ll.\2-151ppa155.\\pd [Februay 15, 2QXIj 
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operating records, contracts, site studies and investigations, and documents relating to operations at the 

Property for at least ten (I 0) years following the effective date of this Agreement unless othenvise 

agreed to in writing by the Settling Respondent and EPA. At the end often years, the Settling 

Respondent shall notify EPA of the location of such documents and shall provide EPA with an 

opportunity to copy any documents at the expense of EPA 

XIV. PAYMENT OF COSTS 

29. If the Settling Respondent fails to comply with the tenns of this Agreement, including, but 

not limited to, the provisions of Section IV (Payment) of this Agreement, it shall be liable for all litigation 

and other enforcement costs incurred by the United States to enforce this Agreement or otherwise 

obtain compliance. 

XV. NOTICES AND SUBMISSIONS 

30. All notices and submissions provided pursuant to this Agreement shall be fmwarded to: 

D.1Da'.a\A.\2-15Wa15S.v.pd {Februay 15, 200J) 
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IS 

1650 Arch Street 
Philadelphia, P A 19103 

XVI. EFFECTIVE DATE 

31. The effective date of this Agreement shall be the date npon which EPA issues written 

notice to the Settling Respondent that the public comment period has closed and the United States 

consents to the Agreement. 

XVII. TERMINATION 

32. If Settling Respondent or EPA believes that any or all of the obligations under Section V 

(Access and Notice to Successors in Interest) are no longer necessmy to ensure compliance with the 

requirements of the Agreement, such party may request in writing that the other party agree to terminate 

the provision(s) establishing such obligations; provided, however, that the provision(s) in question shall 

continue in force unless and until the pm1y requesting such tennination receives written agreement fiotn 

the other pm1y to terminate such provision(s). 

XVIII. CONTRIBUTION PROTECTION 

33. With regard to claims for contribution against Settling Respondent, the Pm1ies hereto agree 

that the Settling Respondent is entitled to protection fiotn contribution actions or claims as provided by 

Section 113(1)(2) ofCERCLA, 42 U.S.C. § 9613(1)(2), for matters addressed in this Agreement. The 
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matters addressed in this Agreement are all response actions taken or to be taken and response costs 

incuned or to be incurred by the United States or any other person for the Site with respect to the 

Existing Contamination. 

34. The Settling Respondent agrees that with respect to any suit or claim for contribution 
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brought by it for matters related to this Agreement it will notify the United States in writing no later than 

sixty (60) days prior to the initiation of such suit or claim. 

35. The Settling Respondent also agrees that with respect to any suit or claim for contribution 

brought against it for matters related to this Agreement it will notifY in writing the United States within 

ten (I 0) days of service of the complaint on it. 

XIX. EXIITBITS 

36. Exhibit I shall mean a deed of the Propetty which is the subject of this Agreement. 

37. Exhibit 2 shall mean the map depicting the Site. 

XX. PUBLIC COMMENT 

38. 1l1is Agreement shall be subject to a thitty (30) day public comment period, after which the 

United States may modifY or withdraw its consent to this Agreement if comments received disclose 

facts or considerations which indicate that this Agreement is inappropriate, improper, or inadequate. 
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IT IS SO AGREED. 

FOR EPA: 

W. Michael McCabe 
Regional Administrator 
U.S. Environmental Protection Agency 
Region Ill 

Andrew S. Goldman 
Sr. Assistant Regional Counsel 
U.S. Environmental Protection Agency 
Region III 

APPROVAL BY THE UNITED STATES 
DEPARTMENT OF JUSTICE: 

D.\Data'A\2-15'f!pa155.v.pd (Februay 16, 200J] 
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Lois J. Schiffer 
Assistant Attomey General 
Envimnment and Natural Resources Division 
U.S. Depattment of Justice 

FOR THE SETTLING RESPONDENT: 

Name: ________________ _ 

Position!ritle: ____________ _ 

D.IDatalA\2-15Wa155.v.pd {Februay 15, 200J) 
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This Purchase) Assignment /u;d ;\SSl.!n:ption .6.greEment (this '!Agreement'') is m~C:r ~~c; 

. , I./ 
(!j)J 

;-M .1 .. 1:'>'.-' 

•:•i :his z.t.,_'_' day of''"""~ 1999, by and between Wilmington Trust Company (the "Bank") and 

c:c. . 
. ~--- Trainer Industries, LLC (the "Buyer"). 

BACKGROUND 

A. Bank made various loans to Metro Container Corp. ("Metro Container") and Metro-

Enterprise Container C9rp. ("Metro-Enterprise"). 

B. Metro Container anriJor Metro-Enterprise operated its business from the real estate in 

the Borough of Trainer, Delaware Counry, Conunonwealth of Pennsylvania, as more particularly 

described on Exhibit "A" which is attached hereto and incorporated herein by reference (the 

"Premises"). 

C. Seller has agreed to sell, tiJ..nsfer, convey, set over and assign to Buyer, and Buyer has 

agreed to purchase from the Seller all of Seller's right, title and interest "as is-where is" in certlin 

Loan Documents (as hereinafter described and detlned). 



/, Purchase And Sale. 

a. Bank agrees to sell, transfer, set over and assign to Buyer all of Bank's right, 

title and interest in and to the Loan Documents (as described and defined below) and any 

judgments entered thereunder in favor of Bank, if any, which sale, transfer and assignment Buyer 

hereby agrees to accept. In exchange for such sale, transfer, assignment and assumption, Buyer 

agrees to pay to Bank the sum of Eighty Thousand Dollars ($80,000.00) payable in full at 

Closiu~ (hereinafter defined) uL cnis Agreement (the "PUicha.;e Price"). BANK'S SALE, 

TRANSFER Al\'D ASSIG:"!MENT OF ITS INTEREST IN THE LOAJ~ DOCUil-fENTS 

SHALL Flf<: WiTHOUT RECOURSE AND WITHOUT REPRESENTATION 

(EXPRESSED OR IMPLIED) OF ANY KIND OR NATURE EXCEPT AS 

SPECIFICALLY SET FORTH IN THIS AGREEMENT. 

( /1 (..;__ C c <" · )Buyers' Initials 

b. The loans and Loan Documents (as hereinafter defined) that are the ,.ubject of 

this Agreement 2.rc as fOllows: 

., '"-



'. 

oy Metro Container in favor of Bank on the Premises which was recorded on or about 

December 29, 1983, in the Recorder of Deeds Office for the County of Delaware, 

Commonwealth of Pennsylvania in Volume 128 at Page 2159 et seq. in the principal sum of 

$700,000.00 (the "1983 $700,000 Mortgage") which secures, inter alia, the 1983 $400,000 Note; 

(2) that certain Loan Agreement dated January 16, 1986, by and between 

Metro-Enterprise as Debtor and-Bank relating to certain loans made to Metro-Enterprise '(the 

"January 1986 Metro-Enterprise Loan Agreement") evidenced by that certain Commercial Note 

dated January 16, !986, by·Metro-Enterprioe as Maker in the principal swn of$350.,000.00 (the 

"SJ 50,000 Metro· Enterprise Note") in favor of Bank and that certain Line of Credit Note dated 

January 16, I 9S6, by and between Metro-Enterprise as Maker in the principal amount of 

$150,000.00 (the "S 150,000 Metro-Enterprise Line") in favor of Bank, that certain Guarantee 

made by Metro Container to the Bank dated January 16, 1986 (the "Jan. 1986 Metro Guaranty") 

rend that ccmin Mortgage dated January 16, 1986 given by Metro Container against the Premises 

which was recorded on or about January 22, 1986, in the Recorder of Deeds Office for the 

County of Delaware, CommonweeJth of Pennsylvania in Volume 304 at Page 1163 e1 seq. in the 

principal sum of $500,000.00 (the "1986 $500,000 Mortgage") which secures the Jan. 1986 

Metro Container Guarantee: 



"October l 986 \1etro Container L.~~1 Z"::J1 Agrcerncnt") e\'idenced by that u·.n~dn Comrnerc!;::ol ·~,~"-"' 

dated October 6, 1986, by Metro Container <l$ Maker in the principal sum of $400,000.00 (the 

"$400,000 Metro Container Note") in favor of Bank; 

( 4) that certain Loan Agreement dated October 6, 1986, by and between 

Metro-Enterprise as Debtor and Bank relating to that certain loan made to Metro-Enterprise (the 

"October 1986 Metro-Enterprise Loan Agreement") evidenced by that certain Commercial Note 

dated Pctober 6, 1986, by Metro-Enterprise as Maker in the principal sum of S I 50,000.00 (the 

S 150,000 Metro-Enterprise Note") in favor of Bank and that certain Guarantee made by Metro 

Gontaincr da,cJ Gctobt•r 6, l S'SG (th: "October 1986 Metro Container Guarantee"); and 

(5) that cenain $400,000 Metro Container Note and the October 1986 

Metro Container Guarantee are secured by that certain Mortgage dated October 6, 1986, given 

by Metro Container against the Premises which was recorded on or about October 20, 1986, in 

the Recotder of Deeds Oflice for i.he Catmty of Delaware. Commonwealth of Pcnnsyl\'ania in 

Volume 391 at Page 1391 el seq. in the principal sum of $550,000.00 (the "1986 $550,000 

Mortgage"); 

(6) The I 983 $400.000 00 Nnre. rhe I OR< "0~.C•01) :.~~.,;;c;;~. ::,. 

J2.nuav 1986!A-etro·Enterpris~. Loan Agreement, the 5350 .. 000 l'vfetro-Entfqv·-is~ N0re, ~J 50,000 

. 4 u 



October I 986 Metro Container Guarantee and the 19861550,000 Mortgage are here-inafter 

collecti\'ely referred to as the "Loan Documents." 

(7) Bank specifically states that it does not assign its rights title and 

interest to Buyer as it relates to the personal guarantees of Elsie Maslow, Lewis Maslow, Sidney 

S. Levy and/or Reba Levy and does hereby exclude from this Agreement the personal guarantees 

of Elsie Maslow, Lewis Maslow, Sidney S. Levy and/or Reba Levy. 

c. At closing, Buyet shall pay to the Seller by cash, wire transfer or by cashier's 

check the PW"chase Price (the "Closing"). 

2. Reoresentations And Warranties. 

a. Bank represents ::.nd warrants l~e following: 

(I) Attached hereto and incorporated herein as Exhibit "B" is a list ofdl 

of the Loan DocW"nents that the Bank intends to assign to the Buyer and true and correct copies 

this. Agrecn,eni. 



(3) To the best of the BarJ:'s knowledge, no order was entered by the 

United States Bankruptcy Court For The District of Delaware in either the bankruptcy case of 

Metro Container assigned case nwnber 87-520 and!or Metro-Enterprises assigned case nwnber 

87-52 I against the Bank prohibiting the Bank from foreclosing on its security interest on the 

Premises that is the subject of this Agreement. 

(4) Bank has not entered into any agreement (onil or written) for the 

transfer, sale or assignment of Bank's interest in the Loan Docwnents, nor has Bank granted any 

";'!ions to.any other por<on or entity to purchase or receive an assignment ,{(Bank's right, tit.le 

and interest in and to the Loon Documents. 

(5) The Loan Docwnents were duly executed on behalf of the Bank and 

the parties who executed the Loan Documents on behalf of the Bank were authorized to do so. 

(6) nus Agreement h2s been approved for execution by all necessary 

corporate action and the pa.nies executing on behalf of the Bank have been duly authorized to do 

so. 



or obtained and. upon the execution of this Agreement and other documents and insmunents . 

contemplated by this Agreement, if any, shall constitute the valid and legally binding obligations 

of the Bank, enforceable against the Bank in accordance with their respective terms. 

(8) EXCEPT AS SET FORTH IN SECTION 2 OF THIS 

AGREEMENT: (i) BANK DOES NOT MAKE ANY REPRESENTATIONS OR 

WARRANTIES REGARDING THE LOAN DOCUMENT PURCHASE, EXPRESS OR 

IMPLIED, AND ASSUMES NO RESPONSfB!LITY WITH RESPECT TO ANY 

MATTERS NOT SPEClF!C.-'cLL Y Ef\Ui\!ERA TED IN 'fl:Hi: REPRESENT A TfONS AND 

WARRANTIES OF BANK SET FORTH IN THIS SECTION; AND (ii) BANK 

EXPRESSLY DISCLAIMS ANY REPRESENTATION OR WARRANTY, EXPRESS OR 

IMPLIED, CONCERNING THE VALIDITY, ENFORCEABILITY, LEGALITY, 

SUFFrCIENCY, AUTHENTICITY OR ACCURACY OR (AS THE CASE M:AY BE) THE 

EXlSTEi\'CE, GOOD STANDING OR AUTHORIZATION TO ACT OF ANY OF THE 

INTERESTS SUBJECT TO THE LOAN DOCUMENT PURCHASE; AND (iii) THE 

SALE, TRANSFER A.ND/OR ASS!GNMEi\'T OF THE LOAN DOCUMENTS IS MADE 

"AS IS-WHERE IS" AND "WITH ALL FAULTS." 

( It;,..,_ \('(" . .h ..... 
'f'-f . . ~---fLIV.)t'l!i 1HJtl:llS 

. I . 



e;,isting under the iaws of the Commonwe:-!th of Pennsylvania and has the requisite power and 

authority to enter into and consummate the transaction contemplated by this Agreement; 

(2) The person(s) executing this Agreement on behalf of Buyer is 

authorized to bind Buyer. All actions of Buyer and other authorizations necessary or appropriate 

for the execution and delivery of and'compliance with this Agreement have been taken or 

obtained and, upon their execution, this Agreement and other documents and instniments 

contemplated by this Agreement, if any, shall constitute the valid a.nd legally binding obligations 

of Buyer, enforccahiP. against Buyer in accordance with their respective tenms·. 

(3) The tronsfer of the Loan Documents and any judgments entered 

thereunder in 1avor of the Bank, if any, will be irrevocable and wiLl-tout any recourse to Bank 

except with respect to breach of Bank's, representations and warranties contained in Section 2 of 

this Agreement and is wilhout any other representation and warranty, express or implied, and is 

11as is~ where is 11 and "with all faults." 

(a) Liability(ies), if a_cry, arising from a breach of any and 

all ofihe Bank's obligations, representations and warranties comained in this Agreement \\ill be 

capped at the maximum aggregate amount of S80.000.00 . 

• b • 



(.·\1 

the Loan Documents nnd Buyer acknowledges that the only representation and wa.tnnties given 

to it by Bank in connection with the Loan Docwnents are contained in Section 2 of this 

Agreement. 

(5) Buyer hereby specifically waives any and all of its rights arising from 

this Agreement and/or the Loan Docwnents to cause or actually institute an action or otherwise 

pursf!e the individual principals of Metro Container and/or Metro Enterprise or the guarantors of. 

Metro Container and/or Metro Enterprise, including, but not limited to, Elsie Maslow, Lewis 
.· . 

. Maslow, Sidney S. L(">Y, and/or Reba Levy. 

3. Contingencies, Buyer's obligation to pay for the Loan Docwnents is conditioned and 

contingent upon the satisfaction of the following: 

a. Buyer shall be given a period of ninety (90) doys after full execution of th.is 

Agreement (the "Due Diligence Period") within which to review copies of the Loan Documents 

that Bank or Bank's coLmsel has forwarded to Buyer's counsel. Also during tlte Due Diligence 

Period, Buyer shall have an opportunity to perfonn whatever environmental inspections and 

testing Buyer deems appropriate with re2:ard to the Premic.:Pc- <.:<f B~-~~:-=-~·~ ::d~ ::;.;::~ ;-.;_;;,:! ~:..:~· .. :J:.c-. 

' . . I . h P . ,. •h The B8Iik consents to the Buyer's rcptesent..auves m 1avmg acre-ss to 1. e rem\~~~ ·0r .. _je 

. '"'"·''" 



is l'i•)t lbt owr:~r or op.:ralm of the Premises nor is the l3arJ~ ~ither in control or in no::.sessin11 0f 

b. Buyer agrees that the Premises shall be restored as nearly as possible to its 

prior condltion, subsequent to any such testing. Buyer shall repair promptly any damage caused 

by Buyer's and/or Buyer's consultants' inspections of the Premises. 

c. Prior to Buyer's entry onto the Premises, Buyer shall provide to Bank a 

Certificate of Insurance that Buyer Of' any of the Buyer's consultants have general liability 

coverage in the amount of not less than $1,000,000 per occurrence and that Bank and Buyer have 

been n~med as additional wsurcds. 

d. Buyer shall indemnify, defend and hold Bank hannless from, against and in 

respect of any and all claims, losses, obligations, liabilities, charges, costs and expenses 

(including reasonable attorneys' fees and court costs) arising from or relating to Buyer's and/or 

Buyer's consultantS1 inspections of the Premises. 

e. Buyer may, by giving written notice to Bank within five (5) business days after 

the expiration of the Due Diligence Period, elect to terminate this Agreement for any reason. 

whereupon neither pa.rtV shall have ~my fl1rthPr r;r,t,,_: 0!:' ~-'~·!!;~!:::::::~;:~~~;:-.C.::~, ... m·~- ~viii~; lll!tcr 

~ud this Agreernent shall be deemed null and void. Jf Bu:v·l;'r terminate~ thjs Agr(·cr:-:ent, l:,y 

- I (I -



4. Indemnification. 

a. Buyer hereby agrees at its sole expense to indemnify, protect, defend and hold 

harmless the Bank from and against any and all damages, losses, liabilities, obligations, 

penalties, claims, litigation, demands, defenses, judgments, suits, actions, proceedings, costs, 

disbursements and/or expenses (including, without limitation, attorneys' and experts' fees, 

expenses and ~isbursements) of any kind or nature whatsoever which tnay at any time be 

imposed upon, incurred by or asserted or awarded against the Bank, whether before, during or 

after ('lo~ing, relating to, resn!ting frcm or arising out of or{~ any relation to (i) acts or conduct 

of the Buyer nnder, pursuant to or related to this Agreement and! or the Loan Documents; 

(ii) Buyer's breach or violation of any representation, warranty, covenant or undertaking 

contained in this Agreement; (iii) Buyer's, Metro Container's, Metro-Enterprise's and! or any 

related emity's, principle's, agent's gwrrantor's employee's, consultant's of Metro Container or 

Metro Enterprise failure to comply with any or all laws, statutes, ordinances, governmental rules, 

regulations or standards, whether federal, state or local, or coun or administrative 01ders or 

decrees, including without limitation those resulting from any hazardous materials and/or 

substances or dangerous environmental conditions within, on, from, related to or affecting the 

Premises; (iv) the use of the Premises for the stora~e. rrr~tmPr"'~, g~:-:.e:-::~::.:;. 1 ~tUi~.:-yvn,:Hiun, 

processing~ hr,_ndling) produc·don vr disposal of al'ly hazardous materi?!s ~mci'or sut-stwr::.:(·;. ,;;;· r~s a 



'I,·J.· .• ,o't'lll c,··, ,·,,l,r .. ,. >.t·8.Sle o·,·s·1,oso.l ·,-.,·•:~. ,.,,. •,"n1·· ,,,.,,,·l.•.'t.•.• .. ~ .• •. ·.·,·,,·,•,.·,.,.,.,·.·.•.·····'.· ": .. ·· ··· ;_ .,' · .;. ,· 1•1 • · ·,) ,• 
' ' ' '- - .. <-. • t~ . ,. '''•!_, I« d!~~ .. Lil<' ji.l 'ji·.J:,(_':J; I,' ,:j(; 

at or from the Premises: (vi) the failure to promptly undertaJ:e ~md d.ili~',cr,t)y pursue w 

~-·)Jlpicii..)ll aii IH.'"CCSS2.1)' 1 appropr-iate and legally authorized im·estigativc1 conlaimnent, removal, 

clean up and other remedial actions with respect to a release or the threat of a release on, at or 

from the Premises; (vii) human exposure to any hazardous materials and/or substances, noises, 

vibrations or nuisances of whatever kind to the extent the same arise from the condition of the 

Premises or the o\\nership, use, operation, sale, transfer or conveyance thereof; (viii) violation of 

any applicable environmental law or ordinance or regulation; (ix) non-compliance with any 

envirorunental permit; or (x) any other circumstance which might otherwise give rise to a claim, 

demand and/or action from any individual, goverrunental agency, administrative body, entity or 

any other perse>n against the Bank inv.+·hg,this Agrecrrwrt, •J1e Lor.r. Documents <mcilor the 

Premises (the "Indemnification"). None of the foregoing is intended to make any other person or 

entity a third party bentficif!J")' of the foregoing inderrmity. 

b. To secure the Indenmification, Buyer will post a Letter of Credit in the face :1mount of 

S I 00,000.00 showing Seller as beneficiary of the Letter of Credit. Said Let1er or Credit will bt 

issued from a reputable financial instimtion in a form and substance acceptable to Seller in its 

sole discretion. Said Let1tr of Credit must be valid and kept in force until the earlier of (i) the 

sale of the Premises by the Sheriff of Delaware County and said appeal and/or objection time 

period to sheriffs sale has expired for more than sixty (60) days; or (ii) five (5) veMs "net r.n,; 1) 

week from the time annaL non·3ppt~slshle rln2J·judgment for fotedoswc has been entered of 

'/ . 



Buyer anctlor its designee. 

c. The provision of this section shall survive the termination of this Agreement, 

the termination of Loan Documents and/or the Closing and shall be in full force and effect unless 

Buyer elects to terminate this Agreement at the end of the Due Diligence Period as hereinbefore 

provided in paragraph 3(a). 

5. Survival of Representations and Warranties. All representations and warranties of 

the parties shall survive the purchase of the Premises by Buyer and the Closing Date. 

6. (;losing. Closing, unless Buyer terminates this Agreement as permitted under 

paragraph 3 hereof, shall take place within thiny (JO) days after expiration of the Due Diligence 

Period (the "Closing Date"). At Closing, the parties Bank shall deliver the following: 

a. Bank shall deliver to Buyer an Assignment of Loan Documents Agreement 

transferring all of Bank's right, title and interest in and to the Loan Documents as listed in 

Exhibit B m1d any judgments entered thereunder in favor of the Bank, if any, to Buyer, subject to 

the tetms and conditions of this Agreement. 

• 1.) ~ 



c. '\Certification of Representations and \Vanamies executed by the Bank and 

Buyer respectively confirming the representations and wananties made hereunder remain true 

and correct as of the Closing Date. The Bank shall deliver originals of the Loan Documents in 

Lender's possession to Buyer and Buyer may retain copies of any of the other documents which 

it reviewed during the Due Diligence Period. 

d. Buyer shall deliver to Bank in cash or wire transfer or cashier's check the sum 

of $80,000.00 representing the consideration for the assignment 

,·,•.· 

7. Entire Ar:reeme!!l. Tiris Agreement constitutes the entire agreement bet\';een the 

parties and may not be amended or modified unless in writing signed by the parties hereto. 

8. Binding Effect. This Agreement is intended to be binding upon and inme to the 

bone tit of the parties hereto, their successors and assigns. 

9. Assi<'nment. Neither party has the right to assign this Agreement without the written 

consent of the other. All representations and warranties of Buyer and Bank made herein shall 

s3.te of the Loan Dvcw·nenls and lhe Closing. 

- 14 -



there b)• and each remaining tenn, covenant, condition a.od provision of this Agreemem shall be 

valid and shall be enforceable to the fullest extent pennit1ed by law. If any provision of this 

Agreement is so broad as to be unenforceable, such provision·shall be interpreted to be only as 

broad as is enforceable. 

II. Governing Law. This Agreement is intended to be governed by and construed 

under the laws of the State of Delaware without regard to principles of conflicts of law. ' 

12. Couuterparf_,~ .. Tim Agreement may l;~ executed in multiple copies by ·counterpan 

signatures which, when taken together, shall be deemed original agreement. 

13. Notices. All notices, requests, demands, elections and other conunwtications which 

either party to this Agreement may desire or be required to give hereunder shall be in writing and 

shall be deemed to haw been duly given if delivered personally, by a reputable cowier ser.'ice 

which requires a signature upon delivery, by mailing the same by registered or cenified first 

dass mail, postage prepaid, return receipt requested, or by telecopying with receipt confim1ation 

(followed by a tlrst class mailing of the same) to the party to whom the san1e is so given or 

made. Such notice~ request, demand~ waiver, eJection or other communir:~lion \l..:ill h,. ~"'Pr:"':c! i_-:-



If to Bank. to: 

Wilmington Trust Company 
Commercial Loan Department, 5th Floor 
11 North Market Street 
Rodney Square North 
Wilmington, Delaware 19890 
Attention: Mr. Anthony D'Imperio 

With a copy to: 

Diane E. Vuocolo, Esquire 
Duane, Morris & Heckscher LLP 
One Liberty Place, Suite 4200 
Philadelphia, PA 19103-7396 

If to Buyer, to: . 

Trainer Industries, LLC 
I OS West 2nd Street 
Essington, P A 19029 

With a copy to: 

Steven G. Brown, Esquire 
Petrikin, Wellman, Damico, Brown & Petrosa 
I 09 Chelsey Drive 
Media, PA 19063 

or such 01her address as such party shall have specified by notice to the other party hereto. 

U. Recordinv. ThJs Agreement shall not be recorded in any office for the recordin2 of 

dec~!s or in c_r1y other offke or place of public record cxctpt with the prior wrii.kn consent of the 



~h:Ft (iS t~>:J'•H"'SSiy r:."rrnined J_b(J'/8, Bnnk ~hell h~\'t :he right to trer~t such act as a breach of this 

:\greemem a.ndJor terminate thi8 Agrfement end. in addition !o f:h•_pJ:'s other !eg_al rights <md 

remedies hereunder, Bank shall have the right forthwith to institute appropriate legal proceedings 

to have the same removed from record at Buyer's expense. 

15. Brokers. Other than the effom of Lieberman Early, and Company, both the Bank 

and the Buyer agree that no broker or finder has brought the parties together in connection with 

the sale and purchase contemplated hereby and each party represents to the other that such party 

has not made any agreement or taken any a<;tion which may cause anyone to become entitled to a 

brokerage, finder's or other commission, fee or compensation as a result of the transaction(s) 

contemplated by this Agreement, and:'''~' party will indcrrmify, hold h!'.!'mless arid defend the· 

other from any and all claims. actual or threatened, for compensation by any such third person by 

reJ.Son of such party's brc3ch of its representation or wan D.nl)' cont2ined herein. \Vith reference 

to efforts of Lieberman Early, and Company, Bank acknowledges and agrees that Bank will be 

solely responsible for any fees and/or commission due to Lieberman Early, and Company. [tis 

expiess!y agreed Hwt the foregoing representations and warranties and the indemnification 

obligations tmder this paragraph shall sun'ive Closing. 

l; 



BA.J'IK: 
WILMINGTON TRUST COMPANY 

By:-'"·-----------

• 

BUYER: 
TRAINER INDUSTRIES, LLC 

Witness . ~ fv 

. q)f 
. Witness L I 

By:~/liL../,LL . ..s;z._.;~~:.:;;' uzf.L.::e7
·'1":;;,_;L L~·:c,__ 

Nick Garavelas ' 

. By:_~;:____:__c___;~--"".,M __ ----- ·--
Charles C. Campbell 



Witness 

Witness 

BANK: 
WILMINGTON TRUST COMPANY 

BUYER: 
TRAINER INDUSTRIES, LLC 

By: ___________ _ 

, Nick Garavelas 

By:_-:-:--c--:-:--------
Chorlcs C. Campbell 

- j ~ . 

- ,·, 
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Pl'J2(!SES "h" 
hLL ntk'L' Cll:~TAIN tract or piece of lan<i, Situate in the Borough of 
<rrainc.r, County. of Dalo.ware, state of Panneylve.nia and partly descl:."ibed 
&.ocordinq to a Plan of Property of Stauffer Chemical co., said Plan mad 
by G. D. Houtman and Son, civil Engineers and Land surveyors said Plan 
not siqned dated November 15 1 1982 as followst-

' . 

BtciHNIHG at a point formed by the intersection of the southeastarly si e 
of Third Street (GO teet wide) and the Southwesterly side of Johnson 
Street (60 feet wide) I thence extending from said point of beginning 
South 34 deqrees 11 minutes 20 seconds East along the said side of 
Johnson Street 96.75 feet to a point on the southeasterly side of Mary 
str .... t· (20 feet wide) 1 thence extending North 55 degrees 48 minutes 34 
seconds East alonq the said side of Mary Street 360,00 feet to a point n 
the southwesterly side of Price street (60 feet wide); thence extending 
south 34 degrees 11 minutes.2G seconds East along the said side of Pric 
Street 615.25 feet to a point on the Northwesterly side of Front street 
(60 feet wide); thence extandinq south 55 degrees 48 minutes ~4 seconds 
West alonq the said side ot: Front Street 679.50 feat mora or less to a 
point in tha bed of Stony Creek; thence extending in a general Northerl 
diraotion through the bed of Stony creek 825.00 feet more or less to a 
point on the southeasterly side of Third street, aforesaid! thence 
art1md.!.nq North 55 d.egre_<;ls 413 lllinutes 34 .:mconds Ellst .a long th<: · 
soutb.eashrly side> at: Third Street 50,00 feet more or lees to the first 
lH.ntion«~d polnt of i.ntG.t"section and place of beginning, '-

o:Jwr.l\.IlUMG in area 8. 16 Acres more or less. 

~l:SE£ ·~ll>" 
hl:.ld 'l:'K!\.'l' Clt:R'rUN tract or piece of land situate in the Borough of · 
Trainer, county of Delaware, State of Pennsylvania &nd partly described 
&ccord.i~ to a Plan of Property of Stauffer Chemical co., said Plan mad 
by G, D, Koubum and Son, Civil En<;1ineers and. lAnd surveyors said Plan 
not miqned dated November 15, 1962 as follows, to witt-

llim~a ~~tt &. point .formed br!a inte::·aaction ot: the Hortheastarly si a 
of Prioe street (60 feet wide and the Northwesterly side of Front stre t 
(60 feet: widta) 1 th&ncti> a)Ctend from said point of be<;tinninq North 34 
d&qreea 11 ainut:as 26 seconds West: alonq the said aide of Prioa street 
:I !!G. oo fillet: to a point on the Sout:heastarly rd.de of Second Street (GO 
fl!!et vide) 1 theno• 'I!Xi;:omq,Wq North 55 de.~e.es 48 minutes 34 seeoncle Eas 
alonq thl!! eaid side of Second Street 300.00 feet to a point on the 
south~mterly side. of Wilcox Stree.t (GO feet wide);, thence extending 
south 34 deqr~e• 11 minutes 26 seconds East along tne said side of Wile x 
street J%6.00 feet to a point: on the Northwesterlr side of ~ont Street 
atore~!d• thanes extending south 5~ de~ees 4S m nuta~ 34 seconds Wast 
~ton~ tne'aaid •.ide of Front S~~at 300.00 feet to the first mentioned 
J!X)l.nt of l.nterl!'ection and tllaca of h"'':!i".".!".-;;. 



i 
·~ 
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EXCX:.F·r!HG 'I'HEHEt'P~Ot..r.' S() )\tUCb c.f the !i.bO\'•'?. desCJ.~U;r:~Q pt·G:rd sr;s \·:o}~E::n fOi.' "-h" 
rcloc~ticn of FrieR Str&et, 

B!IKQ Folio No•. 46-0Q-DOC44•00 & 46-00-00445·00. 

BEIKG th<; ""''"" premi~es which l'lrst Union com.nercta.l corporation by Dee· 
dated l'ebruar~r ll., 1983 ana recorded in Delaware County, l.n Voluma Gl 
paq& 632 conveyed unto Metro Container, Corp. a DE corp., in fee. 



- _ .. 

EXHIBIT "B" lO PURCHASE, 
ASSIG;~~1ENT AND ASSUMPIJON AGRD:ME:NT 

LfST OF DOCUMENTS TO BE ASSIGNED BY 

' ' 

I. Copy of Term Note in the original principal swn of $400,000.00 dated December 2 I, 
1983 by Metro Container Corp. as Maker in favor of Wilmington Trust Company 
(Original Not Available); 

2. That certain Mortgage dated December 21, 1983 in the original principal amount of 
$700,000.00 given by Metro Container Corp. in favor of Wilmington Trust Company 
recorded on or about December 29, 19983 in the Recorder of Deeds Office for the 
County of Delaware, Commonwealtb of Pennsylvania in Volume 128 at page 2159 
et. seq. 

3. That certain Loan Agreement dated Januruy 16, 1986 by and between Metro-Enterprise 
Container Corp. as Debtor and Wilmington Trust Company as lender; 

' 
4. That certain Commercial Note in the original principal sum of $350,000.00 dated 

January 16, 1986 by Metro-Enterprise Container Corp. as Maker in favor of Wilmington 
TnJ$t Company; 

5. That certain Line of Credit Note in tbe original principal swn of $150,000.00 dated 
January 16, 1986 by Metro-Enterprise Container Corp. as Maker in favor of Wilmington 
Trust Company; 

6. That certain Mortgage dated January 16, 1986 in the original principal amount of 
$500,000.00 given by Metro Container Corp. in favor of Wilmington Trust Company 
recorded on or about January 22, 1986 in the Recorder of Deeds Office for the County of 
Delaware, Conunonwealth of Pennsylvania in Volume 304 at Page 1163 et. seq.; 

7. That certain Guarantee made by Metro Container Corp. dated January 16, 1986 in favor 
of Wilmington Trust Company; 

8. That certain Loan Agreement dated October 6, 1986 by and between Metro Container 
Corp. as Debtor and Wilmington Trust Company as lender; 

9. That certain Commercial Note in the original principal sum of $400,000.00 dared 
October 6, 1986 by Metro Container Corp. as Maker in favor of Wilmington Trust 
ro,........, _ _,_ ... 
"-''-''".!:"'"-")) 



l 0. TI13t certain Loc n l', grccrn('nt d?te-::i o.:·toh:;T 61 l ~.i gc; L y &.nJ bt t w~..:tH : .. ~r:u '~!·· t:r,tct prise 
Container Corp. ?s Debtor znci \Vilrnington Trust Compttny as kudcr: 

l '• ~. 

13. 

Enterprise as Maker in favor of \Vilmington Trust Company; and 

That cenain Guarantee made by Metro Container Corp. dated October 6, I 986 in favor of 
Wilmington Tn.tst Company; and 

That cenain Mortgage dated October 6, 1986 in the original principal sum of 
S550,000.00 given by Metro Container Corp. in favor of Wilmington Trust Company 
recorded on or about October 20, 1986 in the Recorder of Deeds Office for the County of 
Delaware, Commonwealth of Pennsylvania in Volume 391 at Page 1391 et. seq. 

?::: : ; : .• 



PETRIKII-1, WELLIMN, DAMICO, BROWN & PETROSA 
A PROFESSIONAl CORPORATION 

ATTORNEYS AND COUI'>:SELORS AT LAW 

THE WILLIAM PENN BUILDING 
i 0-s:-C:HESl~Y DRTVE 

MEDIA, PA 19063 -----, 
JOf:iN __ \'\1 __ WEl-lMAN, 

JOSEPH A. DAMICO, JR. 

STEVEN G. BR0\1\!N MALCOU.~ B. PETRIKJN 

STEVEN A. COHEN 
DENIS M. DUNN~ 

MARK D. DAMICO 
HOWARD M. BROWW 

H. FINTAN- f·o'lcHUGW 

•ALSO NEW JERSEY BAR 

Nick Garavelas, President 
Charles Campbell, Vice President 
Trainer Industries 
231 Wanamaker Avenue 
P.O. Box86 
Essington, PA 19029 

March 31, 2000 

Re: Metro Container Property- Assignment of Mortgage 
Our Fife: 98081 R.1 

Ge.nflerneh":-- ·· 

('1 934-i 925} 

AREA CODE 6i0 

565-2670 
FAX 565-0178 

l?irect Dial: 610-892-1863 
e-mail: hmb@petrfkln.com 

Enclosed please find time-stamped copies of each Mortgage Assignment from 
Wilmington Trust to Trainer Industries, LLC with regard to the above-referenced 
property, originals of whicll were filed with the Delaware County Recorder of Deeds on 
March 30, 2000. The documents will be recorded, officially, in the Deed Book today. 
Within the next couple weeks, the Recorder of Deeds will send us the Mortgage 
Assignments referencing the Deed Book and Page. 

If you have any questions, please give me a call. 

Hl\~8/rJh ··· 

Enclosure 
cc: Steven G. Brown, Esquire 

0:\Docs\098081 \00001 \RH3476.DOC 

Very truly yours, 



98081-1 (500,000) 3/15/00 3:46 Plv1 

ASSIGNMENT OF MORTGAGE 

THIS ASSIGNMENT OF MORTGAGE (this "Assignment") dated as of 

September 24, 1999 by and between WILMINGTON TRUST COMPANY, 1100 North 

Market Street, Rodney Square North, Wilmington, Delaware (the "Assignor") and 

TRAINER INDUSTRIES, LLC, 105 West 2"d·Street, Essington, Pennsylvania (the 

"Assignee"). 

NOW, THEREFORE, in consideration of the sum of Eighty Thousand Dollars 

($80,000.00) in hand paid in conjunction with this assignment and other assignments of 

mortgages of even date herewith and other good and valuable·c0nsideration, the receipt 

and legal sufficiency of which are hereby acknowledged, the parties hereto agree as 

1. Jl,ssignor hereby sells, transfers, conveys, sets over and assigns unto 

Assignee, without recourse to Assignor and, except as expressly provided in that certain 

Purchase, Assignment and Assumption Agreement dated May 24, 1999 by and 

between Assignor and Assignee (the "Purchase Agreement"), without representation or 

warranty, express or implied, by Assignor, all of Assignor's right, title and interest "as is-

where is" and "with all faults" in, to and under that certain Morigage dated January 16, 

1986 and recorded on or about January 22, 1986 in the Office for the Recorder of 

___ o_eeds_in and-for Delaware County inVo!ume 304 Page 1163 et seq, in the original 

principal amount of $500,000.00 given by Metro Container Corp. in favor of Wilmington 
---· . - - - - --_-co -""'--=="--'---·c_,__, ---- ·.--------=- -,. -, 

Trust Comp2my (the "Mortgage") secured by the real property more pariicularly 

( 
described on Exhibit "A" attached hereto and incorporated herein by reference. 



( 2. Assignee hereby accepts the foregoing assignment pursuant to the terms 

set-forth-in the Pt1rchase Agreement:-

3. This Ass1gnment shall be governed by the laws of the State of Delaware. 

4. This Assignment may be executed in any number of counterparts when all 

such counterparts have been so executed shall constitute one original Assignment. 

IN WITNESS ~HEREOF, this Assignment has been executed the .day and year 

first above written. 

ASSIGNOR: 
WILMINGTON TRUST COMPANY 

By:_-'.;i.£7<..=A,._/ct=l--.,-~:-f.'!::t:.,j...,.i ~:'---;~=1·'1_'",___..-=--
Name: - / A-rJTt/:lf.Jo/ ,0 '_c.-("1, ;25-< r ") 

Title: -----"--':'-V':'-ic-e-:P=crl--e-s-:"id:-e--'n':-t '---'-'--=--'---

ASSIGNEE: 
TRAINER INDUSTRIES, LLC 

sy: _ __:c==-~~~;-L--;-c_~J7,..t/'_-_~' -,--:----
Name: <::;:.4 .. -lc..t C·,··(J ~f"/t 
Title: ---''-'M:-'-:1,-.:ec.:m=:-b.,...e-r _:__::..r:__c___:_ __ _ 

Date: ____ ~3'-l/c::-":..!.Y-f./--'O'--. "=-------'--'--

2 

- - --.----=. 



( 

' ' 

STATE OF DELA \VARE 

ss. 
COUNTY OF NEV\1 CASTLE 

On this 21st day of March, 2000, before me, the undersigned officer, personally appeared 
Anthony D'Imperio, who acknowledged himself to be the Vice President of WILMINGTON 
TRUST COMPANY, and that he as such officer, being authorized to do so, executed the 
foregoing instrument for the purposes therein contained by signing the name of the association 
by himself as such officer. 

PH3\651921. 1 

IN \VITNESS WHEREOF, I have hereunto set my hand and official seal. 

./~/u f---l.tcft.·'-/??.czVv/..<-£ -k~~e./J 
Geraldine M. Hobbs-Searf9ss (J 
NOTARY PUBLIC 

My Commission Expires: 

GO:RALDINE M. HOBBS-SEARFOSS 
NOTARY PUBLIC OF DElAWARE 

f•.IY COMMISSION EXPIRES JULY 2, 2000 



( 

.. 

COMMONWEALTH OF PENNSYLVANIA 
rf'.. I' . \ .. , 

COUNTY OF -· -i-)1c~V~lJ . .~ C!,(.!(/- ---
ss. 

. ~" {!]).• 1\ I 0 /Y i Ju '\ ~ t......!\ ·\ {\lr\ . On this the r:>. ( day of \ , v\ . . , 2000. before me, the undersigned 
officer, personally appear (\(1{) dt.S (xn f\'IDbOJ( , who acknowledged 
himself to be a Member of TRAINER INDUSTRIES, LLC, a Pennsylvania limited liability 
company, and that he as such member, being authorized to do so, executed the 
foregoing instrument for the purposes therein contained by signing the name of the 
association by himself as such member. 

IN WITNESS WHEREOF, I have hereunto set my hand and official seal. 

My Commission Expires: 

-_,-_ ~ ---- ~----_--~---....--~-~ ·---
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PREMISES "A" 
ALL THAT CERTAIN tract or piece of land, Situate in the Borough of 
Traine~, County of Delaware, state of Pennsylvania and partl¥ described 
accorctlng to a Plan of Property of Stauffer Chemical co. sald Plan made 
by G. D. Houtman and son, Civil Engineers and Land surveyors said Plan 
not signed dated November 15, 1962 as follows:-

BEGINNING at a point formed by the intersection of the Southeasterly side 
of Third Street (60 feet wide) and the southwesterly side of Johnson 
street (60 feet wide); thence extending from said point of beginning 
South 34 degrees 11 minutes 26 seconds East along the said side of 
Johnson Street 96.75 feet to a point on the southeasterly side of Mary 
Street (20 feet wide); thence extending North 55 degrees 48 minutes 34 
seconds East along the said side of Mary Street 360.00 feet to a point on 
the southwesterly side of Price Street (60 feet wide); thence extending 
South 34 degrees 11 minutes 26 seconds East along the said side of Price 
Street 615.25 feet to a point on the Northwesterly side of Front Street 
(60 feet wide); thence extending South 55 degrees 48 minutes 34 seconds 
West along the said side of Front street 679.50 feet more or less to a 
point in the bed of Stony creek; thence extending in a general Northerly 
direction through the bed of Stony Creek 825.00 feet more or less to a 
point on the southeasterly side of Third stre~et, afor~esaid~;-thence-~---
e:xt8ndcinqc__Nor-th'~-5S~de~~r.ees~48~!tttnilt"'-:s· .. :{4. sl=conds East a.lona the ~· · · 

( 'ou'theisf:"i>r1¥ side of -1·l1'ird street 50.00 feet' more or less- to the first 
~entioned po1nt of intersection and place of beginning. 

CONTAINING in area 8.16 Acres more or less. 

PREMISES "B" 
ALL THAT CERTAIN tract or piece of land Situate in the Borough of 
Trainer, county of Delaware, state of Pennsylvania and partl¥ described 
according to a Plan of Property of Stauffer Chemical Co., sa1d Plan made 
by G. D. Houtman and Son, civil Engineers and Land Surveyors said Plan 
not signed dated November 15, 1962 as follows, to wit:-

BEGINNING at a point formed by the intersection of the Northeasterly side 
of Price street (60 feet wide) and the Northwesterly side of Front Street 
(60 feet wide); thence extending from said point of beginnin~ North 34 
degrees 11 minutes 26 seconds West along the said side of Pr1ce Street 
326.00 feet to a J;>Oint on the Southeasterly side of_ Second Street (60 
feet wideff therice·ext:ending North 55 degrees 48 minutes 34 seconds East 
along the said side of Second Street 300.00 feet to a point on the 
southwesterly side of Wilcox street (60 feet wide); thence extending 
·south 3 4 deq:J;"_ee_s_lL minu:tes~2 6_seconds-Eas.t.--a-1ong--the-s-a .. id- side-o~wi-:tcox · 
street· 3.f6. oo feet- to a J?6int on the Northwesterl¥ side of Front Street 
aforesaid; thence extend1ng South 55 degrees 48 m1nutes 34 seconds West 
along the said side of Front Street 300.00 feet to the first mentioned 

_po in_ t=- _,Q ,f~._-cin_t@:05~9--t ·i -G-D- -~ ~d :-~-! ~-~o0-=-- ~£~--~~-;-:in:: i. :::-;--~-"-_:-_:-"' ··_ -o--_--,_ 
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EXCEPTING THEREFROM so much of the above described premises taken for the relocation of Price street. 

CONTAINING an area of 2.2452 Acres. 

aEING Folio Nos. 46-00 00444-00.& 46-00-00445-00. 

BEING the same premises which First Union Commercial Corporation by Deed 
dated February 11, 1983 and recorded in Delaware County, in Volume 61 
page 632 conveyed unto Met·ro Container, Corp. a DE Corp., in fee. 

- .. ~--.--

·;, 

-- ~- .. --- - ---

-- - -'--:--o-c--
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SHERIFF'S DEED 

KNOW ALL MEN BY THESE PRESENTS 

4 (., -oo - oc 444- ..CD 

ljb -oo - oo 'f<fS -oo 

THAT, I, CHAD F. KENNEY; Sheriff of the County of Delaware in the 
Commonwealth of Pennsylvania, for and in consideration of the sum of One Dollar 
($1.00), to me in hand, do hereby grant and convey to TRAINER INDUSTRIES, LLC. 

ALL THOSE CERTAIN lots or pieces of ground with the buildings and 
improvements thereon erected, SITUATE in the Borough of Trainer, County of 
Delaware and Commonwealth of Pennsylvania, as more particularly described on 
Exhibit "A" attached hereto and incorporated herein by reference. 

The same having been sold by me to the said grantee, on the 15th day of 
December Anno Domini Two Thousand (2000) after due advertisement, according to 
the law, under and by virtue of a writ of Execution (Mortgage Foreclosure) issued on the 
15th day of March Anno Domini Two Thousand (2000) out of the Court of Common 
Pleas of Delaware County as of Term and Number 99-18679 at the suit of Trainer 
Industries, LLC vs. Metro Container Corporation. 

IN WITNESS WHEREOF, I have hereunto affixed my signature, this 8th day 
of P'ebruary , Anno Domini Two Thousand and One (2001 ): 

SEALED AND DELIVERED 
IN THE PRESENCE OF: 

YOl 2 I 2 5 PG 2 I 6 I 

C F. Kenne~ {:) 
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EXHIBIT 

A 

PREMISES "A" 
ALL THAT CERTAIN tract or piece of land, Situate in the Borough of 
Trainer, County of Delaware, State of Pennsylvania and partl¥ described 
according to a Plan of Property of Stauffer Chemical Co., sa~d Plan made 
by G. D. Houtman and Son, Civil Engineers and Land surveyors said Plan 
not signed dated November 15, 1982 as follows:-

BEGINNING at a point formed by the intersection of the Southeasterly side 
of Thi~d street (60 feet wide) and the Southwesterly side of Johnson 
Street (60 feet wide); thence extending from said point of beginning 
South 34 degrees 11 minutes 20 seconds East along the said side of 
Johnson Street 96.75 feet to a point on the Southeasterly side of Mary 
Street (20 feet wide); thence extending North 55 degrees 48 minutes 34 
seconds East along the said side of Mary Street 360.00 feet to a point on 
the Southwesterly side of Price Street (60 feet wide); thence extending 
South 34 degrees 11 minutes 26 seconds East along the said side of Price 
Street 615.25 feet to a point on the Northwesterly side of Front street 
(60 feet wide); thence extending South 55 degrees 48 minutes 34 seconds 
West along the said side of Front Street 679.50 feet more or ·less to a 
point in the bed of Stony Creek; thence extending in a general Northerly 
direction•through the bed of Stony Creek 825.00 feet more or less to a 
point on the Southeasterly side of Third Street, aforesaid; thence 
"!Xtending North 55 degrees 48 minutes 34. seconds East along the 
outhea:oi:.crl¥ side o.f Third .street 50.00 feet more or les:;;- to tlle firsi. 

mentioned po~nt of intersection and place of beginning. 

CONTAINING in area 8.16 Acres more or less. 

PREMISES "B" 
ALL THAT CERTAIN tract or piece of land Situate in the Borough of 
Trainer, county of Delaware, State of Pennsylvania and partl¥ described 
according to a Plan of Property of stauffer Chemical co., sa~d Plan made 
by G. D. Houtman and Son, civil Engineers and Land surveyors said Plan 
not signed dated November 15, 1962 as follows, to wit:-

BEGINNING at a point formed by the intersection of the Northeasterly side 
of Price Street (60 feet wide). and the Northwesterly side of Front Street 
(60 feet wide); thence extending from said point of beginnin9 North 34 
degrees 11 minutes 26 seconds West along the said side of Pr~ce Street 
326.00 feet to a point on the Southeasterly side of Second Street (60 
feet wide); thence extending North 55 degrees 48 minutes 34 seconds East 
along the said side of Second Street 300.00 feet to a point on the 
Southwesterly side of Wilcox Street (60 feet wide); thence extending 

_9outh_)_4_ qe_grees 11 minutes 2 6 s_econds E.ast a_l_Q.ng __ the_ said s_ide __ o_f___Nilcox 
street 326.00 feet to a ~oint on the Northwesterl¥ side of Front street 
aforesaid; thence extend~ng South 53 degrees 48 m~nutes 34 seconds West 
along the said side of Front Street 300.00 feet to the first mentioned 
pol nt of j nt~r5;Pl"'!t. __ i_on__ ~nfi_ ~-1 ~-G-~ t"'lf: hAr;i rn"1 i.n~ 

VOl 2 I 2 5 PH 2 I 6 2 



EXCEPTING THEREFROM so much of the above described premises taken for the 
relocation of Price street. 

CONTAINING an area of 2.2452 Acres. 

Title to the said premises is vested in Hetro Container Corp., a Dela\·7are corporation 
by Deed from First Union Commercial Corporation dated February 11, 1983 and recorded 
in Delm;are County in Volume 61 page 632. 

VOL 2 I 2 5 PO 2 I 6 3 



COMMONWEALTH OF PENNSYLVANIA 

COUNTY OF DELAWARE 

On this, the 12TH day of FEBRUARY , 2001, before me the undersigned 
Officer, personally appeared CHAD F. KENNEY, Sheriff of the County of Delaware, 
known to me (or satisfactory proven) to be the person described in the foregoing 
instrument, and acknowledged that he executed the same in the capacity therein stated 
and for the purposes therein contained. 

IN WITNESS WHEREOF, I hereunto set my hand and official seal. 

Q ' .;_: I 

: .\ 1 " j 7> ;(j ,-:7' 
~~~ n;~~RA~ 1.' cAsToN,,,Ii~~T~ 

OFFICE OF JUDICIAL SUPPORT . 

My Commission Expires: 

VOL 2 I 2 5 PG 2 I 6 5 
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Writ No. ____ _ 

DEED = POLL :0'S b~_-, 
,..~., "·, ·-

CHAD F. KENNEY, Sheriff 
DELAWARE COUNTY COURT HOUSE 

TO 

TRAINER INDUSTRIES, LLC 

Trainer Industries, LLC 

vs. 

Metro Container Corporation 

No. 99-18679 

Premises: 2"d and Pine Streets 
Trainer, PA 19016 

/~e--:7'; - . · 1 · / ·· ' ' 

' J) ) 
) 

The address of the within named Grantee is: 

P.O. Box430 .#. 
Marcus Hook, PA 19061 

YOl 2 I 2 5 PG 2 I 6 6 

....., 
= = 

'2 
(Jl __ -:L. ____ -- "-



Asbestos ' Lead ~ Environm~nta!. " Materials & indoor Air Analysis 

EMSL Ana!yi:kai 
htto://wmt.emsf.com 

Attn: Frank Weigand 

P.O. Box 295 
Quar;yvm~, PA i700S 

-Ph0ne fl1-7) 284-=-6-s?-.2 
Fax: (717) 284-5244 

3 Coop-ei St. 
Westmont, NJ 08l03 

Phone: (36B) 8$-4800 
Fa~: 3633534571 

3/6/2008 

The following repor.t covers the analysis performed on samples submitted to EMSL ' 
Analytical on 2/28/2008. The results are tabulated on the attached data pages for the 
follo~hng client designated project: 

Project ID: Trainer Industries 

The reference number tor these samples is EMSL Order #01 0800903. Please use this. 
reference when··calling about these samples. 

If you have any questions, please do not hesitate to contact me at (856) 858-4800. 

Reviewed and Approved· By: 

Laboratory Director or other 
approved signatory 
NJ-NELAP Accredited:04653 

\H ACCo.T 

1i~~~~t~~t. 
The test results contained ~·lithin this report meet the reqUirements of NElAC 
and/or the specific certifJC2tion program that is applicable, unless cthei'Nise noted. 

• J 

Page 1 of 2 
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..... _ .. _ .. ;, .. 

Attn: Frank Weigand 
,,-~-!2,.YJ~D~)r_QnJP.~n-tA/.._&--Saf2t-~-:-_ 

P.O. Box 295 
QuanyvHJe, PA 17566 

Fax: (717) 284·5244 

flfet!wd 

TCLP 1311/60108 

TCLP 1311/60108 

TCLP 1311/60108 

TCLP 1311i60108 

TCLP 1311/60108 

TCLP 1311160108 

TCLP 1311/60108 

TCLP 1311/7470A 

433 

200 Price St Trainer PA 

Parameter 

Arsenic 

Barium 

Cadmium 

Chromium 

Lead 

Selenium 

Silver 

Mercury 

. _., ---· --'--··· 

CUstomer JD: KEYE62 
· ---·--·eusromerPo: -~-- · · · ~ZC~410869-, .. · 

Received: 

EMSLOrder: 

02128108 10:40 AM 

010800903 

--------- --~---~--~--·--

T ralner Industries 

Report Date: 3/6/2008 

Collected.• 2/22/2C08 

11:30:00 AM 

Cone:!ntratlon Units RL 
<0.080 mgll 0.080 

<1.0 mg/l 1.0 

<0.040 mgfl 0.040 

<0.10 mg/L 0.10 

<0.10 mgt~ 0.10 

<0.20 mg/l 0.20 

<0.10 mg/L 0.10 

<0.0020 mg/L 0.0020 

Lab!D: 0001 

Amtlysis 
Iinte Ann{~'St 

3/5!2008 iacevedo 

31512008 lacavedo 

315/2008 Jacevedo 

31512008 lacevedo 

3/5/2008 iacevedo 

31512000 /acevedo 

31512008 iacevedo 

3/S/2008 dhems!ey 

.----

Page2 of2 



Key Enviromnental 
& Safety, Inc._ 

", ~ .--- -
- ;;' _.,----

Monday, July 28, 2008 

Nick Garavel.as, President 
Service Painting, Inc. 
P.O. Box433 
Marcus Hook, PA 19061 

Re: TCLP Characterization, Spent Abrasive Blasting Materials 

On July 14, 2008, nine (9) composite samples were taken from the spent abrasive blasting 
agent in the yard ofServic<; P1!inting. 

·--~ ,, . 

The sampling strat~~y broke the total area of the material (100 by 100 feet) into ten (10) 
grids. Each grid was ten by ten feet. A sample was taken within each grid. Each sub 
sample was randomly selected from each grid and encompassed a one foot by one foot 
square. These sub samples (lO)were combined into one composite sample. That 

··---. co~p()site samp}e_'?{~~Iabeled as sample nU!l1!JeU~882_.__ --------~~- .. ___ -· 
I .. . - . . ' . - t .• • ·-·· . -· I , ... ' . , 

Sample number 33886 w<~s submitted for ToXic Characteristic Leaching Procedure 
(fCLP) for the eight (8) RCRA metals. 

The results of the analysis are summarjzed in the table below. The laboratory analysis is 
attached ·-· 
Analyte -, ; · Results {mg/L) Report Limit I Regulatory Limit 

(mg/L) 
Silver <0.05 0.05 I 5.0 

·Arsenic <0.05 . 0.05 5.0 
Barium I 0.14 0.05 I 100 
Cadniium I 0.096 0.05 1.0 
Chromium I <0.05 0.05 5.0 

_Lell.d I . 0.36 0.05 5.0 
Selenium <0.05 0.05 1.0 
Mercury < 0.001 0.001 0.20 

o __ .-...• . --- ----------- . 

·The results indicate trace concentrations of Barium, Cadmium, and Lead. These 
concentrations are below the Regulatory limit for the contaminates. · 

·- .-

. -.- -- -· ------

·' 



CLIENT NUMBER: 
EHS PROJECT#: 
PBQJ_E:<::J; 

ENVIRONMENTAL HAZARDS SERVICES. LLC, 
. 7469 WHITE PINE ROAD- RICHMOND, VA 23237 . 

804-275-4733 FAX 804-275-4907 

M EXAL-TCkf?-ANAL-YSIS SUMMARY-

P.O. Box 295 
Quarryvilie, PA 17566 

39-4880 D 
2008-07-0915 
Service Yard 

- -.~-::-- _-_ ~-o·--·-LJA'Jt>DF~s-;a.tVIPLff·f~-:-' i'ifJtii--~-Ud~:=;;o,-· 

DATE OF RECEIPT: 16 Jul 2008 
DATE OF ANALYSIS: 21 Jul 2008 

_Dj\ I.!: ()f .FS!:l'QBT: _22 J.ul .2008 

EHS SAMPLE#: 2008-07-0915-01 SAMPLE DATE: 14 Jul 2008 
CLIENT SAMPLE #: 33886 TCLP INITIAL pH: 9.82 
LAB. GROSS DESCRIPTION: Sand SAMPLE WEIGHT(g): 100 

ANALYTE RESULT REPORT MDL METHOD REGULATORY 
· (moiL) LIMIT (mg/L) (mg/L) LIMIT (mg/L) 

SILVER (Ag) ·.t <0.050 0.050 0.0005 . EPA SW846 1311/3010B/6010B 5.0 
ARSENIC (As) <0.050 0.050 0.0044 EPA SW846 1311/3010B/601DB 5.0 
BARIUM (Ba) . 0.14 0.050 0.0002 EPA SW846 1311/3010B/6010B 100 
CADMIUM (Cd) 0.096 0.050 0.0005 EPA SW846 l3ll/3010B/6010B 1.0 
CHROMIUM (Cr) <0.050 0.050 0.0011 EPASW846 1311/3010B/6010B 5.0 

. LE;AQ-tp-1>)~------0~36·---- ·· O;OBo---- -- ··o:OOTT""" ___ EP:AS\V8".6 1311!3010B/6010B . 5.0 
· SELENIUri (Se) • <O.o&o •· ' o.o5o ' · o:oos2 EPA SWS46. f3l1/30.10B/6010B 1.0 

MERCtJRY(Hg) <0.001 0 . .001 o.6cio1 :E:P.A-sws4s isill'i47oA.- · ·· 0.20 

QUALITY CONTROL SPIKE DUPLICATE 
ANALYTE RECOVERY RELATIVE PERCENT DIFFERENCE (RPb) 

SILVER (Ag) 89.0% 0.00% 
ARSENIC (As) 100% 0.00% 
BARIUM (Ba) 86.5% 0.00% 
CADMIUM (Cd) 90.7% 4.08% 
CHROMIUM (Cr) 87.4% 0.00% 
LEAD (Pb) 85.5% 0.00% 
SELENIUM (Se) 102% O;OO% 
MERCURY (Hg) 100% 0.00% 

ANALYST: David Xu 

Reviewe9 By ~uthorized Signatory:/~-~ 
. . Mich_qel_A _Mueller. ~11PH _Loborato:rv Dimr:tqr. _, . __ 

,__, --;-HoW~rd_Varn·~;.,_· cene~~iMa~alier --- -- -// 
Ir_t!_~a:_Fg§zeVJ§_/ii~ _QooWy _A_s_.s.ur.an.c.e .Coor.ditwtor 
David Xu, ftfS, Senior Chemist 

--PAGE 01 of 02 --

I 



ENVIRONMENTAL HAZARDS SERVICES, L.LC, 
CLIENT NUMBER: 
EHS PROJECT#: 
PROJECT: 

39-4880 D 
2008-07-0915 
Service Yard 

Method. EPA SW846 1311 recommends 100g for analysis. 

.-.:. --,_- c:_--c_--: ·.-

The condition of the samples analyzed was_ ac.~ptab/e__gQon_r?_g@_jQLp~_rJ~b.o[atocy.protoco/ Ur:!/ess ethenvise noted oti this-mpblt:----- · 
Results repras_ent th-e-·a·naiySiSOf sampleS submitted by the client. Sample location,- description, area, volume etc., was provided by the 
client. This report shall nOt be reproduced, except in full, without the \Vritten consent of Environmental Hazards Services. L.L.C. 
California Certification #2272 NY ElAP #11714 

LEGEND ·g ....: gram ug --·microgram 
ml =milliliter Pb = lead 

tclp8mt2.1 doUICPVIST AJ07 JUL2006/REV4iiviR 

· PPm ~parts per million 
mg/L = milliorams oer liter 

--PAGE 02 of 02 --END OF REPORT--

MDL= method detection limit 
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..:Hs 20iJ8-07-Q915 
ENVIRONMEI\ITAL 1-IA\ZABDS SERVICES, L.L.C. 

, ___ .· . :, 7469 Wl1itepine Road Richmond, Virginia *i;,3fPhone (804) 275-4788 Fax (804) 275-4907 

., 
•I 

. l ! c..[J,_ P 1-c f?& '!\~ · CHAI:W OF CJ~J.:iHGDY FORM. · 
I Company Narne: Key Environmental & Safety, Inc. Email > -~ Date: _·_·7_/LI_'-.:..l· .c:/ 0(1-------~--,----
Address:, P.O. Box 295 · ~.r.;J \ Contact Name: Wei and 

·-~----, r , 
' 

I \ ' • 

l Sampler Name:-""'-' _.!.NJ_1"""'----+-------, 
Project#: ~ 1%.. 'fMf-> 

City, State, Zi!J: Quarryville, P A 17566 
' EHS Clie!lt Acco'unt #:, 39-4880-D 
! -···----.... 

'i 

P.O.#: 

Phone#: __ 717-2~4-6372 Fax#: _717-284-52:4:<} 
! 

1 Asbestos Lead 0'\:h~r Metals Indoor Parllculale: Tala! Nuisance (NIOSH osoo.', O ' ' ' 

I 2 '(specrlymelal' below) Air Quality Respirable <0IOSH osoo)'r 0 
;:, ....... o.!::ca 2. . .ill c ~-s . "' '.Jl · I . 

2 8 § :SI ::.; ::; <1' · ~ !ce)' J '§ Air Volume (L) 
--' 0 m <( - ·•E ·; '- ' El n.. 'lij m OR 

Sample 
Number 

Sample 
Date~ 
Time:

1 

n..~~~~~ ~~ a ·~~- 2 3g 
£i fi: .s iii UJ:C "' I :;; n.. ] Ql ft ~ [!.)·\ U: ~ 1D (I) i- Wipe Area (ft2) 

. o 1... .c 'eft, CL ._ > cr:: n- ~ UJ m <J.) OR 
Comm'9nts. 

3=5 -ggt. 

o 1:;;: o.. 0 <( o 1~ ~ ~· .,, ·m, c:"" (f) u u 
-~ ~~ --j ·~-~~u rnmroro S ~ 0 ~ ~ "" "" .s .£ . :=: i ...) (f) w'. c~ 'x ' (.) "0 't: 't: crape 
~ . ...J...JWW~rorn oso"'o~o 2=~~ ' 
cn1 e:: ~ a.. i- i- <( n.. a.. (f) 5 1-l ii;; ~cl ~- r- ro (f) (f) (I)'~ Area( em ) I : ''/:;;:": 

"'J I C<::>","~n-::, 1 " •• 77\f,);;jp 

: I 

\ ·. j 11\\\\1\\\f+-l--l=I=Br-HIIII\1 I I 
: .. .1 l l l I l l l l I I 

l :, t=:l \ .\ I I I t=ttltttt~ ·. \=++t~=l \ \ I \ :: 
I '··r==· H-HIIIIH I -I 1 I I 
. 'I . . ·i·J II I ill I ' . __ ' 
1*Do wipe s~mples submi~ed meetASTM E1792 requirements? Yes I 1

1 

No 

Released bV: ~~~iT ISignatare. ' ':7 : !Date/Time: -,[,HI<>~.~ ,. 
'Received by: ')'M>L.A !Signature: -::~"':'•] !Date/Time: , ?litfd? 
Released by: Signature: I Date/Time: ! 
!Received bY: · !Signature: I !Date/Time: I •---·· 
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ElviSJo AnalytiC;ai, Inc. Chain of Custody Project Name!Nbr: Service Pail)ting Sand 
. 3 Cooper Street' Environmental- Cnemis try Lab Services EMSLRep: Scott Ross 
Westr;wnt, NJ 0,8108 Analysis Request Form Incti;:ate State where samples collected 
Phone.: (856) 858-4800 } r'/? 
Fa'<: ('l56) 858-4571 (856)'854-2362 http://\;,..vw.emsl.com Ple~e_p.rffi_! a!Linfbrm_atioJ11egibi::t". 

REPORT RESUl,TS TO: SEND INVOICE TO: TURNAROUND TIME . -~ 
IName: Andrew Papp Name: Andrew Papp 0: ccd -- f:'Y,i_ _a!e_B._es1l}(S l)e<O(j_ed by:_ ---'--~-- -J -----------1 
jCompany: Millenrium Health And Safety Company: Millennium Health And Safety Standard Turnaround Time is J 0 working ~ays 17 I, 

pddress:70 Eastwi::k Dr. :4ddress:70 Eastwick Dr. The followina turnaround time: require Ja~ approval: 1 
\City: Gibbsboro ; City: Gibbsboro ["" 4-5 days r 72 Hrs r 48 Hrs . _ . 

j:tat~: NJ . i lzip: 08026 fs'ta(e: NJ lzip: 08026 r 24 Hrs Approved by: . I 
!Country: USA Country: USA • ' .__j 
\Td: 856-466-403}: - : IF ax: Tel: 856-466-4031 __ . lFax: , · 1 

_ __J 
!Email: millenniun 

1

hs(Q)comeast.net Email: millenniumhs(Q)comoa~t.net l 
!Sampled by: (Sign~ture) : !Number of Samples in Shiprl;ent Date of Sample Shipment _ 

1 J 
' MATRIX I Method Preserved I Sampling I List Test Neecthd 

1railure to complete items;marked with~~ will hinder processing· of samples. 
I I ,• ; 

,Sample 
Number 

2. I t/o,LJ --_L 

5. 

St,-ttion Loca)ion /Sample 
ill' COMPIGRAB 

w 
A. 
T 
E 
R-

s A s 
0 I L 
I R u 
L D 

G 
E 

0 H H H I 0 
T c N 2 c T 
H L 0 s E H 

.'-E 3 o- E 
R 4 R 

X 
X 

- . 

m . 
M -

.lj< I r.• 

~ h~~~,l IX 

· http://www.emsl.cpm/COq_Print.c:frn?action=print&ServiceCatSelect=9.c<:LabsSelect=Westmont%2C%?.0NTR>-r'"mM~"M"-~o '7/1 r, V>A.r.r-. 

·~ 



'I' liB LE l'i !:?' IiR.!UVJ:E'I'E RS 

WAST£ MANA<H,MENT 

\ 
Parameter Name Type Category limits Units 85% of limit 

0 Ignitibility As Received >140 F 

0 Oil & Grease As Received mgjkg 

0 Paint Filter Test As Received No free liquids I 
0 PCB's As Received 50 

0 .pH As Received 2 - 12.5 S.U, 

0 Reactive Cyanide As Received 100 

0 Reactive Sulfide As Received 500 

0 Totll Solids As Received 

0 Totll Volati\e Solids As Received 
' 

0 Ammonia-Nitrogen Asm 111111 mgjl 

0 Chemical Oxygen Demand AST~l 

0 Oil & Grease ASm 88550 mgjl 

0 Total Solids ASTI~ 

0 pH TCLP 

0 Arsenic TCLP l~etals 5 mgjl 4.25 

0 Barium TCLP l·letals 100 mg/l 85 

0 Cadmium TCLP Metals 1 mgjl 0.85 

0 Chromium TCLP Metals 5 mgjl 4.25 

0 Copper TCLP Metals 167 mgjl 142 

·) "g_ Lead • --
T(LP flet.ls '5, 1'-'-"qfl~- 4.25 

' - -- ·- --- . -·- --·--- --~-·-· 

0 flercury TCLP Metals 0.2 mgjl 0.17 

0 Nickel TCLP ~letals 242 mgjl 206 

0 Selenium TCLP fletals 1 mgjl 0.85 

0 Silver TCLP fletals 5 mgjl 4.25 

0 Zinc TCLP Metals 1875 mg/l 1594 

0 2.4-D TCLP Herb 10 mqjl 8.5 

0 2.4,5-TP TCLP Herb 1 mgjl 0.85 

0 Chlordane TCLP Pest 0.03 mgjl 0.0255 

0 Endrin TCLP Pest 0.02 _ mgjl 0.017 

0 Heptachlor TCLP Pest 0.008 mgjl 0.0068 

0 Heptachlor Epoxide TCLP Pest 0.008 mgjl 0.0068 

0 lindane TCLP Pest 0.4 mgjl 0.34 

0 l·lethoxychlor TCLP Pest 10mgjl 8.5 

0 Toxaphene TCLP Pest 0.5 mgjl 0.425 

0 .. 2,4,5-trichlorophenol . -- ..... - ·- - -TCLP - ----- - . Acids -- ----- ... -400- ' .... -· mgjl- --340 . -- . -

0 2.4,6-trichlorophenol TCLP Acids 2 mgjl 1.7 

0 m-cresol TCLP Acids 200 mgjl 170 
-.- - ~ · 0-oesut 1Ctr_'_ - -· Acids t::uV -ing?t li'V 

. -
w 

0 p-cresol ' TCLP Acids 200 mgjl 170 

0 Pentachlorophenol TCLP Acids 100 mgjl 85 
i 0 2,4-dinitrotoluene TCLP Base/Neutral 0.13 mg/l 0.1105 

0 Hexachlorobenzene TCLP Base/Neutral 0.13 mgjl 0.1105 

0 Hexachlorobutadiene TCLP Base/Neutral 0.5 mgjl 0.425 

0 Hexachloroethane TCLP Base/Neutral 3 mgjl 2.55 
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TllBLE 11 PllR./!METERS 
WAf>TE MANAGEMENT 

Parameter Name Type Category Limits Units 85% of Limit 
\ 

0 _ Nitrob~enzene _____________ . - -- --TGCP--- --- ·Bas.-jNeutM - z-- mg/1 1.7 

0 Pyridine TClP BasejNeutral 5 mg/l 4.25 

0 1, 1-dichloroethyiene TClP Volatiles 0.7 mg/1 0.595 

0 1,2-dichloroethane TClP Volatiles 0.5 mgjl 0.425 

0 1,4-dichlorobenzene TClP Volatiles 7.5 mg/1 6.375 

0 Benzene TClP Volatiles 0.5 mgjl 0.425 

0 Carbon Tetrachloride TClP Volatiles 0.5 mg/1 0.425 

0 Chtorobenzene TClP Volatiles 100 mg/1 85 

0 Chloroform TClP ' Volatiles 8 mgjl 6.8 

0 Methyl ethyl ketone TClP Volatiles 200 mgjl 170 

0 Tetrachloroethylene TClP Volatiles 0.7 mg/1 0.595 

0 Trichloroethylene TClP Volatiles 0.5 mg/l 0.425 

0 Vinyl Chloride TClP Volatiles 0.2 mgjl 0.17 

---- ~ . ·--· - ' " . - ---

--- ----- -----
- -- ------

- - - . - -----

. -
- .. .- . --

- ---- -
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Sampling Outline 

On July 10, 2009 a sample of the spent sandblasting abrasive was taken at the Service Painting 
yard as .out lined below, · 

The spent sandblasting abrasive generated by sandblasting operations at the Service Painting 
facility in Trainer, PA. Various objects are brought to the facility for painting or repainting and are 
sandblasted if required. 

The sample of sand called Service.Painting Sand was taken from the sand pile at the service 
painting yard. The face of the pile was divided into nine (9) equal areas and a random sample 
taken from within each area. These nine {9) subsamples were combined into one sample. A 
discreet sample was also taken for the volatiles portion of the analysis. 

\ 

\ 

-}-

~.z. 
/ 

/ 
/ 

/ 

j 



Sampling Outlin·e 

On July 10, 2009 a sample of the spent sandblasting abrasive was taken at the Service Painting 
yard as out lined below. 

The spent sandblasting abrasive generated by sandblasting operations at the Service Painting 
facility in Trainer; PA. Various objects are brought to the facility for painting or repainting and are 
sandblasted if required. 

The sample of sand called Service Painting Sand was taken from the sand pile at the service 
painting yard. The face of the pile was divided into nine (9) equal areas and a random sample 
taken from within each area. These nine (9) subsamples were combined into one sample. A · 
discreet sample was also taken for the volatiles portion of the analysis. 

Sampling Schematic 

-. ~=---

Samples taken from nine areas in covered storage building, 

2002- Service Painting moved to the facility at: 
200 Price Street 

- ·· trainer, PA-19o6i 
2008- Blasting started with delivery of new structural steel and new 

piping for refineries, cbemica! Pl'!nts & buildine-~ 0•1':<> 
Blasted and painted the structural steel is delivered to the 
above mentioned facilities. 

NOTE: Only new steel is blasted and painted at this facility 
. / __.-- --

fi/ () '<""' /!/ -<~ ~"/~e~_:_ _____ _ 
Nick Garavelas 
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WASTE MArMGSMENT 

Ge:ne!'atol''s No:nhazar:-dous Waste P:t'ofile Sheet 

Requested Disposal Facility----~---------- Profile Number 

Waste A proval Exp' f n D L 0 R l for P fil Nu b r enewa ro e m e p na 10 ace 

/ 11. Waste Gene:t'atol' Facility info~matio.n (must l:'eflect !ocaHo::rt. of wasi:e ge.ne~a~i~::.~/o:cig.hll.) 

1. ~ R I" 
' ~c--Generator Name: ":Je_::>,.,J//L!..e. dt.vlQ ...,j 

-~ •. ~-- . i ~· • » , .. ; - . j J 
2. Site Address: :Z;:,;;:J£2_ .. _£2~- §-1.--- · . - . - " - 7. Ema1f Address: S CPu,..-;:;::;:::~ A£? ,~,"1"tr---"~c.:~(~il<---=::-..'}c<;7lf.r .'1<.~ 

~ 

' ""' 3. City/ZIP: '/7-,q I >Vi"f' /)-" fCf06i 8. Phone:b'i'0/'\"'1/ -lf/015 9. FAX:{:lo/491 -a7z:; H 

State: P,L/ ' 4. 10. NAICS Code: 

5. County: .{Jc-kuJ'Cc;/'_,.- 11. Generator USEPA ID #: 

Contact Name/Title: . .4/k; k , / 1?. (.,{, I 12. State ID# (if applicable): 6. ~~-a' !'A !._.I<C?/c< ' •'.:-""'7/ r·fir 
7 

B~ Custottle.l" !nfol"znation ~ sante as above P. 0. Number: 

1. Customer Name: 6. Phone: FAX: 

2. Billing Address: 7. Transporter Name: 
I 

3. City, State and ZIP: B. Transporter ID # (if appl.): 

4. Contact Name: 9. Transporter Address: 

5. Contact Email: 10. City, State and ZIP: · 

C~ Waste Stream Infot<ntation 

1. DESCRIPTION . . 

"~"'~!vc a. Common Waste Name: ..>:;.~/ik,;;//ltfrq-5n;c ~Y't~l 
State Waste Code(s): /OCV 

b. Describe Process Generatinu Waste or Source of Contamination: 
((te, I / ' S:.~- (} } 7 <£-Qf6?.5)P~ q _,d re?ldv~ {;'"<Z-J..<-"\._. 

I 
t/q " } "VS / ;.:; /' /'" 

,;;q...-;>.q bt"l:5tli(J =f10·"i;f<G'!6 

. , -'-~·.c:, '·. . 
'. -

• .. 

c. Typical Color(s): 

d. Strong Odor? .0 Yes 'J:Q No Describe: 

e. Physical State at 70°F: · .1m Solid 0 liquid 0 Powder 0 Semi-Solid or Sludge 0 Other: 

f. Layers? 'jg{ Single layer 0 ~1ulti- layer 0 NA 

g. Water Reactive? 0 Yes 0 No If Yes, Describe: 

h. Free Liquid Range (%): to Iii! NA(solid) 

i. pH Range: 0 s2 0 2.1-12.4 0 ;-:12.5 ~ NA(solid) 0 Actual: 

j. liquid Flash Point: 0 < 140°F 0 ;-: 140° F -~ NA(solid) 0 Actual: 

k. Flammable Solid: 0 Yes )Z1 No 
t. Physical Constituents: List all constituents of waste stream- (e.g. Soil 0-80%, Wood 0-20%): 0 (See Attached) 

Constituents (Toto! Composition !>lust be >_100%) l_) lower Range . Unit of f.leasure Upper Ra9ge ~easure 
1. ~~~L) qq-r ~-

2. 
3. 
4. -. -·- ··-- --·· 

5. .. -------- ------- ·- -- - -- -~ -

6. 

2. ESTIMATED QUANTITY OF WASTE AND SHIPPING INFORI~ATION 

- u·.- C -vir~ Ti1ue- Eve-nt-- U Ha·se· !.& R~~~-a-t Ev~~-~t' . 

b. Estimated Annual Quantity: 1/--;;>D 

" Shipping Frequency: 

0 Tons ..'li:! Cubic Yards 

Units per 0 Month 

0 Drums 0 Gallons 0 Other (specify): 

0 Quarter 0 Year 0 One Time 

Is this a U.S. Department of Transportation (US DOT) Hazardous Material? (If yes, anSI'Ier e.) 0 Yes )g) No 

0 Other 

e. USDOT Shipping Description (if applicable):----------------------------

3. SAFETY REQUIREMENTS (Handling, PPE, etc.): 

~2008 Waste Nanagcment, Inc. Page1of2 ~~lay 2008 
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Generatol':''s NonhazaJ:"dous Waste Pl\'ofile Sheet 
WASTE MANAGEMH.IT. 

Ow Regulatory Status (Please cheCJ{ appl"opriate :t'esponses) 

1. Is this a US EPA ( 40 CFR Part 261)/State hazardous waste? If yes, contact your sales representative. 0 Yes '1:1 No 
2 Is this waste included in one or more of categories below (Check all that apply)' If yes attach supporting documentation ' 0 Yes li!l No 

0 Delisted Hazardous Waste Q_ Exclude_c!_Wastes Under 40 CFR 261.4 
---o- 'rreatectHaza-idou5Wa5teilebris 0 Treated Characteristic Hazardous Waste 

3. Is the waste from a Federal (40 CFR 300, Appendix B) or state mandated clean-up? If yes, see instructions. 0 Yes ~No 

4. Does the waste represented by this waste profile sheet contain radioactive material? 0 Yes 0 No 
a. If yes, is disposal regulated by the Nuclear Regulatory Commission? 0 Yes 0 Ho 
b. If yes, is disposal regulated by a State Agency for radioactive waste/NORM? 0 Yes 0 No 

5. Does the waste represented by this waste profile sheet contain concentrations of regulated Polychlorinated Biphenyls (PCBs)? 0 Yes 121. No 
a. If yes, is disposal regulated under TSCA? 0 Yes 0 No 

6. Does the waste contain untreated, regulated, medical or infectious waste? 0 Yes ll!l No 
7. Does the waste contain asbestos? 0 Yes .i8l No If Yes, 0 Friable 0 Non friable . 

• 8. Is this profile for remediation waste from a facility that is a major source of Hazardous Air Pollutants (Site Remediation NESHAP, 

40 CFR 63 subpart GGGGG)? 0 Yes ~No 

If yes, does the waste contain <500 ppmw VOHAPs at the point of determination? 0 Yes 0 No 
E. Generator Ce:t'tification (Please read and certify by signature belOw) 

By signing this Generato(s Waste Profile Sheet, I hereby certifY that all: 
1. Information submitted in this profile and all attached documents contain true and accurate descriptions of the waste mijterial; . 
2. Relevant information within the possession of the Generator regarding known or suspected hazards pertaining to this waste has been 

disclosed to WM/the Contractor; 
3. Analytical data attached pertaining to the profiled waste was derived from testing a representative sample in accordance with 

40 CFR 261.20(c) or equivalent rules; and 
4. Changes that occur in the character of the waste (i.e. changes in the process or new analytical) will be identified by the Generator 
, , and disclosed to WI~ (ana tlre·Ccn;ractor if applicable) prie>r to providing the waste io WM (and theContractor if applic~-ble):' :.•'-' 

-. 
't 

5. Check all that apply: 
)ill Attached analytical ~ains to. the waste. Jd?n~fY laborato:/ample lD #'sand parameters tested: __ 

~ :>~1"'-V~~~ /;2..-,'firJ~A ~5-_,....-1 _ _. #Pages: /C) . u 
0 Only the analyses identified on the attachment pertain to the waste (identifY by laboratory & sample ID #'s and parameters tested). 

Attachment #: 
0 Additional information necessary to characterize the profiled waste has been 'attached (other than analytical) .. 

Indicate the number of attached pages: 
0 I am an agent signing on behalf of the Generator, and the delegation of authority to me from the Generator for this signature is 

available upon request. 
0 By Generator process knowledge, the following waste is not a listed waste and is below all TCLP regulatory limits. 

Certification Signature: Title: 

Company Name: Name (Print): 

Date: 

FOR WM USE ONLY 

Management Method: 0 Landfill 0 Bioremediation Approval Decision:· o-APJif6ved 0 Nof Approved 

0 Non-hazardous solidification 0 Other: Waste Approval Expiration Date: 

~1anagement Facility Precautions, Special Handling Proceduresor Limitation 0 Shall jlOt contain fre~[iouid 

'an approval: 
-

0 Shipment must be scheduled into disposal facility 
' 0 Approval Number must accompany each shipment 

0 Waste Manifest must accompany load 

WM Authorization Name/ Title: Date: 

State Authorization (if Required): Date: 

&zoos Waste Nanagement, Inc. Page 2 of 2 Mny 2008 



•.·, r~ Allalytica!, 
Asbestos • Lead • Environmental • Materials & Indoor Air Analy~ls 

Inc. 
http:f/www.emsl. com 

Attn: Andrew Papp 
Millennium Health & Safety, Inc. 
70 Eastwick Drive 
Gibbsboro, NJ 08026 

Phone (856)466-4031 
Fax: (856) 566-4131 

' 

3 Cooper St. 
Westmont, NJ 08108 

Phone: (856) 858-4800 
Fax~ 8568584571-

7/24/2009 

The following report covers the analysis performed on samples submitted to EMSl 

---. 

Analytical, Inc: on 7/10/2009. The results are tabulated on the attached data pages for 
the following client designated project: 

Project IP: Service Painting Sand 

The reference number for these samples is EMSl Order #01 0903447. Please use this 
reference when calling about these samples. 

If you have any questions, please do not hesitate to contact me at (856) 858-4800. 

Reviewed and Approved By: 

Julie Smith - laboratory Director or 
other approved signatory 
NJ-NELAP Accredited:04653 

fhe test resul!s con!aiiled wHh!n this report meet the requirements of NELAC 
m d/or:- th e-speclfic certifiC<Jtion-program that is applicable;-unles·s· otherNiSEf nOt eO: 

·Page 1 ;;(T · 

. ... 



El\IISL Analytical, Inc. 
3 CooperS!., Westmont, NJ 08108 

Phone: (856) 858-4800 Fax: {856) 858-4571 Email: jsmlth@emsl.com 
ks:.,.•··- c,, --:-· _-,,. ·~- -~ ··''-r_,.,;_,_,.._, •• ~~---'····t.; 

A«n: Andrew Papp Customer ID: MHSF78 
Millennium Health & Safer>;, Inc. Customer PO: A. C. 046756 

70 Eastwick Drive Received: 07/10/09 3:49PM 

Gibbsboro, NJ 08026 EMSL Order: 010903447 

Fax: (856) 566-4131 Phone: (856) 466-4031 
EMSL Pro): Service Painting Sand 

Client Sample Descrlpticm 

JJfetlzod 

1010 Modified 

SM 2540G 

SM 25408 

TCLP 1311/60108 

TCLP 1311/60108 

TCLP 1311/60108 

TCLP 1311/60108 

TCLP 1311/60108 

r ., 1311t6o1o8 

'\ /1311100108 

TCLP 1311/747QA 

TCLP 1311/8081-Pestlcides 

35508/8M.2'PC8s 

TCLP 1311/8151A-Herblcides 

TCLP 1311182608-Volatlles 

TCLP 1311/8270C-Semivolatiles 

so1o'sts014 

90308/9034 

90408 

9045C 

'9071 8 (HEM) 

9095A 

Sand-1 

Parameter 

JgnJtabiliiY 

TVS 

Total Solids 

Arsenic 

Barium 

Cadmium 

Chromium 
Lead 

·Seien!um

Silver 

MerCury 

See Attached 

See Att~.clled 

See Attached 

· See Atleched 

See Attached 

Reactive Cyanide 

Reactive Sulfide 

pH 

pH 

Oil and Grease 

Free Liquid 

Client Sample Descriptioll Sand-1, ASTM Leachate 

~fetllod 

3M2540B 

11 0.4/SM 52200 

664A(HEM) 

Parameter 

Total· Res/due 

Chemical Oxygen Demand 

Oil and Grease 
- Amrileiflii:i ·-

C.o/lected: 

Concentration 

>180 

0.26 

99 

<0.080 

<1.0 

<0.040 

<0.10 

<0.10 

-<.:0.20 

<0.10 

<0.0020 

<0.99 

21 

5.1 

8.40 

<140 

NFL 

Co/(eded: 

7/9/20Q9 

2:00:00 PM 

Reporting 
Limit Units 

N/A "F 

N/A % 

NIA% 

0.080 mg/L 

1.0 mg!L 

0.040 mg!L 

0.10 mg/L 

0.10 mg!L 

, 0.20 'llg/L 

0.10 mg/L 

0.0020 mg/L 

NIA 

N/A 

NIA 

NIA 

NIA 

0.99 mg/Kg 

1.9 m9/Kg 

NIA ph Units 

N/A 

140 mg/Kg 

NIA 

7/9/2009 

2:00:00PM 

Reporting 
Concentration_ _ __ Limit_ -Ullits-

53 

<10 

<2.1 

<0.18 

10 mg!L 

10 mg/L 

. 2,1. rrJ$1L • 

0.18 mg!L 
' 

Lab!D: 0001 

A11alysis 
Date 

7116/2009 

7116/2009 

711512009 

7114/2009 

7/14/2009 

7/14/2009 

7/14/2009 

7115/2009 

. 7/14/2009 

7/14/2009 

711512009 

712012009 

7/23/2009 

7/21/2009 

711612009 

7/21/2009 

7/14/2009 

7/15/2009 

7115/2009 

712012009 

7/2312009 

712312009 

Lab!D: 0002 

Analysis 
Date-

Amilysl 

bwtight 

Cl)lblcki 

bwright 

rferrer 

rferrer 

rferrer 

rferrer 

rferrer . '· ,_ .. 
rferr-er 

rferrer 

klrout 
tnndsay 

ehernandez 

tlindsay 

afalasca 

vlfink 

cohehlr 

bwright 

jhess 

bwright 

mmazur 
cohehir 

Analyst 

7/21!2009 Cl)lblckl 

· 7/21/2009 cohehlr 

_ 7/1~t2QQ~,- - m!'D-~?-'t'" c 

7/23/2009 bwright 



EMSL Analytical Inc. 

VOLATILE ORG~~ICS ANALYSIS DATA SHEET 
~ -~ ~- ~-- .. -.- ~-

Customer Sample#: 

lab Name: EMSL ANAL YfiCAL 

EMSL Sample ID: 010903447-0001 . Project: 

Lab File ID: T6778~D Sample Matrix: 
Instrument 10: VOAMSD~T S~mpl_ing Date: 
Analyst: AF Analysis Date 

GCColumn: RTX~502.2 X 60m (0.25 Level {low/rped): 
I 

Sample wt/vol: 0.300 ML 

Dilution Factor: 1 

CAS NO 

75~01-4 Vinyl chloride 

75-35-4 1,1 ~Dichloroethene 

78-93-3 2-Butanone 

67-66-3 Chloroform 

56·23·1 Carbon tetrachloride 

71-43-2 Benzene 

107-06-2 1 ,2-Dichloroethane 

79-01-6 "frichloroe!Qene 

~ I 
'7-18~4 

.. --- . .. Tetrach/oro·ethene -- · 

oOB-90-7 Chlorobenzene 

Qualifier Definitions 
U =Undetected 
8 = Compound detected In method blank 
E = Estimated value 
J = Estimated concentration. 
0 =Dilution 

Printed: 07/17/0912:40:20 PM 

Samplelist: 071609TS 
ERM: V:\VOAERMS\8260ERMS\TGLP.erm 

Nominal Amount: 
Method: 

COMPOUND 

___ ...:...:_ __ ~.!....:.. 

' 

FORM1--VOA 

Sand-i 

Service Painting Sand 
Leachate 
7/9/2009 

7/16/2009 2:52:00 PM 

LOW 
'" 

. 

0.005 ML . 

SW846 82608 TCLP 

Report 
limit CONC. (mg/L) 

(mg/l) 

0.017 

0.017 

0.033 

0.017 

0.017 

0.0083 

0.017 

0.017 .. .. ..._.:.-.:.....__ 

0.017 

0.017 

Q 

u 
u 
u 
u 
u 
u 
u 
u 

·~ -'-'-u 
u 

1 of 1 



EMSL Analytical Inc. 

SEHIVOLATILE ORGANICS ANALYSIS DATA SHEET 

--
-- Customer Sample#: 

lab Name: EMSL Analytical Inc. 

EMSL Sample ID: 010903447-0001 Project: 
Lab File /D: · C17239.D Sample Matrix: 
Instrument JD: SVOAMSD-C Sampling Date: 

Analyst: WRF Date Extracted: 
GC Column: RXI-5Si/MS (0.25 mm) Analysis Date 
Level (low/med): LOW Sample wtlvol: 

%Moisture: Dilution Factor: 
PH: Cone. Extract Volume: 

' 
GPG Gleanup(Y/N): N Injection Volume: 
Method: SW846 8270 TCLPBNA Extraction Type: 

CAS NO COMPOUND 

110-86-1 Pyridine 

106-46-7 1 ,4·Dichforobenzene 

95-48-7 2-Me/hylphenol 

1319,77-3 3&4-Methy/phenol 

67-72-1 Hexachloroethane 

98-95-3 Nifrobe~zene 

~,68-3 .. f;f-",;;ichlorobu.~adlene .<, 
I .-06-2 2,4,6-Trichlorophenol 

95-95-4 2,4,5-Trichlorophenol 

121-14-2 2,4·Dinifroto/uene 

118-74-1 Hex?chlorobenzene 

87-86-5 Pentachlorophenol 

Qualifier Definitions 
U ~ Undelected 
8 = Compourld detected In method blank 
E :: Estimated value 
J :: Estimated concentration. 
0 =Dilution 

?rinted: 07/22109 10:25:46 AM 

3amplellst: 072109C 
=RM: T:\ERMs\8270\TCLP09.erm 

. . ·' . -·- ... 

FORM1--SV 

----- - -

Sand-1 

Service Painting Sand 
Leachate 
7/9/2009 

7/18/2009 

7/21/200915:48:00 

100Ml 

1 
fOOO (ul) 

1 (ul) 

3520C 

Report 
Limit GONG. (mg/L) 

(mgil) 

0.050 

0.050 

0.050 

0.050 

0.050 

0.050. 
- ·n.o5o -

0.050 

0.050 

0.050 

0.050 

0.050 

Q 

u 
u 
u 
u 
u 
I} . ---J ·-e.~ ·,- . .;, 

u 
u 
u 
u 
u 

1 ofl 



ElVlSL Analytical Inc. 

PESTICIDE/PCB ORGANICS ANALYSIS DATA SHEET 

Lab Name: EMSL Analytical 

EMSL Sample ID: 010903447-0001 

Lab File ID: G12047.D 

Instrument lD: G 

Analyst: TL 

GC Column: CLPest I (0.32 mm) 

GC Column 2: CLPest II (0 .32 mm) 

%Moisture: 

PH: ' 
GPC Cleanup(Y/N): N 
Extraction Type: 3510C 

Meihod: SW846 8081/8082 

CAS NO 

58-89-9 gamma-BHC 

76-44-8 Heptachlor 

1024-57-3 Heptachlor Epoxide 

72-20-8 Endrin 

72-43-5 Methoxychlor 

I 
1,-35-2 -· rOxapnene. _.,~ __ , 

til -74..:9 Chlordane (n.o.s.) 

Qualifier Definitions 
U =Undetected 
B = Compound detected In method blank 
E.= Estimated value 
D =Dilution 
P =Results between the two columns differ >40% 

"rlnted: 07/21/09 01:10:55 PM 

3ampleList: QC Batch 3282-5 
c:.qM: T:\ERMs\8081-8082\TCLPPest.erm 

------------- - - ---

Customer Sample#: Sand-1 
. 

Project: Service Paintfng Sand 
Sample Matrix: Solid 

Sampling Date: 7/9/2009 

Date Extracted: 7/17/2009 

Analysis Date 712012009 8:22:00 PM 

Sample wUvol: 150ML 

Dilution Factor: 1 
Concentrated Extract Vol: 10 (ml) 

Injection Volume: 1 (ul) 

Sulfur Cleanup: N 

Report 
COMPOUND Limit CONe. (mg/L) Q 

(mg/L) 

0.0010 u 
0.0010 u 
0.0010 u 
0.0010 u 

. -0:00201 U. 
. " :,-• .. ·' !------;;--- .. 

' o.oo?oL u 
0.0033 u 

FORM1--PEST 1 of] 



EMSL Analytical Inc. 

PCB ORG..:!\1'1ICS ANl-I.LYSIS DATA SHEET 

- - Customer Sample#: 

Lab Name: EMSl Analytical 

EMSL Sample ID: 010903447-0001 Project:_ 

Lab FilelD: H05866.D Samp{a Matrix:: 
Insfr(Jmrmt 10: HP-H Sampling Data: 

Analyst: EH ·Date Extracted: 

GC Column: ClPest I (0.32 mm) Analysis Date 

GC Column2: ClPesll (0.32 mm) Sample wUvol: 
%Moisture: 1 Dilution Factor: 
PH: Concentrated Extract Vol: 
GPC Cleanup(Y/N): N Injection Volume: 
Extraction Type: 35508 Stilrur Cleanup: 

Method: SW846 8081/8082 

CAS NO COMPOUND 

12674-11-2 Aroclor 1016 

11104-28-2 Arocfor 1221 

11141-16-5 Aroclor 1232 

53469-21-9 Aroclor 1242 

12672-29-6 Aroclor 1248 

' 1097.-69-1 Aroclor 1254 . 
I ,06,!ft-<; --~- 7---~---··-·---· ~-· 

Arocfor 1260 

Qualifier Definlllons 
U = Undetected 
8 =Compound detected in method blank 
E = Estimated value 
D =Dilution 
P = Results between the two columns differ >40% 

'-'rinted: 07124/09 08:33:34 AM 
Samplellst: QC Batch 3285-3 
cRM: T:IERMs\8081-8082\8082soil.erm 

FORM1--PET 

Sand-1 

Service Painling Sand 
Solid 

7/9/2009 
7/22/2009 

7/23/2009 5:45:00 PM 
30.06G 

1 
10 (ml) 
1 (ul) 

N 

Report CONC. limit (ug/kg) (ug/kg) 

34 

34 

34 

34 

34 - ·--· -· .. ,34 . --
34 

-----

Q 

u 
u 
u 
u 

- u 
-.,. -,--. 
u 
u 

I of! 



EMSL Analytical Inc. 

HERBICIDE ORGANICS ANALYSIS DATA SHEET 
. 

-. 
Customer Sample#: 

Lab Name: . EMSL Analytical 

EMSL Sample ID: 010903447-0001 Project: 

Lab File ID: G12092.D Sample Matrix: 
instrument ID: G Sampling Dafe: 

Analyst: TL Date Extracted: 
GC Column: CLPest I (0.32 mm) Analysis Date 
GC Column 2: CLPest II (0.32 mm) Sample wUvol: 
%Moisture: Dilufiqn Factor: 
PH: < Concentrated Extract Vol: ·-GPC 0/eanup(Y/N): N Injection Volume: 
Extraction Type: 3510C Sulfur Cleanup: 

Method: SW846 8151 TCLP 

CAS NO COMPOUND 

18625·12·2 2,4-D 

4841-20-7 Si!vex 

Qualifler Definitions 
U = Undetected 
8 = Compound detected in method blank 
E = Estimated value 
,...... :;;::_-OJiulion . _: ____ ~ - ·. -' 

'Resd!ts~betvvee·n Ul<::! two columns differ >40%.' · 

0 rinted: 07/22/09 10:51:56 Arvl 
3amplellst: QC Batch 3296·1 
:.ORM: T:\ERMs\8151A\TCLPHerb.erm 

< 

FORM1--HERB 

- . ··-

Sand-1 

Service Painting S8.nd 
Solid 

7/9/2009 
7/16/2009 

7/21/20091:23:00 PM 
50ML 

1 
10 (ml) 

1 (ul) 

N 

Report 
Limit GONG. (mg/L) 

(mg/L) 

0.040 

0.040 

-· 

... 

Q 

u 
u 

-.i 

1 of 1 
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EMS···L Analrfrcal, Inc. 
3 Cooper Streef 
W~lmont, NJ ·108108 
Ph0111e: (856) 858-4800 
..\ ............. V.JV V_,V ;--r.J' .A V-'V V.J--r ·~ •• 1>.,1.;-

REl'ORTRESllLTS TO:: 
Name: Andrew I;rapp 

Company: Mi!lei\1\ium Hea).th And Safety ,, 
Address:?O Easti,~ick Dr. 

., 

k='ity: Gibbsboro ; 

tate:NJ ! IZip:oso26 
Coulltry: USA :: 
Tel: 856-466-4031 I, IF ax: 
Email: millenniuinhs\a\comcast.net 

' I 
Sampled by: (Sigitature) · 

" ' ' 

Chain pf Custody 
Environmental Ch~mistry Lab Services 

AnalysisRequest Form 

u~~p:n n n "•"•uo;~• .... vJ..U 

~END INVOICE TO: 
Name: Andrew Papp !PO: cc4 ~- £"'/.a 
Company: Millennium Health And Safety 
Address:70 Eastwick Dr. 

City: Gibbsboro 

~tate:NJ iz;p: 08026 

Coulltry: USA ' 
Tel: 856-466-4031 Fax: 
Email: millenniumhs@comcast.net 

Number of Samples in Shipn:lent 

~ ~ 
~ 

Failure to complete iten:,s marked with • will hinder processing ofso.mples MATRIX Method Preserved 
w s A s 0 H. H H I 

4,; 

"Y) 0 
~·,~~iation Locption /Sample 

A 0 I L T c N 2 c 
Sample COMP GRAB T I R u H L 0 s E 
Number rp E L D E 3. 0 

! R G R 4 
E 

1. 511/.//.1-/ I_ '· -x 
2. t/o/i -I ' ~.K .. 

' 

?-. ' I 
I 

1!. .. I 

5. i 

6. 

7. i 

' &. 
' 

I 
' ate & Time Released Delivexy Method Received B Si atute A en 

~-· /Noh_ i ;"]?-d J ,___, 
/ ;1 / {:;ny,_ 

PagP- >fl 

6 \ D ~ 6 3<-\ L\ I 
Project NCUJze!Nbr: Service Paint,ing Sand 
EMSL Rep: Scott Ross 
Indicate State where samples co!l~cted 
p;; 

Please print all iufor!llation legibl\;. 
L U!<J,AROUND TIME ' 

Date Results needed by: I 

Standard Turnaround Time is 10 working d~ys !i?,l 
(The following turnaround times require lab !approval: 

C 4--5 days unHrs C 48Hrs 
I 

L 24 Ifrs. Approved by: 
' 

' 

Date of Sample Shipment ' 

Sampling List Test Neede~ 
0 D T 

~ ~ T A I ~ H T M 1 E E E <(. 
R • • \~ t1 ' 

7/"'1 !'/«>" ;( I 

7.1 ~·r:o X I 
I 
' 

' 
I 
I 
I 
~J .. 

I 
Date and Time Received ondition Noted ,~..::. . 

"1/;b/ ~ "'f " 
' -.. -- .... ~ 

.. 

Re!~a:e II • 

( y~ JX/ "]/ ..L f:_IVt,.Sl "71 >1>10 9 :;;2.7\ 'hO ', C.L 1

• 
.: . : ··~ .. 

'---:"'" t 
F 

--:: I ....... " ~ " . 
' -

Comments: ~,/ ;i ~ · lfc:d:d . ~I'' . C•O I • ' Please Indicate repOrting requirements ~ 1. Results only C 2. Results and QC C. 3. Redu ed Deliverablcs C l!:_ Dis,k ~-::· ! ' 

£,_.,., ""' <"-" ak, ><(S ovt q c ', 
,, .. , 

Deliverable ~ ...... _ :'·- ·~ .. 

11~', -~ 
- /.. -ii........ 

I v---:::;.. , ... ~ Ji:' 'Y- ,.) LJ- T G l__\? -vee.. f\~YD\f- '7 \ te>\cq s-.,~ I 
http://www.en1Sl.i~ornJCOC_Print.c:fin?action"'!Jrint&ServiceCatSelecF=9&LabsSelecF=Westmont%2C%20NJ&CompanyName ... 

I •. 
7/~0/2009 

. .I . 



--

I Parameter Name Type Category 
\ 

Umits Units 85% of lfmit 
--- - - -- - - -

-- Q - Ignitibility- A5 Received >140 f 

0 Oit & Grease As Received mg/l<g 

0 Paint Filter Test As Received No free liquids 

0 PCB's As Received 50 

0 pH As Received 2- 12.5 s.u. 
0 Reactive (Y<Inide As Received 100 

0 Reactive Sulfide As Received 500 

0 Total Solids As Received 

0 Total Volatile Solids ' As Received 

0 Ammonia-Nitrogen ASTM 111111 mgjl 

0 Cherl)ical Oxygen Demand ASTM 

0 Oil & Grease AST/ol 88550 mgjl 

0 Total Solids ASTM 

0 pH TClP, 

0 Arsenic TClP l·letals 5 mgjl 4.25 

0 Barium TClP Metals 100 mgfl 85 

0 Cadmium TClP ~letals 1 mgfl 0.85 

0 Chromium TCLP Metals 5 mg/l 4.25 

0 Copper TClP 14etals ~-- mgfl 142 ., . -
·- • 

.0 lead -- "·'';::_~_,.__., ·TCIP' - Metals 5 mgfl 4.25 
( 

0 14etals Mercury TClP 0.2 mgfl 0.17 

0 Nickel TClP Metals 242 mg/1 206 

0 Selenium TCLP Netals 1 mg/1 0.85 

0 Silver TClP Metals 5 mgfl 4.25 

0 Zinc TClP 14etals 1875 mgfl 1594' -
0 2,4-0 TClP Herb 10 mgfl 8.5 

0 2,4,5-TP TClP Herb 1 mgfl 0.85 . 

0 Chlordane TClP Pest 0.03 mgjl 0.0255 

0 · Endrin TClP Pest 0.02 mgfl 0.017 

0 Heptachlor TClP Pest 0.008 mg/1 0.0068 

0 Heptachlor Epoxide TCLP Pest 0.008 mg/1 0.0068 

0 lindane TClP . Pest. D.4 mg/l 0.34 

0 · Methoxychlor TCLP Pest !Omg/l 8.5 

0 Toxaphene TClP Pest ·o.5 mg/1 0.425 
-mg/1 0 2,4,5-trichloro ph enol _fClP - -- - ·-Adds-- - -- - ---.o1r· 340 ----

0 2,4,6-trichlorophenol TClP. Adds . 2 mg/l 1.7 

0 m-creso[ TClP Acids 200 mg/1 1(0 

0 "'f"/'l,., .AdaS· -- ·'·'··"-. 
mg/l ·- o-cresOl . -- . . - - -- .... ,_, 200 170 

0 p-cresol TCLP Adds 200 mgjl 170 

0 Pentachlorophenol TClP Adds 100 mgjl 85 

--'. 2,4-diflitrototuene TClP Base/Neutral 0.13 mg/1 0.1105. 

w HexadJ(orobenzene TClP Base/Neutral 0.13 mgfl 0.1105 

0 Hexachlorobutadiene TCLP Base/Neutral 0.5 mgfl 0.425 

0 Hexachloroethane TClP Base/Neutral 3 mgfl 2.55 

©2006 Waste Management, Inc. Page 1 of 2 October 2006o 



. '· 

/' ' '"'\ 
I Parameter Name Type C•tegory Limits Units as'% of limit 

·-
- -. ·- -- - --- .. - -

.. 0- -Nitrobenzene-- -- - -·· TClP Base/Neutral 2 mgj[ 1.7 

0 Pyridine TCLP Base/Neutral 5 mgj[ 4.2.5 

0 1, 1-dich!oroethyiene TClP Vo!ati!es 0,7 mgj[ 0.595 . 

0 1,2-dichtoroethane TCLP Vo!ati!es 05 mgj[ 0.425 

0 !A-dichlorobenzene TCLP Volatiles 7.5 mgj[ 6.375 

0 Benzene TCLP Volatiles 0.5 mgj[ 0.425 

0 Carbon Tetrachloride TClP Vo!ati!es 0.5 mgj[ 0.425 

0 Chlorobenzene TClP Volatiles 100 mgj[ 85 

0 Chloroform TClP Volatiles 8 mgj[ 6.8 

0 ~lethy[ ethyl ketone TClP Volatiles 200 mgj[ 170 

0 Tetrach!oroethy!ene TClP Volatiles 0.7 mgj[ 0.595 

0 Trichloroethylene TClP Vo!ati!es 0.5 mgj[ 0.425 

0 Viny! Chloride TClP Volatiles 0.2 mgj[ 0.17 

' 
.. 

. 
' -- .- ·~ ... 

' 

-- -- - . - - - - -

----- -- - ---- --· 

-- - -- - - -- . - - -

I - .. 
- - - . - -

- . ------ -- --- -- - -
' . 

' 

I 

'~2006 Waste Management, Inc. Page 2 of 2 October 2006 



Asbcsto;; ~ Lead t Environmental !-- l•l<>teri&J& & Indoor .A.lr . .li.n<>li'Sis 

~M-st~ trrraly£i-c~~ rrfe~ 
hUo:/h,w~v.emsl.c:om 

Attn: Andrew Papp 
MiHennlum Health.& Safet-y, Inc, 
TO Eastwick Drive 
Glbbsboi'O, NJ 08026 

Phone: (856) 466-4031 
Fax:, (856) 566-4131 

-----zOO=--RoUt'$-i"SO-M:Gfi:h-:
Ci;maminson: NJ-08077 

Phoneo: (S5a) 858.-4800 
Fax: (gUs) r.tS-4t:71 

3/1/2012 

The following analytical repo"rt covers the am; lysis pe1iormed on samples Submitled to 
EMSL Analytical, Inc. on 2/17/2012. The resul/s are tabulated on the atle.ched data 
pages for the followin·g client designated project: 

Servic9 P~lntlng 

The reference number fOr 'these samples Is Efv~SL Order #01 1200788, Please use this 
refererice when calling about these samples. If you have any questions, please do not 
hesitate to contact me at (856) 858-4800, 

ThE'fe~ re-sults C(l;t,_;;!_r,;;.::l_\'filh.'n trh r::p:~rt_mt;:?-J.th;.r.squirements_oi N:=:lP.C.. . 
.ii.d!Or :h"a spac;-'fiC csrli--:ica!iw;, p.:ogre;m th<ct Is 8pp:ica?la, unies$- uthel\~isa noiecl. 

NElAP C'3rtific:aflons: N.J 03036, NY i089.S, PA 6B--Q0357 

Revie\ved and Approved B~r: 

O''~ydr?v~U, 

,, 

---~-lih-e-s:;:mp!cs-.::ssoc1sted-witi1·1hls-mp.Qrt·wQr@.:fe-c::lvad' ln·g_p_;;;Jf::.c9ntl.ttton::unle_l'!-s::oih.e-0'1lse:noied .. Ihls::repon:.re!EiffiS:on¥f6.!tioSe Items fs-steefaS· 
· received bYiheT8bornfO.ri-1he. QC dala essoclated \'Jiih the sample results me~t the recovery ami preclslon tequ1rements eolabfished by the 

NELI'\P, un1ess speclfica-!ly lnd!C;':'fad. P.U resti!W- for soli sampl5-s are report~ on .s. dryw5!ght basi~. unl-ess othsr.·.'~ge noted. Tn!s rep:ni: may nof 
be ·reproduced exc:apt In full and wiihout written approVal by Ef>.-1SLAnal;1ica!, Inc-. . . 

., 

-J_ 



EME'L tu1o::fyNc-;:!: fnc. 
200 F~oute 130 f~orf.h, Cinnaminson, NJ 03077 

,h.ftn: AndtS\\~ Papp 
Miii~nnlum Haaith & $;J~ty, Inc. 
70 Eas(wick Drive 
Gibbsboro, NJ osoza 

Customer PO: 
Received: 
2MSL o·rdi:r. 

FaY.: (856) 566:4131 

Project: Service Painting 

Ph-:me {€-56) 466--4031 

Analytical Results 

Cli('lli .Sample J)escrip!iou Sm~~ Paint Co!leiTed: 

Mf-:S;:?s 
AC Oi46iSi2 
02fi7112 4:30 PM 
011200738 

2117/2012 

Repc:tlng · 

LabJD: 0001 

Method Parameter Result Umlf Uuitr Analysts D;ate Aun:lys.! 

~!~*~~~~~!fflJ.~~t:~~{i!!~~~~~T~I .:·; >,~.~k~~t&~~M~~J~!;~~f ~~~~~;·:j.~~~f*?~~~{f;.M~~t~~~~;-:-~~'f!:~7-.:_:~: .. 
~~~~111KQ~!f:PfiJf~:t~¥~~TgWJ~ffi1~~~4~~:f~~~~~~~~r~: -~:f:~(:~<-Li~iJ#.~:f[~Z~T~~~%B"'!"Dl~!~~\ i~~tj;~~~~WE~~St~~~~ri::B':~~-r~ -

- TCLP 1311/6010a Chramltnn . _ ND 0.20 rf.gll 2/29/2012 bely 

~~~~1~WB~1®f~~~~~;~71/Stf~~~1ilt~~~Jr.i&.~r~~~~~:;;;~~~~~~~~?:-!~~rtw~~&J:f§t'%;}lZ~·~~~P~}*~_{g~~it?~~~~~~:f!ff~:;~: 
TCLP 1311/60108 Selenium ND 9.20 mg/l 2/29/2012 bely 

Jt~"ffi~lJ~Eli~~:fit£~~21i~1~~f~~*~-~:~:?{tJi·~,;~11k&~'S~"7.~~0~i*~'J:~~;:~:~~IlrfT~,~-;:i~~~~~-9t9~~~&\~~~~-~~~l~lf!!).;~~~t~~~t-t 
TG1.£..1.~i-11Z47PiL -, M<ncu_ry_ ND O.@~g_ fD9_1L 2/~4/20:12 ]ru_sey:_il:l!_. 

·--~~~1!f.:~fi!?J:q~iJ?~!~~§£;}~~~~~~~~"BF~~qfo~k!1~:;ifW'!r':?-~~~~~,':i¥t~I·f1{-~~,t~,~~-~~~f~~~f~-5Y;~ff[TA~~?:->:,::-·:= ·_~ .. '?~'ii2~f?o1~:f:W~1:G~~~--

Deflnmons: 
ND- indi:-:~les that !he o:nnlyte was rd dete:::ted e.t the ;eporting limit 

ChctnSmplw/r!DUi~ElAC- /.21.0 Prir1l-.:d: 
~-· 



' . 

VOLATILE ORG?liiCS Jl,.l;!ALYSIS DATA SHEET 

Cw:tom<:r Sampi~#; Servk:e Paint 
L<.i.b Hem~: Efk:>L A.i~ . .!\L YTiC,4J 
EMSl Samptec lD: 011200788·0001 Project: 
la1?-_File !D: 18541.D · Sample Matrix: leachate .. 
instrument 10: VOAMSD-T Sampling Dat{l: 2/17/2012 

An_alyst: AF Analysis Date · 2/23/2012 5:58:00 PM 

GG Column: RTX-VMS X 60m (0.25 Level (low/med): LOW 
-~' 

, Sample- w1Nol: 0.300 ML· Nomtnal Amount: < 0.005 ML 

Dilution Factor: 1 Method: SW846 82608 1 CLP 
. . 

Report ' 
:;:';. , . . 

CASfW· COMPOUND Limit CONC. (mg/L) Q ,,·.-.· 
. (mg/L) 

75-01-4 -VinYl chloride 0.017 u 
75-35-4 1,1-I?Jchloroelhene I 0.017 I u 
78--93-3_ j2-Butanone I 0.033] u 
67-66-3 Chloroform 

. 
I 0.017 u 

56-23-1 Carbort tetrachloride . I 0.017 ' u 
71-43-2 Benzene 0.017 u 

. 107c06-2 1 ,2~Dichloroethane I .0.017 u 
79-01-6 Tfich!oroethene o.o17j u 

•. 
- J -~--~!~~~h~-~-~~~~:-~~~-~-~---· ~' ~---~~-~-----

.. 
127-iS-4 .. 0~ /- .-.U-. 

108-90-7 JCMorobenzene ~-o.D17j r~-u-

Qua!ifter Definitions 
U = Undetecled 
8 ='Compound detected In method blank 
E -= Estimated value 
J =Estimated con:::.antration. 
D=Dllution .. 

--~------- .. ·.-----~------~ ·-----·-·-------------- --~ ---------------------~....,.-,---:------- -- - ------- ·---~- -~--

Printed; 02/27/i2 10:23:38 AM FORMi~-VOA 1 of 1 
Sam;:!leList: 022312TS 
ERM: V:\\l(),liERr.~S\82!30-::RMS\TC!..P:erm 
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Envilronrrmnit~ri Chemi:srtwy EMsL[ANAL'mdi'L, INc. 
C

u •
1 

~, '~ · ,, _, • 200 i~OU"iE 'J30'1',0RTH 
!]am 01 ~!.i$i0VJ'ji CiNN!JJHIXSON, NJ!b8077 

. EMSL Ort~er_ N~mll~r (Lot• IJso Onl11}: "' 0 'e'. (BOO) ?~_,_[' "6l" 

I 
11\ " I •·H N-. ~-~-~ " Ol\DlMill.R F-#(S56)78fl-5974 

T 'i i I· :_-1:, r--:-:------·- -,-----. --1 ·------ r'''"-~ '1~"" - --:----~,-----·-· 
JIReP<J-rt!rocorrll:acH,larm~: . . : .SiJJ"~cCr.m·op~~~nv: "'71'1..11; l:--7 i1 _ ~~--_ _]) 

I 
corr.: 1~~~v·NarJC~_e:_ f_f//!(eMvJ ;raJA ~1/eq ffL -l- 5:9£;£::: . ~ 1~Jte11tion 'fo: _ ~ r ~~-(_~:. _____ [ 

1-~!reet; '-'7(,) 5-:;~;1' i<.hC.t- {J r- \ I Slra-al: ! I ' ':.___J[ 
~~.b'Y.:iisrli&s.{~-?·::-6 JstateJProvince:: L.J::S I Zio/Postal COde;: (")>f(1Z' .Cnv~ lstatel~·w..vinae: J!~JPost;h! d~t!-e: 1. 

l!{:t~·~o~·~c:i::~~56-1~~<-4o3l Fax: I PhcrJe: ~·=1;1X: · :.: r:.. [I 
~-~,,- ,.-- · , n 1- .I. L ; ,,,~·-,---a-'1 
k!:91::~l~~2~:.~~z"o:-J"" vr.c- "PJ;}~/-(h"S -----------~ EmaiL~~~U~--~- __ !:!;£.State wh~~.[tJ~1;s;~DJ.~E:~:~:-.r~ ..!~ .... J 
~~~~n,i•d;,· o~ Som~Je, h1.~hipment:. (Q IQ;;:;: o! Sb~?"'""t:. _ Purt:~~~'' Or~; a; tr "-t:1;-lsampic~cL~J!J§li·~nai\~~ ,,·)(~ ', 
~Snan.dq1~d rurnar~~ncl_ r~~1e: ;fl2 W~eks_ I he foli~Wll'lf! TAl's ~u-e_ su:l~J~~·t'IAo ~~?.~Evu~: ~~!~tr.J< 0 4 ~a~·s ~.~s 0'?. r~;:l~·5'I·~:.'r_' --·-· 
~~::t\i.:.~~•let~ w1ll hmder processmg or samples Matnx l Preseroat1ve:. . Ltst lest[s} Ne~~t ~-II 't _____ il 
1. ' W=Wator ! 1=1-iCI. ~ J II '.'.I t S:;;;Soi! 2=HN03 : ! · :1. 

1

1 Gtk,nt Sampk; 10 Comp Grab Da.tefrirne A= Air ~~::.H2S04 :I' ~ 1 
. Com~;~J',I.;;.~-rl"s 

· SL;;:Siudge 4;;:1CE! I• . 

~ 
. 0= Other 5=0!her - 11' '!•,:_; t 

~--':---;.::::_-·•,- - ~~-·----~~- ~ .._ ,I ''I'~·~ ·~--1 
(,'"\I "' I >- "? -- -- _/ - I ")' _...... ) ... - -.l .u -~'.!!- :_, ) - A~\7 ;, ' ... I,_ ~- ' ' • W•J <-t"'5 : 
\!JL5<",-'r.1·;.,G,p·,_u:U.' ZtO//Z, c. .vC=er-. ~::::10"--1 ~U5..&,~pC'Jit;f~ ~~~ Jri}-.~-~ 

1--' ·. " -~ t•;- I .1.""5" -;-t;:, -t!--! I: I ~t_:~~~~"'l If f&J--f- IICJ:/:L_ il -~·~ .:;;;:'?' I 

1:=--~- lig-- ~ e---_ !--~~' ;z.f-c:~l 
. ' II·' II -C:-1· ! 

l--~'-------1'--1-- -!-- -·1---------: _-_:r, · 
II I ! ~ ll L_ ., 0')-'\: 

~~-- ~~tjbss:::d B'y {Signa.· ture) pate & Time ~---r:i( ~~CIH~'iiived By /.?:':"i"---::,., ~1 L~:~_.te &olime:_t __ ·----

1

, -6:;%?;%"--"' Z.!i'7l!7 tfJ /6:,104.cLI___j_u:ae~r eO ft-lj ::;c_.:]L)_pJ1di, I 
r __ t:::'7 

I /2 .{}\ . ..:, Cl.cf ~L'{f}7/i ;; 13 6 1~:; ! 
'I ', i I, ,, I 
ij' 1Pt0~1~-indica~.e ~'0flOrtt~g rE:quiremen~: L2f HeStllts Only p Results and QC Cj P~m:hu::r:::d! O;;:fiverahies 0 Disk DeliV~If<able 0 6mer --!-_: r_·f·----·~ 

l llns·(rl~~:;~lons o1· CaiYuncnis: I . 1 ::" ·~ 
I . I I . : I ' ~ 
'·--"-----· , I .. ·-- ·-·· . ___ _J.;_,_. ___ '!. __ , ___ .J 

Page i of JL paaes '. ,. 
I. 
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VVASTE [Ur.!.Y•.GE[/,Eia EASLIC::R!\ PA r~',t-.F.;.KEY 1-.!':.E/~. 
444 Oxford Valley Road 

Document Re'h1r No. 0 8 

Langhorne, PA 19047 

(800) 963-4776- Technical Service Center 

1. Generator of Waste (must be filled in by produce~) EPA !.D. r;o. -------------------
'; __ .-

-------co~p~amn~y1Nf<aiTniTiea:~=======-===~~=·=·~·=··====~TC£mompanyCOmacc __ ~~-~~~~~----~---
" ;-._--· i c~pnt ?rTvpe). _- -· /,_·'.-·) /~rintp~l)'p_-e.) 

Pick-up Address -~""_c.'_c.i_':_' _'_· _· _· ---;;=:;----------------,;o:-:;------=-cc---
<No.) (Street) (City) {St.te) 

.. ,•·. ,/ i, .c"_·,~- .' ' -· ' . I~>· 
Telephone Number: _c.:_ ___ _c_' _ _,_l _____ _ SIC No. ___________ _ 

Waste Stream Identification: This manifest representS a non-hazardous waste as_per EPA and PADEP regulations. 

Tons:------~-- Cubic Yards: _______ _ Other (Specify): , _______ _ 

NameofWaste_··_·;_ic.}_i_,_._?_'_) ________________________________ _ 

Special Handling Instructions, if any: 

PROFILE/WASTE STREAM I.D. NUM:BER: t' '· ·' ( / -'/ (' //.1! -
This is to certify that the above named materials are properly classified, described, packaged, marked, and labeled and are in 
proper condition for transportation according to applicable state and federal law. The wastes were consigned to the transporter 
named. I certify that the foregoing is true and correct to the best of my kno~ledge. 

_/ // ./'...· 
J / ,f ··;· Date: . .:_' _______ _ Signature: •. _ .:_.:_.:__.:_ _ _:•:_>i __ .L···~.:_"'=:-:-;""'!;::;---c.· .:_i-'-~

(Name and Title) 

3. 

T--

-·----:----·-. -- _, ____ _ 
. ' -

. I ,. -~ <~-, /! . ' 
ADDRESS:_~~'-/-'{'-.~-:;-'('-)·_· __ ._~:; __ ..:C-,:).,/_/-_:r_1~_/_'....c._._.~;_'_,._/_-, _ _-__ · __ :-_:r_/_ . ...:',_y_·~·-'/-·_;_;_'_l_. ______________ _ 

/ / ~·· ' ~.-.. -/ 
Pick-up Date:..:/_· c.1 __ /_.-_-· __ _Ll'_/__ Truck No. :'.' / Vehicle Lie. No, _______ _ 

The above described waste was picked up and hauler,! by me to the disposal facility named below and 
Was accepted. I certify under penalty of perjury that the foreqoing is true and correct. 

Signature of authorized agent: 
,·.· 

__ ,_:_,.·· 

Disposer of Wast~ (imlst be-filled-in by disposer) 

G.H.o.w.s. Landfill 
Tullytown Resource Recovery Facility 

1513 Bordentown Rd. 
(T.R.R.F) 

Morrisville, PA 19067 
200 Bordentown Rd. 

Permit# .100148 
TullyoWll, P A 19007 

(215) 736-0195 \ 
PADEI: __ Pc~·mlt # 1014~4 

' 
. (2l5)}3.~~q195 . 

Alliance Sanitary Landfill Grand <;:en,tr_ai_S,l_l-nltary L~~dfill 
398 South Keyser Ave. - ' . 910_\V. Penilsyh·ania Ave. 

Taylor,PA 18517 Pen Argyl, PA 18072 
Permit # 100933 - c-, '· '.-~- P.crniit # 100265 

CIRCLE ONE: 

. G.R.O.W.S. North Land !ill 
1000 New Ford Mill Rd. 
Morrisville, PA 19067 

PADLP Permit# 101680 
(215) 736-0195 . 

Pine Grove Landfill 
193 Schultz Rd. 

Pine GrOve, P A 17963 
Pcrmit#101427 

<.-~"' ~~""---.~f"-f>__ ---c-1 --· -~-- ·~·---' ~--- ~ ' ___ ,_ -"---r------------vtU)---:.;-'"'----:>-L,t, -- -----
\•-" VJ ~.._,~-•'-'v'-' \'-'> U} UUJ~L..--.UV 

' 

Mountain View Reclamation Landfill 
9446 Letzburg Rd. 

Greencastle, PA 17225 
PADEP Permit# 101100 

(717) 597-5535 

------

\Vaste subject to this manifest \vas delivered by the above hauler to this disposal facility and accepted on 

______________ (DISPOSAL DATE) 

Waste Discrepancies:----------------------------------------

Signature of authorized agent and title:--------~---------------------------

GEh1ERil.TOF! 

I 



c 
Vt'f>-~STE fl'iAhr,G_GErlflEf','T 

VVaste Management of Pennsylvania, Inc. 
408 SOak Ave 
Pri~os, PA 19018 

(6/,. .,'6-7500 
(BOO) 577-7814FAX 
(215) 269"t67f FAX 

· l Account Summary· 

INVOICE 

- _- ;C;-·· 

Description Amount 
Previous Balance 82.50 
Total Credits and Adjustmen-ts 0.00 
Total Payments Received 0.00 
Total Current Charges 2,518,61 

Total Amount Due 2,601.11 
Total Amount Past Due 0.00 

C-escriptlon Amount 
,.;oil-Off 2,518.61 

.Total Current Charges 2,518.61 

f full payment of the invoiced amount is not received within 30 days of the invoice date, you 
·,ill be charged a monthly late fee of 1.5% of the unpaid amount, \'lith a minimum monthly 
~arge of $3.00, or such lesser late tee allowed under applicable law, regulation or contract. 
· Jr each returned check, a fee will be assessed on your next billing equal to the maximum 
r(,OljO! permJtted by applicable stale law. . 

Customer: 
Account Number: 
Invoice Date: 

Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Current Invoice Amount 

Please pay total amount due. 
business. 

Peoe 1 nf :1 

SERVICE PAINTING INC 

449-0039838-2448-7 
11/16/2009 

1554353-2448-0 
Due Upon Receipt 

00016-10825-62005 

Total-Amount-Due---

Want to pay _this bill on-line? Go to VNM'.wm.com to learn 
more about WMezPay and make a convenient, secure 
payment. 

-ci.UrTni~> 
2,601.11 

cOver.30 

0.00 

Payment Coupon , :yourAccountNumber,; ' Waste Managemenl 
Please detach and enclose this portion with your 

449
_
0039838

_
2448

_
7 

introduces WM ezPay!l 

payment- do not send cash,~. =o==~==~cc-)::~;=::~C::::=;=:;=,::;=:=;=;=?~ Pay your WM bill on-line ASTE MANAGEMENT 

<~te Management of Pennsylvania, Inc. 
3 sOak Ave -

.lrlypice.DatC.'~'~ ;·_· -~-,>.-~-' YOUr.lri:Voice~Numoer:-.:-:=-- at w\w1.wm.com. 

·:os, PA 19018 11116/2009 1554353-2448-1! 

~-, 626-7500 

2,601;1"1 
:) 577-7814 FAX 

5) 269-1671 FAX.o:-cc='~'7'~---
'_rn how we Think Gree~ -~t -- -~ 
·~·:.wm.com/thinl-:gre~ ____ _____j 

Upon Receipt--

·. 2'1 'Jii y y 900398380:l:554 353000002 5:(.86100000260111 4 

To pay your invoice by 
phone, can 
866-WMI-2PAY or 
866-964-2729. 

:J00221.01 AT0.357 "AUTO T1 0282119J01 CP1 12392024 

; '''II I 1., II"" II .. "' II' I' I"" II II"'' I" II I"' II'"'' II' I 
SE~ "PAINTING INC 

1;,, I I I; I,,,,, I I I I,,,,, ,I I,, I I,, I I,, I,, I I,, I,, I, I I,, I,, I, I, I 
WASTE MANAGEMENT OF PA INC 

200 PKICE ST 
~-RAINER PA 19061-5104 

WASTE MANAGEMENT-SOUTH 
PO BOX 13648 
Philadelphia PA 19101-3648 

From everyday coll2ction to f:nl'ironmental protection, 
Think Green:' Think Waste J.lanagement. 

FOR cr-:t\/,IGF OF h.nnRF~f:; nD [, IJV .c:;::t:J\{[r-r: !~C:Ol !~<:! r-r.!.rOr. ,..., ~l! !HO>:t:> ,-,u r::.T.r-r= ... 

' 

P, 
~{::• 

Printed on 

I 
•t 

I 



Waste Management of Pennsylvania, Inc. 
408 SOak Ave 
Pri7 °A 19018 

(61 0) 626· 7500 
(BOO) 577-7814 FAX 
(215) 269-1671 FAX 

I Account Summary. 

INVOICE 

I 

Customer: 
Account Number: 
Invoice Date: 

Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Current Invoice Amount 

Page 1 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 

11/16/2009 

1554353-2448-0 
Due Upon Receipt 

00016-10825-62005 

Total Amount Due 

Description Amount 
Please pay total amount due. Thank you for your 
business. 

Previous Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Total Amount Due 
Total Amount Past Due 

[f'rvlce Period: NOV 2009 

Description 
Roll-Off 

Total Current Charges 

82.50 
0.00 
0.00 

2,518.61 

2,601.11 
0.00 

Amount 

2,518.61 

2,518.61 

lf.full payment of the invoiced amount is not received vlithin 30 days of the invOice date, you 
niiJ be charged a monthly late fee of 1.5% of the unpaid amount, with a minimum monthly 
~harge of $3.00, or such lesser late fee allowed under applicable law, regulation or contract. 
=-or each returned check, a fee will be assessed on your next billing equal to the maximum 
lmol!nl permitted by applicable state law. 

Want to pay_this bill on-line? Go to \WA"t.wm.com to Jearn 
more about WMezPay and make a convenient, secure 
payment. 

-=~-:: ~~~~7------~---~~-----~-~-~ 

Curren! Due Over 30 · ' Over.60 · Over.!)O Over 120 Total Due 

_ ______,2'-',6"'0""1.""1~1 __ ___L~ __ o_.o_o ~-'------"o"'.o-"o__ o.oo 0.00 2,601.11 

.NA~TE MANAGE:MENT 

'\/asle Management of Pennsylvania, Inc. 
:OS SOaK Ave 

Payment Coupon Your Account Number 
Please detach and enclose this pottfon with your l 

449
_0039838_2448-7 

payment- do not sene/cash~-=----c~==~~~=~:::=:c===~o=~=~ 
lnvoice-oahf . - ~ =:---~--Your Invoice Number -

Waste Management 
introduces WM ezPay!! 
Pay your WM bill on-line 
at v.n.w1:wm.Com. 

'1irnos, PA 19018 11/16/2009 I / 1654363-2448-0 To pay your invoice by 
_j phone,call 

s 1 O) 626-7500 1 DUe Date 
30D) 577-7814 FAX I 
; 15) 269-1671 FAX - upo-n Receipt 
~_,~,,=n~h~o~w~,=,.~T~h~in~k~G~r~ee~n~a~t------------J-, 
vww.wm.comlthlnkgreen 

... - .· .. Total Due 

II 
-·Amount PaiQ 866-WMI-2PAYor 

. . ~___j 866-964-2729. 1 2,601.11 

24484490039838015543530000025186100000260111 4 

OOJJ221 01 AT0.357 ••AUTO 110282119061 CP1 12392024 
I" 111111' I' 111111 '''II .II .. II' Ill' II II' II'' II II" II' II'" II II 
WASTE MANAGEMENT OF PA INC I •( I .. II"" II'" .. II' I' I" .. II II"" I" II I"' II" I" II' I 

SEt< VICE PAINTING INC 
200 PRICE ST 
TRAINER PA 19061-5104 

WASTE MANAGEMENT -SOUTH 
PO BOX 13648 
Philadelphia PA 19101-3648 

Prom everyday collection to environmental protect:ion, 
Think Green; Thinlr Hraste Nanagemeni:. 

FOR Cf-;t.HG~ OF•ADDRESS OR ld,'Y ;::!':"Pin<·!:! ~~~~~c:-c- r,r..o_,..,.,_,....,.. '""'~-~P- - ... -- -- · 

Pri11ted on 

I 



Waste Management of Pennsylvania, Inc. 
408 SOak Ave 
Prr PA 19018 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID: 

·rse;vice Location: 449-39838--SeiVice Painting Inc: 200 PriceS!: Trained>aj 9061-5104< : · ,--;:--_-, 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
11/16/2009 

1554353-2448-0 
Due Upon Receipt 

ooo~,6-~, 0825-62005 

'::] 
Date Ticket Descriplion 

Drsposal per ton 
Liner 

_______ ___Q_uaofi!y 

14.12 
1.00 
1.00 

_lJLM-----i'lale------ ~----

.. ti109109- 223337 
11/09/09 223337 
11/09/09 223337 
11/11/09 226694 
11/11/09 226694 
11/11/09 226694 
11/16/09 

20 Yd special waste 
Disposal per ton 
Liner 
20 Yd special waste 
1. 00 Fuel/environmental charge 

Total Current Charges 

11.81 
1.00 
1.00 
1.00 

Frorn everyday collecdvn to eni'ironmen.tal protectionr 
Think Green:· Think Waste fifanagemelit. 

988.40 
3fntlo--

210.00 
826.70 

30.60...--
210.00 

. 223.51 

2,518.61 

0) 
IQ~ 

hinted on 
;-tcyclcd pr.per. 

I 
~ 



Waste Management of Pennsylvania, Inc. 
408 SOak Ave 

Customer: 
Account Number: 
Invoice Date·: 

Invoice Number: 
Due Date: 

Prjrn"c;, PA 19018 WM ezPay Account ID: 

f'ago J of J 
SERVICE PAINTING INC 

449-0039838-2448-7 
11/16/2009 

1554353-2448-0 
Due Upon Receipt 

00016-10825-62005 
I 

-[Ser\lice Location:- 4'{9-::39838_ Service Painting Inc: 2.00 Price st: .Trainer.Pa 19061-5104. 
Date Ticket Description _______ ---Quantity--~ 

_ i1f09109 -2~/'--f)isposal pel ton 14.12 
11/09/09 223337 Line1 1.00 '5-:JJ--'Pit·u[ 
11/09/09 223337 20 Yd special waste 1.00 
11/11/09 226694 Disposal per ton 11.81 
11/11/09 226694 Liner 1.00 
11111/09 226694 20 Yd special waste 1.00 
11/16/09 1.00 Fuel/environmental charge 1o_;.O::c0 __ ~-

Total Current Charges 

From f:Fervdo.y coiiecti'on f·o en\'iron.rnental protection, 
Think· Green: Think 11'aste ganagemeilt. 

Rate Amount 

2,518.61 

P;inted on 

i 
I 



--- G 

VJY...J..§"fE hfi/J,[ol:li,.GEhfiEr..tT 

Waste Management of Pennsylvania, Inc. 
408 SOak Ave 
Pri PA 19018 

11/09/09 
11/09/09 
11/11/09 
11/11/09 
11/11/09 
11/16/09 

( 

per 
223337 Liner 
223337 20 Yd special waste 
226694 Disposal per ton 
226694 Liner 
226694 20 Yd special waste 

1. 00 Fuel/environmental charge 

Total Current Charges 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
11/16/2009 

1554353-2448-0 
Due Upon Receipt 

00016-10825-62005 

1.00 
1.00 

5-u ppi1.uL {J-ei )c..rv'icll(...---3fHe=-
- 210.00 

11.81 
1.00 
1.00 
1.00 

. 826.70 
6ci.fJ;Jited h'f S!rdc.v.t~ ~ 

210.00 
__ !) 'Z" /:.-- 223.51 

2,518.61 

cJ.J. 3 :J. I () 
J//,tJ& ------;., 5~·& ' ?(0 

Frorn everyday collection to enl'ironment:a.l protecUonF 
Think Green~ Think Hraste Management. !lin ted or. 

FOF~ CHAh1GE" OF t,rmRr-.(';:::: <iP "'·'"' .,.~..,'""''- ·~--···-- --

I 
I__ 



WASTE f/if..,_f..!t\GEIJ!Ef...!T EASTER!~ Pf... MARKET /-'.REA. 
444 Oxford Valley Road 
Langhorne, PA 19047 

(800) 963-4776- Technical Service Center 

Document Refer l'l!o. 0 8 

f'i:ON+!AZARDOUS VfASTE f,~ANIFEST 

1. Generator of Waste (must be filled in by pmducer) EPA I. D. No. __________________ _ 
-~" . .';'/(: ..... -

------------ThmpallYI\fame:, ~-~~~.· !---·-~/(._/·. ;f ~-::: /;///;;.·· L·.Company Contact: 
(Print:_q;-Jype) __ .--· ---_-.. -:. ,---,;(P;:;rin::;tc;o;ccT;cy::p,:c)------c;----

( 

Pick-up Address -"':~~?";:. !c(~:c7:"c'-}~:·_. ~··~:~~·~·· ~L~. ~--.c·:ec'~'cc. ----------~·~' ~·· ~~'.o/1-'-'-'"/L'"'' ';'.<"~~--,------'~·,leo<"~~Jc--__ 
(No.) (Street) (Crty) (State) 

Telephone Number: SIC No. ___________ _ 

Waste Stream Identification: This manifest represents a non-hazardous waste as per EPA and PADEP regulations.· 

Tons: ________ _ Cubic Yards: . 2. C) Other (Specify): 

NameofWaste~.~S~";9~,~A~/Lf~} ____________________________ _ 

Special Handling Instructions, if any: 

PROFILE/ WASTE STREAM I.D. NUMBER: / o(i <"/(, 7'/h'::; 
This is to certify that the above named materials are properly classified, described, packaged, marked, and labeled and are in 
proper condition for transportation according to applicable state and federal law. The wastes were consigned to the transporter 
named. I certify that the foregoing is true and correct to the best of my knowledge. 

3. 

. c--. 

/ 
Signature: __________ ====-------

(Name and Title) 

Hauler .of Waste (must be filled in by hauler) EPA I:D; No. _._. c:~ :. .. ·' '· . . . . . . . 

ADDRESS: ,-::~/(.~,.\f:,.. .._S~ {/,.'-:} f~ 

Pick-up Date: //·· / (. ··· 0 '/ Truck No. 
' ' 

Vehicle Lie. No. _______ _ 

The above described waste was picked up and hauled by me to the disposal facility named below and 
Was accepted. I certify un(ler penalty of perjury that the foregoing is true and correct. 

Print name & title of authorized agent: --------r;-----'7·~·'-· _· ---=;=-~---------

Signature of authorized agent: _il"'<'"'··c:."_/~· .~: -;"::; -:,.' .:./~'cc··.c.~-1"/'-'/-' .. ".'~"-'c:c:·'-' '-' .&-/~~~"· '.::.··_cc.'")_-~_· ____________ _ 
.,:< 

Disposer of Waste (must be filled-in by disposer) CIRCLE ONE: 

G.R.O.W.S. L:mdfill 
Tullytown Resource Recovery Facility 

G.R.O.W.S. North Landfill Mountain View Heclamation Landfill 

1513 Borden!O\\TI Rd. (f.R.R.FJ I 000 New Ford Mill Rd. 9446 Let:zburg Rd. 

Morrisville, PA 19067 
200 Bordentown Rd. Morrisville, PA 19067 Greencastle, P A 17225 

Permit# 100148 
Tullyown, P A 19007 

PADEP Permit# 101680 PADEP Permit# 101100 

(215) 736-0195 
PADEP Pe1·mlt # 101494 

(215) 736-0195 (717) 597-5535 
(215) 736-0195 

Alliance Sanitary Landfill Grand Central Sanltm-y Landfill Pine Grove Landfill 
398 South Keyser Ave. 910 W. Pennsylvania AYe. 193 Schultz Rd . 

Taylor, PA 18517 Pen Argyl, PA 18072 . Pine Grove, P A 17963 
Permit# 100933 Permit# 100265 Permlt # 101427 
I'"~~..L/-"---'-L-'>.L>._ -- ...... j .. - --··~~=~~~~-- ~;,-u, :>:.;~:z,-;, c. f - - -- ---- ------- -
,~'"I vv-· > "-'v"-' \"'"I uv..>-o..ovv 

Vl aste subject to thiS manifest was delivered by the above hauler to this disposal facility and accepted on 

______________ (DISPOSAL DATE) 

\Vaste Discrepancies: 

Signature of authorized agent and title:-------------------------·----------



WASTE tM"'I~AGEh'.EfH E/..:..Sn::r·U~ f:'A IM·.RI{ET AREA 
444 Oxford Valley Road 

Docurnent r:efer 1-!o. 0 8 

Langhorne, PA 19047 

(800) 963-4776 ~Technical Service Center 

l. Generator of Waste (must be filled in by producer) EPA !.D. No. __________________ _ 
.. ,---

-----------company Nam1eeC:: :· ~=~=.::::::;:::====~::-c<ompany Contact: ----:----;;;c===--------
{Print or .l ype) (Print o: Type) 

Pick-up Address ----;;~--·-· ' __ ' _·_·· -----,;=-;;:-----------------=-:-'-----~c-c---
<No.) {StrE-eot) (Crty) {State) 

'.· 
Telephone Number: ___ __,___:.·_' ·_' __ ·'_' _' _' __:.,_-_ SIC No. ___________ _ 

Waste Stream Identification: This manifest represents a non-hazardous waste as per EPA and PADEP regulations. 

j 
Cubic Yards: _______ _ Other (Specify): 

j NameofWasffi ___________________________________ _ 

Special Handling Instructions, if any: 

PROFILE/WASTE STREAM I.D. l\'UMBER:,/ /' 
-- : ~ 

<:-'/ 

This is to certify that the above named materials are properly classified, described, packaged, marked, and labeled and are in 
proper condition for transportation according to applicable state and federal law. The wastes were consigned to the transporter 
named. I certify that the foregoing is true and correct to the best of my knowledge. 

2. 

3. 

Signature: __________ ====,------
(Name and Tttle) 

Hauler of Waste, (must be filled in by hauler) EPA !.D. No .. 
I ) -

COMPANY NAME:/·[_..<.-/_~) /-- // /·-_,· ' .. -.: '~>''-· / .' ,.., --.--
~~----~--~---y~~--~-----------------------------

Pick-up Date:/_·---"'---__._/ __ _ Truck No. Vehicle Lie. No. ______ _ 

The above described waste was picked up and hauled by me to the disposal facility named below and 
Was accepted. I certify under penalty of perjury that the foregoing is true and correct. 

Print name & title of authorized agent: -------'7'+--~--=cF=='--0'~~--------

Signature of authorized agent: --''-".-;'-::-", ~:./c..---;.,;".'.c:'·c.(--'-:;._" 'cc--ec(~~~-_;.Pc.. ~,._/.s.,··.:::"''-'"~-·-'':c:;-__ -'--.-""-' .. "{"~·-.:.t·~.:. .. ·.:.""-'·· )'-~-~_-_· ___________ _ 
.-"/ 

Disposer of Waste (must be filled-in by disposer) 

G.R.O.W.S. LandfHI 
1513 Bordentown Rd. 
Morrisville, PA 19067 

Permit# 100148 
(215) 736-0195 

Alliance Sanitary Landfill 
398 South Keyser Ave. 

Taylor, PA 18517 
Permit# 100933 

Tullytown Resource Recovery Facility 
(T.R.R.F) 

200 Bordentown Rd. 
Tullyown, PA 19007 

PADEI' l'ermit # 101494 
(215) 736-0195 

Grand Central Sanitary Landfill 
910 \V; Pennsylvania Ave. 

Pen Argyl, P A 18072 
Permit# 100265 

CIRCLE ONE: 

G.R.o.w.s. North Landfill 
1000 New Ford Mill Rd. 
Morrisville, PA 19067 

PADEP Permit# 101680 
(215) 736.-0!95 

Pine Grove Landfill 
193 Schultz Rd. 

Pine Grove, PA 17963 
Permit# 101427 

Mountain View Reclamation Landfill 
9446 Letzburg Rd. 

Greencastle, P A 17225 
PADEP Permit# 101100 

(717) 597-5535 

c__-__ ·--------~-~-~_,_~~-----!c_-o_0 ______ __( ___ -_-__ -_-_-_~_~--_:~_,_~~-~-~~~-~--~~----L· __ --_--_-__ --_-_v_-,_~_J~_"_'_-~_,-_0_-_______ ~i-____________ _L, __ ~---__ ·_·· ___ .. ___ j 

Vlaste subject to this manifest was delivered by 'the above hauler to this disposal facility and-accepted on ' 

______________ (DISPOSAL DATE) 

Waste Discrepancies:----------------·------------------------

Signature of authorized agent and title:------------------------------------

GEhtER/->.TOI~ 



Waste Management of Penns~•Jvania, Inc. 
408 SOak Ave 
Prim'' PA 19018 

(61L o26-7500 
(800) 577-7814 FAX 
(215) 269-1671 FAX 

INVOICE 

- "- . -c-~.---- ·-

Customer: 
Account Number: 
Invoice Date: 

Invoice Number: 
Due Date: 
WM ezPay Account ID: 

C_urrent Invoice Amount 

Pog~ 1 0f 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
12/01/2009 

1558236~2448~3 

Due Upon Receipt 
00016-10825-62005 

Total Amounraue· 

:Jescription Amount 
Please pay total atn0Lmt due. Thank you for your 
business. 

;::Jrevious Balance 
Total credits and Adjustments 
Total Payments Received 
Total current Charges 

Total Amqunt Due 
Total Amount Past Due 

servlci:>'f'erjo<;J:,No.V:;2Q09, ,,,,.,".-

:_lescription 
~oil-Off 

Total Current Charges 

2,601.11 
0,00 
0.00 

3,035,28 

5,636,39 
2,601.11 

Amount 
3,035.28 

3,035.28 

r :uJI payment of the invoiced amount is not received within 30.days of the invoice date, you 
~·iii be charged a monthly late fee Of 1.5% of the unpaid amount, with a minimum monthly 
:13rge of $3.00, or such Jesser late fee allowed under appl!cable taw, regulation or contract. 
c,r each returned check, a fee will be assessed on your next billing equal to tile maximum 
'I<JUnt permitted by applicable state law. 

( 
Want to pay this bill on-line? Go to \'Nfi.'V.Wm.com to learn . 
more about WMezPay and make a convenient, secure 
payment 

A.S"t"E llfiANAGEMl'ONT 

:·.1e Management of Pennsylvania, Inc. 
:sOak Ave 
;,.;s, PA 19018 

'Ji 626-7500 
-, 577-7814 FAX 
:; , 269-167:~1;_F;_AX:-:_~~~;__-
trn how we Think Gree.n at . . J 
~--·:.wm_::_omlthlnkgree~---·--~---

payment Coupon ,. )'our Account Num~er. Waste Management 
Please detach and enclose this portion with your 

449
-0

039838
_
2448

_
7 

introduces V\/M ezPay!! 
payment- do not send cash,~.~~~~~~~~.,.'::=.=:_=.=:.=.=.=.==.::::; Pay your WM bill on-llne 

~--;_~· lrivOice·Date.-- · ·-.. yoUl-lhvoiC€J\!Utnber: · · at vA'iv.t.wm.com. 
~~~~~~~~~~~~~~~ 

1210112009 155&236-2448-3 To pay your invoice by 
phone, call 
866-WMI-2PAYor 
866-964-2729. 

24~8449003983~015582360000030352800000563639 5 

·_,):)1580 01 AT 0.357 ''AUTO T9 2 2835 19051 CP1 !23£'2026 I,,, Ill, I,,,,, II II,,,,, ,II,, II, ,II,, .1, II,, I,, I,, II,, I,, I, I, I 
WASTE I~ANAGE/11ENT OF PA INC If ,,1/' . f/,,,,/f,,,,,Jf,J,/,.,,If/1,,,, I,,///,,,//,,,,,// ,J 

SER. .'.PAINTING INC 
200 PRICE ST 
---,--~AINER PA_19061-5104 

WASTE MANAGEMENT-SOUTH 
PO BOX 13648 
Philadelphia PA 19101-3648 

Zrom t?l'El)!dr:y collection to environmental protectionr 
Think Green~ Think V.'ctsi"e J.ian.agement. 

F02 GHAI.JGE Or' t.DDRE~S OR /d-.!Y .SFRV!r.F !!';$:!fi"'R r.O!JT.l!.r.T I.'JH,r.n>::P nht ~f.n;:-.., 

Printed on 
recycled pnp~•-

I 
' l 
! 



Waste Management of Pennsylvania, Inc. 
408 SOak Ave 

~A 19018 

(610) 626-7500 

INVOICE 
Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Current-Invoice -AiiiOiJi1f 

Page 1 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
1210112009 

1558236-2448-3 
Due Upon Receipt 

00016-10825-62005 

Total Arnoui1t Due 
(800)577'78FrFAX r---------T - -"'1 
(215) 269-1671_:_F_:_:A:_:_X _____________________ LI ~--~3~,-~035.28 d__. _-•_5_,§~_:3!____1 

i Account Sumrnary 

Description 
Previous Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Total Amount Due 
Total Amount Past Due 

[Frv1ceP.er!od:;NQV,2QQ9- ·:> 

Description 
Roll-Off 

Total Current Charges 

Amount 
2,601.11 

0.00 
0.00 

3 035.28 

5,636.39 
2,601.11 

I 

Amount 
3,035.28 

3,035.28 

f full payment of the Invoiced amount is not received within 30 days of the invoice date, you 
'·iii! be charged a monthly late fee of 1.5% of the unpaid amount, with a minimum monthly 
;harge of $3.00, or such Jesser late fee allowed under applicable Jaw, regulation or contract. 
·or each returned check, a fee will be assessed on your next billing equal to the maximum 
1rnount permitted by applicable state law. 

Want to pay this bill on-line? Go to \WAv.wm.com to learn 
more about WMezPay and make a convenient, secure 
payment. 

\tASTE 11/lANAGEMEJ\IT 

ids!e Management of Pennsylvania, Inc. 
:13 SOak Ave 
11/TlOS, PA 19018 

' 1 0) 626-7500 
D:J) 577-78_1_4 FAX 
15) 269-1671 FAX 

eilrn how we Think Green at 
ww.wm.comJU!~nkgree~ ] 

Payment Coupon 
Please detach and enclose I!Jis porlion with your 
payment- do not send cash 

Invoice Date 

12/01/2009 

Oi.ie Date TotHJOue 

Upon Receipt 5,636.39 

-:: Ypur_ACcount Number·· 

449-0039838-2448-7 

~ Your InVoice Number- : · 

1558236-2448-3 

24484490039838015582360000030352800000563639 5 

Waste Management 
Introduces WM ezPay!! 
Pay your WM bit! on-line 
at VNA'J.wm.com. 

To pay your invoice by 
phone, call 
866-WMI=2PAY or 
866-964-2729. 

0001f'P001 AT 0.357 ''AUTO T9 2 2836 19061 CP1 12392020 

I, l, , II,,, ,11,,,, II, I, I,,,, II II,,,, I, Ill,,, II,,,, If, I 
I, .Ill ,I,,,, ,1111,,,, ,II,, II, II,,, I, II,, I, I,, II,, I,, I ,I, I 
WASTE MANAGEMENT OF PA INC 

SERVICE PAINTING INC 
200 PRICE ST 
TRAINER PA 19061-5104 

WASTE MANAGEMENT -SOUTH 
PO BOX 13648 
Philadelphia PA 19101-3648 

Prom everyday collecfion to environrnental protectiun, 
Think Green: Think: lYast:e UanageJ;tent. 

FOR C:HJ\HGE OF ADORES~ ClR l· r.rv ~r;-.:>Hl"'c rc."-'"~c- ,...,...,,. •.• , ~- ... ·-----

a>, 
\:D 



Waste Management of Pennsylvania, Inc. 
408 SOak Ave 
Prirrr PA 19o1a 

Customer: 
Account Number: 
Invoice Date: 

. Invoice Number: 
Due Date: 
WM ezPay Account ID: 

PBge 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
12/01/2009 

1558236-2448-3 
Due Upon Receipt 

00016-10825-62005 

Service Loqatlon:·44Q~98~8.Seirvice Painting Inc\ 200PriceSkJrainer Pa 1906F51.94' · · -·· _._._. _._. _.. : c :. ... :' .c,, .... -:c] 
:)ate Ticket Description O!!anmy 111M Rate Amount 

Hfffi/09 228042 Disposal per ton 16.53 1,157.10 
11/16/09 228642 Liner 1.00 .:5& ]'jJi;id l"'"'rSyv:ccd~-··30.00--
: 1/16/09 228642 20 Yd special waste 1.00 -- "1- Ptv'"''nn"l 210.00 
11/23/09 232430 Disposal per ton 16.11 , . .- ,.. ·" 1,127.70 
11/23/09 232430 Liner 1.00 .Sc~(Jp·M.JL S-f; -!1 e-"'c~t<.J_,..:...~-a~ 11/23/09. 232430 20 Yd special waste· 1.00 ! "'"'" ,n I~ 210.00. 
12/01/09 1.00 Fuel[erwironmental charge -~-_ .. ___________________ 1 ~OQ __ . ________________ 6?v _--l-s=:-2-;'il:-48=:-

Total Current Charges 

Frorn eYETJ'day collection i.'O enviro1unen.to.l proteci:bnr 
Think G-reen: Think I'faste J.lanagernent 

;=nR r.!-!.t.h_!{:;f': ()>:' ct"lnP.r-~~ n::;o t.~JV ~;::>:>\l!r."' IC'C::f!i:'C:: rnr.r;-hr-T hi! nr.pr::c:· nJ.t nr.r~c: ~ 

3,035.28 

Pn'ntcd on 

I 
I 
I 
I 

i 
' 



Waste Management of Pennsylvania, Inc. 
408 f:' '~ak Ave 
Prir{ 1A 19018 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
12/01/2009 

1558236-2448-3 
Due Upon Receipt 

00016-10825-62005 

Qate Ticket Descripf . ---- ---- Quantity U/M Rate Amount 

11/16/09 228642 Disposal per ton 16.53 1,157 10 
11/16/09 228642 Liner 1.oo c; tJ J/ tJt ~._,S~.rv,e-2.--:--~o oo-
11/16/09 228642 20 Yd special waste 1.00 ~Ji./r'l· 1 fJtL1<1<7ntl 210 00 
11/23/09 232430 Disposal per ton 16.11 _ <;, ri·f:J 1,127.70 
11/23/09 232430 Liner 1.00 5<-(J.phuL /l~.y. -t;~'v.c .c~-,-a=-
11/23/09 232430 20 Yd special waste 1.00 Jc(.ll'l' I 210.00 
12/01/09 1.00 Fuel/environmental charge ______ j~o_ _______ f5o'fo /~...W-fl:7J8-

Tot,al Current Charges 

Front e\'eryday collectz'on to em'ironmental protection, 
Think Green~ Think Waste J.fanagement, 

FOR Ol-:1\NG.E 0~ 1-.DDR!~f:!=': Or? lcL'V Qr:-~;>,nr-c ,"""' ·~·,-. ,..,.,_,,,-. ~- • •• •• ---- -

3,035.28 

Frinted or. 

J 

I 
I 



.·, __ , ,-_: ·: ,··. 

' ( j ~ •• 

'· . ~ " . 

. ': .. ... · .. t· .. ; 

. .':.:.;,_! '-' (:• 
: ~~: •.·-

"'M 203-1755 

'"'· 

..-.·· 

,, 
- L.• />....·---\__.<( 

... ~----------'--·-· .. --·--······--·----------.------·---

WASTE IV:A!,AGEI11ENT-PHILADELPHII-, 
<OS SOUTH OAK AVENUE 
PRIMOS, PA 19018 
(610) 626-7500 
(61 0) 622-0767 FAX 

-;,;_. ·("_;: 

; y. :\ (~ ., 

.: , .. , 
'' .. :-·, 

'. ~-, 

':.·: i 



WASTE MANAGEMENT OF PENNSYLVANIA, INC. 
1121 Bordentown Road 
Morrisville, PA 19067 

(215) 736-9400 
· (215}736=0195 laboratory-

Document Refer No. 03 

NON HAZARDOUS WASIEMANTFEST 

1. Generator of\Vaste (must be filled in by producer) EPA I.D. No·------'---------

Company Name (Print or Type ),-,-·cc·_· '•...:.•-_:_·,·_· ----"'-··~· i-";--''-· ---'\''-"_ (_-_-'_:_·-'··_· '_• ~· -'-'--"------'__:c_-'--------
~.'-. 

Pick-up Address--,--,---_:_·:__· -,------·----'-------"-'-"'-''-"''c..':.:.'c.c"·_·t-"·._-___ ____i_V_:_/-_-·,.:..· __ 
(No.) (Stre~t) (City) State 

Telephone Number:------"-'-'-':_·-=-'_--·-'··,'-_ ·~----' -'-''-_·:·_, -'---'----- SIC No. ________ _ 

Waste Stream Identification: __ T_:_I_tis_m_a_ni£_' e-'-st_re'-"p-'-'re_se_nt_s~a _no'-n--h-"-az;;_ar:..:.d.:.:ou"'-s-"w.:::asc.:te-"a"-'s p"-e'-r E_:_·c.::P.Ac::·c:.•=-nd:.:P.:::.A:.:D-'.E=-·.:::R.::.re:.egu::::l.:::at::.::io=ns:_· _ 

Tons: _________ _ . ; 
Cubic Yards:-'-"''-' -'-------Other (Specify): 

Name of Waste -------'-'-'->-'-1-' _-_-'_· ''-'----------------'-------'-'-----------.----'---

Special Handling Instructions, if any: ------------------------------------------

PROFILE/WASTE STREAM l.D. NUMBER: 

1'his is to certify that the above named materials are properly classified, described, 
p!;l<;kag~d, !llarked, and labeled and are _in proper c:onditiop_for transportation according . 

·--~ __ applJcaPl<?.stat~ and ferlemll?W- The;, waste.s Wt(teJ(.QUSl_gnedJQthc tran_sporteL ~-c- • / ' c> :, 
named. I certify that the foregotng 1s true and correct to the best of my knowledge. 

Date:_· ·_··• ___L_/ _ ___L_j __ Signature:-----------,=~~----------(Name and Title) 

2. Hauler of Waste (must be filled in by hauler) EPA I.D. No PAD 04964237 4 
coMPANY NAME: Waste Management of Philadelphia Hauling - South 

ADDRESS: -408 S. Oak Ave. Primos PA 19018 

Pick-up Date: I I Truck No. Vehicle Lie. No. ------~ 
The above described waste was picked .up and hauled by me to the disposal facility 

named below and was accepted. I ce1tify under penalty of pe1jury that the foregoing 
is tlue and correct. 
Signature of authorized agent and title: ------------------

Disposer of Waste (must be filled in by disposer) CIRCLE Ol'lli: 

G.R.O.W.S., INC. T.R.R.F. AMERICAN REF-FUEL 
1513 Bordentown Road 200 Bordentown Road 10 Highland Avenue 

- ---iviVITiBViiit:;-rA 1-s-UO/ _____ IuiiyiOVhJ~PAitjUU/--.-----'~- vnester, PA 1Blil8~------

' Permit# 100148 Permit# 101494 · Permit# 400593 

Waste subject to this manifest was delivered by the above hauler to this disposal 
facility and accepted on (DISPOSAL DATE) 

Signature of authotized agent and title:------------------------------------

White- LANDFILL Green - LANDFILL (TO SCALE HOUSE) Canary- LANDFILL (MAIL TO GENERATOR) Pink- HAULER Goldenrod - GENERATOR 

( 



WASTE MANAGEMENT OF PENNSYLVANIA, INC. 
1121 Bordentown Road 
Morrisville, PA 19067 

(215) 736-9400 
(2l5)-?36o019o Laboratory 

Document Refer No. 03 

NON-HAZARQOllS_l\TASIRMANIEES-1' 

1. Generator of Waste (must be filled in by producer) EPA I.D. No. _____________ _ 

Company Name (Print or Type).:· • {"_, .• / -· 

Pick-up Address . i -: ~-T f 

(No.) (Street) (City) State 

Telephone Number: : .. . -. ~ SIC No . : 

Waste Stream Identification; -,---'Tl.=tis:...:m:::a.=ru::c· fe:.:..stc::re""p....:re.:csec::nt:.:..s.::.a c:::no....:n...::-h::::az:..a:.:..rd.:cmc..''....:w.:::as:.:..te....:a.:..s p'-'e._r =E._..P.A:...:·:...:•:....nd.._P.:.:.)I..:..D:..:·=.E.::cRc::re"'gt"'tl:::.at=io=ns:...__ 

Tons:-----'----- Cubic Yards:----'---''-'-'----- Other (Specify): 
. ·.' -· Name of Waste --"-'""-~:.;c....:....:... _________________________ _ 

Special Handling Instructions, if any: -----------------------

·PROFILE/WASTE STREAM I.D. :NUMBER: 

This is. to certify that the above named materials are properly classified, described, 
packag~d, marked, andl(lbeled <md are in propeLConditio_n fm; transportation-according

,tQ ,a,ppllcable ~tateandfeder:'!1l(IW- Jhcwast9SWl~,l"e consigmoa=ic: -~he tmnspottef .. - ···· :· 
··named. I certify that the foregomg Is true and correct to the best of my knowledge. 

Date: / --'j/·; / 
Signature: ---,-----n;;;;=""""" _____ _ 

{Name and Title) 

2. Hauler of Waste (must be filled in by hauler) EPA I.D. No. PAD 04964237 4 
coMPANY NAJvrn: Waste Management of Philadelphia Hauling - South 

ADDRESS: 408 S. Oak Ave. Primos PA 19018 

Pick-up Date:-' . 
1

/' -·. / • Truck No. Vehicle Lie. No. _____ _ 

The above described waste was picked up and hauled by me to the disposal facility 
named below and \vas accepted. I certify under penalty of pe1jury that the foregoing 
is true and correct. . , / 
Signature of authorized agent and title: ---:c._~~-_....::.... _ ___,~---------'---

3. Disposer of Waste (must be filled}.~ bydisposcr) · CIRCLE ONE: 

G.R.O.W.S., INC. T.R.R.F. AMERICAN REF-FUEL 
1513 Bordentown Road 200 Bordentown Road 10 Highland Avenue 

- ~.,~o;·:-J::;·;i:!;;, PA-1-5-GG-?--------Tuiiyi.Uwll, t:A --r~UU/ ------- vh8Stei', l::;A 190l3 
Permit # 100148 Permit # 101494 Permit # 400593 

Waste subject to this manifest was delivered by the above hauler to this disposal 
facility and accepted on (DISPOSAL DATE) 

Signature of authorized agent and title:--------~--~-----------

White - lANDFILL Green - lANDFILL [fO SCALE HOUSE) Canary- lANDFilL (MAIL TO GENERATOR) Pink - HAULER Goldenrod - GENERATOR 



Customer: 
Accounn!-u-m'b_e_r_:-INVOICE 
Invoice Date: 

Page 1 of 3 
SEBVJCE~PAINT/NGINC-

449-0039838-2448-7 ~ 

tMASTE r.ff_~~0G~~
VVaste Management of Pennsylvania, Inc. 
40B sOak Ave 

~~--Ffimes~PA~-ms----

---------lttvoice-Numoer:--
oue Date: 

_____ WW/2000------ ~ I 
1561498-2448-4 

Due Upon Receipt 
00016-10825-62005 

(61 0) 626-7500 
(800) 577-7814 FAX 
(215) 269-1671 FAX 

;_:_,._._-" 

Description Amount 
Previous Balance 5,636.39 
Total Credits and Adjustments 0.00 
Total Payments Received 5,186.90-
Total Current Charges 3,369.49 

Total Amount Due 3,818.98 
Total Amount Past Due 0.00 

1 >;ervice~~PerioiH oEc;200\E' ~ _.,_ --; -~ • :Yt .• •;· c" -·· -.. ··; ;T-~'C; ; :"'" ,-_ • ·-~ ~-·~·: 1 

Slescrlpt1on Amount 
Roll-Off 3,369.49 

Total Current Charges 3,369.49 

full ~ '(nt of tile Invoiced amount is not received within 30 days of the invoice date, you 
·i1~ be .rged a monthly late fee of 1.5% of the unpaid amount, with a minimum monthly 
-~"rge of $3.00, or such lesser late fee allowed under applicable law, regulation or contract. 
),' each returned check, a fee will be assessed on your next billing equa! to the maximum 
·nunt permitted by applicable state !aw. 

~CUrrenfDM' '~ 
3,818.98 __ 

WM ezPay Account 10: 

Current Invoice Amount Totall\mount Due 

Please pay total amount due. Thank you for yOur 
business. 

Want to pay this bin on· line? Go to VNNt.wm.com to learn 
more about WMez:Pay and make a conVentent, secure 
payment. 



Waste Management of Pennsylvania, Jnc. 
408 SOak Ave 

('''YJOS, PA 19018 

Customer: 
Account Number: 
Invoice Date: 

Invoice Number: 
Due Date: 
WM ezPay AccounnD: 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
12/16/2009 

1561498-2448-4 
Due Upori Receipt 

00016-10825-62005 

-t§ervice Location: 449,3983iiseiVfee Painting lnd: ~00 Price_St: TrainerPa 19o61,5104 c.:.:••- _ ___-_-": ·~· _-'-'--c=~cC==-~~---'l__ ___ _ 
Date Ticket Description ________ _____Qr rar:~tit~' WM--------ftate Amount 

--~23fl\l-3t-Bts]JOsa:JpeT!on- 17.79 1,245.30 
12/08/09 238931 20 Yd special waste foo 210.00 
12/15/09 242363 Disposal per ton 19.58 1,370.60 
12/15/09 242363 Liner 1.00 30.00 
12/15/09 242363 2o Yd special waste 1.00 210.00 
12116/09 1.00 Fuel/environmental charge _______________ 1,QQ__ ____________________ 303.59 __ 

Total Current Charges 

[P~yroe~J~ geceivei!P~faiLi .-. :· • · > ~·-·~·~· -~~ 
Pa~rmer.t- thank you 

( 

Total Payments Received 

Prom eFeryday collection i-o envr'ronnuz.ntal protection, 
Think Green~ Think l1'aste Management. 

POR 9Ht.I·!G!:: OF AODRFSR OR AtO:'l .C.~R\flr.:.::: !C::<::r r;::c: rr.r..'Ttd'< f-" JrJo::::::: ,...., '"''· ,..-.,- ~ 

3,369.49 

5,186.90-

Printed on 
recycled papEr. 



VVaste Management of Pennsylvania, Inc. 
408 SOak Ave 
Primos, PA 19018 

Customer: 
Account Number: 
Invoice Date: 

Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Pi:lge 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
12/16/2009 

1561498-2448-4 
Due Upon Receipt 

00016-10825-52005 

_flL08109 23893-1-fllspooaJ-pertmr________ 17.79 1, 245. 30 
12/08/09 238931 20 Yd special waste 1.00 210.00 
12115/09 242363 ·Disposal per ton 19.58 1,370.60 
12/15/09 242363 Liner 1.00 ·-
12115/09 242363 20 Yd special waste 1.00 210.00 
12116/09 1.00 Fuel/environmental charge·--·-·--·----··-·------·----···-- _1.Q() __________________ _Lo27:f"_~_63_,?.S:,_ 

Total Current Charges 

[f:>Jyir!<infi(ffi'§eTY,¥Cl'[)et<lir'i;;"§'-c'},~(i ._,,~.c·~~: 5>:~ .. -·••;;e. 't-;' ,·; 
Payment - thank you 

Total Payments Received 

From everj'day collection to environmental proi·ection~ 
Think Green; Think Waste j.fCf.nag-ement. 

5,186.90-

Printed on 

I 
J 



WASTE MANAGEMENT OF PENNSYLVANIA, INC. 
1121 Bordentown Road 
Mon·isville, PA 19067 

(215) 736-9400 
(215t736=0195- La5oratory 

Document Refer No. 03 · • · . • ; 

NON-HA ZA RDOUS-WAS-1'E-MANf.I'E&-1'----------------------------------

1. Generator ofVIaste (must be filled in by producer) EPA I.D. No. _____________ _ 

Company Name (Print or Type )____c_~.__--....:____c'_·· -'-'-'--"-----'---'-~--'-"'"-'---'-"'--'-~'--'---'-"'---'-'-'-"'-'-'--

Pick-up Address_·--:-:--,-----=---:-\~-------------"-"'=-~-'---'---"-'-'-'-'"'----,-----=-----· __ 
(No.) (Street) (City) State 

Telephone Number:--'-"-----'-----~---'---~-'-~···_._,_.._ ____ SIC No. ________ _ 

Waste Stream Identification: __ T_h_is_n_>a_ni_fe_st_re_,_p_re--,-se_nt_s _a I_Io_n_-h_az_ar_do_u_s _w_as_te_a_,s p'-e_r E_._P.A_._a_nd_P._A_D_.E_._R_re-"g_ul_all_· on_s __ 

Tons: _______ _ Cubic Yards:-~~---- Other (SpecifY): 
·. :/ 

Name of Waste-------'--'--'-~'--------------------------

Special Handling Instructions, if any: -----------------------

PROFILE/WASTE STREAM I.D. l\TUMBER: 

This is to certify that the above named materials are properly classified, described, 
packag~g,marked, and labeleci and are in properconditio,n for transportation ::~ccordi11g . 

. to app1rc.1!1Jly _slater:~u_d ft;_demliaw,;J:lK\'ii\St\':S "~ere_ consigned to. the transporter · · 
·named. I certify that the f6regomg IS true and coi-rect to the best of my knovvledge. ,,, 

Signature: -------=::o=::cr.=-----(Name and Title) 

2. Hauler of Waste (must be filled in by hauler) EPA I.D: No. PAD 04964237 4 
CO:MPANY NAME: Waste Management of Philadelphia Hauling - South 

ADDRESS: 408 S. Oak Ave: Primos PA 19018 

Pick-up Date: i :y / •/ Truck No. ; · . . . Vehicle Lie. No. . .. 

The above described waste was picked up and hauled by me to the disposal facility 
named below and was accepted. I ce1iify under penalty of perjury that the foregoing 
is true and correct. " " 
Signature of authorized agent and title: ------------------

3. Disposer of Waste (must be filled in by disposer) CIRCLE ONE: 
.G.R.O.W.S., INC. T.R.R.F. AMERICAN REF-FUEL 
1513 Bordentown Road 200 Bordentown Road 10 HighlandAvenue 
Mo;;t;\;i::o, p,.;-i-s067 ____ TLillyrown, PA l-9007 Chester, PA 19013 
Permit# 100148 · Permit# 101494 Permit# 400593 · 

Waste subject to this manifest was delivered by the above hauler to this disposal 
facility and accepted on (DISPOSAL DATE) 

Signature of authorized agent and title:-----------------------

White - lANDFILL Green - lANDFILL (TO SCALE HOUSE) Canary- lANDFILL (MAIL TO GENERATOR) Pink - HAULER Goldenrod - GENERATOR 



\ 

WASTE MANAGEMENT OF PENNSYLVANIA, INC. 
1121 Bordentown Road 
Morrisville, PA 19067 

(215) 736-9400 
(215) 736·0195- taboratory 

Document Refer No. 03 · : ; : 

NOR-HAZARDOUS--WA&'FE-MAN!F:EST--------

1. Generator of Waste (must be filled in by producer) EPA I.D. No. _____________ _ 

Company Name (Print or Type)~,c;._-'-·~·"-· -'-"''-----'-'--'--'-'t'--'-c-_,_;·cc·_· ---,-----,,--------,----,-----

Pick-up Address-'-:::'":----'-"------:-:-'-'-' ·'--~---------'-'~'--·-_·'--~::-:--'--''---'-'---'-'·-_:_• _' '-----:---'----
(No.) (Street) (City) State 

Telephone Number:, _________________ SIC No. ________ _ 

Waste Stream Identification: __ T_h_is_m_a_ni_fe_st_re_,_pr_e_se_nt_s _a n_o_n-_h_az_ar_do_u_s _wa_s_te_as___,p_er_E_.~_.A_._a_nd_~_A_D_.E_._R_re-"gt_tl_ati_oi_Is __ 

Tons: _______ _ Cubic Yards: --~~-----c Other (Specify): 
·-' ' 

Name of Waste----'-'--"---------------------------

Special Handling Instmctions, if any: -----------'-------------

PROFILE/WASTE STREAM I.D .. NUMBER: '\ (. •• 
'· ':' -- -·. 

' l 

This is to certify that the above named.materials are pr_operly classified, 9escribed, . 
pa_ckag~d, mar_·ke_ d, and labeled an_ dare m proper conditw.n fortran_ sportatJQU-iJCCordmg .. 
to.app!Icabl<".;;_tate and_ fedorall~w. The WiJStes were cous1gned to the transporter 
named. I certrfy that tlie foregomg Is true and correct to the best of my knowledge. -

Signature:·-· ------""""="'""'"" _____ _ 
(Name and Title) 

2. Hauler of Waste (must be filled in by hauler) EPA J.D. No. PAD 04964237 4 
COMPANY NAJ\1E: Waste Management of Philadelphia Hauling - South 

ADDRESS: 408 S. Oak Ave. Primos PA 19018 

Pick-up Date: -- / -; ;{ ' Truck No: ! -- --.' · · Vehicle Lie. No. -'------'--~'---
The above desc1ibed waste was picked up and hauled by me to the disposal facility 

named below and was accepted. I certify under penalty of peijmy that the foregoing 
is true and correct. 
Signature of authorized agent and title: ------------------

3. Disposer of Waste (must be filled in by disposer) CIRCLE ONE: 

G.R.O.W.S., INC. T.R.R.F. 
1513 Bordentown Road 

Permit # 100148 

200 Bordentown Road 
Tuiiy!ow,n, 1-'A 18oo7 
Permit# 101494 

AMERICAN REF-FUEL 
_1_0 ljighland A_y_enue_ _ _ 
Chester, PA 19013 
Permit # 400593 

Waste subject to this manifest was delivered by the above hauler to this disposal 
facility and accepted on (DISPOSAL DATE) 

Signature of authorized agent and title:-----------------------

·Jhite - LANDFILL Green - LANDFILL (TO SCALE HOUSE) Canary- LANDFILL (MAIL TO GENERATOR) Pink- HAULER Goldenrod • GENERATOR 



vvaste Management of Pennsy!vanla, Inc. 
408 SOak Ave 
Primos, PA 19018 

0) 626-7500 

INVOICE 
Customer: 
Account Number: 

Page 1 of 3 
SERVI<:;E PAINTING INC 

449-0039838-2448-7 
Invoice Date: 01/01/2010 

Invoice Number: 1565269-2448-5 

--------Due Date: _____ Que Upon· Receipt 

WM ezPay ACcount 10: 00016-10825-62005 

Current Invoice A!)]_QynL---- ---TotafAnlOllflTO~-e 
(800) 577-781~ 
(-2-15)-269-1671 FAX ----e~=~?.~sro~----T.~~L~·~~~~s-'4.-~=J 

------- . __ -, __ ·~ - I 

Descri tlon Amount 
Previous Balance 3,818.98 
Total Credits and Adjustments 352.50-
Total Payments Received 0.00 
Total Current Charges 2,969.06 

Total Amount Due 6,435.54 
Total Amount Past Due 3,466.48 

Description Amount 
'<oil-Off 2,969.06 

Total Current Charges 2,969.06 

f full payment of the invoiced amount is not received wl!hin 30 days of the Invoice date, you 
ut! be charged a monthly !atefee of 1.5% of the unpa!d a!)lount, \Vith a minimum monthly 
harge of $3.00, or such lesser !ate fee allowed under applicable law, regulation or contract 
'J:' each returned check, a_ fee wl!! be assessed on your next billing equal to the maximum 
~~aunt permitted by applicable state taw. 

Please pay total amount due. Thank you for "your 
business. 

Want to pay !his bill on~line? Go to w••.rw.wm.com to !earn 
more abOut WMezPay and make a convenient, secure 
payment. 

- -_- ·--

I 

I 



Waste Management of Pennsylvania, Inc. 
408.S Oak Ave 
Primos, PA 19018 

Customer: 
Account Number: 
Invoice Date: 

Invoice Number: 
Due Date: 
WM ezPa)' Account 10: 

rage 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
01i01i2010 

1565269-2448-5 
Due Upon Receipt 

00016-10825-62005 

kservice Locatio)] :c 449~39838 Se!Vice P ai nting1il~20lJ=,~(·-: _~r"'ra~. i~~_;e:-=,:;P:::a:.-;1:;;9:;;0 _:;;61;::-~15~1~0~4::_ •. ,::. ·• = .. :,::<::,~.=-:--:c-.-::.:· •=-=·=· ~-::· ::·;:-. :.-:-.·:-. ~-~--~-±~·t·· .3-1 
Dale Ticket Description ___________ QwaAtlty -- - -t:f7'tV! -- --------Rate Amount 

12i18109 2_4_42ZLOispos<l!--peF-len--- 16.43 1,150.10 
·--i2H87iJ9 244277 Liner 1.00 30.00 

12i18f09 244277 20 Yd special waste 1.00 210.00 
12i31f09 249666 Disposal per ton _15.35 1,074.50 
12i31109 249666 Liner 1.00 30.00 
12i31109 249666 20 Yd special waste 1.00 210.00 
01i01i10 1.00 Fuel/environmental charge __________________________ 1_,Q()_ _______________________ 264~~ 

Total current Charges \ 
2,969.06 

[Cfedlt~:an<fAdJ!.i,;tmilnt,;'()et~fi.X '{•3:.-t;.•· •. , .:< •>• ~ ··"'· ·- · · "•·•:- -.•••. '•'/·' • '·--,3~;'.•\ -. ·•· ·-· -.• •<o>· > '···••:;:.: ····<• ·. <'.'.'] 
12123i2009 Credit rio ==~---

( 

12123i2009 Credit rio 

12i23i2009 Credit rio 

12i23i2009 Credit rue/ rio 

Total Credits and Adjustments 

From E"Yeryday collectiOn i·o em'ironmentalj;rotecUonr 
Think Green'! Think Hrasi"e l•fanagement. 

?OR Cl-:t\!~GE or ADDRESS OR A!~Y ~ER\'ICE I£Sl/FS r:y!nt,r.T IJI !f.f.R.t::P nr.! OF . .-~:::- ~ 

60.00-

210.00-

75.00-

7.50-

352.50-

Printed on 



---- 0 

\ti!ASTF- f~i:Af,LAGt:f\'fE:t'V.T 

Waste Man-agement of Pennsylvania, Inc. 
408 SOak Ave 
~-;mos, PA 19018 

\ti10) 626-7500 
(BOO) 577~7814TAX 
(215) 269-1671 FAX 

I Account _Summary 

Description 
Previous Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

----------

Total Amount Due 
Total Amount Past Due 

I s.,rvic<i period! ,JAN 2010 , 

'Jescription 
<oil-Off 

Total Current Charges 

' 

INVOICE 

Amount 
6,435.54 

0.00 
3,187.69-

4.18 

3,252.03 
278.79 

Amount 
4.18 
4.18 

·uu payment of the Invoiced amount is not received within 30 days of the invoice date, you 
be charged a monthly !ate fee of 1.5% of the unpaid amount, with a minimum monthly 
rge of $3.00, or such lesser late fee allowed under applicable Jaw, regulation or contract 
euch returned check, a fee wm be assessed on your next biHin:~ >:\::_,..,; tO the maximum 
unt permitted by applicable sta~e. ~~~~- , , , 

-. 

( 

Customer: 
Account Numb(}r: 

Page 1 of. 
SERVICE PAINTING INC 

449-0039838-2448-i 
Invoice Date: 
itl\f()jg,e.Number: -
Due Date: 
WM ezl'a)'-A=oUfilTD; 

. -- 017'16/2010 

15671 <j9:_:2<1_'!_8cZ---
-ldtte-tJpon Receipt 

00016-1 0825-62005 ---------
Current Invoice Amount T olaf Amount Due 

Please pay total amount due. Thank you for your 
business. 

vvaste Managements coo Larry 0 Donne!! goes 
"uodercove(' on the new CBS reality TV sh0\'1 "Undercover 
Boss." Feb. 7 after the Super BowL VAVW.wm.com/facebook. 

Want to pay this bl!! on~llne? Go to W\V\'I.Wm.com to learn 
more about WMezPay and make a convenient, secure 
payment. 

---- "---

I 

I 

I 

I 

1 

1 

1 

1 
1 

1 

~-J1 

I 

I 
I 

I 
I 

I 
I 

I 
I 

I 
I 

I 
I 

I 



'_:-0 

\-MAST!: f\!fA.f~P-GErtr.::ENT 

Waste Management of Pennsylvania, Inc. 
40~ '>Oak Ave 
P( , PA 19018 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
01/16/2010 

1567149-2448-7 
Due Upon Receipt 

00016-1 0825-62005 

@ervice location: 449_-39838 serviCe PaintingTn0:200Price-3!:-rraliiei'Pa .19061-5104-------------------
_Date___ __TlckeL .. Desctiplloo--------- Quantity U/M Rate Amount 

late payment fee _______ 4.18 

Total Current Charges 

[J§finents Received Detail • .• ··· · 

\ 

Payment - thank you 

Total Paym~nts Received 

From.· eyeryday collei:tion to environmental protectionF 
Think Green~ Think Waste Hanagement. 

FOR. CHt.I~GE OF t>.DDF:~S~ OR M~\' ~FPV!t"!t= l~<:!r r;:::e- ,....,,_,..,-·}. r•~· ,_,.,..,..,,..,.. ---·· -· ·-- • 

4.18 

3,187.69-

3,187.69-

Printed on 
nc_yderi paper, 

I 
/_ 



Waste Management of Pennsylvania, Inc. 
408 sOak Ave 
Pr , PA 19018 

(61 0) 626-7500 
(800) 577-781'4-r=AX 
(215) 269-1671 FAX 

I Accountsummary. · 

Descri tion 
Previous Balance 
T olaf Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Total Amount Due 
Total Amount Past Due 

I Service Periocl: JAN 2010.. -. 

Description 
Roll-Off 

Total Current Charges 

INVOICE 
customer: 
Account Number: 

Invoice Date: 

Invoice Number: 

Due Date: 

WM ezPay Account ID: 

Page 1 of 3 
SERVICE PAINTING INC 

44 9-0039838-2448-7 
02/01/2010 

1571050-2448-1 
Due Upon Receipt 

00016-10825-62005 

Current Invoice-Amount- Total Amount Due 

___ 1-1~o.oo--r ···432 sz J. 

Amount 
3,252,03 

0,00 
2,969,06-

150,00 

432.97 
282,97 

~~ l 

Amount 
150,00 

150.00 

Failure to pay this balance could necessitate further 
collection action. Please process your payment in fuiJ 
today, 

SAFETY IS OUR PRIORITY/IF WE'RE SAFE, YOU'RE 
SAFE/ 

If full payment of the invoiced amount is not received within 30 days of the invoice date, you 
will be charged a monthly /ale fee of 1.5% of the unpaid amount, vtith a minimum monthly 
charge of $3.00, or such lesser late fee allowed under applicable law, regulation or contract. 
For each returned check, a fee will be assessed on your next billing equal to the maximum 
amount permitted by applicable stale law. 

Waste Management's COO larry O'Donnell goes 
"undercover" on the new CBS reality TV show "Undercover 
Boss". Feb .. 7 afte! the super Bowl. \WNI.Wrn.com/fncebook. ·. •, 

Want to pay this bill on-line? Go to VAWI.wm.corn to learn 
more about WMezPayand make a convenient, secure 
payment. 

Current Due-L Over 30 :r Over 60 :T. Over 90 . · Over 120, Total Due 

~- 150. 0_0 _ __4_~-_L_~-'2=-'7"-8'-'..7_:-9~~L-~---"0'-'.0'-"0~~__L~~"-'0.--_,00_~ ______ 43_2='.9"-'7-~J 

Payment Coupon I··· Your Account Number. 

WASTE MANAGEMENT 

Please detach and enclOse thfs portion with your 449-0039838-2448-7 

\Naste Management of Pennsylvania, Inc. 
408 SOak Ave 

payment· do not send cash,~, --.=="'=~-,--,-c'=~:::::;:::==,=::::;;:=:::;=::::==i 
1-- Invoice Date :' ~- Your lilVoice Number 

Waste Management 
introduces WM ezPay!J 
Pay your WM bill on-line 
at VNtw.wm.com. 

I 02101/2010 I 1571050-2448-1 To pay your invoice by Primos, PA 19018 

rGto) 626-7500 
:saO) 577-!i\J4 FAX 
215) 269~ 1671 FAX 

~~~~~~~7~_l;::=:;::;:;:;:===2-~==:;===;::;;=.::;==~ phone, call 
1- ,- ,_ Due·oate .--;·_: · · '- Tc;>tal Due ·Amount Paid' 866·WMI-2PA-Y or 

Learn how we Think Green at 
I'Ntw.wm.comtthfnkgreen 

I - -- · II 432_97 II 866-964-2729. 
--~ Upon Receipt ~---~ c__ ____ _j 

' 
24484490039838015710500000001500000000043297 7 

000143001 AT0.357 "AUTO T8 2 253319061 CP112392032 I,, ,1 II, I,,,,, II II,,,,, II,, II,, II,,, I,, II,, I,, I,, II,, I, .1 ,I, I 
WASTE MANAGEMENT OF PA INC I( , 1, ,II,,,, II,,,, ,II, I, I,,,, II II,,,, I, Ill,, II,,,,, II, I 

SEt-NICE PAINTING INC 
200 PRICE ST 
TRAINER PA 19061-5104 

WASTE MANAGEMENT -SOUTH 
PO BOX 13648 
Philadelphia PA 19101-3648 

Prom everyday colle.c-Uon to environmental protection, 
Think Green? Think Waste Management. 

FOR Cf"!f.;f~GE OF t.nrH~!=-~<:.' f1p t.r·•V "t::::-.•r,.-.,.. '"'"''-~ ~-----· --

Printed on 



Waste Management of Pennsylvania, Inc. 
408 SOak Ave 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 

Pr( PA 19018 WM ezPay Account ID: 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
02/01/2010 

1571050-2448-1 
Due Upon Receipt 

00016-10825-62005 

!service Location: 449-39838 Service Painting Inc: 200PriceSt:Jralner Pa 19061-5104 
_pate_ _ Tic~~t_ ___ D...e.s.crlpfion________________ Quantity U/M 

01/30/10 M33315 Inactivity charge 1.00 
Min:01/01-01/30/1 0 

Total Current Charges 

payments Received Detail. 

' ( 

Payment - thank you 

• Total Payments Received 

Frc11n el'E:ryday collection to eHvircmmental protection, 
Think Green? Think Waste Jlianagement. 

FOR CHf..I~GE OF ADDRESS OP. tdJY ~~Dif!rt= !<:·"""'"' ............ ~. -- ······--- -

J 
Rate Amount 

150.00 

150.00 

I 
2,969.06-

2,969.06-

' -·· 

Pn"ntd on 



Waste Management of Pennsylvania, Inc. 
~~~SGalcAve-~~-~ -
Primos, PA 19018 

(610) 626-7500 
(800) 577-7814 FAX 
(215) 269-1671 FAX. 

description 
Previous Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Description 
Roll-Off 

Total Amount Due 
Total Amount Past Due 

Total Current Charges 

INVOICE 

.-:-"-

''-- -- ---- ~ ' ' . 

Amount 
432.97 

0.00 
0.00 
1.45 

434.42 

282.9[. 

Amount 
f.45 

1.45 

f full~ .. r~~~-of :lh~ invoiced a'mount is not r~ceive~ \~I~ln 30 d~ys o~-the invoice d~te, you 
.'ill be charged a monthly fate fee of 1.5% of the unpaid amount, with a minimum monthly 
harge of $3.00, or such Jesser late fee allowed under applicable Jaw, regulation or contract. 
or each returned check, a fee wJII be assessed on your next billing equal to the maximum 
mount permitted by applicable state law. 

Customer: 
Account Numoer:~ 
Invoice Date: 

Page 1 of 3 
SERVICE PAINTING INC 

f49-oo3983S~2448-7 
02/16/20_1J) __ _ 

~--~--lnvoiee~Numoor:-~-

Due Date: 
1572764-2448·6 

Due Upon Receipt 
00016-10825-62005 

I 

WM ezPay Account JD: 

Current Invoice Amount Total Amount Due 

[ 1.45 C:•·~•··43.4A2 / .1 

Failure to pay this balance could necessitate further 
collection action. Please process your payment in full 
today. 

SAFETY IS OUR PRIORITY/IF WE'RE SAFE, YOU'RE 
SAFE I 

Want to pay this bifl on-line? Go to w·w·w.wm.com to learn 
more about WMezPay and make a convenient, secure 
payment. 

151.45 I ' Qver30 .~ I> Over 60 ·r· . Oiler 90 . :., .. •. Over 120 • I 
~··Total Due. 

I 4.18 278.79 0.00 0.00 434.42 

Current Due 



Customer: 

-,.___:_ 8 Account Number: 
t_f'i!AS'T'E r~IIAP.ltU~ri':fl'iEftrT Invoice Date: 

Waste Management of Pennsylvania, Inc. Invoice Number: 
4r OakAve Due Date: 
P. '· PA 19018 WM ezPay Account ID: 

(Seiiiice Location: 449-39838 Service Painting Inc: 200Prlce,~t=:_Iralner Pa 19061,5104. 
--9al<c F!cl<e!- flescript;on-------------------------- -------------- Quantity U/M 

Late payment fee 

Total Current Charges 

From ever]'day collectioi1 to environmental protectt'onr 
Th_inl:: Green:· Thin!; Waste J{anagemeni". 

Rate 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
02/16/2010 

1572764-2448-6 
Due Upon Receipt 

00016-10825-62005 

Amount 
1.45 

1.45 

t 
I 
I 

@ I 

Frir1ted on 



( 

INvorce-
____ waste-fl.4anagementot-~ennsyl"i.'arwa:--rnc:----- ---~---------------------------- ------------------

408 SOak Ave 
Primos, PA 19018 

(610) 626-7500 
(800) 577-7814 FAX 
(215) 269-1671 FAX 

I Account summary::, 

Description 
Previous Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Total Amount Due 
_ _ Total Amount Past Due ., 

Description 
Roll-Off 

Total Current Charges 

( "' l 

Amount 
434A2 

0.00 
0.00 
2.73 

437.15 
434A2 

Amount 
2.73 

2.73 

f full payment of the invoiced amount is not received within 30 days of the invoice date, you 
vill be charged a monthly fate fee of 1.5% of the unpaid amount, with a minimum monthly 
!large of $3.00, or such lesser fate fee allowed under applicable law, regulalion or contract. 
or each returned check, a fee will be assessed on your next biUing equal to the maximum 
nlount permitted by applicable state law. 

~~~Page i oT3 
C~;~ SERVICE PAINTING H;c 
Account_IJ~m!:>~r:.-···· - 44g~emmr.JS::244a:?··· ··· --~ 

-rn-voTce Date: 0310112010 

Invoice Number: 1576676-2448-8 
Due Date: Due Upon Receipt 
WM ezPay Account ID: 00016·10825-62005 

Current Invoice Amount Total Amount Due 

Failure to pay lhis balance could necessitate further 
coUection action. Please process your payment in full 
today. 

. '. ~.' 
SAFETY 10 Ot!f' PRIOHI1'11/F WE'RE SAFE, YOU'RE 
SAFE/ 

Want to pay this bill on-line? Go to W\'NI.Wm.com to ream 
more about WMezPay and make a convenient, secure 
payment 



( 

Waste Management of Pennsylvania, Inc. 
408SOakAve 
,...."mos, PA 19018 

\U 10) 626-7500 
(800) 571-7814-FAX 
(215) 269-1671 FAX 

---------~----------------------- --------------------------

-lAccount Summary 

INVOICE 

Description Amount 
Pre~ious Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Total Amount Due 
Total Amount Past Due 

!·Service Period;. MAR 2010, ·-- · :. · · 

Description 
Roll-Off 

Total Current Charges 

437.15 
0.00 
0.00 
3.70 

440.85 
434.42 

Amount 
3.70 

3.70 

f fu!l payment of the Invoiced amount is not received withfn 30 days of the invoice date, you 
1i1! be charged a monthly late fee of 1.5% of the unpaid amount, with a minimum monthly 
>arge of $3.00, or such lesser !ate fee allowed under applicable law, regulation or contract 
x each returned check, a fee wllf be assessed on your next bil!ing equal to the maxirnuro 
'1ount permitted by applicable state law. · · · · " ·-

-cu.ri"ent Due 

6.43 
,~ Over.30 

151.45 

I 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID; 

Page 1 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
03/16/2010 

_.1aaa39-2448,9 
Due Upon Receipt 

0001tUll82Mi-2005- ---- -I 
___ cur-r-entfnvorc-e-Anl-~~~t--------- Total Amount Due 

C~~ 3.ZQ. ___ I~44o-;as~~:J 

Failure to pay this balance could necessitate further 
co!lection action, Please process your payment in full 
Ieday. 

SAFETY IS OUR PRIORITY! IF WE'RE SAFE, YOU'RE 
SAfE I 

Want to pay this biB on~line? Go to WVNt.wm.com to learn 
more about WMezPay and make a convenient, secure 
payment 

---~ - -

I 
1 

1 

1 

1 

1 
I 

I 

I 

I 

I 

I 

I 

I 

I 



Waste Management of Pennsylvania, Inc. 
40~ ~Oak Ave 
P( , PA 19018 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
03/16/2010 

1579839-2448-9 
Due Upon Receipt 

00016-10825-62005 

[Service Location: 449-39838 Service Painting i;;c;2oo-Pr/CesT:D.ine-.:Pi190(l1:"5i04 ______ -- _:::] 
__ PaiS!:__ Ttcket ___ Description--------- -QUantity -U/M- . Rate Amount 

Late payment fee ____________________ 2_70 

Total Current Charges 

Front. ei'eryday collecti'(IH to environrnental proi"ecUonr 
Think GTeen~ Think l1'aste Uanag·emeni". 

FOR G!-lf-,f{GE OF /i.ODRESS OR IJ~Y $-ii=P.VJ~r::" ~~~llr-<': r·r~u-.,.r-.,. '"""""'"' ...... ~· -~ · 

3.70 

Frinted on 
recvcled rrnnr. 



""'-c' 
\!'JASTE f\!i:AI\!AGEFillE[\!Y' 

livaste Management of Pennsylvania, Inc. 
408' 1k Ave 
Prin( 1A 19018 

(61 0)~626-75.00 ____________ ~ ~ 

(800) 577-7814 FAX 
(215) 269-1671 FAX~~ 

I Account Summary 

INVOICE 
Customer: 

Account Number: 
Invoice Date: 

Invoice Number: 

Due Date: 
WM ezPay Account ID: 

Current Invoice AITIOlillt 

Page 1 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
04/01/2010 

1583794-2448-0 
Due Upon Receipt 

00016-1 0825-62005 

Description Amount 
Please. pay total amount due. Thank yot1 for your 
business. 

Previous Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Total Amount Due 
Total Amount Past Due 

1 service Period: MAR 2010 ~·~ 

Jescrlption 

440.85 
446.09-

0.00 
305.73 

300.49 
0.00 

I 

Amount 

Roil-Off 

Total Current Charges 
305.73 

305.73 
SAFETY IS OUR PRIORITY! IF WE'RE SAFE, YOU'RE 
SAFE I 

:r full payment of the invoiced amount is not received wJ!hin 30 days of the invoice date, you 
1'1ill be charged a 'monthly late fee of 1.5% of the unpaid amount, with a minimum monthly 
::harge of $3.00, or such lesser /ate fee allowed under applicable law, regulation or contract. 
For each returned check, a fee will be assessed on your next billing equal to the maximum 
3m aunt t1ermltted by applicable state law. 

Want to pay this bill on-line? Go to WI/'/'W.wm.com to learn 
more about WMezPay and make a convenient, secure 
payment. 

WASTE MANAGEMENT 

,_:\iasle Manag·er'neill6f Pennsylv<ii1i<i, In-c. 
-108 SOak Ave 
Primos •. PA 19018 

Payment Coupon .Your Account Number 
Please detach and enclose lfiis portion with your 449 .Q039BJS-2448-7 
payment- do not send cash~-~c=''7=i~-_c-~c:'==.;==.=::::;==.;=::::;=:=~ 

Invoice Date Your Invoke Number 

04/01/2010 1583794-2448~0 

·~6g~ ~~~~~~~~ F~ 

1

r-.· . :-Due Date _-. -.. -

1

_.-
1 

- Total Due-

1

_

1 

AmOunt P~i(f:-:-~

1
, 

'215) 269~1671 FAX . Upon Receipt ~--3-00_._49 __ --' L----c-----~· 
Learn how we Think Green at J 
'.'.''.'.'\'l.wm.comfth,.ln..,kg,.rc:•~en"---------

24484490039838015837940000003057300000030049 2 

Waste Management 
introduces WM ezPayll 
Pay your WM bill on-line 
at \WIW.wm.com. 

To pay your invoice by 
phone, call 
866-WMI-2PAY or 
866-964~2729. 

o· '0 02 AT0.482 "AUTO T9 0 2592 10061 1 3 CP1 12392038 

1\. ~ ,,1,, II"" 11,,,,,11, I ,I, ,,,1111,,, ,1,,111" ,II",, ,11,1 
SERVICE PAINTING INC 

1,,, 111,1,,,, ,1111 ",, ,,11,,11,,11,,,1, ,II, ,I, ,I, ,II, ,1,,1 ,1,1 
WASTE MANAGEMENT OF PA INC 

200 PRICE ST 
TRAINER PA 19061-5104 

WASTE MANAGEMENT-SOUTH 
PO BOX 13648 
Philadelphia PA 19101-3648 

From everyday coUecUM2 to environmental protection, 
Think Green? Think Waste l.fanagement. 

FOR CH/o.NGE OF ADDRESS OR AI~Y .SFRVI~ 1!":!=-:llf:'!=.: r:-nrJTt.r•Y 1.11 n.n:a:·o nt,t "'' '"'"' "' 

Printed ou 

I 
-_I_-



0 

V~!ASTE MArY:AGEf\liENT' 

Waste Management of Pennsylvania, Inc. 
408."" '"'~ak Ave 
Pril )A 19018 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID: 

03i31i10 M34525 Inactivity charge 1.00 
Min:01i31-03i01i10 

03i31i10 M34526 Inactivity charge 1.00 

04i01i10 
Min:03i02-03i31i1 0 
1.00 Administrative fee 
late payment fee 

Total Current Charges 

1.00 

Credltsandfldjustments petait··.·. 
03i31i2010 Reverse late payment fee 

03i31i2010 Reverse late payment fee 

03i31i2010 Reverse late payment tee 

03i31i2010 Credit rio 
03i31i2010 Reverse late payment fee 

03i31i2010 Credit fuel rio 
03i31i2010 Credit fuel rio 

Total Credits and Adjustments 

From everyday collection to environmental protection, 
Think Green~ Think Waste Management. 

FOR CI·;,?J~GE OF ADDRESS OR H~Y SERVIr.F l~f=:fll=~ rrwo,.r.- •·11 "'"'"'.-. ,-,., ... ~ ,....,... ~ 

Page 3 of 3 
SERVICE PAIIHII"G INC . 

449-0039838-2448-7 
04i01i2010 

1583794-2448-0 
Due Upon Receipt 

00016-10825-62005 

Amount 

150.00 

150.00 

3.00 
2.73 

305.73 

3.70-

2.73-

1.45-

150.00-

4.18-

132.23-

151.80-

446.09-

Printed on 
recyded paper. 



"'V1203-1755 

( 

WASTE MJ'.IV.J--.GEMEI\fT-PHILP.D~LPHlA 
40£! SOUTf--: OAI< AVEI>JUE 
PRI!viOS, PA i90i8 
(610) 626-7500 

· (6iV) 622-0767 FAX 

,"' ··- : . .. ! 
·.>l .'. i.J; 

E!JL,,'D.:V-.. Lt'/ Y..:cL~:i-. ~f .. Yl"/i~!. !~h~:Lrt!J5·.·. ;!·~;i.t1• 
:t. , 00 P ;~~0 H~'ih!f) 

•, 

.;;,,, 

l 
If/ /i]' 1 / 

\ ,l~. L '·'"' '-\J·,· ·y \) 
\' 

----- ----- ---· -. _..:__....:..._ _______ ,~--.:.......=_.__._ -+-----~--



-

WASTE fo~Af~AGEr~~EIH EASTER!~! !:JA hr.t·.RI\ET AF{E:A 
444 Q}iord Valley Road 

Document RefE:'-r fl!o. 08 

Langhorne, PA 19047 

(800) 963-4776- Technical Service Center 

1: Generator of Waste (must ~e filled in by producer) EPA I. D. No.-------------------
.. 
' ic 

Telephone Nump~r=~,---'· ~\_•.:_' _~ -~-'-_:__c_:' ~":..:' ('-' •.• __,_\ 
.... -~~ -~ " 

Waste Str€~~ Ide~c;~tion: This manifest repreSents a' non-hazardous waste as per EPA and PADEP regulations. 
h c..f I\ 1 .,\ 

Tons:! I i ' ) 1 Cubic Yards:"-'-'-'·,--'·_'____ Other (Specify): 

Nami.of.·Waste_.<e/_/_· __ ~·"-.,_(_\"'-: ."l:..:c_ ____ .,-___________________ _.:. __ 

SIC No.------------

Special Handling Instructions, if any: 

PROFILE/WASTE STREAM I.D. NUJ1.1B.j!:R: 
This is to certify that the above named materials are properly classified, described, pacl<a'ged, marked, and labeled and are in 
proper condition for transportation according to applicable state a,nd federal law. The wastes were consigned to the transporter 
named. I certify that the foregoing is true and correct to the best of my knowledge. · 

.f 
Date: __ ~----~- Slgilafure: __________ ====,-c-:-----

(Name and Title) 

2. . Hauler of Vfaste (must llo filled in bY. hauler) EP~. I. D.- No., · '-~-----
-~·-\ \ ' 
' :' \.t' > COI~PANY NAME: 

~ \ 
' ) ' 

t I 
( 

ADDRESS: ' 
!\ 

Pick-up Date: 
L? -- ~ ·, --. 

\ 

. ('"' ' ' ~, 

Vehicle Lie. No._-,~-~~-_,_-~··~:..:' ·_-1_> Truck No. 

The above described waste was picked up and hauled by me to the disposal facility named below and 
'- Was accepted. I certify under penalty of perjury that the foregoing is true and correct. 

Print name & title of qut-hori;e·d-agent; \ ·:. } /\ t-~- {,_ ::--- r (·?( c• t~ ~·. 
(( / / .-' .f·" 

/_. G ~~ ~~7~ Signature of authorized agent: 

3. Disposer of Waste (must be filled-in b\' dispos~r) CIRCLE ONE: 

G.R.O;W.S. Landfill 
Tul~}10.wn Resource Recovery Faclllty 

G.RQ.W.S. Noith Landfill Mountain View Recl:uuation Landfill 

1513 Borderitovro Rd. ~ 
(T.R.R.F) · 

1000 New Ford Mill Rd. 9446 letzburg Rd. 

Morrisville, PA 19067 ' 200 Bordentown Rd. 
Morrisville, PA 19067 Greencastle, PA 17225 

/ Tullyown,PA !9007 PADEP Pcrri1it # 101100 Permit# 100148 ' PADEP Permit# 101680 
(215) 736-0195 \~ 

PAD£P Perniit # 101494 
(215) 736-0195 {717) 5[7-5535 

-. 
_{2-15) 736-0195 I 

AllianCe-Sanitary Landfill Grand Central Sanitary Landfill Pine Grove Landfill 
398 South Keyser Ave. 910 W. Pennsylvania Ave. 193 Schultz Rd. 

Taylor, P A 18517 Pen Argyl, P A 18072 Pine Grove, PA 17963 
----Permit# 100933 Permit# 100265 Permit#101_427 . - --, .. -

- 157-'.:''-S-&;:- ~-;;e- - --- ·- -- --
570 345-2777 ----- -- -010 l:iOJ-L'-IUU ~--~~~~--------~---T-'._--~----------1 

\Vaste subject !o pii~ manifest ~v~s delivered by the above hauler to this dispOsal facility and accepted on 

, ; i ! -' i f ' (DISPOSAL DATE) i 

V{asteDiscrepancies: ________________ ~-----"--'-----c"7'~-'--------------c----

- .- _-,' 

Signature of authorized agent and title: ~----~--~----~------------------.:c__ __ _ 



)):" '. ;-.; -, 

(!10 -·>-' 

(\_ h 
. I ' ~ 

)t'·' 

\:~\!l"t:.iJ:-:_-,~- ~~_. Y:.rJf~-- I 2-:F~_ft_ k~_;:,.:-~i.r.J.t2 ·l::. / __ (t ~~;_ 
:1. ,. 00 F' E~O E:P;f\!D 
1 •· ()0 F' 

. I LE:: !-,.lur-•!F~E:".R FDP.: Bt:i\!D :i. ()(ft;./_,'7F'P1F. 3-:E~:&-:f:.:{!,:g:i!.:t:·~-:H:f.:f;:f.:g:l!-:i:-:t:8,:8.: 

--'DT t:::O THE t:;_tllvii~: D?"~'{ C!t:)t...L EJ) L.(~b!DFJ:L.L. f._CJ{-;D g:t::.:r:-:f:-:fA~-:8-:f:ft:[E:E:::g:g:t~-: 

V·"' '.?:03-1755 
( 
' 

•. 

V1.'f.'ST~ fv'i/\N,L·,GE!~~EhJT-PHILADELPHI~. 

408 SOUTH OAI< AVENUE 
PRIMOS, PA i80i8 
(610) 626-7500 
(610) 622-0767 FAX 

;--:~c-:c;:. ( ('-"':'. ·(·.-; 'f; :. ;)/;. /!?.,~ . ... ~~- (; :!_ \ ~ 

'-· . . _.,; 1".'- (-_-j [ 



',-,-

WASTE MANAGEMENT EASTERN PA MARKET AREA 
444 Oxford Valley Road 

Document Refer No. 09 ,_· : ~ -' 

Langhorne, PA 19047 

(800) 963--4776- Technical Service Center 

NON-HAZARDOUS WASTE r'1ANIFEST. 

1. Generator of Waste (must be filled in by producer) EPA !.D. No. __________________ _ 
'.-\ . • /! , . ~-------L- -

Company Name: ---- --'~)t~.T\:tr·r:::z::-~ ---rr·-": i ~\-~- \ i: ·.,company Contact: -------;;;~==c---------

p'
.ck-up Ao'dr·e:;c . -,.1 __ ~.-<-t~rintorTypel,)_._.·· ·.- r t' i {PfintorType) 

v-> • -\ V ,-:, \i". 
( .·· . 
1;•·-

{No.) (Street) (Qty) (State) 

Telephone Number: __ (c:_,-:_)'-, 1c_)_-_·c_,\_(-'i_--_,!_1_,(_\c_)_:(_, c_ci_ SIC No,------------

Waste Stream Identification: 
(. {·" . This manifest represents a non-hazardous waste as per EPA and PADEP regulations. 

·~') {..--l 
Cubic Yards: __ /_.-_-·_ ... _ .. ____ _ other (Specify): Tons:--'------+---::-

,Name o.f Waste-~---'_~:~=·""(_~\.:.\~('~_::'_}_-~('-) _____________________________ _ 

Special Handling Instructions, if any: 

PROFILE/ WASTE STREAM I.D. NUMBER: \ 1 y, 1. { : _· \ 

This is to certify that the above named materials are properly classified, described, packaged, marked, and·labeled and are in 
proper condition fortransportation according to applicable state and federal law. The wastes w~re consigned to the transporter 
named., I certify that the foregoing is true and correct to the best of my knowledge. 

i } . ' ~· ' '' ' . ·' __ .' ' 
' Date: _______ _ Signature:_~--------====c-----

(Name and Trtle} 

2. .. Hauler of~'Vaste (fl)Us': te filled in !'Y hauler) ~PA J.D. No. ---~----c __ ... ~_-· _-· --'~==-~=c'-c--:-· ·_•_·· 
.-'-'• 

COI~PANY NAI~E: hJ, {A. :'! \ '\ , (. 
'· J _,·,. c;. ;- {· , Ch\ 

ADDRESs:·--:--+:·,.,.-..J,~-c.·'--"''·-.'.:..· "''.ct'.c'-'·cc•~•---'c(-···c.!-'.:..~\'-' -'-)~·-'---'1'-~.'.c~\-''-~'",-;'--/;~---\!-_'_,· •c.·--'--.:.'·"'·~-.c·._·_-:_ ___ .'-··.c'-''--;;-------

Pick-up Date':_._~ t .. ~~--'\~. · ___ \_·~\_'>:~~--'-'~- Truck No. ( { !) ·.\ c:, ! ~:, Vehicle Lie. No. -\-'j._L_.\_'.c'i_· __ ·:_,;ce.,..':~._'-'·i_ 
The above described waste was picked up and hauled by me to the disposal facility named below and 

Was accepted. I certify-under penalty of perjury that the foregoing is true and correct. 

Print name & title of authorized agent: \,)_ ) f\ (? t··~J/ f;:~ f? {}(> ~.i l., } ! ) r· }\:· · '-'····· 
:" I 

Signature of authorized agent: t/ (} -''--."/ t? .', -;-: 

3. ' · Disposer of Wa~~-(;;:;-4st be filled-in by disposer) CIRCLE ONE: 
,. 

'· 
/ 

Tull)10wn Resource RccoYCI')" Facility Mountain View Rednmution Landfill G.R.O.V,'.S. Landfill !- \. c 
i 

G.R.O.W.S. North Landfill 

1513 Boro,nto"~ ::7/>/' (f.R.R.F) 1000 New Ford 1\-lill Rd. 9446 Lctzburg Rd. 

Morrisville, JlA 19067 
200 Bordentown Rd. 

Morrisville, PA 19067 Greencastle, PA 17225 

Permit# 100148 
Tullyown, PA 19007 

PADEP Permit# 101680 PADEP Permit# 101100 

(215} 736--0195_ 
PADEl'l'ermJt # 101494 

(215)736-0195 (717} 597-5535 
(215) 736-0195 

Alliance Sanitary Landfill Grand Central Sanitary Landfill Pine Grove Landfill 
398 South Keyser AYe. 910 W. Pennsylvania A YC. 193 Schultz Rd. 

Taylor,PA 1&517 Pen Argyl, PA 18072 Pine Grove, PA 17963 
Permit# 100933 l'enni( # 100265 P~rmit # 10142_7 

-- - -tyju).56L.-16UU (6,10} 863-2400" I (570) 345-2777 j I I ' 

\Vaste subject to this manifest was delivered by the above hauler to this disposal facility and accepted on 

(DISPOSAL DATE) 

\Vaste Discrepancies: _____________ _ 

Signature of authorized agent and title:-----------------------------------



WASTE MANAGEMENT OF PEI>!NSYLVANIA, INC. 
i i 2i Bordentown Road 
Morrisville, PA 19067 

Document Refer l~o. 03 
.·· 

[c 

(215) 736-94()0 ________ _ 
(215/-756:0195 laboratory 

NON-HAZARDOUS WASTE l:viANIFEST 

1. Generator of Waste (must be filled in by producer) EPA I.D. No. ____________ _ 

Pick-up Address_~_'.'C::''-'...~2~· ~~~..:.....c_ ______ i__i.:f_· .:..· '-' ~~:..c... ___ .L..:'.:· ·c...' __ 

(No.) (Stre(!t) (City) Stste 

Telephone Number: _eel_':...· ·:c.' _ _:__,·,:....·"---·~·'-'''~·-"''-'··_:'..;.'-----'- SIC No.---------

Waste Stream Identification: __ T:;,h~is~n~ra~ni,::fe::st;_:re:rp::::re;::se~nt::_s ::_a n~o~n-~b~az~ar~do:::::u~s _::w~as::::te_::as~p>::e~r E~.P::::.A.:.:·_::•~nd~P~"":.:D~.E:::·c:::R.:.:re:;,g::::ul::.:at::.:.io_ns_ 

Tons:-------- Cubic Yards: -""'-'-'c:_---- Other (SpecifY): 

Name of Waste--'-"'--"-~-,-!.----------'--~--'--------------

Special Handling Instructions, if any: -----------------------

PROFILE/WASTE STREAM LD. NUMBER: '. ; / J 
This is to certify that the above named.materials are,pr,operly dassified, qescribed, . 

\ p~~~~~fc~6fca~f;~~~J }:g~l~f!~~~ Jh~ ~~~~f~~e't~n~~~~i~~i~~J~~l~~~:~~~~~~r~~~ordt~g . . . . . 
.1amed. I certrfy that the foregomg IS true and correct to the best of my know1edge. · 

Signature:-~---~=cc=c~-----{Name and Title) 

2. Hauler of Waste (must be filled in by hauler) EPA J.D. No. PAD 04964237 4 

3, 

co:tvfPANY NAME: Waste Management of Philadelphia Hauling - South 

ADDRESS: '408 S. Oak Ave. Primos PA 19018 

Pick-up Date:'' . I·' I . ··· Truck No. :· · Vehicle Lie. No. 

The above described waste ·was picked up and hauled by me to the disposal facility 
named below and was accepted. I certi.fy under penalty of pe1jury that the foregoing 
is true and correct. > . . , . . · 
Signature of authorized agent and title: ' r·;· x .· l -· . 

Disposer of Waste (must be filled in by disposer) CIRCLE 01\'E: 

G.R.O,W.S., INC. T.R.R.F. 
1513 Bordentown Bo8ri---·-2Dv Bordentown Road 

. !'.!'/~!:niCAN REF-FUEL 
~ 0 Highland Avenue 
Chester, PA i90i3 Mvrils\iifle; PA 19067 Tullytown, PA 19007 

Permit # 100148 Permit # 101494 Permit # 400593 

-------

-,raste subject to this manifest was delivered by the above hauler to this disposal 
\ .~cility and accepted on . (DISPOSAL DATE) 

Signature of authorized agent and title: _____________________ ~~ 

.~NDFILL Green- LANDFILL (TO SCALE HOUSE) Canerv-' ,.,:,~-... 

I 

I 

I 

I 

I 

;;: 

~~· 

I .. 
~,, 

I j 
•' 

-. . I 

I 

I 

I 



WAST!; 
1121Bo l\lidANAG!:MEN'f' OF pg~NSYLVANIA, INC. 
M . r entown R 

ornsvil/e PA cad 
• 19067 

( '<15) 736-94oo 
.15) 736-0195 

Laboratory 

-:---......._ NON-HAZARDOUS WJ 
···---1-.B ·---- ..... ·----- .. ··- - . 

. . enerator of Waste (rnus!beJilledJnl:>yprodu( 

ComPany Name: (Print or Type) ·· · ;• ' ' •· .· J 
Pick-up Address! i ' ' c),,.' u, . \. 
Te]eph eNo-l • (S!<aetl • I 

one Number:-------------'-

Waste Stream Identification: This manifest represer 

Tons: 
--------~- Cubic Yards: ~~~ 

Name of Waste .. ~-~/.,.;"·-.'-'·'--'\"'-'·-"·:,-'\'--------
,-~S -Peciqi Handling Instructions, if any: 

PROFILE/WASTE STREAM !.D. NUMBER: 
This is . . · 
Packagtod Certify that the above named mat eric 
to app!ie . marked, and labeled and are in p1 

( ?m~dc(ablestqt~_(lnd federal _law._ The waste 
· ;· · · · · certify that tl:'re·fqregomg 1s true and 

1 
Date·;:._~·~~ t_ \ 

.. _., 

·-~ -- ' 
2. 

fiaulE:lr of Waste (must be filled.!_n.by haule 

C::otvrPANY NAME:l<·r-.,\>:. 'iYv.\r-c •· · 

ADDf1ESS:4r.<- ,~:~. ,('"\' {·"u,.)-
P· ,_ r . l \I\ 

lc"'--up Date: ,.,__ I , \ i 1 ·' Truck No. 

l'l The above de~cribed waste was pickec 
is cnn.ed below and was accepted. I c,.,rtif 
S. tr'l..l.e and correct. ·.\ 

--. lgr:tature of authorized agent and titie:~ 
3. 

bisPoser of Waste (must be filled-in by-dii 

G.R.O.W.S., Inc. 
15 i 3 Bordentown Road 

-- ---i~\Jt:-!e1.'m~. M 1Q067 _ 
Permit# 100148 

T.R.R.F. 
200 Bor 
Tullylo1 

-- --- --PI::flllii" 

\lVa:::.ste subject to this manifest was delive 
fo:c:::: ility and accepted on _____ _ 

~nature of authorized agent and \il)e:_ 

I 

I 



Waste Management of Pennsylvania, Inc. 
408 SOak Ave 
~-imos PA 19018 

( ' . 

\0 10) 626-7500 
(80Q) 577-7814FAJC 
(215) 269-1671 FAX 

TA~~~ri~$t!M~:,~·····m········· 

Description 
Previous Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Total Amount Due 
Total Amount Past Due 

lsei;?,ip~.f':ilri\i\!L-!UI/291() .;. >c:; ::: ·-· 

Description 
Roll-Off 

Total Current Charges 

INVOICE 

.. ~- .- ~ 

Amount 
5,478,56 

60,00-
5,283.32• 

39.32 

174.56 
0.00 

! Amount 
•39.32 

39.32 

' full payment of the invoiced amount is not received within 30 days of the invoice date, you 
1iU be charged a monthly late fee of 1 .5% of the unpaid amount, with a minimum monthly 
1arge of $3.00, or such lesser late fee al!9wed under applicable law, regulation or contract. 
x each returned check, a fee wilt be assessed on your next bi!Jing equal to the maximurn 
nount permitted by applicable state law. 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
DueDate: __ 

WM.ezPayAccount ID: 

Page 1 of: 
SERVICE PAINTING INC 

449-0039838-2448-7 
07/16/2010 

1604054-2448-4 
bue Upon Receipt 

00016-108~§:62005 ·············· 

__ -~-!JnenUnvotce--AmOUOf ------------ Total Amount Oue 

Please pay total amount due. Thank you for your 
business. 

SAFETY IS OUR PRIORITYIIF.WE'RE SAFE, YOU'RE 
SAFE I 

The new BagstE:r® Dumpster In a Bag-® can take on up to 
3300-lbofwaste&-debris. As easy as Buy. Fill. Gone®. Buy 
at a retailer near you. wv.w.thebagster.com 

Want to pay this bill on-line? Go to \WIW.wm.com to !earn 
more about WMezPay and make a convenient, secure 
payment. 

0.00 0.00 0.00 0.00 174.56 

-~-

I 

I 



Waste Management of Pennsylvania, Inc. 
408 SOak Ave 
~ >, PA 19018 

Customer: 
Account Number: 
Invoice Date: 
Invoice Number: 
Due Date: 
WM ezPay Account ID: 

Page 3 of3 
SERVICE PAINTING INC 

449-0039838-2448-7 
07/16/2010 

1604054-2448-4 
Due Upon Receipt 

00016-10825-62005 

l~eryic1'l,.e.c,aliA!l:Ali!!,3~Mll ~!ifYlC.iB.Y!rt!ii91wMMriP~:§t:iiframe~19])1f:§.1Q4,' :;,,., ,.,),¥.·;;, ;~ ,,,,, •. xf, .. k\: *'"L .: · · ·. Lm 
Date Ticket Des~_~ie~.!~!:l _ ------------Quantrry-------- -- U!M ------- -Ra-te Amount 

07/16/10 1.00 Administrative fee 1.00 3.00 
Late payment fee 36.32 

Total Current Charges 39.32. 

07/07/2010 Credit rio 60.00-

Total Credits and Adjustments 60.00-

l;;;~,lli.ot~l~.$!'.1i~N~.c(J?el]!il';;;';!;;2 .. &l~i~:'L/};.;·,;;,t:~~,I;N ··"' :Lg;,:,;~, .• ;.\: ,'/;;;:·•;(•;i~;c~· 'i'li'lif!c .• ,; .. ~:1LB·~">iillk2iii;,,;~i?•ir.:;.,;.j;r2il 
Payment- thank you 5,283.32-

Total Payments Received 

Front ei'eryday collection to ertvt'ronmental protection, 
Think Green: 1'hink Waste Nanagement. 

FOR CHANGE OF /.·,DDF~ESS OR Af'{Y SERVICE lf:SLIES Cornt.,.CT !,1! ll.~r.tr;;~;> rH.' v1.n~ ~ 

5,283.32-

Jn'nted em 



ONYX ENV SERVICES Fax:2155336799 Jun 24 2005 11:55 p. 01 

Fax Covers·heet 
TO: 

Deb 

COMPANY: 
Service Painting 

FAX NUMBER: 

FROM: 
Paul Keller 

DATE: 
Jt.me 24, 2005 

THIS MESSME IS INTENDED ONLY FOR THE us.; Of THE INDIVIDUAL OR ENXITY TO WHICH IT IS ADDRE;SSED • .O:ND 
MAY CONTAIN INFORMATION THAT IS PRIVILEGED OR CONFIDENTIAL 

Jftha reMer of this message ls not the mteoded recipiso~ or the employee or agent responsible ror del!vering the mesge,ge to the Intended recipient; 
you are notifie;;l Utat any disse!ph13.t!on or di.alributlon of this commurtfC.(3,tfon is stridly f)!Ohlbited. If you h~Ve received this communlcst.ion in err<'Jf. 
pJ~e.li·Aify tls.·fmnlediataly by teJephona, arid ,return the original messsgu to us by matr, Thank Yoo. :. _ . • 
-~ . 

Number of Total Pages Including Cover; 3 

Speciid Comments /Instructions; 

Deb, 

The invoice for the previous shipment was sent out today. This is a new quote based on the n~w 
infonnation. 

Any questions, .please call me at 215-:289-3700. 

Thanks, 

Paul 

Onyx EnvirQnmantat .Servfces 
Corpor('lta He~dqua~t$ 
100 E. Butlerfl€1(1 Road. Suite 7.01 
Lombar<i, IL 60148 
Te!: 630.21$,1600 ··Fox: 630.Z68,8973 
\V\Wl .. o()yxss.com 
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VNYX tNV otHVIcto rax::!lbb~~li/~9 J un 24 2005 • 11: 55 P.02 

Friday, June 24, 2005 

Si'OR.VICE: PAINTING. INC. 
200 PRICE ST. . 
PABOX433 
MAR:CUSl100K.-PA 19061 
(610) 497-4700 

Dear DEB: 

ONYX Environmental Services is pleased to submit an Itemized estimate for the proper packaging, 
transportation and disposal if the hazardous materl<~ls located at your facility. 

Based upon our-understanding of the scope of work as presented by SERVICE PAINTING, INC., we • 
propose our attached quotation for the total dollar amount of_ $5,489.54. · 

This estimate observes the following general terms and conditions; 

• Energy and Security Fee- 4% of Invoice total 

This quotation includes the following activities: 

• Classific<~tion of the materials (DOT Hazard Class). 
• Segregation as to compatibility, hazard class and disposal requirements. 

, • Packaging directly into 55-gallon rfrums and/or DOT F'pproved fiberboard boxes in accordance 
~----~ _·wltiLDDI.tegulationsj 49 CFR).J!fld .9.Y~.fl§Q~ill9 when required. · · · ~ ' ~, 

• Compilation of packing slips, listing materials packed in e01ch container. 
• Proper labeling, according to state and federal regulations. 
• Completion of associated documentation, manifests and shipping documents. 
• Ultimate .disposal at a cw,;tomer approved Licensed Class 1-A Secure Chemical Landfill, 

incinerator or Chemical Treatment Facility. 

All. work performed will be in strict compliance with all federal, state and local regulations and laws. 

SERVICE PAINTING, INC. must also comply with all applicable laws and regulations pertaining to 
generators of hazardous waste. ONYX will not accept Improperly identified ot unidentified materials. 

·onyx Enviroomontal Ser¥1<:&s, q.C . 
Addross:~100 Herll•y Stre~t, P~il'ldelphi_a, PA 19137 
W'f'f'l.f.Pnyxea.com 

i 
1 
J 



!-'age u 1 :;.,, .. -~··· ;~-·--~''". 
--Eri~iroiuia~·n:t.ai-sel~~s: · : . . . •. . . .. I . . : -' . 

MANIFEST FROM: RETURN MANIFESTTO:J.; 

:sERVICE PAINTING, INC. 'it,,. Same Address 'f':7 
200 PRICE ST. I 
PABOX433 I 

' 
1soli1 

I 
MARCUS HOOK, PA I 

' 

I 
CONTACT: DEB KENNARD QUOTE DATE: 06/24/2005 

I 

PHONE: (610} 497-4700 FAX: (61 0} 497..()723 

Une Service Description : 

Waste Stream: NON-HAZARDOUS PAINTING DEBRIS 

Technology: Landfill or surface impoundmnt 
Factrcty: CWM CHEMICAL SERVICES, LLC 

UOMIContainer: CUB[C YARD BOX 

Frei9ht: I 

Waste Stream: FlAMMABLE DEPACK 

Technology: Fuel blend prior to ena.recovr . 
Facil<ty: ONYX ENVIRONMENTAL SVCS,L.LC. 

UOM/Container; CU.BICYARD BOX 

Freight 
. I 

I 

I 
I Materials: CYD11G- CUBIC YARD BOX WIUNER I . 

I 
I P~rson nel: MOBILIZATION FEE' I I 

Waste Stream: NON HAZ PAINT SOLIDS 

I Technology: Landfill or surface lmpovndmnt 

Facility: CWM CHEMICAL SERVICES, l.LC I,: UOM/Container: CUEIC YARD BOX 
I, 

Quote Terms: ' 
Energy and Secun·ty Fee- - 4% of in voice- total 
All ONYX Terms and Cond[tians described in the -previous pages will apply. 

- " .. ·-- .. - --- ...... __ ,_ .. - -· ·-- ----·- .... : ·-· ~-···· ... ------- ----. ··- ............... 

I ~ .. 

I' 

CERTIFICATE TO: '! 

~1(/r Sa me Address *~"' 

I 
I! 

TERRJTORY: ?55 
I 

SALES REP: PAUL KELLER I 
I 

Quantil\1 Prlce I Unit 

2.00 120.00 
I 

EA I; 

1.00 1250.00 trRAILR 
~ine Total _ .. 

2.00 '535.00 :EA 

2.00 7727 ICUYD 
Wine Total 

15.00 95.oo I !EACH 
liine Total 

1 ali.OO 15o.oo I [EACH 
,; 

Wine Tot.c11 
10.00 120.00 ! EA I 

I 

'I 
I 

I 

Wine Total •· 

au:ote Tohi1l 
I 

.. . . ··-- ..... ···-. ·----- .. ---' ... .... . 
' 

I 
I 

Extension 
$240.00 

$1250.00 

$14$0.00 

$1070.00 
-

$154.54 
$1224.54 

$1425.DO 

$1425,00 

$150.00 

$150.00 

$1200.00 

$1200.00 

$548S.54 

... 

c 
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QUOTATION WO~itKSHEET QveC..JA 
ENVJRON.MENTAl SERVICES 

No. (;._ ~9000817 
•! 

Page 01 

·ri, 
NI,ANIFEST Ff'OM: RETURN MANIFEST TO: CERTIFICATE TO: 

SERVICJ:i PAINTING, INC. *** Same Address *** *** Same Address .,._ -
_:200 PRiqe ST. 
: PA BOX •

1

433 
(,MARCus: HOOK, PA 19061 . . 

§~= 
I ; 
pEBKENNARD QUOTE DATE: 06/1412:~11 TERRITORY: P55 

(61 0) 497-4700 PHONE: FAX: (61 0) 497-0723 SALES REP: PAUL KELLER 

Line ServicE~,! I, Description Quantity Price Unit · Extension 
Waste Strea:'n: NO,N HAZARDOUS ORGANIC SOLIDS 2.00 110.00 EA I $220.00 

Tech;,~,ology: La~dfill or surfa,ce.impoundmnt -
F:acility: CHif'MICAL WASTE MANAGEMENT INC. 

UOM/Conl:ainer. 55 GALLON DRUM 

Personnel: Mo'BILIZATIO~I FEE 1at1.00 200.00 EACH : $200.00 

Freight: ' ' - 2.00 74.00 : $148.00 I 

Miscellaneo~',s: ENERGY & SECURITY SURCHARGE 568.00 0.15 PERC NT $85.20 
I Line Total I $653.20 

All terms and conditior:.1s describec.l in the previous pages will apply. Quote Total I $653.20 I 
' I I 



-------

V e o 1 i a E S T e c h n i c a 1 S o 1 u t i o n s L. L. C. 

WASTESTREAM INFORMATION PROFILE ' 
GA-\<.CGZ-fuY 

Di sposa 1 Code 
I .I Recertification 

\ 
Veolia ES Location PHILADELPJliA-I'A-BRANm -· ·· 

OFFICE 
PHILADELPHIA PA 

ST 
1001 1 oos 

1=1· Invoice Address· CITY 

----------~-------------------------------------------------------------------------------------------------------------------------· 

Veolia ES TSDF requested __ Technology requested ~---'Generator No.525224 Generator EPA ID No. PAD£P0012398 
1. Generator Name SERVICE PAINTING, INC. Generator State No. ~-------

Address 200 PRICE ST. PA BOX 433 State Wastestream No. ____ _ 
City 11ARCUS HOOK State PA Country ~ ZIP 19061 
NAICS(S!C) Code 9999 __ _ __ _ Source Gll Origin l Form W409 System Type __ _ 

-------------------------------------------------------------------------------------------------------------------------------------
2. Waste Name "'EP'-'D"'X-'-Y -"S"'OL,_,I"'OS"-----------
3. Process Generating Waste 

EXPIRED PRODUCT 
4. Shipping Name NON REGULATED 11ATERIAL 

Lab or Waste Area ____ _ 

Hazard Class NONE UN INA No. NONE PG RQ amt _0 lb Waste: !! PIH: t! IH: t! OWW: !:1 P: t! 
RQ Des: 1.----------------:----- 2. ___________________ _ 

DDT Des: 1. 2---------------------
5. Waste Codes !027 NONE Rf/440 

Wastewater Non Wastewater _X_ Sub Category Mix: !l Sol: !l 

6. Physical and chemical properties: 
pH Specific Gravity Flash Point(F) Solids 
a < 2 a <.8 a < 80 __ 0 _ _:___2% suspended 0 0 % ash 
) ? • 5 • b _ .. _ ,s ... 1. 0 

: 1 . 9 c 1.0 
b 80 - 100 100 - 100% settleable 0 0 % water so lubil i 
c 100 . 140 0 - 0% di sso 1 ved 0 . 0 BTU!lb 

I 9 · 12.5 d _f_ 1.0 · 1.2 d 140 - 200 
> 12.5 e > 1.2 e > 200 Free Liquid 0 . 0 % 

____ exact exact f ·x no flash exact voc 0 . 0 % 

Physical State 
_x_ solid 

semicsolid 

Hazardous Characteristics Odor 
a none _X_ 
b mild 

_ liquid 
~ pumpable semi-solid 

flowable powder 
gas 
aerosol 

__ pressurized liquid 
_debris per 40 CFR 268.45 
_ sharps 
_ pumpable liquid 

a air reactive 
~~ water reactive 
c _ cyanide reactive 
f sulfide reactive 
e _ explosive 
o oxidizing acid 
p _ peroxide former 

r ___ radioactive or NRC regulated 
s shock sensitive 
t _ temp sensitive 
m ___ polymerization/monomer 
n _OSHA carcinogen 
i infectious 
h inhalation hazard 

Zone: 

c strong 

describe ---------

Halogens 
Br ___ .0. ______ .0 % Bromine 
Cl __ .0. __ .0 i; Chiorine 
F __ .0. __ .0 %Fluorine 

_____ .0- _____ .0% Iodine 

-----------------------------------------------------------.:::------------- -·"""":::----- ,:-_------------------------------ ----------------
·s: .I <c ~multilayered: c ____ X single phase bi ·layered: . 

·-•. - .. - •... - •. - .. - •. - •. - •..• - ..••.•.. - .. - •.... - •. -.- .•.. - ••. - ••. - ••.. - •... - ... - •. - ............. - •• ·-·--·--.-·--••.• --•. ·.-· c ~.-J --·~ 

~:c.0~=="""-"""-"'---.J.I c61 0~ ~ 1 

I YAR i 
I ' 

Tog Layer Second Layer ._ .. L , •. -.82t.t~iT1 :Loye,.----=----· 
osityl high(syrup) C.~ ! : ~--h-;g;-;\-syrup:r· I - high(syrup) 
'j:.Y.C '· .. ..:_' meaium(aiT> I medium( oil) I medium( oil) r 
yer: I lDI'I(water) I low(water) I low( water) I 

I _x_ solid I solid I solid I 

page 1 WIP NO. 215629 



Veolia ES Technfcal Solutions L.L.C. 

WASTESTREAM INFORMATION PROFILE 

Used oi 1 y/n JL HOC < 1000 ppm _ HOC > 1000 ppm _ 

Chemical Composition [fi~Marine Pollutant. S~Severe l·lar·ine Pollutant. O~Ozone Depleting Substance. 
U~Underlying Hazardous Constituent. B~Benzene NESHAP. T~TRI Chemical, G~m;HA-tarcinogen]" 

Gonstituents-

\EPOXY RESIN SOLID 
Other: 
8. Is the wastestream being imported into the USA? 
9. Does the wastestream contain PCBs regulated by .40CFR? 

PCB Concentration .00 ppm· 
10. Is the ~1astestream subject to the Narine Pollutant Regulations? 
11. Is the wastestream from an industry regulated under Benzene NESHAP? 

If yes: 
Is the wastestream subject to Notification/Control Requirements? 
Benzene Concentration 
Does it contain >· 10% water? 
l•lhat is the TAB at your facility? 

12. Is the wastestream subject to RCRA subpart CC controls? 
Volatile Organic Concentration 

CC Approved Analytical Nethod? 
Generator Knmvledge? 

13. Is the wastestream from a CERCLA or state mandated cleanup? 

14. Container Information 
Packaging: 551A2 Type/Size: ON 

Type/Size: 
55 GAL OPEN HEAD (17H) ~~ 

_)ing Frequency: Units 
UOM 

15. Additional Information 

16 .. Product Reclaim 

2: 00 Per Day Per 11eek 
DRU/1S DESCRIPTION: __ _ 

Does Generator want material back (TOLL)? 

~-··· 

If Yes, 1·1hat is the Generator's product specification? 
Constituents 

Per Nonth 

Yes No 

Range 

Ranges Units 

. DO\ 100.00\ 

Yes No_!; 
Yes No_!; 

Yes No_!; 
Yes No_!; 

Yes No_!; 
.00 ppm 

Yes NoK_ 
__.QQ Ng/Yr 

Yes No_!; 
.. 00 ppm.v 

Yes No_>; 
Yes X No -
Yes No_!; 

Per Qtr Per Year K One Time 

Units 

APHA Col 01' Other --:--:--cc----::c---:-::---::~-=--=--::------------------
Is the waste: grain _ or synthetic _ Ethanol? SDA Formula N a. 
Have TTB taxes been paid on the contained ethanol and eligible for rebate? 
Transportation Provi(j~d __ By: . Veo l i a. . :: Generator · OtffeT · 
ReturiiedTn:---- _ .. Bulk (_TIT TIC ISO) Drums Other 

-. -,-_:_ _,_,- -

page 2 WIP NO. 215629 
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Veolia ES Technica S o 1 u t i o n s L. L. C. 

WASTESTREAM INFORMATION PROFILE 

Describe the application for the solvent: 

'ditiona l Information: 

GENERATOR CERTIFICATION 
I hereby certify that all information submitted in this and all attached documents contains true and accurate descriptions of thi' 
~Vaste. Any sample submitted is representative as defined in 40 CFR 261 -Appendix I or by using an equivalent method. All relevar 
information regarding kno>m or suspected hazards in the possession of the generator has been disclosed. r authorize sampling of 
a 1·1aste shipment for purposes of recertification. 

w I } Name(Print or Type) 

h uJ~ /ct.A/11AUJ·L 
Signature Title 

If approved for management. Veolia ES has all the necessary permits and licenses for the waste that has been characterized 
and identified by this profile. 

- --;--.-:-. 

page 3 WIP NO. 215629 
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<~'l V80UA 
r::l{\'iF.Of\rfl'i(-:!n:r,L st=;;v;cx~s 

9a, I Bb. U.S. DOT Description (Including Proper.Sh!pping Name, Hazard Class, ID Numbe;, 
HM and Pac!\ing Group {If any)) ' 

lllllllllllllllllllllllllllllll 

10. Containers 
No. Type 

11. Total 
Quanllty 

12. Unit 
WtNol, 

13. Codes 

<e \~oN REGULA. TED MATER!AL t<IONE I I 
~r-~----------------------------------------t0 __ 0~2~~D_I~~-fO~O_B~O~o->,~p--f;~~~;~-~~t·----------·~~---------
m 2 I I "' ---T -- --I ~ ---

3. 

------1------1···-- -
4, 

14. Special Hcmdling /ns!ructions and Additional Information 

15. G2NERATOR S/Ol!FEROR S CERTIFICATION: I hereby de dare fila\ the contents of !his consignment are fully and accura!ery described above by fne proper shipping name, and fJe class'nied, packaged, 
marked and labe/ed/ptacarded, and are in all res~cts in proper condition for transport accom'iflQ to apptcab/e ln!emational and na~onal go\'emmental regufations. 

v ]\;j;'""k;:~m'no -r rL 
::';;116, lnlernational Shipments v 0 
~ Import to U.S. 
~ Transporter signature (ior exports only): 

ffi 17. TransporferAt;know1edgmenl of R~ceipf of Sh1pment 

18a. DlscrepancylndicaUon SpaVd O Quan\tly Drypa 

18b. Altemaia raCRity(or Generator) 

Facilit{s Phone: 

Montn 

11 1717ftJG!tiA AUuL_. 
O&port from Us. Port of enUy/exit: ~~-~-----~-------------

Dc:fe leaving U.S.: 

7 

DResldue 0 Partial Rejection 0 Fu!J Rejection 

Shlopfna Document TrackinQ Number: 
U.S. EPA ID Number 

T 
//,nnth Day I Year I 

19. Repo;t M8J1s2em=>n~ Mstho~ Codes Q.e., rodes for treafm:;;t~ dlspos&-1, end re:;;'ciin~ systems) 

' ! 
I 
i 
I 
I 

--;-

1 

f 



cuveotrA 
--.~,--. E:II!:VIRO!~Mf:t.Jlj'.l SERVICES 

. 

I'" r 10 !;umber . rPage\ofJ r""'"zz· 003CCC'5g nDC:IIMFf"T 

"~"'"iingAddreos' " ., '-'· •· · ' ; (tlOI,erent ,. .n 

.-I; .~;t:;.:'i:!.v; ·: .. · -.. 
.. . .. - . 

I ·;; .i :;t: 

~t<ame " ,., .... r 
u.s .. 

I' ~-~ ,• ' ' •.. , • ; . . ··· .... I,,, ' ,-, ,-, .-, ..... _;__ _:._ .. ; 
.. , ' !NUmber 

I 
I'· U.S. EPAtu NUmber 

>/F-~OUr. E~~ TF:t:.:~-ii-1\C.:'.L ~il:LU'(:C•N,?l. 

.,-., il" , Dh,, -'•-' ,., P•' . .'•C•·'•.' 
~M\-~;iL SU;Tf~f'';i'))£,2 I _.'c ,. 

~· '- ., .. ,, ,, ' 

r~:j 
9b. U.S. _oOrr.:-~:.~~!!ii~.tncl~xiing Proper Shipp!ng Name, Hazard Class, ID Number, ., 10.Containers 11. Total 12. Un!t 13. Codes ,;d P1cklng 1 •• , ,,, No. Type Quantity WlNol. 

1
i,fOH {-1t:~·;3UL!\TE!:< M/,,TE'+i;_t-.L ----

0 ~} 'J. lu ,,, ... {! u t.! (i 0 f."' 
. 2. 

---

J3. 

4, ,· 
. 'ii -~-

14. .I 

F,F{ ::::~h'~:--~0 c:>-.-;J;.r2-~i:·::~: b:-,r '--'E::..n-~-~: ' -.. ' 
. i- ~! r:::--JO/. '{ :s-:•:JL!\-1'::-: 

\j· 
;·, 

15. 
, and are in a11 res~~~;; 1!~u~~;~~:n~~~1n for transport ~rdfog to app;;;~~~;~: 1 ,~,~;~~::0" :""''by the 1 classified, p~kag'M, 

I :"""'' 

T)·,:-J cC. l\";" .i :it ,; , ~~c I ·: .. ~7" · /(·_ .•. i ''( ·< ./ IM7 I ;; I ;?' 
J16.1 ~ -/ 0 Import lo U.S. 11· .' .. 

u.s. Port of enfly/exit: 
' ""r exports only): 

: 17,i _,-, 

I Jt1.'--''' 1.!. ·:~:p fiJi<: 2 ( ?. 
I S!g~altrre\ _),,_,cjj/t l:::!. !}-;/ ·_:y/.::.~i (:; I :~; I ~iar 

!g 
I . 

I "'"'"'"" <C..,,.,., olgnaru<e I.,.J (./ 

1
nronm I uay I reer 

I - . 

r 
18a. Discrepancy lnd\cafion Space 0 Quanti(y OType DResidue 0 Partial Rejection D Fui/ Rejec!ion 

- -- .. .. ~ ------ ----

- --- " 
. -shi,;i, 'Number: 

~ 
. 'facility (or Genera~•) U.S. EPA IU Number 

1 
Facilifv's Phoner --~: .· - -. -- . ,,..._.-_. .. -

.·. '_::..::..:_,:·: .. . -._ . , , '> >o:.·~· :c: c~ .. ,;,,,,, I rMnlh L Uay J . Yeer i ' 
' 

) J19.' !, dispo;,l. ond 1 

' I~ 
12. r 14 

I IC,iiiivn" ' . ' : noted in Item \Sa 

"''" "'""'' oignaruoe J Monlh I Day I Yea; 

I 
GE:IIERATOR/SH/PPER'S 1/'ITfP.l COF·Y 



i 

V//-.STE MA!U.G!.:J,~Ef-lT E/--.STERI~ FA r.r,toJ~KET !--.REA 
444 Oxford Valley Road 
Langhorne, PA 19047 

{800) 963-4776- Technical Service Center 

Docun~ent Refer l~o. 0 8 

1. Generator of Waste (must be filled in by producer) EPA !.D. No. __________________ _ 
_ ,r·· 

Company Name:~·~-""'' ·c:'c~··'-'--~·;ci,C;_co . .;.:···=-'-· ~-·'-• '-'· ·'-'·_,_,_;~~-_ Company Contact: --------;;===----------
(Pri~f-:0~-TrPe) : \Prln,torType) 

Pick-up Address ..ce~,-';-''---'"'--'·-''~~~----,~~-----------'-'-'-'-'-' -'-"'-''~-."'·~··c.·· -=-c·· "-=---"=-c'-'-----
(No.) (Street) (Crty) (Stlte) 

SIC No.---------'-----

Waste Stream Identification: This manifest represents a non-hazardous waste as per EPA and PADEP regulations. 

Tons: ________ _ 
r···~ ..-·, 

Cubic Yards: -~-<~·.:..."""cc../_-'--- Other (Specify): 

NameofWaste~:~'"'·L;~.:~/~'~'-~-·------------------------------

Special Handling Instructions, if any: 

PROFILE/ WASTE STREAlVI U). NUMBER: / OC; i// 7)?f !) 
This is to certify that the above named materials are properly classified, described, packaged, marked, and labeled and are in 
proper condition for transportation according to applicable state and federal law. The wastes were consigned to the transporter 
named. I certify that the foregoing is true and correct to the best of my knowledge ... -,,_ 

/ 

·}.-. _.z:-. ·c~~:~Hi;!ulecof Wa~te(rnust:be_·nlled in oy hauler) EPA)_.o: !'Jo;~~·-· --~~-. ·.c.c·. ~"-~.--··· ____ -~~-,-~=-----·· _ 
-:.-,.>'I • • . I o ___ .F 

3. 

---

., ; -' ---·--;: ~-

COMPANY NAME: ,t;_///i '> '_/e~ 

ADDRESS:_,~:''-/-'-(-'''-'"' t'-'};c..? __ ..:·co:S_· __ ._,_,~--"'&'-/~'--!~·c...fc...·'_'·_.Li.c';;_· .._.l--c...'.c/cc;_~ __ __,,'-!J_~·.:"'r~~-'·~~'--'-/'-/-·1_·_._"~ "-(--:_~: _____________ _ 

Pick-up Date: -L/_,·-~c._/_._· ~~_> __ ~.~~'-·;r_·· __ Truck No. Vehicle Lie. No. ______ _ 

The above described waste was picl:ed up and hauled by me to the disposal facility named below and 
Was accepted. I certify under penalty of peljury that the foregoing is true and correct. 

Print name & title of authorized agent: \. · ->- - ·- ;-;,_ __ , 

Signature of authorized agent: t>~>----~·-r:: , .. -·· .. ~A.(:.-,-_·· -~-

Disposer of Waste (must be filled-in by disposer) CIRCLE ONE: 

G.R.O.W.S. Landfill 
Tullytown Resource Recovery Facility 

G.R.O.W.S. North Landfill Mountain View Reclamation Landfill 

1513 Bordentown Rd. 
(T.R.R.F) 1000 New Ford Mill Rd. 9446 Letzburg Rd. 

Morrisville, PA 19067 
200 Bordentown Rd. 

Morrisville, PA 19067 Greencastle, PA 17225 

Permit# 100148 :ru~b:oWl(~A.~~ogz 
' PADEP Permit# 1016SO PADEP Permit if 101100 

(215) 736-0195 
PADEP PCrniit# 101494 

(215)736-0195 (717) 597-5535 
(215) 736-0195 

~OL• • 

Gra~·~ Ce~t;al'~a~iiary L~fidnu·- __ '. < '; ·.-·. . - ' \ Alliance Sanitary Landfil! ' ' Pine Grove Landfill \ ~ '; . 

'398 South Keyser Ave. 
-""'-., 

, 910'-W .. J;>,ennsy~~api,~.A-ve. 193 Schultz Rd. 
Taylor,PA 18517 - '·. __ ·.Pel) kgyl}_~ Jfl80n,··. Pine Grove, PA 17963 
Periuit # 100933 - Permit# 100265 Permit# 101427 

--.~-____.__,_____-~__, ~-,~- . ----· ---· . (O"i.~r;:;o3~.;vv --- -- -. (>liJj"--;<t:J-.t.liT- ·- - --- - ------ -
(.J>Vj'jv.<--l\.NV I ' ' . 

Waste subject to this manifest was delivered by the above hauler to this disposal facility and accepted on 

______________ (DISPOSAL DATE) 

Waste Discrepancies: ______________________________________ _ 

Signature of authorized agent and title:~----------------------------------
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Waste Management of Pennsylvania, Inc. 
408 SOak Ave 
Pri~ 9 A 19018 

INVOICE 
Customer:. 
Account Number: 
Invoice Date: 

Invoice Number: 
Due Date: 
WI~ ezPay Account ID: 

Page 1 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
11/01/2009 

1552892-2448-9 
Due Upon Receipt 

00016-10825-62005 

(61 0) 626-7500 _C_urrentJny_oice.Amount - --- -Totai-Amount-Bue- ---- _. 
(BOO) 5n -78+4-F A)(

(215) 269-1671 FAX 

I Account Summary - _. ·: - . : .. : •. 

82.50 .. )l2.5Q. . ·, ~~ 

Description Amount 
Please pay total amount due. Thank you for your 
business. 

Previous Balance 
Total Credits and Adjustments 
Total Payments Received 
Total Current Charges 

Total Amount Due 
Total Amount Past Due 

Service Period: OG1'2Q09/. _.- -\':- :·.-
... , .-

0.00 
0.00 
0.00 

82.50 

82.50 
0.00 

)escription Amount 
<oil-Off 82.50 

Total Current Charges 82.50 ~ 

fuJI payment of the inVOiced amount is not received Within 30 days Of the invoice date, you r /1 !?? 
•ill be charged a monthly /ale fee of 1.5% of the unpaid amount, with a minimum monthly - ,. f jfl ri/ln ''--:;> 
"large of $3.00, or such Jesser late fee allowed under applicable /aw,~:_~~ti?n _ _?!_£ontract. ~ (/ 
or each returned-check.--a-fee·wil/- be·-assessect··on-·yaur rfe>:rbillffigequa/ fo the maximum 

noun! permilled by applicable slate law. j ( (2-- ' 

82.50 0.00 

A&TE MANAGEMENT 

J I I Want to pay this bill on-line? Go to \Wffl.wm com to Jearn V more about WMezPay and make a convenient, secure 
payment. 

000 000 000 82.50 

Payment Coupon I ;-.Yo.ur.AccOunt NumQer··_:~~
Piease detach and enclose this portion wilh your I 

449
_0039838.244

8
.7 . 

Jste Management of Pennsylvania, Inc. 
s s oaK-A\18 

payment- do not seild cash·~-----o~...-:--=c-c-===':.=~:;;";:::::=;::~;::::=:====: 
. , lriv6ic·e. Date ·r_ .· ~-:·,· ___ .:~.)·:vou(hlVoTce-_Ntirjtber -~-1 '1 

11/01/2009 l-1 1652892-2448-9 1 

Waste Management 
introduces WM ezPay/ I 
Pay your WM bill on-line 
at Vl'.\r\'i.wm:com. 

mos, PA 19018 

0) 626-7500 
0) 577-7814 FAX 
srz69:16ifFN( 
<~rn how we Think Green at 
rw.wm.comlthlnkgreen I 

To pay your invoice by 
phone, cal/ 

... - :Due Date.::_.,: · ·· · ToiaiDue_ :x.:. · :,._ :·Amou'ot-Paid ·; • -cl 866-WMI-2PAYor 
p:.=~~~=±cr1~=--~8~2.C>50~~"'1-r'1~" ='-"'~~~Cd"--:.1+ I 866-964-2729. Oj)on ReCeiPC ---

. - ·;:--," -- ---'-'- .--- c 

' 24484490039838015528920000000825000000008250 9' 

000548701 AT0.357 .. AUTO T82280719001 CP1l2392023 f,,,fff,f,,,,,ffff,,,,,,If,,ff,,ff,,,f,,ff,,f,,f,,ff,,f,,f,f,f 
WASTE MANAGEMENT OF PA INC I( ·,f,,ff,,,,ff,,,,,ff,f,f,,,,ffll, ,,,f" Iff," II" ,,,11,1 

Sb<VICE PAINTING INC 
200 PRICE ST 
TRAINER PA 19061-5104 

WASTE MANAGEMENT -SOUTH 
PO BOX 13648 
Philadelphia PA 19101-3648 . 

From everyday colleci:ion to envfronmerdal proU:ctionr 
Think Green? Think Waste J.faJ~agement. . 

FOR Gf-{.l'.f.'GE Ot:' t:nn;:.n:~_o:: tl~ t.r,•v c,~::ollrf't:: '""~•re~ ..,_,.., .. .,., .-.- '"" ·- -- - · · - · --
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Waste Management of Pennsylvania, Inc. 
408 SOak Ave 

Customer: 
Account Number: 
Invoice Date: 
Invoice Numbei-: 
Due Date: 

DA 19018 WM ezPay Account ID: 

I service Location:, 449-~9.83.8 S;>rylce Painting Inc: 200 Pric-e st: Train,er Pa 190~1~510~ 
Date Ticket Description Quantity U/M 
10/31/09 221454 Delivery 20 yd open top 1.00 
11/01/09 1.00 Fuel/environmental charge 1.00 

, I 

Total Current Charges 

Prom eyeryo'ay colleci:ion to environment-al protection, 
Think. Green~ Think IYaste U:anagement. 

FOR CJ-:hf,!Gr= n~ brtn~t:::c,h r.a 1.uv "''='"''"",.. ,,.. .... , ,,_.,.... .-..--. •. -. -- ··· ·----- -

Rate 

Page 3 of 3 
SERVICE PAINTING INC 

449-0039838-2448-7 
11/01/2009 

1552892-2448-9 
Due Upon Receipt 

00016-10825-62005 

Amount 
75.00 

7.50 

.82.50 

17>, 
':d> 

I 
·I 

I 
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Ricci Sand- MATERIAL SAFETY DATA SHEET (MSDS) 

Sand Go., Inc. 

Q-,.'J 2099 Dragston Rd. 
Port Norris NJ 08349 

'('.~l\ Toll Free in USA: 1-888-807-4224 
Tel: (856) 785-0166 
Fax: (856) 785-2136 

Revision 6/24/99 renewed 12/112002 . 

. M:>ll:; I :lp;ntol 

tvr_;l):; J·1n11(::d:·; 

Identity: Crystalline Silica CAS #14808-60-7 

MANUFACTURER IDENTIFICATION 

Ricci Bros Sand Co., Inc 

(M 

2099 Dragston Rd. P.O. Box 664 Port Norris NJ USA 08349 

856-785-0166 or 856-785-2136 fax 

HAZARDOUS INGREDIENTS/IDENTITY INFORMATION 

Chemical Components: Silica, Crystalline Quartz (respirable). Specific Chemical Identity: Silicon Dioxide, Si02. 

Composition: Si02: 95%, minimum Balance: Fe20 3, CaO, Na20, MgO Al20 3, K20, Ti02. Common Identity: Silica Sand, 

Crystalline Silica, Sandblast Sand, Filter Sand, Filter Gravel or trade name (**See page r.vo for more trade names). 

Page I of 4 

Permissable Exposure Limits: Exposure to airborne crystalline silica shall not exceed an 8 hour time weighted average 

(TWA) limit as stated in 29CFR191 0.1000 (refer to referenco 1). Threshold Limit Values (TLVs) for exposure to crystalline 

silica: Crystalline silica TLV: 10/(%crystalline silica +2) mg/m3. Total silica TLV: 30/(%crystalllne silica +2) mgtm3. ACGIH 

TLV: 0.10mg/m3 for 8 hr time weighted average for 100% crystalline silica (see reference 2). NIOSH TLV: 0.05 mgtm3 for 10 

hr shift, 40 hr. week for 100% crystalline silica (see reference 3). 

PHYSICAL/CHEMICAL CHARACTERISTICS 

Boiling Point: 4046F. Specific Gravity: 2.65. Melting Point: 3050F. Vapor Pressure: none. Evaporation Rate {Butyl 

Acetate=1): none. Vapor Density (Air=1}: none. Solubility In water: insoluble. Appearance and Odor: white, grey or tan, 

no odor or taste. 

FIRE, EXPLOSION AND REACTIVITY DATA 

Flash Point: non-flammable. Flammable Limits: none. LEL: none. UEL: none. Extinguishing Media: none required. 

Special Flrefightlng Procedures: N/A. Unusunl Fire and Explosion Hazards: N/A Stability: stable. Conditions to avoid: 

none. Incompatibility (materials to avoid): Contact wilh agents suc/1 as molten magnesium, fluorine, clllon"ne lriflouride, 

manganese tn"oxido, oxygen difluon"de, or1Jydwflu01ic acid may cause fims or cOIIOsive gases. Hazardous Polyme1·ization: 

http://www.riccisand.com/pages/msds-eng.html 3/16/2012 



Ricci Sand - MATERIAL SAFETY DATA SHEET (MSDS) Page 2 of4 

will not occur. 

HEALTH HAZARD DATA 

Routes of Entry: Inhalation? Yes. Skin? No. Ingestion? No. Acute and Chronic Health Hazards: Prolonged exposure to 

c1ystafline silica by iol1alalion may cause silicosis, a fibrosis (scardng) of the lungs wl1ich can be progressive and may lead to 

death. Silica as Related to Carcinogenicity: Crystalline siNca (quartz) inhaled from occupational sauces is classified by the 

lntemafionaf Agency for Research on CanG"6f (/ARC) as class 1: carcinogenic to lwmans (see reference 4); Signs and 

Symptons of Exposure: Shortness of breath, reducerJ pumonary function, cougl1ing, w;mezing. and possible chest illness. 

Medical Conditions Generally Aggravated by Exposure: Bronchitis, Emphysema and Asthma. Smoking is known to 

aggravate the effects of exposure. Persons with silicosis may develop tuberculosis (reference 5). Exposure to crystalline silica 

may also result in scleroderma and/or kidney disease (reference 5). Emergency First Aid Procedures: For sand in eyes, 

immediately flush with water. For gross inhalation, remove person to fresh air and seek medical attention accordingly. 

CONTROL MEASURES 

Workplace Dust Surveys: Test the employee personal breatiJing zone for crystafline silica using dust sampling equipment 

and real time dust monitoring equipment (refer to reference 9). Respiratory Protection: Usc NIOSH/MSHA approved (ANSI 

Z88.2 Part 11) particulate respirators wilh this product. Put in place a respiratory protection and monitoring program which 

meets the requirements of 29CFR 1910.134: "Respiratory Protection". (Refer to references 6 and 7). Select respiratory based 

on tile results of tim workplace dust surveys. Use respirators that protect against tho !Jigflost concentrations of crystalline 

silica if tile actual concentmtion is unlmown. Choose respiratory protection that meets tile requirements of tlw taiJ!e below 

(refer to references 3 and 9): 

Concentration of Crystalline 

Silica in Multiples of 

Standard 

<=5X 

<<=10X 

<=100X 

<=200X 

200X 

Recommended Respirator Type 

Single use (valveless dust respirator) 

Quarter or half"mask respirator with replaceable dust filter or single use (with valve) dust 

respirator OR type C, demand type (negative pressure), with quarter or half mask facepiece 

Full facepiece respirator with replaceable dust filter OR Type C, demand type (negative 

pressure), with ful!facepiece 

Powered air purifying (positive pressure) respirator with replaceable appHcab!e filter or with 

99.7% efficient HEPA-type filter 

Type C, supplied air respirator, continuous flow type with full facepiece, hood or helmet 

Engineering and Administrative Controls Use designed ventilation systems as the primary method to remove crystalline 

silica from workplace air. Use aclministative controls sucfl as job rotation ancl water spray to supplement engineering controls 

and respiratory protection. If sandblasting use a respirator approved by NIOSII for abrasive blasting operations. Enclose the 

operation in a properly designed and maintained blasting enclosure (see reference 8). Other Protective Clothing or 

tqulpment: Use gfoves, protective cfotiJing and ANSI-approved eye protection wit11 t11is product. Medical Surveilance: 

Make bkmrwal anmml medical evatrmtions available to all workers whom may be exposed to crystalline silica. Include in/lie 

evaluations t11e employee medical flistory, cllest X-Ray, pulmonary functions and review by a pl>ysician (see reference 3). 

PRECAUTIONS FOR SAFE HANDLING AND USE 

Steps to be Taken in Case Material is Released or Spilled: Use dustless method (water or wet HEPA-type vacuum) if not 

contaminated. Use water sprays and shovels to dean up spills. Do not dry sweep tflis product with brooms. Do NOT use 

compressed air to clean up product. If contaminated use recommended method for contaminate. Waste Disposal Method: 

Dispose in accordance with federal, state and local regulations. Work/Hygenic Practices: Avoid creating and breathing dust. 

Warn and train your employees and customers of the hawrds of this product in accordance with applicable ''Right to Know'' 

http://www .ri ccisancl. com/pagcs/mscls-eng. htm1 3/16/2012 



( 

Ricci Sand - MATERIAL SAFETY DATA SHEET (MSDS) Page 3 of4 

practices. Do not smoke if working with silica products. Refer to the guidelines in references 11, 12 and 13 while working wi/IJ 

ctystalline silica. 

OSHA HAZARD COMMUNICATION 

T!Jis product faffs under the OSHA Hazard Communication Standard 29CFR1910.1200 (see reference 10). Refer to "Hazard 

Communication Labeling and Warning" document: _l!l(p://-,·,~r;\'/.1 kci~·;:lli(l.cotn!p;Hi'-'~;/iJ:khfJ;~I.ilillll. 

HEFERENCES 

1. Code of Federal Regulations 29CFR1910.1000: "Air Contaminants," Occupational Safety and Heallh Administration 

{OSHA), Washington, DC, hUp:l/wm·.r.o:>ha.tp)\1. 

2. Threshold limit Values and Exposure Indices for Chemical Substances in Workroom Air," American Conference of 

Governmental Industrial Hygenists (ACGIH), Cincinnati, OH 1988, lll!p://•:J\'/1'/.dC']iluHq. 

3. National Technical Information Service, Springfield VA (7031487-4650): Criteria for a Recommended Standard~ 

Occupational Exposure to Crystalline Silica, HEW Publication No. (NIOSH) 75-120, NTIS Acquisilion No. PB 246-697, 

l1llp :/i\'J\'/1.'/.Illb. I iOV. 

4. !ARC Monographs on the Evaluation of the Carcinogenic Risk of Chemicals to Humans~Si!ica and Some Silicates, Coal 

Dust and Para-Aramid Fibrils, Vol. 68, 1997 . World Health Organization, International Agency for Research on Cancer 

(!ARC}, Lyon, France, 1997, !1\tp:/NNNJ.i:nc.l(. 

5. Crystalline Silica Health Effects. National Industrial Sand Association (NISA), Calverton, MD, 1997. 

ll\1p:/A'.•WV/.I il:cic;;l!ld.cnlllf)J:ll p):;/i'i1J(l[li11.1illlil. 

6. Code of Federal Regulations, 29CFR Part 1910.134: "Respiratory Protection," Occup<~lional Safety and Health 

Administration (OSHA), Washington, DC 1993. li!lp:l/<.'i'·.'i\'/.w~ln_quv. 

7. "American National Standards Institute (ANSI) Practices for Respiratory Protection," ANSI 288.2-1992, ANSI, New York, 

i 1\11): //'.'/\,'!'.'/. ~ 1no'.i .fJJ q. 

8. "Air Quality: Health Standards for Abrasive Blasting .. Final Rule," Federal Register 59.3<1, 2/18/9t1. 

9. ASTM E1132-89 (Reapproved 1993): "Standard Practice for Health Requirements Relating to Occupational Exposure to 
Quartz Dust," Amcricrm Society for Testing and Mtltcrials (ASTM), Plli!a, PA, illl!):/i,:;·.W/.odlii.OJq. 

10. Occupational Safety and Health Administration (OSHA) Regulations (Standards- 29 CFR)- 1910.1200 -!Iazard 

Communication, liltp://'.'J\'1\'J.o:;lw.I!OV/pl:;/cdl;J\.'/(:!J/n•N;ntdi.:;c;Jrch ftH Jn'?p (hl1.: \Vrl<: ;: J ;\NI )/\I {I ;;;,';p loc i;ev1:l 0. 

11. National Institute for Occupational Safety and Health (NIOSH}, "A Guide to Working Safely with Silica," 1997. 

l1llp ://'.'/1.'/\'/.CdC.I JU\1/JliU:; 11/0\ hCI !)\II l .11\!! 1]. 

12. NIOSH Publications {1992-1996).11\!p://'.'/\'i\'J.cdc_!Jt.W/nio: h/I:O;J:;ilic.hlllil. Preventing Silicosis and Deaths in Construction 

Workers--DHHS (NIOSH) Publication No. 96-112. hHp"//vt>.'J"·:i.cdug>villio:~il/~J/--1 U/.hlnll. Preventing Silicosis and Deaths 

from Rock Drilling--DHHS (NIOSH) Publication No. 92~107. ill\!):1/'.'i>'J':/.(dl' q(lv/nkdl/:l) W:J.ii!f(il. Preventing Silicosis and 

Dealhs from Sandblasling--DHHS (NIOSH) Publication No. 92-102. 

13. NIOSH Resprator User's Notice: Attention: All Users of Type CE, Abrasive-Blast Supplied-Air Respirators, National 

Institute for Occupational Safety and Health (NIOSH), May 23,1996. lll!p://v.•\':'.'J.cJc.quv/nio:·;iJhhr <l~;i- l.l"ltn II. 

http:/ /w1 vw. riccisand. com/pages/msds-eng.html 3/16/2012 
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. Ricci Sand - MATERIAL SAFETY DATA SHEET (MSDS) 

NOTICE 

TilE INFORMATION CONTAINED IN TillS MATERIAL SAFETY DATA SHEET IS BELIEVED TO BE CORRECT. RICCI 

BROS SAND COMPANY, INC. MAKES NO WARRANTIES, EXPRESS OR IMPLIED, AND ASSUMES NO LIABLITY IN 

CONNECTION WITH ANY USE OF THIS INFORMATION. CUSTOMERS AND USERS OF THESE SILICA PRODUCTS 

MUST COMPLY WITH ALL APPLICABLE FEDERAL, STATE, LOCAL REGULATIONS, AND MUST SEEK MEDICAL, 

LEGAL AND TECHNICAL OPINONS REGARDING THEIR USE AND THEIR HAZARDS. 

"TRADE NAME LISTING OF SILICON DIOXIDE AS PRODUCED BY RICCI BROS. SAND CO., INC. OTHcH TRADE 

NAMES MAY APPLY. 

Industrial Sands: 000, 00, OON, 0, 1, 2, 3, 10, 20, 30, 40, 10 grit-50 gtit. Filtor Modi.:l: 0.10-3.0 mm. Foundry Sand: 

Page 4 of4 

AFS 30 thru 100, cement lining sand, P30, P40, etc. Well Gravel: 00 thru #4. Gravels: Sizes 1.2 ·63.0mm. Other Media: C-

3, reactor sand, runway traction sand, torpedo sand, pump sand, pool ftlter sand, play sand, sewage sand, mason sand. 

Blends: 0-1 blend, 20-30 grit, 0.8-2.0mm, etc. 

http://www.riccisand.com/pages/msds-eng.html 3/16/2012 



® Always Innovative. Always Reliable. 

experience, trust, service 

Autofax #00095609 
.page 1 of2 

Updated: 01/.12/10 

MSDS - MARCO GARNET® 

I. 

Identity 

Company 
Identification 

11. Chemical Identity & 
Ingredients 

Ill. Physical & Chemical 
Characteristics 

IV. Fire & Explosion 
Hazard Data 

V. . Reactivity Data 

VI. Health Hazard Data 

Marco Garnet 

Supplier: 
Address: 

Emergency Phone Number: 
ProductJnformation: 

."/! 

Marco 
3425 East Locust Street 
Davenport, Iowa 52803 
800.252.7848 
800.252.7848 

Marco's washed Indian Garnet is a natural mixture of ALMANDINE GARNET. having a chemical 
composition of fe3Ai2(SiOJ3 with Mn and Mg in partial substitution for Fe in the formula, and other 
minerals. CAS No.: 1302-62-1 (Almandine). 

Hazardous Ingredients: The following substances are present and regulated by OSHA & ACGIH limits 

Substan<e WT.% OSHA/ ACGIH Limitin Use* 

Nuisance Dust N/A 15mg/m3 

Respirable Dust N/A 5 mg/m3 

Crystalline Silica <1.0% 0.10 mg/m3 

*If these levels are exceeded, adequate respiratory protection must be employed. 

Melting Point: 1315'C 
Solubility in Water: Insoluble 

Specific Gravity (H20 = 1.0): 4.0-4.1 
Appearance_& Odor: Deep red, reddish brown; no odor 

Flash Point {method used): Material is a non-flammable solid 

Flammable Limits: not applicable lEl: N/A UEL: N/A 

Extinguishing Media: Use extinguishing media appropriate for the surrounding fire. 

Special Fire Fighting Procedures: As appropriate to surrounding fire. Fire fighters should be 
protected from nuisance dust. 

Unusual Fire and Explosion Hazards: None. 

Stability: ( ) u'nstable 

Hazardous Decomposition or Byproducts: None known. 

Hazardous Polymerization: Will not cccur. 

Incompatibility (material to avoid): None known. 

{x) Stable INERT 

Conditions to Avoid: None known. Almandine Garnet is an inert, stable solid needing no special 
handling in normal use. 

Route(s) of Entry Possible: None 

Health Hazards (acute and chronic due to overexposure): 
Inhalation: Dust may cause irritation of nasal and respiratory tract or coughing. 
Eyes: Dust may cause irritation. 
Ingestion: No known effect, however ingestion not recommended 



AUtOfax ffUUU~~bU~ 

page2of2 
upaatea: 01/11/10 

MSDS - MARCO GARNET® 

VI. Health Hazard Data 
(continued) 

VII. Precautions for Safe 
Handling & Use 

VIII. Control Measures 

Carcinogenicity NTP 
C~fslalline Silica (quartz) 
Contaions less than 0.5% 

!ARC Monographs 
No.42 
N/A 

OSHA Regulations 
0.1 mg/m3 

Medical Conditions Generally Aggravated by Exposure: Chronic bronchitis, emphysema and other 
lung diseases may be aggravated by exposure to nuisance dust. 

Emergency and First Aid Procedures: 
Eye Contact: Wash eyes with water to flush out dust particles. 
Skin Contact: Wash affected area with soap and water. 
Inhalation: Remove From source of dust and obtain other medical assistance. 
Ingestion: Obtain medical assistance, if needed 

Steps to be Taken in Case Material is Released or Spilled: No special precautions are necessary. 
Sweep or vacuum material for disposal. Prevent generation of dust'during clean up. 

Waste Disposal Methods: Follow local, state and federal guidelines for disposal of inert solid waste. 
Material contaminated in use may require special handling . . o • 

/' 

Precautions to be Taken In Handling and Storage: None - Use good housekeeping practices to 
reduce dust; use approved hand, eye and respiratory protection when handling material. 

Other Precautions: Use material ONLY for the purposes intended and Incorporate methods of dust 
control to maintain airborne dust within federal or local TLV limits. 

Respiratory Protection: NIOSH/MSHA approved filters and air supplied hoods For blasters. 

Ventilation: Yes 
Mechanical (general): Meet dust TLV 
Other: None 

local Exhaust: Use when blast cleaning 
Special: None 

Protection Gloves: Leal her, or equivalent -In use Eye Protection: Safety glasses with side shields 

Other Protectil(e Clothing or Equipment: Hearing protection when working near blast cleaning 
operations. 

Work/Hygienic Practices: Maintain a dean and safe work environment and monitor work practices. 

I A WARNING I Breathing dust containing silica could cause silicosis, a fatal lung disease. Breathing dust 
L. -------'· during blasting operations, post-blast cleaning operations, and/or servicing equipment 
wit!lin the blasting area may expose an individual to conditions that could cause asbestosis, lead poisoning 
and/or other serious or fatal diseases. Harmful dust containing toxic material from abrasives or surfaces being 
blasted can remain suspended in the air for long periods of time after blasting has ceased. A NIOSH-approved, 
well-maintained, respirator designed for the specific operation being performed must be used by anyone blasting, 
handling or using the abrasive, and anyone in the area of the dust. Failure to comply with the above warning 
could result in death or serious Injury. 

I A WARNING I You must comply with all OSHA, local, City, State, Province: Country and jurisdiction 
L. -..,.---.,--:;----'· regulations, ordinances and standards, related to your particular work area and 
environment. Keep unprotected individuals out of the work area. Failure to comply with the above warning could 
result in death or serious Injury. · 

DISCLAIMER: The Information In this MSDS was obtained from sources, which we believe are reliable. However, 
the Information Is provided without any representation or warranty, expressed or Implied, regarding accuracy. 
These conditions or methods of handling, storage use and disposal of the product are beyond our contro!_and 
may be beyond our knowledge. For this and other reasons, we do not assume responsibiUty and expres!fy 
disclaim liability for loss, damage or expense arising out of or in any way connected with the handling, storage, 
use or disposal of the product. Customers/users of sH/ca must comply with all applicable health and safety laws, 
regulations and orders, including the OSHA Hazardous Communication Standard. 

MARCO I 3425 East locust Street I Davenport, lA 52803 I 800.252.7348 I Fax: 563.324.6258 I W\WI.marcousa.com I Email: sales@marcousa.com 
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DATE OF PREPARATION
Jan 9, 2009

MATERIAL SAFETY DATA SHEET

B65B600
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65B600

PRODUCT NAME
ACROLON® 218 HS Polyurethane - Gloss (Part A), Black

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.7 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

4 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

2 64742-94-5 Medium Aromatic Hydrocarbons
ACGIH TLV Not Available 0.12 mm
OSHA PEL Not Available

0.3 91-20-3 Naphthalene
ACGIH TLV 10 PPM 1 mm
ACGIH TLV 15 PPM STEL
OSHA PEL 10 PPM
OSHA PEL 15 PPM STEL

5 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

9 123-86-4 n-Butyl Acetate
ACGIH TLV 150 PPM 10 mm
ACGIH TLV 200 PPM STEL
OSHA PEL 150 PPM
OSHA PEL 200 PPM STEL

6 108-65-6 1-Methoxy-2-Propanol Acetate
ACGIH TLV Not Available 1.8 mm
OSHA PEL Not Available

33 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

1 1333-86-4 Carbon Black
ACGIH TLV 3.5 MG/M3
OSHA PEL 3.5 MG/M3



B65B600
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UEL
13.1

LEL
0.8

FLASH POINT
55° F PMCC

HMIS Codes
Health 2*

Flammability 3
Reactivity 0

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, blood forming and reproductive

systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA

 get medical attention.IMMEDIATELY
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.
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SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

Where overspray is present, a positive pressure air supplied respirator (TC19C NIOSH/MSHA approved) should be worn. If unavailable, a
properly fitted organic vapor/particulate respirator approved by NIOSH/MSHA for protection against materials in Section 2 may be
effective. Follow respirator manufacturers directions for use. Wear the respirator for the whole time of spraying and until all vapors and
mists are gone. NO PERSONS SHOULD BE ALLOWED IN THE AREA WHERE THIS PRODUCT IS BEING USED UNLESS EQUIPPED
WITH THE SAME RESPIRATOR PROTECTION RECOMMENDED FOR THE PAINTERS.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 10.72 lb/gal 1284 g/l
SPECIFIC GRAVITY 1.29

BOILING POINT 174 - 415° F 78 - 212° C
MELTING POINT Not Available

VOLATILE VOLUME 40%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.92lb/gal 350g/l Less Water and Federally Exempt Solvents
2.92lb/gal 350g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.
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Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

Carbon Black is classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data, however, there is
insufficient evidence in humans for its carcinogenicity.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-94-5 Medium Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

91-20-3 Naphthalene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

123-86-4 n-Butyl Acetate
LC50 RAT 4HR 2000 ppm
LD50 RAT 13100 mg/kg

108-65-6 1-Methoxy-2-Propanol Acetate
LC50 RAT 4HR Not Available
LD50 RAT 8500 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1333-86-4 Carbon Black
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Naphthalene 100 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG II, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG II, (13 C c.c.), EmS F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.7
1330-20-7 Xylene 4
91-20-3 Naphthalene 0.2
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Jan 9, 2009

MATERIAL SAFETY DATA SHEET

B65W611
09 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65W611

PRODUCT NAME
ACROLON® 218 HS Polyurethane - Gloss (Part A), Extra White/Tint Base

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.6 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

3 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

2 64742-94-5 Medium Aromatic Hydrocarbons
ACGIH TLV Not Available 0.12 mm
OSHA PEL Not Available

0.2 91-20-3 Naphthalene
ACGIH TLV 10 PPM 1 mm
ACGIH TLV 15 PPM STEL
OSHA PEL 10 PPM
OSHA PEL 15 PPM STEL

5 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

8 123-86-4 n-Butyl Acetate
ACGIH TLV 150 PPM 10 mm
ACGIH TLV 200 PPM STEL
OSHA PEL 150 PPM
OSHA PEL 200 PPM STEL

5 108-65-6 1-Methoxy-2-Propanol Acetate
ACGIH TLV Not Available 1.8 mm
OSHA PEL Not Available

15 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

21 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction
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UEL
13.1

LEL
0.8

FLASH POINT
55° F PMCC

HMIS Codes
Health 2*

Flammability 3
Reactivity 0

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, blood forming and reproductive

systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA

 get medical attention.IMMEDIATELY
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.
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SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

Where overspray is present, a positive pressure air supplied respirator (TC19C NIOSH/MSHA approved) should be worn. If unavailable, a
properly fitted organic vapor/particulate respirator approved by NIOSH/MSHA for protection against materials in Section 2 may be
effective. Follow respirator manufacturers directions for use. Wear the respirator for the whole time of spraying and until all vapors and
mists are gone. NO PERSONS SHOULD BE ALLOWED IN THE AREA WHERE THIS PRODUCT IS BEING USED UNLESS EQUIPPED
WITH THE SAME RESPIRATOR PROTECTION RECOMMENDED FOR THE PAINTERS.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.34 lb/gal 1358 g/l
SPECIFIC GRAVITY 1.36

BOILING POINT 174 - 415° F 78 - 212° C
MELTING POINT Not Available

VOLATILE VOLUME 40%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.90lb/gal 348g/l Less Water and Federally Exempt Solvents
2.90lb/gal 348g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.
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Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-94-5 Medium Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

91-20-3 Naphthalene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

123-86-4 n-Butyl Acetate
LC50 RAT 4HR 2000 ppm
LD50 RAT 13100 mg/kg

108-65-6 1-Methoxy-2-Propanol Acetate
LC50 RAT 4HR Not Available
LD50 RAT 8500 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Naphthalene 100 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG II, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG II, (13 C c.c.), EmS F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.5
1330-20-7 Xylene 3
91-20-3 Naphthalene 0.2
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65T604

PRODUCT NAME
ACROLON® 218 HS Polyurethane - Gloss (Part A), Ultradeep/Clear Tint Base

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.4 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

2 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 64742-94-5 Medium Aromatic Hydrocarbons
ACGIH TLV Not Available 0.12 mm
OSHA PEL Not Available

0.2 91-20-3 Naphthalene
ACGIH TLV 10 PPM 1 mm
ACGIH TLV 15 PPM STEL
OSHA PEL 10 PPM
OSHA PEL 15 PPM STEL

4 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

10 123-86-4 n-Butyl Acetate
ACGIH TLV 150 PPM 10 mm
ACGIH TLV 200 PPM STEL
OSHA PEL 150 PPM
OSHA PEL 200 PPM STEL

6 108-65-6 1-Methoxy-2-Propanol Acetate
ACGIH TLV Not Available 1.8 mm
OSHA PEL Not Available

31 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

SECTION 3 — HAZARDS IDENTIFICATION
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UEL
13.1

LEL
0.8

FLASH POINT
55° F PMCC

HMIS Codes
Health 2*

Flammability 3
Reactivity 0

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, blood forming and reproductive

systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA

 get medical attention.IMMEDIATELY
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.
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SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

Where overspray is present, a positive pressure air supplied respirator (TC19C NIOSH/MSHA approved) should be worn. If unavailable, a
properly fitted organic vapor/particulate respirator approved by NIOSH/MSHA for protection against materials in Section 2 may be
effective. Follow respirator manufacturers directions for use. Wear the respirator for the whole time of spraying and until all vapors and
mists are gone. NO PERSONS SHOULD BE ALLOWED IN THE AREA WHERE THIS PRODUCT IS BEING USED UNLESS EQUIPPED
WITH THE SAME RESPIRATOR PROTECTION RECOMMENDED FOR THE PAINTERS.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 10.64 lb/gal 1275 g/l
SPECIFIC GRAVITY 1.28

BOILING POINT 174 - 415° F 78 - 212° C
MELTING POINT Not Available

VOLATILE VOLUME 36%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.66lb/gal 319g/l Less Water and Federally Exempt Solvents
2.66lb/gal 319g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.
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Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-94-5 Medium Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

91-20-3 Naphthalene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

123-86-4 n-Butyl Acetate
LC50 RAT 4HR 2000 ppm
LD50 RAT 13100 mg/kg

108-65-6 1-Methoxy-2-Propanol Acetate
LC50 RAT 4HR Not Available
LD50 RAT 8500 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, 3, PG II, (ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG II, (13 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.4
1330-20-7 Xylene 2
91-20-3 Naphthalene 0.2
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 1
Reactivity 1

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B65V600
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65V600

PRODUCT NAME
ACROLON 218 HS Acrylic Polyurethane (Part B), Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.7 822-06-0 Hexamethylene Diisocyanate (max.)

ACGIH TLV 0.005 PPM 0.05 mm
OSHA PEL Not Available

100 28182-81-2 Hexamethylene Diisocyanate Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
EYE or SKIN contact with product.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA
 get medical attention.IMMEDIATELY

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES
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UEL
N.A.

LEL
N.A.

FLASH POINT
> 200° F PMCC

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
All personnel in the area should be protected as in Section 8.
Cover spill with absorbent material. Deactivate spilled material with a 10% ammonium hydroxide solution (household ammonia). After 10
minutes, collect in open containers and add more ammonia. Cover loosely. Wash spill area with soap and water.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

Where overspray is present, a positive pressure air supplied respirator (TC19C NIOSH/MSHA approved) should be worn. If unavailable, a
properly fitted organic vapor/particulate respirator approved by NIOSH/MSHA for protection against materials in Section 2 may be
effective. Follow respirator manufacturers directions for use. Wear the respirator for the whole time of spraying and until all vapors and
mists are gone. NO PERSONS SHOULD BE ALLOWED IN THE AREA WHERE THIS PRODUCT IS BEING USED UNLESS EQUIPPED
WITH THE SAME RESPIRATOR PROTECTION RECOMMENDED FOR THE PAINTERS.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.41 lb/gal 1127 g/l
SPECIFIC GRAVITY 1.13

BOILING POINT Not Applicable
MELTING POINT Not Available

VOLATILE VOLUME 0%
EVAPORATION RATE N.A.

VAPOR DENSITY N.A.
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
0.00lb/gal 0g/l Less Water and Federally Exempt Solvents
0.00lb/gal 0g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

Contamination with Water, Alcohols, Amines and other compounds which react with isocyanates, may result in dangerous pressure in, and
possible bursting of, closed containers.

HAZARDOUS DECOMPOSITION PRODUCTS
By fire: Carbon Dioxide, Carbon Monoxide

HAZARDOUS POLYMERIZATION
Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.

TOXICOLOGY DATA
CAS No. Ingredient Name
822-06-0 Hexamethylene Diisocyanate (max.)

LC50 RAT 4HR Not Available
LD50 RAT 738 mg/kg

28182-81-2 Hexamethylene Diisocyanate Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.

Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Feb 20, 2009

MATERIAL SAFETY DATA SHEET

B62Y110
08 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62Y110

PRODUCT NAME
COPOXY Shop Primer (Part A), Gold

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*
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HMIS Codes
Health 3*

Flammability 2
Reactivity 0

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.2 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

1 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

3 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

1 108-67-8 1,3,5-Trimethylbenzene
ACGIH TLV 25 PPM 2 mm
OSHA PEL 25 PPM

4 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

6 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 PPM (Skin) CEILING

3 100-51-6 Phenylmethanol
ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

2 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

12 Proprietary Polyamine
ACGIH TLV Not Available
OSHA PEL Not Available

10 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

2 14807-96-6 Talc
ACGIH TLV Not Available
OSHA PEL Not Available

27 7727-43-7 Barium Sulfate
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

12 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, nervous and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
11.2

LEL
0.7

FLASH POINT
110° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
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Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 14.37 lb/gal 1721 g/l
SPECIFIC GRAVITY 1.73

BOILING POINT 243 - 405° F 117 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 37%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.72lb/gal 326g/l Less Water and Federally Exempt Solvents
2.72lb/gal 326g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

108-67-8 1,3,5-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

100-51-6 Phenylmethanol
LC50 RAT 4HR Not Available
LD50 RAT Not Available

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

Proprietary Polyamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

7727-43-7 Barium Sulfate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (43 C c.c.), EmS F-E, S-E



B62Y110

page 6 of 6

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.1
1330-20-7 Xylene 1
95-63-6 1,2,4-Trimethylbenzene 4
71-36-3 1-Butanol 6
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Feb 20, 2009

MATERIAL SAFETY DATA SHEET

B62V110
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62V110

PRODUCT NAME
COPOXY Shop Primer (Part B), Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.4 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

2 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

2 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

6 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

32 25068-38-6 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

35 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

3 14807-96-6 Talc
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
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UEL
7.9

LEL
0.7

FLASH POINT
121° F PMCC

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
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RESPIRATORY PROTECTION
If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator

approved by NIOSH/MSHA for protection against materials in Section 2.
When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this

product, underlying paint, or the abrasive.
PROTECTIVE GLOVES

Wear gloves which are recommended by glove supplier for protection against materials in Section 2.
EYE PROTECTION

Wear safety spectacles with unperforated sideshields.
OTHER PROTECTIVE EQUIPMENT

Use of barrier cream on exposed skin is recommended.
OTHER PRECAUTIONS

This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON
ALL COMPONENTS.

Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.22 lb/gal 1464 g/l
SPECIFIC GRAVITY 1.47

BOILING POINT 281 - 360° F 138 - 182° C
MELTING POINT Not Available

VOLATILE VOLUME 23%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.67lb/gal 200g/l Less Water and Federally Exempt Solvents
1.67lb/gal 200g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

25068-38-6 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (49 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.3
1330-20-7 Xylene 2
95-63-6 1,2,4-Trimethylbenzene 2
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET

B62A290
03 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62A290

PRODUCT NAME
COR-COTE® HT Tank Lining and Hi-Temp Coating (Part A), Gray

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
9 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

6 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

53 28064-14-4 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

0.1 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

12 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

6 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the nervous and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.
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UEL
10.0

LEL
1.8

FLASH POINT
87° F PMCC

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.
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OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.38 lb/gal 1364 g/l
SPECIFIC GRAVITY 1.37

BOILING POINT 174 - 405° F 78 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 22%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.74lb/gal 209g/l Less Water and Federally Exempt Solvents
1.74lb/gal 209g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when

sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but

inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

28064-14-4 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT 4000 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.
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SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

Bulk Containers may be Shipped as:
UN1263, PAINT, 3, PG III, (ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (31 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.



page 1 of 4

HMIS Codes
Health 3*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Sep 15, 2008

MATERIAL SAFETY DATA SHEET

B62V290
02 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62V290

PRODUCT NAME
COR-COTE® HT Tank Lining and Hi-Temp Coating Hardener (Part B)

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
2 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

15 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

5 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

78 6864-37-5 Cyclohexanamine
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the nervous and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
10.0

LEL
1.8

FLASH POINT
131° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
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Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 7.71 lb/gal 924 g/l
SPECIFIC GRAVITY 0.93

BOILING POINT 174 - 405° F 78 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 18%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.25lb/gal 150g/l Less Water and Federally Exempt Solvents
1.25lb/gal 150g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

6864-37-5 Cyclohexanamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

No data available.



B62V290

page 4 of 4

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
CALIFORNIA PROPOSITION 65

WARNING: This product contains a chemical known to the State of California to cause cancer.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Feb 6, 2009

MATERIAL SAFETY DATA SHEET

B65B11
18 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65B11

PRODUCT NAME
COROTHANE® I - COAL TAR Moisture Cure Urethane, Black

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*
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HMIS Codes
Health 3*

Flammability 3
Reactivity 2

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.6 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

4 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

2 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

3 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

4 64742-94-5 Medium Aromatic Hydrocarbons
ACGIH TLV Not Available 0.12 mm
OSHA PEL Not Available

0.7 91-20-3 Naphthalene
ACGIH TLV 10 PPM 1 mm
ACGIH TLV 15 PPM STEL
OSHA PEL 10 PPM
OSHA PEL 15 PPM STEL

4 108-10-1 Methyl Isobutyl Ketone
ACGIH TLV 50 PPM 16 mm
ACGIH TLV 75 PPM STEL
OSHA PEL 50 PPM
OSHA PEL 75 PPM STEL

3 101-68-8 4, 4'-Diphenylmethane Diisocyanate
ACGIH TLV 0.005 PPM
OSHA PEL 0.02 PPM CEILING

14 65996-93-2 Refined Coal Tar Pitch
ACGIH TLV 0.2 MG/M3
OSHA PEL 0.2 MG/M3

1 4083-64-1 p-Toluenesulfonyl Isocyanate
ACGIH TLV Not Available
OSHA PEL Not Available

10 9016-87-9 Diphenylmethane Diisocyanate Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

1 Proprietary Toluene Diisocyanate Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

6 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

23 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

6 7727-43-7 Barium Sulfate
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
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UEL
7.5

LEL
0.7

FLASH POINT
98° F PMCC

Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Discard contaminated clothing and shoes.
INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA

 get medical attention.IMMEDIATELY
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
All personnel in the area should be protected as in Section 8.
Cover spill with absorbent material. Deactivate spilled material with a 10% ammonium hydroxide solution (household ammonia). After 10
minutes, collect in open containers and add more ammonia. Cover loosely. Wash spill area with soap and water.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).
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VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

For spray application, wear a full face positive pressure air supplied respirator, TC19C NIOSH/MSHA approved. For brush application, wear
an organic vapor NIOSH/MSHA approved respirator. Follow respirator manufacturer's directions for use.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear Nitrile/NBR gloves.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin. For spray application, wear full body disposable protective clothing.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.65 lb/gal 1516 g/l
SPECIFIC GRAVITY 1.52

BOILING POINT 237 - 415° F 113 - 212° C
MELTING POINT Not Available

VOLATILE VOLUME 35%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.52lb/gal 302g/l Less Water and Federally Exempt Solvents
2.52lb/gal 302g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

Contamination with Water, Alcohols, Amines and other compounds which react with isocyanates, may result in dangerous pressure in, and
possible bursting of, closed containers.

HAZARDOUS DECOMPOSITION PRODUCTS
By fire: Carbon Dioxide, Carbon Monoxide , Oxides of Nitrogen, possibility of Hydrogen Cyanide

HAZARDOUS POLYMERIZATION
Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Coal Tar Pitch is listed by NTP. Human and animal studies indicate that prolonged overexposure to Coal Tar Pitch can cause cancer of the
skin, lung, bladder and gastrointestinal tract. Inhalation of Coal Tar Pitch Volatiles at application temperatures would not be expected as
they are vaporized only at very high temperatures.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

64742-94-5 Medium Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

91-20-3 Naphthalene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

108-10-1 Methyl Isobutyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2080 mg/kg

101-68-8 4, 4'-Diphenylmethane Diisocyanate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

65996-93-2 Refined Coal Tar Pitch
LC50 RAT 4HR Not Available
LD50 RAT Not Available

4083-64-1 p-Toluenesulfonyl Isocyanate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

9016-87-9 Diphenylmethane Diisocyanate Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Toluene Diisocyanate Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

7727-43-7 Barium Sulfate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Naphthalene 100 lb RQ
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Xylenes (isomers and mixture) 100 lb RQ
Bulk Containers may be Shipped as (check reportable quantities):

RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (37 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.6
1330-20-7 Xylene 4
95-63-6 1,2,4-Trimethylbenzene 3
91-20-3 Naphthalene 0.6
108-10-1 Methyl Isobutyl Ketone 4
101-68-8 4, 4'-Diphenylmethane Diisocyanate 3
9016-87-9 Diphenylmethane Diisocyanate Polymer 10
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET

B65W51
14 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65W51

PRODUCT NAME
COROTHANE® I - HS Moisture Cure Urethane, Extra White/Tint Base

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*
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HMIS Codes
Health 3*

Flammability 2
Reactivity 2

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.7 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

4 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

2 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

2 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

1 108-10-1 Methyl Isobutyl Ketone
ACGIH TLV 50 PPM 16 mm
ACGIH TLV 75 PPM STEL
OSHA PEL 50 PPM
OSHA PEL 75 PPM STEL

7 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

0.1 822-06-0 Hexamethylene Diisocyanate (max.)
ACGIH TLV 0.005 PPM 0.05 mm
OSHA PEL Not Available

4 4083-64-1 p-Toluenesulfonyl Isocyanate
ACGIH TLV Not Available
OSHA PEL Not Available

31 28182-81-2 Hexamethylene Diisocyanate Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

16 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

19 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
7.9

LEL
0.7

FLASH POINT
108° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA

 get medical attention.IMMEDIATELY
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
All personnel in the area should be protected as in Section 8.
Cover spill with absorbent material. Deactivate spilled material with a 10% ammonium hydroxide solution (household ammonia). After 10
minutes, collect in open containers and add more ammonia. Cover loosely. Wash spill area with soap and water.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

Where overspray is present, a positive pressure air supplied respirator (TC19C NIOSH/MSHA approved) should be worn. If unavailable, a
properly fitted organic vapor/particulate respirator approved by NIOSH/MSHA for protection against materials in Section 2 may be
effective. Follow respirator manufacturers directions for use. Wear the respirator for the whole time of spraying and until all vapors and
mists are gone. NO PERSONS SHOULD BE ALLOWED IN THE AREA WHERE THIS PRODUCT IS BEING USED UNLESS EQUIPPED
WITH THE SAME RESPIRATOR PROTECTION RECOMMENDED FOR THE PAINTERS.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.
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EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.30 lb/gal 1353 g/l
SPECIFIC GRAVITY 1.36

BOILING POINT 237 - 360° F 113 - 182° C
MELTING POINT Not Available

VOLATILE VOLUME 34%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.44lb/gal 292g/l Less Water and Federally Exempt Solvents
2.44lb/gal 292g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

Contamination with Water, Alcohols, Amines and other compounds which react with isocyanates, may result in dangerous pressure in, and
possible bursting of, closed containers.

HAZARDOUS DECOMPOSITION PRODUCTS
By fire: Carbon Dioxide, Carbon Monoxide , Oxides of Nitrogen, possibility of Hydrogen Cyanide

HAZARDOUS POLYMERIZATION
Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

108-10-1 Methyl Isobutyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2080 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

822-06-0 Hexamethylene Diisocyanate (max.)
LC50 RAT 4HR Not Available
LD50 RAT 738 mg/kg

4083-64-1 p-Toluenesulfonyl Isocyanate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

28182-81-2 Hexamethylene Diisocyanate Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (42 C c.c.), EmS F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.6
1330-20-7 Xylene 4
95-63-6 1,2,4-Trimethylbenzene 2
108-10-1 Methyl Isobutyl Ketone 1
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Jan 21, 2009

MATERIAL SAFETY DATA SHEET

B65W50
14 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65W50

PRODUCT NAME
COROTHANE® I - HS Moisture Cure Urethane, White

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*
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HMIS Codes
Health 3*

Flammability 2
Reactivity 2

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1.0 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

5 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

1 108-67-8 1,3,5-Trimethylbenzene
ACGIH TLV 25 PPM 2 mm
OSHA PEL 25 PPM

2 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

8 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

0.1 822-06-0 Hexamethylene Diisocyanate (max.)
ACGIH TLV 0.005 PPM 0.05 mm
OSHA PEL Not Available

3 4083-64-1 p-Toluenesulfonyl Isocyanate
ACGIH TLV Not Available
OSHA PEL Not Available

27 28182-81-2 Hexamethylene Diisocyanate Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

10 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

4 14464-46-1 Cristobalite
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.05 mg/m3 as Resp. Dust

25 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
7.9

LEL
0.7

FLASH POINT
108° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA

 get medical attention.IMMEDIATELY
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
All personnel in the area should be protected as in Section 8.
Cover spill with absorbent material. Deactivate spilled material with a 10% ammonium hydroxide solution (household ammonia). After 10
minutes, collect in open containers and add more ammonia. Cover loosely. Wash spill area with soap and water.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

Where overspray is present, a positive pressure air supplied respirator (TC19C NIOSH/MSHA approved) should be worn. If unavailable, a
properly fitted organic vapor/particulate respirator approved by NIOSH/MSHA for protection against materials in Section 2 may be
effective. Follow respirator manufacturers directions for use. Wear the respirator for the whole time of spraying and until all vapors and
mists are gone. NO PERSONS SHOULD BE ALLOWED IN THE AREA WHERE THIS PRODUCT IS BEING USED UNLESS EQUIPPED
WITH THE SAME RESPIRATOR PROTECTION RECOMMENDED FOR THE PAINTERS.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.
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EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.77 lb/gal 1410 g/l
SPECIFIC GRAVITY 1.42

BOILING POINT 281 - 360° F 138 - 182° C
MELTING POINT Not Available

VOLATILE VOLUME 36%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.57lb/gal 308g/l Less Water and Federally Exempt Solvents
2.57lb/gal 308g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

Contamination with Water, Alcohols, Amines and other compounds which react with isocyanates, may result in dangerous pressure in, and
possible bursting of, closed containers.

HAZARDOUS DECOMPOSITION PRODUCTS
By fire: Carbon Dioxide, Carbon Monoxide , Oxides of Nitrogen, possibility of Hydrogen Cyanide

HAZARDOUS POLYMERIZATION
Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

108-67-8 1,3,5-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

822-06-0 Hexamethylene Diisocyanate (max.)
LC50 RAT 4HR Not Available
LD50 RAT 738 mg/kg

4083-64-1 p-Toluenesulfonyl Isocyanate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

28182-81-2 Hexamethylene Diisocyanate Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14464-46-1 Cristobalite
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (42 C c.c.), EmS F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.9
1330-20-7 Xylene 5
95-63-6 1,2,4-Trimethylbenzene 2
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Jan 21, 2009

MATERIAL SAFETY DATA SHEET

B65T54
06 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65T54

PRODUCT NAME
COROTHANE® I - HS Moisture Cure Urethane, Ultradeep Base

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*
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HMIS Codes
Health 3*

Flammability 2
Reactivity 2

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.5 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

2 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

2 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

2 108-67-8 1,3,5-Trimethylbenzene
ACGIH TLV 25 PPM 2 mm
OSHA PEL 25 PPM

3 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

9 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

1 122-51-0 Ethyl Orthoformate
ACGIH TLV Not Available 10 mm
OSHA PEL Not Available

1 123-86-4 n-Butyl Acetate
ACGIH TLV 150 PPM 10 mm
ACGIH TLV 200 PPM STEL
OSHA PEL 150 PPM
OSHA PEL 200 PPM STEL

0.2 822-06-0 Hexamethylene Diisocyanate (max.)
ACGIH TLV 0.005 PPM 0.05 mm
OSHA PEL Not Available

2 4083-64-1 p-Toluenesulfonyl Isocyanate
ACGIH TLV Not Available
OSHA PEL Not Available

43 28182-81-2 Hexamethylene Diisocyanate Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

21 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, blood forming and reproductive

systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
7.9

LEL
0.7

FLASH POINT
108° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA

 get medical attention.IMMEDIATELY
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
All personnel in the area should be protected as in Section 8.
Cover spill with absorbent material. Deactivate spilled material with a 10% ammonium hydroxide solution (household ammonia). After 10
minutes, collect in open containers and add more ammonia. Cover loosely. Wash spill area with soap and water.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

Where overspray is present, a positive pressure air supplied respirator (TC19C NIOSH/MSHA approved) should be worn. If unavailable, a
properly fitted organic vapor/particulate respirator approved by NIOSH/MSHA for protection against materials in Section 2 may be
effective. Follow respirator manufacturers directions for use. Wear the respirator for the whole time of spraying and until all vapors and
mists are gone. NO PERSONS SHOULD BE ALLOWED IN THE AREA WHERE THIS PRODUCT IS BEING USED UNLESS EQUIPPED
WITH THE SAME RESPIRATOR PROTECTION RECOMMENDED FOR THE PAINTERS.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.
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EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.98 lb/gal 1196 g/l
SPECIFIC GRAVITY 1.20

BOILING POINT 255 - 360° F 123 - 182° C
MELTING POINT Not Available

VOLATILE VOLUME 32%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.30lb/gal 276g/l Less Water and Federally Exempt Solvents
2.30lb/gal 276g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

Contamination with Water, Alcohols, Amines and other compounds which react with isocyanates, may result in dangerous pressure in, and
possible bursting of, closed containers.

HAZARDOUS DECOMPOSITION PRODUCTS
By fire: Carbon Dioxide, Carbon Monoxide , Oxides of Nitrogen, possibility of Hydrogen Cyanide

HAZARDOUS POLYMERIZATION
Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

108-67-8 1,3,5-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

122-51-0 Ethyl Orthoformate
LC50 RAT 4HR Not Available
LD50 RAT 2920 mg/kg

123-86-4 n-Butyl Acetate
LC50 RAT 4HR 2000 ppm
LD50 RAT 13100 mg/kg

822-06-0 Hexamethylene Diisocyanate (max.)
LC50 RAT 4HR Not Available
LD50 RAT 738 mg/kg

4083-64-1 p-Toluenesulfonyl Isocyanate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

28182-81-2 Hexamethylene Diisocyanate Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (42 C c.c.), EmS F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.4
1330-20-7 Xylene 2
95-63-6 1,2,4-Trimethylbenzene 3
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Jan 21, 2009

MATERIAL SAFETY DATA SHEET

B65C10
07 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B65C10

PRODUCT NAME
COROTHANE® I - Preprime, Clear

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.5 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

2 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

7 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

2 98-82-8 Cumene
ACGIH TLV 50 PPM 10 mm
OSHA PEL 50 PPM

9 108-67-8 1,3,5-Trimethylbenzene
ACGIH TLV 25 PPM 2 mm
OSHA PEL 25 PPM

13 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

9 101-68-8 4, 4'-Diphenylmethane Diisocyanate
ACGIH TLV 0.005 PPM
OSHA PEL 0.02 PPM CEILING

7 26447-40-5 Diphenylmethane Diisocyanate
ACGIH TLV Not Available
OSHA PEL Not Available

46 9016-87-9 Diphenylmethane Diisocyanate Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
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UEL
7.0

LEL
0.7

FLASH POINT
105° F PMCC

HMIS Codes
Health 3*

Flammability 2
Reactivity 1

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic respiratory and/or skin reaction in susceptible persons or sensitization. This effect may be delayed several hours after

exposure.
Persons sensitive to isocyanates will experience increased allergic reaction on repeated exposure.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If any breathing problems occur during use,  and get fresh air. If problems remain or occur later, LEAVE THE AREA

 get medical attention.IMMEDIATELY
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
All personnel in the area should be protected as in Section 8.
Cover spill with absorbent material. Deactivate spilled material with a 10% ammonium hydroxide solution (household ammonia). After 10
minutes, collect in open containers and add more ammonia. Cover loosely. Wash spill area with soap and water.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
NO PERSON SHOULD USE THIS PRODUCT, OR BE IN THE AREA WHERE IT IS BEING USED, IF THEY HAVE CHRONIC

(LONG-TERM) LUNG OR BREATHING PROBLEMS OR IF THEY EVER HAD A REACTION TO ISOCYANATES.
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
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This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels
only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

Where overspray is present, a positive pressure air supplied respirator (TC19C NIOSH/MSHA approved) should be worn. If unavailable, a
properly fitted organic vapor/particulate respirator approved by NIOSH/MSHA for protection against materials in Section 2 may be
effective. Follow respirator manufacturers directions for use. Wear the respirator for the whole time of spraying and until all vapors and
mists are gone. NO PERSONS SHOULD BE ALLOWED IN THE AREA WHERE THIS PRODUCT IS BEING USED UNLESS EQUIPPED
WITH THE SAME RESPIRATOR PROTECTION RECOMMENDED FOR THE PAINTERS.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 8.57 lb/gal 1027 g/l
SPECIFIC GRAVITY 1.03

BOILING POINT 281 - 360° F 138 - 182° C
MELTING POINT Not Available

VOLATILE VOLUME 37%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.73lb/gal 327g/l Less Water and Federally Exempt Solvents
2.73lb/gal 327g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

Contamination with Water, Alcohols, Amines and other compounds which react with isocyanates, may result in dangerous pressure in, and
possible bursting of, closed containers.

HAZARDOUS DECOMPOSITION PRODUCTS
By fire: Carbon Dioxide, Carbon Monoxide , Oxides of Nitrogen, possibility of Hydrogen Cyanide

HAZARDOUS POLYMERIZATION
Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

98-82-8 Cumene
LC50 RAT 4HR Not Available
LD50 RAT 1400 mg/kg

108-67-8 1,3,5-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

101-68-8 4, 4'-Diphenylmethane Diisocyanate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

26447-40-5 Diphenylmethane Diisocyanate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

9016-87-9 Diphenylmethane Diisocyanate Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (41 C c.c.), EmS F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.4
1330-20-7 Xylene 2
98-82-8 Cumene 2
95-63-6 1,2,4-Trimethylbenzene 13
101-68-8 4, 4'-Diphenylmethane Diisocyanate 9
9016-87-9 Diphenylmethane Diisocyanate Polymer 46
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Dec 1, 2008

MATERIAL SAFETY DATA SHEET

B67B235
02 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B67B235

PRODUCT NAME
DURA-PLATE® 235 Multi-Purpose Epoxy (Part A), Black

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

8 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

3 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

5 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

24 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

4 Proprietary Phenol blocked TDI Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

32 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

13 12001-26-2 Mica
ACGIH TLV 3 mg/m3 as Resp. Dust
OSHA PEL 3 mg/m3 as Resp. Dust

0.4 1333-86-4 Carbon Black
ACGIH TLV 3.5 MG/M3
OSHA PEL 3.5 MG/M3

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
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UEL
11.2

LEL
1.0

FLASH POINT
115° F PMCC

HMIS Codes
Health 2*

Flammability 2
Reactivity 0

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
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RESPIRATORY PROTECTION
If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator

approved by NIOSH/MSHA for protection against materials in Section 2.
When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this

product, underlying paint, or the abrasive.
PROTECTIVE GLOVES

Wear gloves which are recommended by glove supplier for protection against materials in Section 2.
EYE PROTECTION

Wear safety spectacles with unperforated sideshields.
OTHER PROTECTIVE EQUIPMENT

Use of barrier cream on exposed skin is recommended.
OTHER PRECAUTIONS

This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON
ALL COMPONENTS.

Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.76 lb/gal 1409 g/l
SPECIFIC GRAVITY 1.42

BOILING POINT 243 - 308° F 117 - 153° C
MELTING POINT Not Available

VOLATILE VOLUME 29%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.08lb/gal 250g/l Less Water and Federally Exempt Solvents
2.08lb/gal 250g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Carbon Black is classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data, however, there is
insufficient evidence in humans for its carcinogenicity.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Phenol blocked TDI Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

12001-26-2 Mica
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1333-86-4 Carbon Black
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (46 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 1
1330-20-7 Xylene 8
71-36-3 1-Butanol 3
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
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TSCA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
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MATERIAL SAFETY DATA SHEET
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SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B67A235

PRODUCT NAME
DURA-PLATE® 235 Multi-Purpose Epoxy (Part A), Haze Gray

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

8 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

3 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

4 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

23 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

4 Proprietary Phenol blocked TDI Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

27 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

10 12001-26-2 Mica
ACGIH TLV 3 mg/m3 as Resp. Dust
OSHA PEL 3 mg/m3 as Resp. Dust

8 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

0.2 1333-86-4 Carbon Black
ACGIH TLV 3.5 MG/M3
OSHA PEL 3.5 MG/M3

SECTION 3 — HAZARDS IDENTIFICATION
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UEL
11.2

LEL
1.0

FLASH POINT
115° F PMCC

HMIS Codes
Health 2*

Flammability 2
Reactivity 0

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).
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VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.00 lb/gal 1438 g/l
SPECIFIC GRAVITY 1.44

BOILING POINT 243 - 308° F 117 - 153° C
MELTING POINT Not Available

VOLATILE VOLUME 30%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.13lb/gal 255g/l Less Water and Federally Exempt Solvents
2.13lb/gal 255g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

Carbon Black is classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data, however, there is
insufficient evidence in humans for its carcinogenicity.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Phenol blocked TDI Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

12001-26-2 Mica
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1333-86-4 Carbon Black
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (46 C c.c.), EmS F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 1
1330-20-7 Xylene 8
71-36-3 1-Butanol 3
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Oct 31, 2008

MATERIAL SAFETY DATA SHEET

B67W235
08 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B67W235

PRODUCT NAME
DURA-PLATE® 235 Multi-Purpose Epoxy (Part A), Mill White

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

8 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

3 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

5 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

22 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

3 Proprietary Phenol blocked TDI Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

11 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

8 12001-26-2 Mica
ACGIH TLV 3 mg/m3 as Resp. Dust
OSHA PEL 3 mg/m3 as Resp. Dust

29 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
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UEL
11.2

LEL
1.0

FLASH POINT
115° F PMCC

HMIS Codes
Health 2*

Flammability 2
Reactivity 0

EYE or SKIN contact with the product, vapor or spray mist.
EFFECTS OF OVEREXPOSURE

EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).
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VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.65 lb/gal 1516 g/l
SPECIFIC GRAVITY 1.52

BOILING POINT 243 - 308° F 117 - 153° C
MELTING POINT Not Available

VOLATILE VOLUME 30%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.14lb/gal 257g/l Less Water and Federally Exempt Solvents
2.14lb/gal 257g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Phenol blocked TDI Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

12001-26-2 Mica
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (46 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 1
1330-20-7 Xylene 8
71-36-3 1-Butanol 3
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
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TSCA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Nov 21, 2008

MATERIAL SAFETY DATA SHEET

B67R235
03 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B67R235

PRODUCT NAME
DURA-PLATE® 235 Multi-Purpose Epoxy (Part A), Red Oxide

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

8 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

3 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

4 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

23 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

3 Proprietary Phenol blocked TDI Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

32 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

10 12001-26-2 Mica
ACGIH TLV 3 mg/m3 as Resp. Dust
OSHA PEL 3 mg/m3 as Resp. Dust

0.2 1333-86-4 Carbon Black
ACGIH TLV 3.5 MG/M3
OSHA PEL 3.5 MG/M3

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
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UEL
11.2

LEL
1.0

FLASH POINT
115° F PMCC

HMIS Codes
Health 2*

Flammability 2
Reactivity 0

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
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RESPIRATORY PROTECTION
If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator

approved by NIOSH/MSHA for protection against materials in Section 2.
When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this

product, underlying paint, or the abrasive.
PROTECTIVE GLOVES

Wear gloves which are recommended by glove supplier for protection against materials in Section 2.
EYE PROTECTION

Wear safety spectacles with unperforated sideshields.
OTHER PROTECTIVE EQUIPMENT

Use of barrier cream on exposed skin is recommended.
OTHER PRECAUTIONS

This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON
ALL COMPONENTS.

Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.07 lb/gal 1446 g/l
SPECIFIC GRAVITY 1.45

BOILING POINT 243 - 308° F 117 - 153° C
MELTING POINT Not Available

VOLATILE VOLUME 30%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.09lb/gal 251g/l Less Water and Federally Exempt Solvents
2.09lb/gal 251g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Carbon Black is classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data, however, there is
insufficient evidence in humans for its carcinogenicity.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Phenol blocked TDI Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

12001-26-2 Mica
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1333-86-4 Carbon Black
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (46 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 1
1330-20-7 Xylene 8
71-36-3 1-Butanol 3
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
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TSCA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Nov 3, 2008

MATERIAL SAFETY DATA SHEET

B67T235
06 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B67T235

PRODUCT NAME
DURA-PLATE® 235 Multi-Purpose Epoxy (Part A), Ultra Deep Base

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

8 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

3 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

6 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

25 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

4 Proprietary Phenol blocked TDI Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

29 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

12 12001-26-2 Mica
ACGIH TLV 3 mg/m3 as Resp. Dust
OSHA PEL 3 mg/m3 as Resp. Dust

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
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UEL
11.2

LEL
1.0

FLASH POINT
115° F PMCC

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
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RESPIRATORY PROTECTION
If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator

approved by NIOSH/MSHA for protection against materials in Section 2.
When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this

product, underlying paint, or the abrasive.
PROTECTIVE GLOVES

Wear gloves which are recommended by glove supplier for protection against materials in Section 2.
EYE PROTECTION

Wear safety spectacles with unperforated sideshields.
OTHER PROTECTIVE EQUIPMENT

Use of barrier cream on exposed skin is recommended.
OTHER PRECAUTIONS

This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON
ALL COMPONENTS.

Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.30 lb/gal 1354 g/l
SPECIFIC GRAVITY 1.36

BOILING POINT 243 - 308° F 117 - 153° C
MELTING POINT Not Available

VOLATILE VOLUME 30%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.13lb/gal 255g/l Less Water and Federally Exempt Solvents
2.13lb/gal 255g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Phenol blocked TDI Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

12001-26-2 Mica
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (46 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 1
1330-20-7 Xylene 8
71-36-3 1-Butanol 3
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Oct 13, 2008

MATERIAL SAFETY DATA SHEET

B67V235
07 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B67V235

PRODUCT NAME
DURA-PLATE® 235 Multi-Purpose Epoxy (Part B), Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
4 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

25 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

5 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

5 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

1 107-15-3 Ethylenediamine
ACGIH TLV 10 ppm (Skin) 10.7 mm
OSHA PEL Not Available

59 Proprietary Polyamine
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
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UEL
16.6

LEL
1.0

FLASH POINT
118° F PMCC

Redness and itching or burning sensation may indicate eye or excessive skin exposure.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

May cause allergic skin reaction in susceptible persons or skin sensitization.
CANCER INFORMATION

For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.



B67V235

page 3 of 4

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 7.83 lb/gal 938 g/l
SPECIFIC GRAVITY 0.94

BOILING POINT 243 - 292° F 117 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 39%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.82lb/gal 337g/l Less Water and Federally Exempt Solvents
2.82lb/gal 337g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

107-15-3 Ethylenediamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Polyamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.
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SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT RELATED MATERIAL, 3, PG III, (XYLENES (ISOMERS AND
MIXTURE)), (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (48 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 4
1330-20-7 Xylene 25
71-36-3 1-Butanol 5
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Oct 13, 2008

MATERIAL SAFETY DATA SHEET

B62A55
07 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62A55

PRODUCT NAME
EPO-PHEN Hi-Temp Coating (Part A), Haze Gray

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

6 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

5 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

27 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

4 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
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UEL
10.0

LEL
1.0

FLASH POINT
56° F PMCC

Redness and itching or burning sensation may indicate eye or excessive skin exposure.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

May cause allergic skin reaction in susceptible persons or skin sensitization.
CANCER INFORMATION

For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.
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EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 16.27 lb/gal 1949 g/l
SPECIFIC GRAVITY 1.96

BOILING POINT 174 - 292° F 78 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 29%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.04lb/gal 244g/l Less Water and Federally Exempt Solvents
2.04lb/gal 244g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available
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SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG II, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG II, (13 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 1
1330-20-7 Xylene 6
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3

Flammability 1
Reactivity 0

DATE OF PREPARATION
Oct 13, 2008

MATERIAL SAFETY DATA SHEET

B62V55
03 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62V55

PRODUCT NAME
EPO-PHEN Hi-Temp Coating (Part B), Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
30 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

50 Proprietary Modified Aliphatic Amine
ACGIH TLV Not Available
OSHA PEL Not Available

15 694-83-7 1,2-Cyclohexanediamine
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

In a confined area vapors in high concentration may cause headache, nausea or dizziness.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to nervous systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.
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UEL
N.A.

LEL
N.A.

FLASH POINT
> 200° F PMCC

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.00 lb/gal 1078 g/l
SPECIFIC GRAVITY 1.08

BOILING POINT 396 - 405° F 202 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 32%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
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2.70lb/gal 323g/l Less Water and Federally Exempt Solvents
2.70lb/gal 323g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Modified Aliphatic Amine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

694-83-7 1,2-Cyclohexanediamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.

Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.
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The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Feb 6, 2009

MATERIAL SAFETY DATA SHEET

B54BZ411
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B54BZ411

PRODUCT NAME
Industrial Enamel HS, Black

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
22 64742-88-7 Mineral Spirits

ACGIH TLV 100 PPM 2 mm
OSHA PEL 100 PPM

0.2 100-41-4 Ethylbenzene
ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

1 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 2807-30-9 2-Propoxyethanol
ACGIH TLV Not Available 1.3 mm
OSHA PEL Not Available

2 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

0.1 136-52-7 Cobalt 2-Ethylhexanoate
ACGIH TLV Not Available
OSHA PEL Not Available

16 471-34-1 Calcium Carbonate
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 15 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

2 1333-86-4 Carbon Black
ACGIH TLV 3.5 MG/M3
OSHA PEL 3.5 MG/M3

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
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UEL
15.8

LEL
1.0

FLASH POINT
104° F PMCC

HMIS Codes
Health 2*

Flammability 2
Reactivity 0

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
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RESPIRATORY PROTECTION
If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator

approved by NIOSH/MSHA for protection against materials in Section 2.
When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this

product, underlying paint, or the abrasive.
PROTECTIVE GLOVES

Wear gloves which are recommended by glove supplier for protection against materials in Section 2.
EYE PROTECTION

Wear safety spectacles with unperforated sideshields.
OTHER PRECAUTIONS

Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 8.90 lb/gal 1066 g/l
SPECIFIC GRAVITY 1.07

BOILING POINT 174 - 395° F 78 - 201° C
MELTING POINT Not Available

VOLATILE VOLUME 38%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.54lb/gal 305g/l Less Water and Federally Exempt Solvents
2.54lb/gal 305g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Cobalt and cobalt compounds are classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data,
however, there is inadequate evidence in humans for its carcinogenicity.

Carbon Black is classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data, however, there is
insufficient evidence in humans for its carcinogenicity.
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TOXICOLOGY DATA
CAS No. Ingredient Name
64742-88-7 Mineral Spirits

LC50 RAT 4HR Not Available
LD50 RAT Not Available

100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

2807-30-9 2-Propoxyethanol
LC50 RAT 4HR Not Available
LD50 RAT 3090 mg/kg

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

136-52-7 Cobalt 2-Ethylhexanoate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

471-34-1 Calcium Carbonate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1333-86-4 Carbon Black
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (40 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.2
1330-20-7 Xylene 1

Cobalt Compound 0.1 0.01
Glycol Ethers 2

CALIFORNIA PROPOSITION 65
WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.

TSCA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B54WZ413
06 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B54WZ413

PRODUCT NAME
Industrial Enamel HS, Deep Base

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
22 64742-88-7 Mineral Spirits

ACGIH TLV 100 PPM 2 mm
OSHA PEL 100 PPM

0.2 100-41-4 Ethylbenzene
ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

1 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

4 111-76-2 2-Butoxyethanol
ACGIH TLV 20 PPM 0.88 mm
OSHA PEL 25 PPM

0.1 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

25 471-34-1 Calcium Carbonate
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 15 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

6 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.
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UEL
10.6

LEL
1.0

FLASH POINT
102° F PMCC

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, blood forming and reproductive

systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.
To minimize the possibility of spontaneous combustion: control the accumulation of overspray; soak wiping rags and waste immediately after

use in a water-filled, closed metal container; air dry filters outside, far from any combustible material and separated by bricks or other
non-combustible spacers; dispose of all contaminated materials and waste properly. Consult OSHA 29 CFR 1910.107(b)(5) and NFPA 33,
Chapter 8 (8-9) for the proper procedures.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
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RESPIRATORY PROTECTION
If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator

approved by NIOSH/MSHA for protection against materials in Section 2.
When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this

product, underlying paint, or the abrasive.
PROTECTIVE GLOVES

Wear gloves which are recommended by glove supplier for protection against materials in Section 2.
EYE PROTECTION

Wear safety spectacles with unperforated sideshields.
OTHER PRECAUTIONS

Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.90 lb/gal 1186 g/l
SPECIFIC GRAVITY 1.19

BOILING POINT 281 - 395° F 138 - 201° C
MELTING POINT Not Available

VOLATILE VOLUME 41%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.73lb/gal 327g/l Less Water and Federally Exempt Solvents
2.73lb/gal 327g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
64742-88-7 Mineral Spirits

LC50 RAT 4HR Not Available
LD50 RAT Not Available

100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

111-76-2 2-Butoxyethanol
LC50 RAT 4HR Not Available
LD50 RAT 470 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

471-34-1 Calcium Carbonate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (39 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.2
1330-20-7 Xylene 1

Glycol Ethers 4
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET

B54WZ401
13 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B54WZ401

PRODUCT NAME
Industrial Enamel HS, Pure White

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
24 64742-88-7 Mineral Spirits

ACGIH TLV 100 PPM 2 mm
OSHA PEL 100 PPM

0.2 100-41-4 Ethylbenzene
ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

2 111-76-2 2-Butoxyethanol
ACGIH TLV 20 PPM 0.88 mm
OSHA PEL 25 PPM

8 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

16 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and blood forming systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.
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LEL
1.0

FLASH POINT
103° F PMCC

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.
To minimize the possibility of spontaneous combustion: control the accumulation of overspray; soak wiping rags and waste immediately after

use in a water-filled, closed metal container; air dry filters outside, far from any combustible material and separated by bricks or other
non-combustible spacers; dispose of all contaminated materials and waste properly. Consult OSHA 29 CFR 1910.107(b)(5) and NFPA 33,
Chapter 8 (8-9) for the proper procedures.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.
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OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.69 lb/gal 1161 g/l
SPECIFIC GRAVITY 1.17

BOILING POINT 300 - 395° F 148 - 201° C
MELTING POINT Not Available

VOLATILE VOLUME 40%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.66lb/gal 319g/l Less Water and Federally Exempt Solvents
2.66lb/gal 319g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
64742-88-7 Mineral Spirits

LC50 RAT 4HR Not Available
LD50 RAT Not Available

100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

111-76-2 2-Butoxyethanol
LC50 RAT 4HR Not Available
LD50 RAT 470 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.
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SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (39 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.1

Glycol Ethers 2
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET
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SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B54EZ439

PRODUCT NAME
Industrial Enamel HS, Orange

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
19 64742-88-7 Mineral Spirits

ACGIH TLV 100 PPM 2 mm
OSHA PEL 100 PPM

0.2 100-41-4 Ethylbenzene
ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

1 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

3 111-76-2 2-Butoxyethanol
ACGIH TLV 20 PPM 0.88 mm
OSHA PEL 25 PPM

4 108-65-6 1-Methoxy-2-Propanol Acetate
ACGIH TLV Not Available 1.8 mm
OSHA PEL Not Available

7 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

9 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.
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May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, blood forming and reproductive

systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.
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PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.24 lb/gal 1107 g/l
SPECIFIC GRAVITY 1.11

BOILING POINT 281 - 395° F 138 - 201° C
MELTING POINT Not Available

VOLATILE VOLUME 39%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.70lb/gal 323g/l Less Water and Federally Exempt Solvents
2.70lb/gal 323g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide , Oxides of Nitrogen, possibility of Hydrogen Cyanide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
64742-88-7 Mineral Spirits

LC50 RAT 4HR Not Available
LD50 RAT Not Available

100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

111-76-2 2-Butoxyethanol
LC50 RAT 4HR Not Available
LD50 RAT 470 mg/kg

108-65-6 1-Methoxy-2-Propanol Acetate
LC50 RAT 4HR Not Available
LD50 RAT 8500 mg/kg

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available
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SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (39 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.2
1330-20-7 Xylene 1

Glycol Ethers 4
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
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Flammability 2
Reactivity 0

DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET
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09 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B54RZ438

PRODUCT NAME
Industrial Enamel HS, Safety Red

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
26 64742-88-7 Mineral Spirits

ACGIH TLV 100 PPM 2 mm
OSHA PEL 100 PPM

0.2 100-41-4 Ethylbenzene
ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

0.1 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

24 471-34-1 Calcium Carbonate
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 15 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

1 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver and urinary systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.
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UEL
6.0

LEL
1.0

FLASH POINT
103° F PMCC

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.
To minimize the possibility of spontaneous combustion: control the accumulation of overspray; soak wiping rags and waste immediately after

use in a water-filled, closed metal container; air dry filters outside, far from any combustible material and separated by bricks or other
non-combustible spacers; dispose of all contaminated materials and waste properly. Consult OSHA 29 CFR 1910.107(b)(5) and NFPA 33,
Chapter 8 (8-9) for the proper procedures.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.
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OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.46 lb/gal 1133 g/l
SPECIFIC GRAVITY 1.14

BOILING POINT 300 - 395° F 148 - 201° C
MELTING POINT Not Available

VOLATILE VOLUME 41%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.71lb/gal 324g/l Less Water and Federally Exempt Solvents
2.70lb/gal 324g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
64742-88-7 Mineral Spirits

LC50 RAT 4HR Not Available
LD50 RAT Not Available

100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

471-34-1 Calcium Carbonate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.
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SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (39 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.1

Glycol Ethers 1
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.



page 1 of 5
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SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B54YZ437

PRODUCT NAME
Industrial Enamel HS, Safety Yellow

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
16 64742-88-7 Mineral Spirits

ACGIH TLV 100 PPM 2 mm
OSHA PEL 100 PPM

0.8 100-41-4 Ethylbenzene
ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

5 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

1 2807-30-9 2-Propoxyethanol
ACGIH TLV Not Available 1.3 mm
OSHA PEL Not Available

16 471-34-1 Calcium Carbonate
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 15 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

11 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.
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FLASH POINT
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May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.
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When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 10.03 lb/gal 1201 g/l
SPECIFIC GRAVITY 1.21

BOILING POINT 281 - 395° F 138 - 201° C
MELTING POINT Not Available

VOLATILE VOLUME 40%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.73lb/gal 327g/l Less Water and Federally Exempt Solvents
2.73lb/gal 327g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
64742-88-7 Mineral Spirits

LC50 RAT 4HR Not Available
LD50 RAT Not Available

100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

2807-30-9 2-Propoxyethanol
LC50 RAT 4HR Not Available
LD50 RAT 3090 mg/kg

471-34-1 Calcium Carbonate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (35 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.7
1330-20-7 Xylene 5
95-63-6 1,2,4-Trimethylbenzene 1

Glycol Ethers 1
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Feb 14, 2009

MATERIAL SAFETY DATA SHEET

B54TZ404
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B54TZ404

PRODUCT NAME
Industrial Enamel HS, Ultradeep Base

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
16 64742-88-7 Mineral Spirits

ACGIH TLV 100 PPM 2 mm
OSHA PEL 100 PPM

6 64742-88-7 Mineral Spirits 140-Flash
ACGIH TLV 100 PPM 0.5 mm
OSHA PEL 100 PPM

0.3 100-41-4 Ethylbenzene
ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

2 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

4 111-76-2 2-Butoxyethanol
ACGIH TLV 20 PPM 0.88 mm
OSHA PEL 25 PPM

0.1 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

10 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
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UEL
10.6

LEL
0.9

FLASH POINT
100° F PMCC

Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, blood forming and reproductive
systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.
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PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.16 lb/gal 1098 g/l
SPECIFIC GRAVITY 1.10

BOILING POINT 281 - 416° F 138 - 213° C
MELTING POINT Not Available

VOLATILE VOLUME 39%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.63lb/gal 316g/l Less Water and Federally Exempt Solvents
2.63lb/gal 315g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

TOXICOLOGY DATA
CAS No. Ingredient Name
64742-88-7 Mineral Spirits

LC50 RAT 4HR Not Available
LD50 RAT Not Available

64742-88-7 Mineral Spirits 140-Flash
LC50 RAT 4HR Not Available
LD50 RAT Not Available

100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

111-76-2 2-Butoxyethanol
LC50 RAT 4HR Not Available
LD50 RAT 470 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available
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SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, COMBUSTIBLE LIQUID, PG III, (ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (38 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.3
1330-20-7 Xylene 2

Glycol Ethers 4
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.



page 1 of 4

HMIS Codes
Health 3*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 24, 2008

MATERIAL SAFETY DATA SHEET

B58B600
02 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58B600

PRODUCT NAME
MACROPOXY® 646 Fast Cure Epoxy Coating (Part A), Black

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
3 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

17 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

12 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

38 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

4 1333-86-4 Carbon Black
ACGIH TLV 3.5 MG/M3
OSHA PEL 3.5 MG/M3

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
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UEL
7.0

LEL
1.0

FLASH POINT
85° F PMCC

Redness and itching or burning sensation may indicate eye or excessive skin exposure.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

May cause allergic skin reaction in susceptible persons or skin sensitization.
CANCER INFORMATION

For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.
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EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 10.71 lb/gal 1283 g/l
SPECIFIC GRAVITY 1.29

BOILING POINT 277 - 292° F 136 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 29%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.13lb/gal 255g/l Less Water and Federally Exempt Solvents
2.13lb/gal 255g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

Carbon Black is classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data, however, there is
insufficient evidence in humans for its carcinogenicity.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT 8000. mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1333-86-4 Carbon Black
LC50 RAT 4HR Not Available
LD50 RAT Not Available
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SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (29 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 3
1330-20-7 Xylene 17
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Oct 1, 2008

MATERIAL SAFETY DATA SHEET

B58W610
11 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58W610

PRODUCT NAME
MACROPOXY® 646 Fast Cure Epoxy Coating (Part A), Mill White

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
3 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

15 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

11 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

9 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

31 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.



B58W610

page 2 of 4

UEL
7.0

LEL
1.0

FLASH POINT
85° F PMCC

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.
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OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.19 lb/gal 1460 g/l
SPECIFIC GRAVITY 1.47

BOILING POINT 277 - 292° F 136 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 29%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.11lb/gal 253g/l Less Water and Federally Exempt Solvents
2.11lb/gal 253g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT 8000. mg/kg

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.
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SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (29 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 3
1330-20-7 Xylene 15
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Oct 4, 2008

MATERIAL SAFETY DATA SHEET

B58R600
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58R600

PRODUCT NAME
MACROPOXY® 646 Fast Cure Epoxy Coating (Part A), Safety Red

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
3 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

17 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

13 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

0.2 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

20 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

3 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.



B58R600

page 2 of 5

UEL
7.0

LEL
1.0

FLASH POINT
100° F PMCC

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.
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PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 10.40 lb/gal 1246 g/l
SPECIFIC GRAVITY 1.25

BOILING POINT 277 - 292° F 136 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 29%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.08lb/gal 250g/l Less Water and Federally Exempt Solvents
2.08lb/gal 250g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT 8000. mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (38 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 3
1330-20-7 Xylene 17
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Oct 1, 2008

MATERIAL SAFETY DATA SHEET

B58Y600
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58Y600

PRODUCT NAME
MACROPOXY® 646 Fast Cure Epoxy Coating (Part A), Safety Yellow

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
3 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

16 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

12 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

0.2 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

18 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

11 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.
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UEL
7.0

LEL
1.0

FLASH POINT
100° F PMCC

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.
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PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 10.95 lb/gal 1311 g/l
SPECIFIC GRAVITY 1.32

BOILING POINT 277 - 292° F 136 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 29%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.08lb/gal 250g/l Less Water and Federally Exempt Solvents
2.08lb/gal 250g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT 8000. mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (38 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 3
1330-20-7 Xylene 16
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 24, 2008

MATERIAL SAFETY DATA SHEET

B58T604
03 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58T604

PRODUCT NAME
MACROPOXY® 646 Fast Cure Epoxy Coating (Part A), Ultradeep Base

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
3 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

15 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

13 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

0.2 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

18 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
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LEL
1.0

FLASH POINT
73° F PMCC

Redness and itching or burning sensation may indicate eye or excessive skin exposure.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

May cause allergic skin reaction in susceptible persons or skin sensitization.
CANCER INFORMATION

For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.
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EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 10.97 lb/gal 1314 g/l
SPECIFIC GRAVITY 1.32

BOILING POINT 277 - 292° F 136 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 27%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.94lb/gal 232g/l Less Water and Federally Exempt Solvents
1.94lb/gal 232g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT 8000. mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available
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SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (23 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 3
1330-20-7 Xylene 15
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Oct 28, 2008

MATERIAL SAFETY DATA SHEET

B58V600
07 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58V600

PRODUCT NAME
MACROPOXY® 646 Fast Cure Epoxy Coating (Part B), Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.3 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

2 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

10 108-10-1 Methyl Isobutyl Ketone
ACGIH TLV 50 PPM 16 mm
ACGIH TLV 75 PPM STEL
OSHA PEL 50 PPM
OSHA PEL 75 PPM STEL

14 25036-25-3 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

14 25068-38-6 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

58 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.



B58V600

page 2 of 4

UEL
7.5

LEL
1.0

FLASH POINT
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SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.
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PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 13.46 lb/gal 1612 g/l
SPECIFIC GRAVITY 1.62

BOILING POINT 237 - 292° F 113 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 24%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.65lb/gal 198g/l Less Water and Federally Exempt Solvents
1.65lb/gal 198g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

108-10-1 Methyl Isobutyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2080 mg/kg

25036-25-3 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

25068-38-6 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available
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SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Methylisobutyl ketone 5000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

Canada (TDG)
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, LIMITED QUANTITY,
(ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (23 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.3
1330-20-7 Xylene 2
108-10-1 Methyl Isobutyl Ketone 10
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET

B58L700
06 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58L700

PRODUCT NAME
MACROPOXY 846 Winter Grade Epoxy (Part A), NSF Blue

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
2 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

13 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

3 78-83-1 2-Methyl-1-propanol
ACGIH TLV 50 PPM 8.7 mm
OSHA PEL 50 PPM

2 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

17 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

41 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

16 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.
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FLASH POINT
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May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.
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When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.62 lb/gal 1512 g/l
SPECIFIC GRAVITY 1.52

BOILING POINT 222 - 292° F 105 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 32%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.29lb/gal 275g/l Less Water and Federally Exempt Solvents
2.29lb/gal 275g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

78-83-1 2-Methyl-1-propanol
LC50 RAT 4HR Not Available
LD50 RAT 2460 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (24 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 2
1330-20-7 Xylene 13
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET

B58W710
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58W710

PRODUCT NAME
MACROPOXY 846 Winter Grade Epoxy (Part A), Off White

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
2 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

12 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

2 78-83-1 2-Methyl-1-propanol
ACGIH TLV 50 PPM 8.7 mm
OSHA PEL 50 PPM

2 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

16 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

29 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

30 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.
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UEL
10.9

LEL
1.0

FLASH POINT
76° F PMCC

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.
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When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 13.30 lb/gal 1593 g/l
SPECIFIC GRAVITY 1.60

BOILING POINT 222 - 292° F 105 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 32%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.30lb/gal 276g/l Less Water and Federally Exempt Solvents
2.30lb/gal 276g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

78-83-1 2-Methyl-1-propanol
LC50 RAT 4HR Not Available
LD50 RAT 2460 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (24 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 2
1330-20-7 Xylene 12
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET

B58V700
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58V700

PRODUCT NAME
MACROPOXY 846 Winter Grade Epoxy (Part B), Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
2 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

9 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

2 78-83-1 2-Methyl-1-propanol
ACGIH TLV 50 PPM 8.7 mm
OSHA PEL 50 PPM

3 108-10-1 Methyl Isobutyl Ketone
ACGIH TLV 50 PPM 16 mm
ACGIH TLV 75 PPM STEL
OSHA PEL 50 PPM
OSHA PEL 75 PPM STEL

15 67924-34-9 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

15 25068-38-6 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

40 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

6 14807-96-6 Talc
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION
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UEL
10.9

LEL
1.0

FLASH POINT
80° F PMCC

HMIS Codes
Health 2*

Flammability 3
Reactivity 0

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
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This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels
only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.03 lb/gal 1440 g/l
SPECIFIC GRAVITY 1.45

BOILING POINT 222 - 337° F 105 - 169° C
MELTING POINT Not Available

VOLATILE VOLUME 30%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.17lb/gal 261g/l Less Water and Federally Exempt Solvents
2.17lb/gal 261g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

78-83-1 2-Methyl-1-propanol
LC50 RAT 4HR Not Available
LD50 RAT 2460 mg/kg

108-10-1 Methyl Isobutyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2080 mg/kg

67924-34-9 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

25068-38-6 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT RELATED MATERIAL, 3, PG III, (XYLENES (ISOMERS AND
MIXTURE)), (ERG#128)

Canada (TDG)
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, LIMITED QUANTITY,
(ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (27 C c.c.), EmS
F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 2
1330-20-7 Xylene 9
95-63-6 1,2,4-Trimethylbenzene 1
108-10-1 Methyl Isobutyl Ketone 3
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 1
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B58T101
07 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B58T101

PRODUCT NAME
MACROPOXY® 920 Pre-Prime Penetrating Epoxy Pre-Primer (Part A), Transparent

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
19 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

30 26761-45-5 Alkyl Glycidyl Ester
ACGIH TLV Not Available 0.11 mm
OSHA PEL Not Available

50 25068-38-6 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

In a confined area vapors in high concentration may cause headache, nausea or dizziness.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to nervous systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.
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UEL
N.A.

LEL
N.A.

FLASH POINT
> 200° F PMCC

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 8.90 lb/gal 1066 g/l
SPECIFIC GRAVITY 1.07

BOILING POINT 396 - 491° F 202 - 255° C
MELTING POINT Not Available

VOLATILE VOLUME 53%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
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4.40lb/gal 528g/l Less Water and Federally Exempt Solvents
4.40lb/gal 528g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

26761-45-5 Alkyl Glycidyl Ester
LC50 RAT 4HR Not Available
LD50 RAT Not Available

25068-38-6 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.

Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.
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The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.



 
                          MATERIAL SAFETY DATA SHEET 
B58V10 
 
06 00 
=========================================================================== 
          Section 1 -- PRODUCT AND COMPANY IDENTIFICATION 
--------------------------------------------------------------------------- 
PRODUCT NUMBER              DATE OF PREPARATION            HMIS CODES 
                                                        Health           3* 
   B58V10                        14-APR-08              Flammability     1 
                                                        Reactivity       0 
PRODUCT NAME 
   MACROPOXY® 920 Pre-Prime Penetrating Epoxy Pre-Primer (Part B), Hardener 
 
MANUFACTURER'S NAME 
   THE SHERWIN-WILLIAMS COMPANY 
   101 Prospect Avenue N.W. 
   Cleveland, OH 44115 
 
TELEPHONE NUMBERS and WEBSITES 
   Product Information 
                             www.sherwin-williams.com 
   Regulatory Information 
      (216) 566-2902         www.paintdocs.com 
   Medical Emergency 
      (216) 566-2917 
   Transportation Emergency      for Chemical Emergency ONLY (spill, leak, 
      (800) 424-9300             fire, exposure, or accident) 
=========================================================================== 
          Section 2 -- COMPOSITION/INFORMATION ON INGREDIENTS 
% by WT       CAS No.  INGREDIENT             UNITS          VAPOR PRESSURE 
--------------------------------------------------------------------------- 
     5       100-51-6  Phenylmethanol 
                            ACGIH TLV  Not Available                0.15 mm 
                            OSHA  PEL  Not Available 
    10        90-72-2  Tri(dimethylaminomethyl)phenol 
                            ACGIH TLV  Not Available 
                            OSHA  PEL  Not Available 
     3       107-15-3  Ethylenediamine 
                            ACGIH TLV     10  ppm (Skin)            10.7 mm 
                            OSHA  PEL  Not Available 
    82    Proprietary  Ketamine 
                            ACGIH TLV  Not Available 
                            OSHA  PEL  Not Available 
 
This product releases Methyl Isobutyl Ketone during use.  
    16       108-10-1  Methyl Isobutyl Ketone 
                            ACGIH TLV     50  ppm                     16 mm 
                            ACGIH TLV     75  ppm STEL 
                            OSHA  PEL     50  ppm 
                            OSHA  PEL     75  ppm STEL 
=========================================================================== 
          Section 3 -- HAZARDS IDENTIFICATION 
--------------------------------------------------------------------------- 
ROUTES OF EXPOSURE 
   INHALATION of vapor or spray mist. 
   EYE or SKIN contact with the product, vapor or spray mist. 
 
 
 
 
Continued on page 2 
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=========================================================================== 
EFFECTS OF OVEREXPOSURE 
         EYES:  Causes burns. 
         SKIN:  Causes burns. 
   INHALATION:  Severe irritation of the upper respiratory system. 
   In a confined area vapors in high concentration may cause headache,  
nausea or dizziness. 
   Prolonged overexposure to solvent ingredients in Section 2 may cause  
adverse effects to nervous and urinary systems. 
SIGNS AND SYMPTOMS OF OVEREXPOSURE 
   Redness and itching or burning sensation may indicate eye or excessive  
skin exposure. 
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE 
   May cause allergic skin reaction in susceptible persons or skin  
sensitization. 
CANCER INFORMATION 
   For complete discussion of toxicology data refer to Section 11. 
=========================================================================== 
          Section 4 -- FIRST AID MEASURES 
--------------------------------------------------------------------------- 
 
         EYES:  Flush eyes with large amounts of water for 15 minutes. 
                Get medical attention IMMEDIATELY. 
         SKIN:  Wash affected area thoroughly with soap and water. 
                If irritation persists or occurs later, get medical 
                attention. 
                Remove contaminated clothing and launder before re-use. 
   INHALATION:  If affected, remove from exposure.  Restore breathing. 
                Keep warm and quiet. 
    INGESTION:  Do not induce vomiting. 
                Get medical attention immediately. 
=========================================================================== 
          Section 5 -- FIRE FIGHTING MEASURES 
--------------------------------------------------------------------------- 
FLASH POINT                        LEL      UEL 
   >200 F PMCC                     N.A.     N.A. 
FLAMMABILITY CLASSIFICATION 
   Not Applicable 
EXTINGUISHING MEDIA 
   Carbon Dioxide, Dry Chemical, Foam 
UNUSUAL FIRE AND EXPLOSION HAZARDS 
   Closed containers may explode (due to the build-up of pressure) when  
exposed to extreme heat. 
   During emergency conditions overexposure to decomposition products may  
cause a health hazard.  Symptoms may not be immediately apparent.  Obtain  
medical attention. 
SPECIAL FIRE FIGHTING PROCEDURES 
   Full protective equipment including self-contained breathing apparatus  
should be used. 
   Water spray may be ineffective.  If water is used, fog nozzles are  
preferable.  Water may be used to cool closed containers to prevent  
pressure build-up and possible autoignition or explosion when exposed to  
extreme heat. 
=========================================================================== 
          Section 6 -- ACCIDENTAL RELEASE MEASURES 
--------------------------------------------------------------------------- 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED 
   Remove all sources of ignition.  Ventilate the area. 
   Remove with inert absorbent. 
 
 
Continued on page 3 
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=========================================================================== 
          Section 7 -- HANDLING AND STORAGE 
--------------------------------------------------------------------------- 
STORAGE CATEGORY 
   DOL Storage Class IIIB 
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE 
   Keep container closed when not in use.  Transfer only to approved  
containers with complete and appropriate labeling.  Do not take internally. 
Keep out of the reach of children. 
=========================================================================== 
          Section 8 -- EXPOSURE CONTROLS/PERSONAL PROTECTION 
--------------------------------------------------------------------------- 
PRECAUTIONS TO BE TAKEN IN USE 
   Use only with adequate ventilation. 
   Do not get in eyes or on skin.  Avoid breathing vapor and spray mist. 
   Wash hands after using. 
   This coating may contain materials classified as nuisance particulates  
(listed "as Dust" in Section 2) which may be present at hazardous levels  
only during sanding or abrading of the dried film.  If no specific dusts  
are listed in Section 2, the applicable limits for nuisance dusts are ACGIH 
TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 
(total dust), 5 mg/m3 (respirable fraction). 
VENTILATION 
   Local exhaust preferable.  General exhaust acceptable if the exposure to 
materials in Section 2 is maintained below applicable exposure limits.  
Refer to OSHA Standards 1910.94, 1910.107, 1910.108. 
RESPIRATORY PROTECTION 
   If personal exposure cannot be controlled below applicable limits by  
ventilation, wear a properly fitted organic vapor/particulate respirator  
approved by NIOSH/MSHA for protection against materials in Section 2. 
   When sanding or abrading the dried film, wear a dust/mist respirator  
approved by NIOSH/MSHA for dust which may be generated from this product,  
underlying paint, or the abrasive. 
PROTECTIVE GLOVES 
   To prevent skin contact, wear gloves which are recommended by glove  
supplier for protection against materials in Section 2. 
EYE PROTECTION 
   To prevent eye contact, wear safety spectacles with unperforated  
sideshields. 
OTHER PROTECTIVE EQUIPMENT 
   Use barrier cream on exposed skin.  Wear long sleeved clothing. 
OTHER PRECAUTIONS 
   This product must be mixed with other components before use.  Before  
opening the packages, READ AND FOLLOW WARNING LABELS ON ALL COMPONENTS. 
=========================================================================== 
          Section 9 -- PHYSICAL AND CHEMICAL PROPERTIES 
--------------------------------------------------------------------------- 
 
   PRODUCT WEIGHT              7.26  lb/gal     869 g/l 
   SPECIFIC GRAVITY            0.87 
   BOILING POINT               243 - 405 F     117 - 207 C 
   MELTING POINT               Not Available 
   VOLATILE VOLUME             6   % 
   EVAPORATION RATE            Slower than ether 
   VAPOR DENSITY               Heavier than air 
   SOLUBILITY IN WATER         N.A. 
   VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged) 
      0.56 lb/gal    67 g/l    Less Water and Federally Exempt Solvents 
 
 
 
Continued on page 4 
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=========================================================================== 
          Section 10 -- STABILITY AND REACTIVITY 
--------------------------------------------------------------------------- 
STABILITY -- Stable 
CONDITIONS TO AVOID 
   None known. 
INCOMPATIBILITY 
   None known. 
HAZARDOUS DECOMPOSITION PRODUCTS 
   By fire: Carbon Dioxide, Carbon Monoxide 
HAZARDOUS POLYMERIZATION 
   Will not occur 
=========================================================================== 
          Section 11 -- TOXICOLOGICAL INFORMATION 
--------------------------------------------------------------------------- 
CHRONIC HEALTH HAZARDS 
   No ingredient in this product is an IARC, NTP or OSHA listed carcinogen. 
   Reports have associated repeated and prolonged overexposure to solvents 
with permanent brain and nervous system damage. 
--------------------------------------------------------------------------- 
TOXICOLOGY DATA 
     CAS No.     Ingredient Name 
--------------------------------------------------------------------------- 
    100-51-6     Phenylmethanol 
                              LC50   RAT     4HR    Not Available 
                              LD50   RAT            Not Available 
     90-72-2     Tri(dimethylaminomethyl)phenol 
                              LC50   RAT     4HR    Not Available 
                              LD50   RAT             1653   mg/kg 
    107-15-3     Ethylenediamine 
                              LC50   RAT     4HR    Not Available 
                              LD50   RAT            Not Available 
 Proprietary     Ketamine 
                              LC50   RAT     4HR    Not Available 
                              LD50   RAT            Not Available 
    108-10-1     Methyl Isobutyl Ketone 
                              LC50   RAT     4HR    Not Available 
                              LD50   RAT             2080   mg/kg 
=========================================================================== 
          Section 12 -- ECOLOGICAL INFORMATION 
--------------------------------------------------------------------------- 
   No data available. 
=========================================================================== 
          Section 13 -- DISPOSAL CONSIDERATIONS 
--------------------------------------------------------------------------- 
WASTE DISPOSAL METHOD 
   Waste from this product is not hazardous as defined under the Resource  
Conservation and Recovery Act (RCRA) 40 CFR 261. 
   Incinerate in approved facility.  Do not incinerate closed container.   
Dispose of in accordance with Federal, State/Provincial, and Local  
regulations regarding pollution. 
=========================================================================== 
          Section 14 -- TRANSPORT INFORMATION 
--------------------------------------------------------------------------- 
US Ground (DOT) 
    Not Regulated for Transportation. 
Canada (TDG) 
    Not Regulated for Transportation. 
IMO 
    Not Regulated for Transportation. 
 
Continued on page 5 
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=========================================================================== 
          Section 15 -- REGULATORY INFORMATION 
--------------------------------------------------------------------------- 
SARA 313 (40 CFR 372.65C) SUPPLIER NOTIFICATION 
 
   CAS No.       CHEMICAL/COMPOUND                              % by WT   
--------------------------------------------------------------------------- 
    108-10-1 Methyl Isobutyl Ketone (released during use)         16  
 
CALIFORNIA PROPOSITION 65 
   WARNING:  This product contains a chemical known to the State of  
California to cause cancer. 
TSCA CERTIFICATION 
   All chemicals in this product are listed, or are exempt from listing,    
on the TSCA Inventory. 
=========================================================================== 
          Section 16 -- OTHER INFORMATION 
--------------------------------------------------------------------------- 
   This product has been classified in accordance with the hazard criteria  
of the Canadian Controlled Products Regulations (CPR) and the MSDS contains 
all of the information required by the CPR. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   The above information pertains to this product as currently formulated,  
and is based on the information available at this time.  Addition of  
reducers or other additives to this product may substantially alter the  
composition and hazards of the product.  Since conditions of use are  
outside our control, we make no warranties, express or implied, and assume  
no liability in connection with any use of this information. 



page 1 of 5

DATE OF PREPARATION
Nov 8, 2008

MATERIAL SAFETY DATA SHEET

920-R-A11
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
920-R-A11

PRODUCT NAME
PHENICON® HS Flake Filled High Solids Epoxy (Part A), Reddish Gray

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
2 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

11 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

1 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

6 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

20 25068-38-6 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

12 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

12 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

7 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION
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UEL
11.2

LEL
1.0

FLASH POINT
80° F PMCC

HMIS Codes
Health 2*

Flammability 3
Reactivity 0

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
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This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels
only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 14.74 lb/gal 1766 g/l
SPECIFIC GRAVITY 1.77

BOILING POINT 174 - 292° F 78 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 31%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.20lb/gal 264g/l Less Water and Federally Exempt Solvents
2.20lb/gal 264g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

25068-38-6 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (27 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 2
1330-20-7 Xylene 11
71-36-3 1-Butanol 1



920-R-A11

page 5 of 5

CALIFORNIA PROPOSITION 65
WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.

TSCA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET

920-A-175
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
920-A-175

PRODUCT NAME
PHENICON® High Solids Epoxy (Part A), Light Gray

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
2 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

14 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 PPM (Skin) CEILING

1 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

6 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

21 25068-38-6 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

18 14807-96-6 Talc
ACGIH TLV Not Available
OSHA PEL Not Available

22 7727-43-7 Barium Sulfate
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

12 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION
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UEL
11.2

LEL
1.0

FLASH POINT
80° F PMCC

HMIS Codes
Health 2*

Flammability 3
Reactivity 0

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
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This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels
only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 13.66 lb/gal 1637 g/l
SPECIFIC GRAVITY 1.64

BOILING POINT 174 - 292° F 78 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 35%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.53lb/gal 303g/l Less Water and Federally Exempt Solvents
2.53lb/gal 303g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

25068-38-6 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

7727-43-7 Barium Sulfate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (27 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 2
1330-20-7 Xylene 14
71-36-3 1-Butanol 1
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CALIFORNIA PROPOSITION 65
WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.

TSCA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Feb 21, 2009

MATERIAL SAFETY DATA SHEET

920-W-A11
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SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
920-W-A11

PRODUCT NAME
PHENICON® High Solids Epoxy (Part A), White

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
2 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

11 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 PPM (Skin) CEILING

1 78-93-3 Methyl Ethyl Ketone
ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

6 Proprietary Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

20 25068-38-6 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

0.1 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

20 14807-96-6 Talc
ACGIH TLV Not Available
OSHA PEL Not Available

27 7727-43-7 Barium Sulfate
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

11 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction
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UEL
11.2

LEL
1.0

FLASH POINT
80° F PMCC

HMIS Codes
Health 2*

Flammability 3
Reactivity 0

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.
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SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 14.80 lb/gal 1773 g/l
SPECIFIC GRAVITY 1.78

BOILING POINT 174 - 292° F 78 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 31%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.21lb/gal 265g/l Less Water and Federally Exempt Solvents
2.21lb/gal 265g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
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IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but
inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

78-93-3 Methyl Ethyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

Proprietary Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

25068-38-6 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

7727-43-7 Barium Sulfate
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (27 C c.c.), EmS F-E, S-E
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 2
1330-20-7 Xylene 11
71-36-3 1-Butanol 1
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3

Flammability 1
Reactivity 0

DATE OF PREPARATION
Oct 13, 2008

MATERIAL SAFETY DATA SHEET

700-C-685
04 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
700-C-685

PRODUCT NAME
High Solids Epoxy (Part B), Catalyst

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
38 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

3 112-57-2 Tetraethylene Pentamine
ACGIH TLV Not Available
OSHA PEL Not Available

15 694-83-7 1,2-Cyclohexanediamine
ACGIH TLV Not Available
OSHA PEL Not Available

23 Proprietary Polyamine
ACGIH TLV Not Available
OSHA PEL Not Available

20 Proprietary Polyamidoamine
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

In a confined area vapors in high concentration may cause headache, nausea or dizziness.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to nervous systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
N.A.

LEL
N.A.

FLASH POINT
200° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 8.53 lb/gal 1022 g/l
SPECIFIC GRAVITY 1.03

BOILING POINT 396 - 405° F 202 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 37%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
3.27lb/gal 392g/l Less Water and Federally Exempt Solvents
3.27lb/gal 392g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

112-57-2 Tetraethylene Pentamine
LC50 RAT 4HR Not Available
LD50 RAT 205 mg/kg

694-83-7 1,2-Cyclohexanediamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Polyamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Polyamidoamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.
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Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 3
Reactivity 1

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

700-C-825
02 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
700-C-825

PRODUCT NAME
High Solids Epoxy (Part B), Low Temp Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

7 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

36 100-51-6 Phenylmethanol
ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

2 108-95-2 Phenol
ACGIH TLV 5 ppm (Skin) 0.357 mm
OSHA PEL 5 ppm (Skin)

3 1477-55-0 1,3-Benzenedimethanamine
ACGIH TLV 0.1 ppm (Skin) CEILING
OSHA PEL 0.1 ppm (Skin) CEILING

4 1761-71-3 Methylenedicyclohexylamine
ACGIH TLV Not Available
OSHA PEL Not Available

12 Proprietary Polyamine
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
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UEL
9.3

LEL
1.0

FLASH POINT
80° F PMCC

Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, nervous and reproductive systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.
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When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 8.73 lb/gal 1046 g/l
SPECIFIC GRAVITY 1.05

BOILING POINT 277 - 405° F 136 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 47%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
3.97lb/gal 475g/l Less Water and Federally Exempt Solvents
3.97lb/gal 475g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

100-51-6 Phenylmethanol
LC50 RAT 4HR Not Available
LD50 RAT Not Available

108-95-2 Phenol
LC50 RAT 4HR Not Available
LD50 RAT 530 mg/kg

1477-55-0 1,3-Benzenedimethanamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1761-71-3 Methylenedicyclohexylamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

Proprietary Polyamine
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (27 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 1
1330-20-7 Xylene 7
108-95-2 Phenol 2
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 1
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B62B360
01 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62B360

PRODUCT NAME
SHERPLATE 360 Epoxy (Part A), Black

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
11 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

0.2 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

16 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

1 1314-13-2 Zinc Oxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

0.9 1333-86-4 Carbon Black
ACGIH TLV 3.5 MG/M3
OSHA PEL 3.5 MG/M3

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Irritation of the upper respiratory system.

In a confined area vapors in high concentration may cause headache, nausea or dizziness.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to nervous systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
N.A.

LEL
N.A.

FLASH POINT
> 200° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes or on skin. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.37 lb/gal 1362 g/l
SPECIFIC GRAVITY 1.37

BOILING POINT 396 - 405° F 202 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 15%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.33lb/gal 160g/l Less Water and Federally Exempt Solvents
1.33lb/gal 160g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when

sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
Carbon Black is classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data, however, there is

insufficient evidence in humans for its carcinogenicity.
TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1314-13-2 Zinc Oxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1333-86-4 Carbon Black
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.
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SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.

Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

Zinc Compound 4 2.1
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 1
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B62H360
03 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62H360

PRODUCT NAME
SHERPLATE 360 Epoxy (Part A), Buff

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
11 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

0.1 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

13 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

6 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

1 1314-13-2 Zinc Oxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Irritation of the upper respiratory system.

In a confined area vapors in high concentration may cause headache, nausea or dizziness.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to nervous systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
N.A.

LEL
N.A.

FLASH POINT
> 200° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes or on skin. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.81 lb/gal 1415 g/l
SPECIFIC GRAVITY 1.42

BOILING POINT 396 - 405° F 202 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 15%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.33lb/gal 159g/l Less Water and Federally Exempt Solvents
1.33lb/gal 159g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when

sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but

inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1314-13-2 Zinc Oxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.



B62H360

page 4 of 4

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.

Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

Zinc Compound 4 2.0
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B62A360
01 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62A360

PRODUCT NAME
SHERPLATE 360 Epoxy (Part A), Gray

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
10 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

9 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

17 13463-67-7 Titanium Dioxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

0.2 1333-86-4 Carbon Black
ACGIH TLV 3.5 MG/M3
OSHA PEL 3.5 MG/M3

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Irritation of the upper respiratory system.

In a confined area vapors in high concentration may cause headache, nausea or dizziness.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to nervous systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
N.A.

LEL
N.A.

FLASH POINT
> 200° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes or on skin. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 12.04 lb/gal 1442 g/l
SPECIFIC GRAVITY 1.45

BOILING POINT 396 - 405° F 202 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 15%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.35lb/gal 162g/l Less Water and Federally Exempt Solvents
1.35lb/gal 162g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
IARC's Monograph No. 93 reports there is sufficient evidence of carcinogenicity in experimental rats exposed to titanium dioxide but

inadequate evidence for carcinogenicity in humans and has assigned a Group 2B rating. In addition, the IARC summary concludes, "No
significant exposure to titanium dioxide is thought to occur during the use of products in which titanium is bound to other materials, such as
paint."

Carbon Black is classified by IARC as possibly carcinogenic to humans (group 2B) based on experimental animal data, however, there is
insufficient evidence in humans for its carcinogenicity.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

13463-67-7 Titanium Dioxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1333-86-4 Carbon Black
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.
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Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

Zinc Compound 3 2.0
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 1
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B62R360
01 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62R360

PRODUCT NAME
SHERPLATE 360 Epoxy (Part A), Red Oxide

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
11 100-51-6 Phenylmethanol

ACGIH TLV Not Available 0.15 mm
OSHA PEL Not Available

0.1 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

13 14807-96-6 Talc
ACGIH TLV 2 mg/m3 as Resp. Dust
OSHA PEL 2 mg/m3 as Resp. Dust

1 1314-13-2 Zinc Oxide
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 10 mg/m3 Total Dust
OSHA PEL 5 mg/m3 Respirable Fraction

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Irritation of the upper respiratory system.

In a confined area vapors in high concentration may cause headache, nausea or dizziness.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to nervous systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
N.A.

LEL
N.A.

FLASH POINT
> 200° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes or on skin. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.62 lb/gal 1391 g/l
SPECIFIC GRAVITY 1.40

BOILING POINT 396 - 405° F 202 - 207° C
MELTING POINT Not Available

VOLATILE VOLUME 15%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
1.33lb/gal 160g/l Less Water and Federally Exempt Solvents
1.33lb/gal 160g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when

sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
TOXICOLOGY DATA
CAS No. Ingredient Name
100-51-6 Phenylmethanol

LC50 RAT 4HR Not Available
LD50 RAT Not Available

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

1314-13-2 Zinc Oxide
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.

Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.
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SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

Zinc Compound 4 2.1
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 1
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET
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02 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B62V360

PRODUCT NAME
SHERPLATE 360 Hardener (Part B)

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
15 68609-96-1 Alkyl Glycidyl Ether

ACGIH TLV Not Available
OSHA PEL Not Available

84 25068-38-6 Epoxy Polymer
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES
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UEL
N.A.

LEL
N.A.

FLASH POINT
> 200° F PMCC

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.56 lb/gal 1145 g/l
SPECIFIC GRAVITY 1.15

BOILING POINT Not Applicable
MELTING POINT Not Available

VOLATILE VOLUME 0%
EVAPORATION RATE N.A.

VAPOR DENSITY N.A.
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
0.05lb/gal 6g/l Less Water and Federally Exempt Solvents
0.05lb/gal 6g/l Emitted VOC
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SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.

TOXICOLOGY DATA
CAS No. Ingredient Name
68609-96-1 Alkyl Glycidyl Ether

LC50 RAT 4HR Not Available
LD50 RAT Not Available

25068-38-6 Epoxy Polymer
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.

Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.
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The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Feb 25, 2009

MATERIAL SAFETY DATA SHEET

B69B60
07 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B69B60

PRODUCT NAME
TAR GUARD™ Coal Tar Epoxy (Part A), Black

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
3 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

17 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

33 65996-93-2 Refined Coal Tar Pitch
ACGIH TLV 0.2 MG/M3
OSHA PEL 0.2 MG/M3

11 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

31 14807-96-6 Talc
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
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UEL
7.0

LEL
1.0

FLASH POINT
87° F PMCC

Redness and itching or burning sensation may indicate eye or excessive skin exposure.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

May cause allergic skin reaction in susceptible persons or skin sensitization.
CANCER INFORMATION

For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Discard contaminated clothing and shoes.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

For spray application, wear a full face positive pressure air supplied respirator, TC19C NIOSH/MSHA approved. For brush application, wear
an organic vapor NIOSH/MSHA approved respirator. Follow respirator manufacturer's directions for use.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear Nitrile/NBR gloves.
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EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin. For spray application, wear full body disposable protective clothing.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.16 lb/gal 1337 g/l
SPECIFIC GRAVITY 1.34

BOILING POINT 277 - 292° F 136 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 30%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.19lb/gal 263g/l Less Water and Federally Exempt Solvents
2.19lb/gal 263g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Coal Tar Pitch is listed by NTP. Human and animal studies indicate that prolonged overexposure to Coal Tar Pitch can cause cancer of the
skin, lung, bladder and gastrointestinal tract. Inhalation of Coal Tar Pitch Volatiles at application temperatures would not be expected as
they are vaporized only at very high temperatures.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

65996-93-2 Refined Coal Tar Pitch
LC50 RAT 4HR Not Available
LD50 RAT Not Available

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT 8000. mg/kg

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available
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SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (31 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 3
1330-20-7 Xylene 17
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Feb 25, 2009

MATERIAL SAFETY DATA SHEET

B69R60
03 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B69R60

PRODUCT NAME
TAR GUARD™ Coal Tar Epoxy (Part A), Red

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 Proprietary Polycyclic Aromatic Compounds

ACGIH TLV Not Available
OSHA PEL Not Available

3 100-41-4 Ethylbenzene
ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

18 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 90-72-2 Tri(dimethylaminomethyl)phenol
ACGIH TLV Not Available
OSHA PEL Not Available

33 65996-93-2 Refined Coal Tar Pitch
ACGIH TLV 0.2 MG/M3
OSHA PEL 0.2 MG/M3

11 68410-23-1 Polyamide
ACGIH TLV Not Available
OSHA PEL Not Available

10 14807-96-6 Talc
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
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UEL
7.0

LEL
1.0

FLASH POINT
90° F PMCC

Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Discard contaminated clothing and shoes.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

For spray application, wear a full face positive pressure air supplied respirator, TC19C NIOSH/MSHA approved. For brush application, wear
an organic vapor NIOSH/MSHA approved respirator. Follow respirator manufacturer's directions for use.
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When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear Nitrile/NBR gloves.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin. For spray application, wear full body disposable protective clothing.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 11.50 lb/gal 1378 g/l
SPECIFIC GRAVITY 1.38

BOILING POINT 277 - 292° F 136 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 33%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
2.40lb/gal 288g/l Less Water and Federally Exempt Solvents
2.40lb/gal 288g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Coal Tar Pitch is listed by NTP. Human and animal studies indicate that prolonged overexposure to Coal Tar Pitch can cause cancer of the
skin, lung, bladder and gastrointestinal tract. Inhalation of Coal Tar Pitch Volatiles at application temperatures would not be expected as
they are vaporized only at very high temperatures.
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TOXICOLOGY DATA
CAS No. Ingredient Name
Proprietary Polycyclic Aromatic Compounds

LC50 RAT 4HR Not Available
LD50 RAT Not Available

100-41-4 Ethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

90-72-2 Tri(dimethylaminomethyl)phenol
LC50 RAT 4HR Not Available
LD50 RAT 1653 mg/kg

65996-93-2 Refined Coal Tar Pitch
LC50 RAT 4HR Not Available
LD50 RAT Not Available

68410-23-1 Polyamide
LC50 RAT 4HR Not Available
LD50 RAT 8000. mg/kg

14807-96-6 Talc
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG III, LIMITED QUANTITY, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG III, (32 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
Proprietary Polycyclic Aromatic Compounds 1
100-41-4 Ethylbenzene 3
1330-20-7 Xylene 18
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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UEL
N.A.

LEL
N.A.

FLASH POINT
Not Applicable

HMIS Codes
Health 2

Flammability 0
Reactivity 0

DATE OF PREPARATION
Feb 25, 2009

MATERIAL SAFETY DATA SHEET

B69V60
03 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B69V60

PRODUCT NAME
TAR GUARD™ Coal Tar Epoxy (Part B), Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
100 25068-38-6 Epoxy Polymer

ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
EYE or SKIN contact with product.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons or skin sensitization.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Not Applicable

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam
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UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode (due to the build-up of pressure) when exposed to extreme heat.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
Not Applicable

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 9.70 lb/gal 1162 g/l
SPECIFIC GRAVITY 1.17

BOILING POINT Not Applicable
MELTING POINT Not Available

VOLATILE VOLUME 0%
EVAPORATION RATE N.A.

VAPOR DENSITY N.A.
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
0.00lb/gal 0g/l Less Water and Federally Exempt Solvents
0.00lb/gal 0g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
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INCOMPATIBILITY
None known.

HAZARDOUS DECOMPOSITION PRODUCTS
By fire: Carbon Dioxide, Carbon Monoxide

HAZARDOUS POLYMERIZATION
Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.

TOXICOLOGY DATA
CAS No. Ingredient Name
25068-38-6 Epoxy Polymer

LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product is not hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
Not Regulated for Transportation.

Canada (TDG)
Not Regulated for Transportation.

IMO
Not Regulated for Transportation.

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 7, 2008

MATERIAL SAFETY DATA SHEET

255-C-005
01 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
255-C-005

PRODUCT NAME
Epoxy Reducer #005

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
COOK Heavy Duty Protective Coatings
Cleveland, OH 44115

Telephone Numbers and Websites
Regulatory Information (216) 566-2902

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
62 108-88-3 Toluene

ACGIH TLV 20 PPM 22 mm
OSHA PEL 100 ppm (Skin)
OSHA PEL 150 ppm (Skin) STEL

38 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, cardiovascular and reproductive

systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES
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UEL
11.2

LEL
1.0

FLASH POINT
40° F PMCC

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 7.00 lb/gal 838 g/l
SPECIFIC GRAVITY 0.84

BOILING POINT 222 - 244° F 105 - 117° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
7.00lb/gal 838g/l Less Water and Federally Exempt Solvents
7.00lb/gal 838g/l Emitted VOC
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SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.

TOXICOLOGY DATA
CAS No. Ingredient Name
108-88-3 Toluene

LC50 RAT 4HR 4000 ppm
LD50 RAT 5000 mg/kg

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT RELATED MATERIAL, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
1-Butanol 5000 lb RQ
Toluene 1000 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT RELATED MATERIAL, 3, PG II, (TOLUENE), (ERG#128)

Canada (TDG)
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG II, (4 C c.c.), EmS F-E,
S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
108-88-3 Toluene 62
71-36-3 1-Butanol 38
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
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TSCA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Sep 9, 2008

MATERIAL SAFETY DATA SHEET

NAPHTHA 150/SW
05 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
NAPHTHA 150/SW

PRODUCT NAME
High Flash Naphtha - 150

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Regulatory Information (216) 566-2902

www.paintdocs.com
Medical Emergency (216) 566-2917

Transportation Emergency* (800) 424-9300
for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 108-67-8 1,3,5-Trimethylbenzene

ACGIH TLV 25 PPM 2 mm
OSHA PEL 25 PPM

2 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

84 64742-94-5 Medium Aromatic Hydrocarbons
ACGIH TLV Not Available 0.12 mm
OSHA PEL Not Available

13 91-20-3 Naphthalene
ACGIH TLV 10 PPM 1 mm
ACGIH TLV 15 PPM STEL
OSHA PEL 10 PPM
OSHA PEL 15 PPM STEL

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
6.5

LEL
0.8

FLASH POINT
140° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IIIA

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 7.40 lb/gal 886 g/l
SPECIFIC GRAVITY 0.89

BOILING POINT 328 - 425° F 164 - 218° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
7.40lb/gal 886g/l Less Water and Federally Exempt Solvents
7.40lb/gal 886g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.

TOXICOLOGY DATA
CAS No. Ingredient Name
108-67-8 1,3,5-Trimethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

64742-94-5 Medium Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

91-20-3 Naphthalene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Naphthalene 100 lb RQ
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Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT RELATED MATERIAL, 3, PG III, (NAPHTHALENE),
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (60 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
95-63-6 1,2,4-Trimethylbenzene 2
91-20-3 Naphthalene 13
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 9, 2008

MATERIAL SAFETY DATA SHEET

MEK/SW
12 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
MEK/SW

PRODUCT NAME
Methyl Ethyl Ketone

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Regulatory Information (216) 566-2902

www.paintdocs.com
Medical Emergency (216) 566-2917

Transportation Emergency* (800) 424-9300
for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
100 78-93-3 Methyl Ethyl Ketone

ACGIH TLV 200 PPM 70 mm
ACGIH TLV 300 PPM STEL
OSHA PEL 200 PPM
OSHA PEL 300 PPM STEL

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES
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UEL
10.0

LEL
1.8

FLASH POINT
18° F TCC

FLAMMABILITY CLASSIFICATION
RED LABEL -- Extremely Flammable, Flash below 21° F (-6 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are EXTREMELY FLAMMABLE. Keep away from heat, sparks, and open flame. Vapors will accumulate readily and may ignite

explosively.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 6.68 lb/gal 800 g/l
SPECIFIC GRAVITY 0.80

BOILING POINT 174 - 177° F 78 - 80° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
6.68lb/gal 800g/l Less Water and Federally Exempt Solvents
6.68lb/gal 800g/l Emitted VOC
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SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.
Methyl Ethyl Ketone may increase the nervous system effects of other solvents.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.

TOXICOLOGY DATA
CAS No. Ingredient Name
78-93-3 Methyl Ethyl Ketone

LC50 RAT 4HR Not Available
LD50 RAT 2740 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Quart and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1193, ETHYL METHYL KETONE, 3, PG II, (ERG#127)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl methyl ketone 5000 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1193, ETHYL METHYL KETONE, 3, PG II, (ERG#127)

Canada (TDG)
UN1193, ETHYL METHYL KETONE, CLASS 3, PG II, (ERG#127)

IMO
UN1193, ETHYL METHYL KETONE, CLASS 3, PG II, (-8 C c.c.), EmS F-E,
S-D

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.
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The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

R7K100
06 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
R7K100

PRODUCT NAME
Reducer No. 100

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
1 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

5 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

22 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

5 98-82-8 Cumene
ACGIH TLV 50 PPM 10 mm
OSHA PEL 50 PPM

27 108-67-8 1,3,5-Trimethylbenzene
ACGIH TLV 25 PPM 2 mm
OSHA PEL 25 PPM

40 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
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UEL
7.0

LEL
0.7

FLASH POINT
105° F PMCC

Redness and itching or burning sensation may indicate eye or excessive skin exposure.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

None generally recognized.
CANCER INFORMATION

For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 7.24 lb/gal 867 g/l
SPECIFIC GRAVITY 0.87

BOILING POINT 277 - 360° F 136 - 182° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
7.24lb/gal 867g/l Less Water and Federally Exempt Solvents
7.24lb/gal 867g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

98-82-8 Cumene
LC50 RAT 4HR Not Available
LD50 RAT 1400 mg/kg

108-67-8 1,3,5-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
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Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local
regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT RELATED MATERIAL, COMBUSTIBLE LIQUID, PG III,
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (41 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 1
1330-20-7 Xylene 5
98-82-8 Cumene 5
95-63-6 1,2,4-Trimethylbenzene 40
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 2
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

R7K104
02 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
R7K104

PRODUCT NAME
Reducer No. 104

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
0.6 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

2 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

9 64742-95-6 Light Aromatic Hydrocarbons
ACGIH TLV Not Available 3.8 mm
OSHA PEL Not Available

2 98-82-8 Cumene
ACGIH TLV 50 PPM 10 mm
OSHA PEL 50 PPM

11 108-67-8 1,3,5-Trimethylbenzene
ACGIH TLV 25 PPM 2 mm
OSHA PEL 25 PPM

17 95-63-6 1,2,4-Trimethylbenzene
ACGIH TLV 25 PPM 2.03 mm
OSHA PEL 25 PPM

19 71-36-3 1-Butanol
ACGIH TLV 20 PPM 5.5 mm
OSHA PEL 50 ppm (Skin) CEILING

39 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
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UEL
11.2

LEL
0.7

FLASH POINT
105° F PMCC

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.
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PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 6.95 lb/gal 832 g/l
SPECIFIC GRAVITY 0.84

BOILING POINT 243 - 360° F 117 - 182° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
6.94lb/gal 832g/l Less Water and Federally Exempt Solvents
6.94lb/gal 832g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64742-95-6 Light Aromatic Hydrocarbons
LC50 RAT 4HR Not Available
LD50 RAT Not Available

98-82-8 Cumene
LC50 RAT 4HR Not Available
LD50 RAT 1400 mg/kg

108-67-8 1,3,5-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

95-63-6 1,2,4-Trimethylbenzene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

71-36-3 1-Butanol
LC50 RAT 4HR 8000 ppm
LD50 RAT 790 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg
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SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
1-Butanol 5000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT RELATED MATERIAL, COMBUSTIBLE LIQUID, PG III,
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (41 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 0.6
1330-20-7 Xylene 2
98-82-8 Cumene 2
95-63-6 1,2,4-Trimethylbenzene 17
71-36-3 1-Butanol 19
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

R7K111
04 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
R7K111

PRODUCT NAME
Compliant Thinner, Fast

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Regulatory Information (216) 566-2902

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
60 98-56-6 p-Chlorobenzotrifluoride

ACGIH TLV Not Available 5.3 mm
OSHA PEL Not Available

40 67-64-1 Acetone
ACGIH TLV 500 PPM 180 mm
ACGIH TLV 750 PPM STEL
OSHA PEL 1000 PPM

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver and urinary systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES
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UEL
12.8

LEL
0.9

FLASH POINT
2° F PMCC

FLAMMABILITY CLASSIFICATION
RED LABEL -- Extremely Flammable, Flash below 21° F (-6 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are EXTREMELY FLAMMABLE. Keep away from heat, sparks, and open flame. Vapors will accumulate readily and may ignite

explosively.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 8.74 lb/gal 1046 g/l
SPECIFIC GRAVITY 1.05

BOILING POINT 132 - 283° F 55 - 139° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
0.00lb/gal 0g/l Less Water and Federally Exempt Solvents
0.00lb/gal 0g/l Emitted VOC
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SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.

TOXICOLOGY DATA
CAS No. Ingredient Name
98-56-6 p-Chlorobenzotrifluoride

LC50 RAT 4HR Not Available
LD50 RAT Not Available

67-64-1 Acetone
LC50 RAT 4HR Not Available
LD50 RAT 5800 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT RELATED MATERIAL, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Acetone 5000 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT RELATED MATERIAL, 3, PG II, (ERG#128)

Canada (TDG)
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG II, (-17 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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UEL
13.1

LEL
1.3

FLASH POINT
108° F PMCC

HMIS Codes
Health 2

Flammability 2
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

R7K132
03 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
R7K132

PRODUCT NAME
Reducer No. 132

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
100 108-65-6 1-Methoxy-2-Propanol Acetate

ACGIH TLV Not Available 1.8 mm
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and blood forming systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200° F
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EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 8.04 lb/gal 963 g/l
SPECIFIC GRAVITY 0.97

BOILING POINT 284 - 302° F 140 - 150° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
8.04lb/gal 963g/l Less Water and Federally Exempt Solvents
8.04lb/gal 963g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
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HAZARDOUS DECOMPOSITION PRODUCTS
By fire: Carbon Dioxide, Carbon Monoxide

HAZARDOUS POLYMERIZATION
Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.

TOXICOLOGY DATA
CAS No. Ingredient Name
108-65-6 1-Methoxy-2-Propanol Acetate

LC50 RAT 4HR Not Available
LD50 RAT 8500 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
May be Classed as a Combustible Liquid for U.S. Ground.
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

Bulk Containers may be Shipped as:
UN1263, PAINT RELATED MATERIAL, COMBUSTIBLE LIQUID, PG III,
(ERG#128)

Canada (TDG)
May be Classed as a Combustible Liquid for Canadian Ground.
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (42 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C) Supplier Notification.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

R7K15
02 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
R7K15

PRODUCT NAME
Reducer No. 15

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
8 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

44 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

48 108-10-1 Methyl Isobutyl Ketone
ACGIH TLV 50 PPM 16 mm
ACGIH TLV 75 PPM STEL
OSHA PEL 50 PPM
OSHA PEL 75 PPM STEL

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
7.5

LEL
1.0

FLASH POINT
64° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.



R7K15

page 3 of 4

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 6.91 lb/gal 827 g/l
SPECIFIC GRAVITY 0.83

BOILING POINT 237 - 292° F 113 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
6.90lb/gal 827g/l Less Water and Federally Exempt Solvents
6.90lb/gal 827g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

108-10-1 Methyl Isobutyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2080 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT RELATED MATERIAL, 3, PG II, (ERG#128)
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DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Methylisobutyl ketone 5000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT RELATED MATERIAL, 3, PG II, (XYLENES (ISOMERS AND
MIXTURE)), (ERG#128)

Canada (TDG)
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG II, (18 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 8
1330-20-7 Xylene 44
108-10-1 Methyl Isobutyl Ketone 48
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 9, 2008

MATERIAL SAFETY DATA SHEET

530-8689
04 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
530-8689

PRODUCT NAME
Reducer #54

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Regulatory Information (216) 566-2902

www.paintdocs.com
Medical Emergency (216) 566-2917

Transportation Emergency* (800) 424-9300
for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
4 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

22 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

23 64-17-5 Ethanol
ACGIH TLV 1000 PPM 44 mm
OSHA PEL 1000 PPM

51 108-10-1 Methyl Isobutyl Ketone
ACGIH TLV 50 PPM 16 mm
ACGIH TLV 75 PPM STEL
OSHA PEL 50 PPM
OSHA PEL 75 PPM STEL

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
Contains alcohols and acetates which can be absorbed through the skin.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
19.0

LEL
1.0

FLASH POINT
55° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 6.75 lb/gal 808 g/l
SPECIFIC GRAVITY 0.81

BOILING POINT 172 - 292° F 77 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
6.74lb/gal 808g/l Less Water and Federally Exempt Solvents
6.74lb/gal 808g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

64-17-5 Ethanol
LC50 RAT 4HR Not Available
LD50 RAT 7060 mg/kg

108-10-1 Methyl Isobutyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2080 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
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Larger Containers are Regulated as:
UN1263, PAINT RELATED MATERIAL, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Methylisobutyl ketone 5000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT RELATED MATERIAL, 3, PG II, (XYLENES (ISOMERS AND
MIXTURE)), (ERG#128)

Canada (TDG)
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG II, (13 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 4
1330-20-7 Xylene 22
108-10-1 Methyl Isobutyl Ketone 51
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 9, 2008

MATERIAL SAFETY DATA SHEET

530-8713
06 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
530-8713

PRODUCT NAME
Reducer #58

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Regulatory Information (216) 566-2902

www.paintdocs.com
Medical Emergency (216) 566-2917

Transportation Emergency* (800) 424-9300
for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
7 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

42 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

23 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

28 108-65-6 1-Methoxy-2-Propanol Acetate
ACGIH TLV Not Available 1.8 mm
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary, blood forming and reproductive

systems.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
13.1

LEL
1.0

FLASH POINT
80° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.
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SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 7.28 lb/gal 872 g/l
SPECIFIC GRAVITY 0.88

BOILING POINT 277 - 308° F 136 - 153° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
7.28lb/gal 872g/l Less Water and Federally Exempt Solvents
7.28lb/gal 872g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

108-65-6 1-Methoxy-2-Propanol Acetate
LC50 RAT 4HR Not Available
LD50 RAT 8500 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
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Larger Containers are Regulated as:
UN1263, PAINT RELATED MATERIAL, 3, PG III, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT RELATED MATERIAL, 3, PG III, (XYLENES (ISOMERS AND
MIXTURE)), (ERG#128)

Canada (TDG)
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, LIMITED QUANTITY,
(ERG#128)

IMO
UN1263, PAINT RELATED MATERIAL, CLASS 3, PG III, (27 C c.c.), EmS
F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 7
1330-20-7 Xylene 42
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 2*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 9, 2008

MATERIAL SAFETY DATA SHEET

XYLENE/SW
07 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
XYLENE/SW

PRODUCT NAME
Xylene (Xylol)

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Regulatory Information (216) 566-2902

www.paintdocs.com
Medical Emergency (216) 566-2917

Transportation Emergency* (800) 424-9300
for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
15 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

85 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.
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UEL
7.0

LEL
1.0

FLASH POINT
80° F PMCC

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IC

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 7.17 lb/gal 859 g/l
SPECIFIC GRAVITY 0.86

BOILING POINT 277 - 292° F 136 - 144° C
MELTING POINT Not Available

VOLATILE VOLUME 100%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
7.17lb/gal 859g/l Less Water and Federally Exempt Solvents
7.17lb/gal 859g/l Emitted VOC
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SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1307, XYLENES, 3, PG III, (ERG#130)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1307, XYLENES, 3, PG III, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#130)

Canada (TDG)
UN1307, XYLENES, CLASS 3, PG III, LIMITED QUANTITY, (ERG#130)

IMO
UN1307, XYLENES, CLASS 3, PG III, (27 C c.c.), EmS F-E, S-D

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 15
1330-20-7 Xylene 85
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CALIFORNIA PROPOSITION 65
WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.

TSCA CERTIFICATION
All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3*

Flammability 3
Reactivity 0

DATE OF PREPARATION
Feb 25, 2009

MATERIAL SAFETY DATA SHEET

B69V3
12 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B69V3

PRODUCT NAME
ZINC CLAD™ II Ethyl Silicate (Part E), Binder

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
4 100-41-4 Ethylbenzene

ACGIH TLV 100 PPM 7.1 mm
ACGIH TLV 125 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 125 PPM STEL

23 1330-20-7 Xylene
ACGIH TLV 100 PPM 5.9 mm
ACGIH TLV 150 PPM STEL
OSHA PEL 100 PPM
OSHA PEL 150 PPM STEL

1 67-56-1 Methanol
ACGIH TLV 200 PPM (Skin) 92 mm
ACGIH TLV 250 PPM (Skin) STEL
OSHA PEL 200 PPM (Skin)
OSHA PEL 250 PPM (Skin) STEL

26 64-17-5 Ethanol
ACGIH TLV 1000 PPM 44 mm
OSHA PEL 1000 PPM

2 108-10-1 Methyl Isobutyl Ketone
ACGIH TLV 50 PPM 16 mm
ACGIH TLV 75 PPM STEL
OSHA PEL 50 PPM
OSHA PEL 75 PPM STEL

5 78-10-4 Ethyl Silicate
ACGIH TLV Not Available 1 mm
OSHA PEL 100 PPM

9 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
Contains alcohols and acetates which can be absorbed through the skin.
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UEL
36.5

LEL
1.0

FLASH POINT
60° F PMCC

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).
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VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use of barrier cream on exposed skin is recommended.

OTHER PRECAUTIONS
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 8.17 lb/gal 978 g/l
SPECIFIC GRAVITY 0.98

BOILING POINT 148 - 335° F 64 - 168° C
MELTING POINT Not Available

VOLATILE VOLUME 76%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
5.24lb/gal 628g/l Less Water and Federally Exempt Solvents
5.10lb/gal 612g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Ethylbenzene is classified by IARC as possibly carcinogenic to humans (2B) based on inadequate evidence in humans and sufficient

evidence in laboratory animals. Lifetime inhalation exposure of rats and mice to high ethylbenzene concentrations resulted in increases in
certain types of cancer, including kidney tumors in rats and lung and liver tumors in mice. These effects were not observed in animals
exposed to lower concentrations. There is no evidence that ethylbenzene causes cancer in humans.

Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when
sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
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TOXICOLOGY DATA
CAS No. Ingredient Name
100-41-4 Ethylbenzene

LC50 RAT 4HR Not Available
LD50 RAT 3500 mg/kg

1330-20-7 Xylene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 mg/kg

67-56-1 Methanol
LC50 RAT 4HR 64000 ppm
LD50 RAT 5630 mg/kg

64-17-5 Ethanol
LC50 RAT 4HR Not Available
LD50 RAT 7060 mg/kg

108-10-1 Methyl Isobutyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2080 mg/kg

78-10-4 Ethyl Silicate
LC50 RAT 4HR Not Available
LD50 RAT 6270 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Ethyl benzene 1000 lb RQ
Xylenes (isomers and mixture) 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
RQ, UN1263, PAINT, 3, PG II, (XYLENES (ISOMERS AND MIXTURE)),
(ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG II, (16 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
100-41-4 Ethylbenzene 4
1330-20-7 Xylene 23
67-56-1 Methanol 1
108-10-1 Methyl Isobutyl Ketone 2
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.



 
                          MATERIAL SAFETY DATA SHEET 
B69D11 
05 00 
 
=========================================================================== 
          Section 1 -- PRODUCT AND COMPANY IDENTIFICATION 
--------------------------------------------------------------------------- 
PRODUCT NUMBER                                           HMIS CODES 
                                                      Health            2 
   B69D11                                             Flammability      0 
                                                      Reactivity        1 
PRODUCT NAME 
   ZINC CLAD* Zinc Dust (Part F) 
MANUFACTURER'S NAME                           EMERGENCY TELEPHONE NO. 
   THE SHERWIN-WILLIAMS COMPANY                (216) 566-2917 
   101 Prospect Avenue N.W. 
   Cleveland, OH 44115 
DATE OF PREPARATION                           INFORMATION TELEPHONE NO. 
   29-SEP-06                                   (216) 566-2902 
=========================================================================== 
          Section 2 -- COMPOSITION/INFORMATION ON INGREDIENTS 
% by WT       CAS No.  INGREDIENT             UNITS          VAPOR PRESSURE 
--------------------------------------------------------------------------- 
   100      7440-66-6  Zinc 
                            ACGIH TLV  Not Available 
                            OSHA  PEL  Not Available 
=========================================================================== 
          Section 3 -- HAZARDS IDENTIFICATION 
--------------------------------------------------------------------------- 
ROUTES OF EXPOSURE 
   INHALATION of dust. 
   EYE or SKIN contact with the product or dust. 
EFFECTS OF OVEREXPOSURE 
         EYES:  Irritation. 
         SKIN:  Prolonged or repeated exposure may cause irritation. 
   INHALATION:  Irritation of the upper respiratory system. 
SIGNS AND SYMPTOMS OF OVEREXPOSURE 
   Redness and itching or burning sensation may indicate eye or excessive  
skin exposure. 
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE 
   None generally recognized. 
CANCER INFORMATION 
  For complete discussion of toxicology data refer to Section 11. 
=========================================================================== 
          Section 4 -- FIRST AID MEASURES 
--------------------------------------------------------------------------- 
 
         EYES:  Flush eyes with large amounts of water for 15 minutes. 
                Get medical attention. 
         SKIN:  Wash affected area thoroughly with soap and water. 
   INHALATION:  If affected, remove from exposure.  Restore breathing. 
                Keep warm and quiet. 
    INGESTION:  Do not induce vomiting. 
                Get medical attention immediately. 
 
Continued on page 2 
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=========================================================================== 
          Section 5 -- FIRE FIGHTING MEASURES 
--------------------------------------------------------------------------- 
FLASH POINT                        LEL      UEL 
   Not Applicable                  N.A.     N.A. 
FLAMMABILITY CLASSIFICATION 
   Not Applicable 
EXTINGUISHING MEDIA 
   Carbon Dioxide, Dry Chemical, Foam.  Do not use water. 
UNUSUAL FIRE AND EXPLOSION HAZARDS 
   Dry zinc dust will not ignite spontaneously.  In contact with atmospheric 
moisture, zinc dust can form an explosive mixture with air.  When dampened 
in confined spaces, explosive concentrations of hydrogen may form. 
SPECIAL FIRE FIGHTING PROCEDURES 
   Do not use water.  Full protective equipment including self-contained 
breathing apparatus should be used. 
=========================================================================== 
          Section 6 -- ACCIDENTAL RELEASE MEASURES 
--------------------------------------------------------------------------- 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED 
   Remove all sources of ignition.  Sweep up material taking care not to  
generate airborne dust. 
=========================================================================== 
          Section 7 -- HANDLING AND STORAGE 
--------------------------------------------------------------------------- 
STORAGE CATEGORY 
   Not Applicable 
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE 
   Use entire container at one time.  Do not reseal opened containers 
containing Zinc dust.  Do not transfer Zinc dust to other containers. 
   Keep container closed when not in use.  Do not take internally. 
Keep out of the reach of children. 
=========================================================================== 
          Section 8 -- EXPOSURE CONTROLS/PERSONAL PROTECTION 
--------------------------------------------------------------------------- 
PRECAUTIONS TO BE TAKEN IN USE 
   Use only with adequate ventilation.  Avoid contact with skin and eyes.   
Avoid generating or breathing airborne dust.  Wash hands after using. 
   This product may contain materials classified as nuisance particulates  
(listed "as Dust" in Section 2) which may be present at hazardous levels  
only during sanding or abrading of the dried film.  If no specific dusts  
are listed in Section 2, the applicable limits for nuisance dusts are ACGIH 
TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 
(total dust), 5 mg/m3 (respirable fraction). 
VENTILATION 
   Local exhaust preferable.  General exhaust acceptable if the exposure to 
materials in Section 2 is maintained below applicable exposure limits.  
Refer to OSHA Standards 1910.94, 1910.107, 1910.108. 
 
 
 
 
 
 
 
Continued on page 3 
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=========================================================================== 
RESPIRATORY PROTECTION 
   If personal exposure cannot be controlled below applicable limits by  
ventilation, wear a properly fitted organic vapor/particulate respirator  
approved by NIOSH/MSHA for protection against materials in Section 2. 
   When sanding or abrading the dried film, wear a dust/mist respirator  
approved by NIOSH/MSHA for dust which may be generated from this product,  
underlying paint, or the abrasive. 
PROTECTIVE GLOVES 
   Required for long or repeated contact. 
EYE PROTECTION 
   Wear safety spectacles with unperforated sideshields. 
=========================================================================== 
          Section 9 -- PHYSICAL AND CHEMICAL PROPERTIES 
--------------------------------------------------------------------------- 
 
   PRODUCT WEIGHT              58.60 lb/gal     7021 g/l 
   SPECIFIC GRAVITY            7.05 
   BOILING POINT               Not Applicable 
   MELTING POINT               Not Available 
   VOLATILE VOLUME             0   % 
   EVAPORATION RATE            N.A. 
   VAPOR DENSITY               N.A. 
   SOLUBILITY IN WATER         N.A. 
   VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged) 
      0.00 lb/gal     0 g/l    Less Water and Federally Exempt Solvents 
      0.00 lb/gal     0 g/l    Emitted VOC 
=========================================================================== 
          Section 10 -- STABILITY AND REACTIVITY 
--------------------------------------------------------------------------- 
STABILITY -- Stable 
CONDITIONS TO AVOID 
   Avoid contamination of Zinc dust or Zinc-containing mixtures with water. 
Avoid excess dusting of Zinc dust portions. 
INCOMPATIBILITY 
   Contamination with Water, Acids, or Alkalis can cause evolution of  
hydrogen, which may result in dangerously increased pressures in closed  
containers. 
HAZARDOUS DECOMPOSITION PRODUCTS 
   By fire: Carbon Dioxide, Carbon Monoxide, Oxides of Metals in Section 2  
HAZARDOUS POLYMERIZATION 
   Will not occur 
=========================================================================== 
          Section 11 -- TOXICOLOGICAL INFORMATION 
--------------------------------------------------------------------------- 
CHRONIC HEALTH HAZARDS 
   No ingredient in this product is an IARC, NTP or OSHA listed carcinogen. 
--------------------------------------------------------------------------- 
TOXICOLOGY DATA 
     CAS No.     Ingredient Name 
--------------------------------------------------------------------------- 
   7440-66-6     Zinc 
                              LC50   RAT     4HR    Not Available 
                              LD50   RAT            Not Available 
 
Continued on page 4 
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=========================================================================== 
          Section 12 -- ECOLOGICAL INFORMATION 
--------------------------------------------------------------------------- 
ECOTOXICOLOGICAL INFORMATION 
   No data available. 
 
=========================================================================== 
          Section 13 -- DISPOSAL CONSIDERATIONS 
--------------------------------------------------------------------------- 
WASTE DISPOSAL METHOD 
   Waste from this product is not hazardous as defined under the Resource  
Conservation and Recovery Act (RCRA) 40 CFR 261. 
   Incinerate in approved facility.  Do not incinerate closed container.   
Dispose of in accordance with Federal, State/Provincial, and Local  
regulations regarding pollution. 
=========================================================================== 
          Section 14 -- TRANSPORT INFORMATION 
--------------------------------------------------------------------------- 
   No data available. 
 
=========================================================================== 
          Section 15 -- REGULATORY INFORMATION 
--------------------------------------------------------------------------- 
SARA 313 (40 CFR 372.65C) SUPPLIER NOTIFICATION 
 
   CAS No.       CHEMICAL/COMPOUND                      % by WT   % Element 
--------------------------------------------------------------------------- 
             Zinc                                                     97 
 
CALIFORNIA PROPOSITION 65 
   WARNING:  This product contains a chemical known to the State of  
California to cause cancer. 
TSCA CERTIFICATION 
   All chemicals in this product are listed, or are exempt from listing,    
on the TSCA Inventory. 
=========================================================================== 
          Section 16 -- OTHER INFORMATION 
--------------------------------------------------------------------------- 
   This product has been classified in accordance with the hazard criteria  
of the Canadian Controlled Products Regulations (CPR) and the MSDS contains 
all of the information required by the CPR. 
 
 
 
 
 
 
 
 
 
   The above information pertains to this product as currently formulated,  
and is based on the information available at this time.  Addition of  
reducers or other additives to this product may substantially alter the  
composition and hazards of the product.  Since conditions of use are  
outside our control, we make no warranties, express or implied, and assume  
no liability in connection with any use of this information. 
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DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B69VZ12
04 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B69VZ12

PRODUCT NAME
ZINC-CLAD® II Plus Inorganic Zinc-Rich Coating (Part A)

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
3 64742-94-5 Medium Aromatic Hydrocarbons

ACGIH TLV Not Available 0.12 mm
OSHA PEL Not Available

0.5 91-20-3 Naphthalene
ACGIH TLV 10 PPM 1 mm
ACGIH TLV 15 PPM STEL
OSHA PEL 10 PPM
OSHA PEL 15 PPM STEL

6 64-17-5 Ethanol
ACGIH TLV 1000 PPM 44 mm
OSHA PEL 1000 PPM

3 34590-94-8 2-Methoxymethylethoxypropanol
ACGIH TLV 100 ppm (Skin) 0.4 mm
ACGIH TLV 150 ppm (Skin) STEL
OSHA PEL 100 ppm (Skin)
OSHA PEL 150 ppm (Skin) STEL

5 110-43-0 Methyl n-Amyl Ketone
ACGIH TLV 50 PPM 3.855 mm
OSHA PEL 100 PPM

17 78-10-4 Ethyl Silicate
ACGIH TLV Not Available 1 mm
OSHA PEL 100 PPM

21 14808-60-7 Quartz
ACGIH TLV 0.025 mg/m3 as Resp. Dust
OSHA PEL 0.1 mg/m3 as Resp. Dust

4 7631-86-9 Amorphous Silica
ACGIH TLV 10 mg/m3 as Dust
OSHA PEL 6 mg/m3 as Dust

6 12001-26-2 Mica
ACGIH TLV 3 mg/m3 as Resp. Dust
OSHA PEL 3 mg/m3 as Resp. Dust

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
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UEL
19.0

LEL
0.8

FLASH POINT
65° F PMCC

HMIS Codes
Health 2*

Flammability 3
Reactivity 0

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver, urinary and reproductive systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
May cause allergic skin reaction in susceptible persons.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention.
SKIN: Wash affected area thoroughly with soap and water.

Remove contaminated clothing and launder before re-use.
INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.

INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).
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VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
Wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
Wear safety spectacles with unperforated sideshields.

OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 10.70 lb/gal 1282 g/l
SPECIFIC GRAVITY 1.29

BOILING POINT 172 - 415° F 77 - 212° C
MELTING POINT Not Available

VOLATILE VOLUME 50%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
3.69lb/gal 442g/l Less Water and Federally Exempt Solvents
3.69lb/gal 442g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.
Crystalline Silica (Quartz, Cristobalite) is listed by IARC and NTP. Long term exposure to high levels of silica dust, which can occur only when

sanding or abrading the dry film, may cause lung damage (silicosis) and possibly cancer.
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TOXICOLOGY DATA
CAS No. Ingredient Name
64742-94-5 Medium Aromatic Hydrocarbons

LC50 RAT 4HR Not Available
LD50 RAT Not Available

91-20-3 Naphthalene
LC50 RAT 4HR Not Available
LD50 RAT Not Available

64-17-5 Ethanol
LC50 RAT 4HR Not Available
LD50 RAT 7060 mg/kg

34590-94-8 2-Methoxymethylethoxypropanol
LC50 RAT 4HR Not Available
LD50 RAT 5135 mg/kg

110-43-0 Methyl n-Amyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 1670 mg/kg

78-10-4 Ethyl Silicate
LC50 RAT 4HR Not Available
LD50 RAT 6270 mg/kg

14808-60-7 Quartz
LC50 RAT 4HR Not Available
LD50 RAT Not Available

7631-86-9 Amorphous Silica
LC50 RAT 4HR Not Available
LD50 RAT Not Available

12001-26-2 Mica
LC50 RAT 4HR Not Available
LD50 RAT Not Available

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.

SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
1 Gallon and Less may be Classed as CONSUMER COMMODITY, ORM-D
Larger Containers are Regulated as:
UN1263, PAINT, 3, PG II, (ERG#128)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Naphthalene 100 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN1263, PAINT, 3, PG II, (ERG#128)

Canada (TDG)
UN1263, PAINT, CLASS 3, PG II, (ERG#128)

IMO
UN1263, PAINT, CLASS 3, PG II, (18 C c.c.), EmS F-E, S-E

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
91-20-3 Naphthalene 0.5
CALIFORNIA PROPOSITION 65

WARNING: This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.
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SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.
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HMIS Codes
Health 3

Flammability 3
Reactivity 0

DATE OF PREPARATION
Sep 8, 2008

MATERIAL SAFETY DATA SHEET

B69VZ13
02 00

SECTION 1 — PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER
B69VZ13

PRODUCT NAME
ZINC-CLAD® II Plus Inorganic Zinc-Rich Coating (Part B), Hardener

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
101 Prospect Avenue N.W.
Cleveland, OH 44115

Telephone Numbers and Websites
Product Information www.sherwin-williams.com

Regulatory Information (216) 566-2902
www.paintdocs.com

Medical Emergency (216) 566-2917
Transportation Emergency* (800) 424-9300

for Chemical Emergency ONLY (spill, leak, fire, exposure, or accident)*

SECTION 2 — COMPOSITION/INFORMATION ON INGREDIENTS

% by Weight CAS Number Ingredient Units Vapor Pressure
3 67-56-1 Methanol

ACGIH TLV 200 ppm (Skin) 92 mm
ACGIH TLV 250 ppm (Skin) STEL
OSHA PEL 200 ppm (Skin)
OSHA PEL 250 ppm (Skin) STEL

70 64-17-5 Ethanol
ACGIH TLV 1000 PPM 44 mm
OSHA PEL 1000 PPM

4 108-10-1 Methyl Isobutyl Ketone
ACGIH TLV 50 PPM 16 mm
ACGIH TLV 75 PPM STEL
OSHA PEL 50 PPM
OSHA PEL 75 PPM STEL

20 7646-85-7 Zinc Chloride
ACGIH TLV Not Available
OSHA PEL Not Available

SECTION 3 — HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.
Contains alcohols and acetates which can be absorbed through the skin.

EFFECTS OF OVEREXPOSURE
EYES: Causes burns.
SKIN: Causes burns.

INHALATION: Causes burns of the upper respiratory system.

May cause nervous system depression. Extreme overexposure may result in unconsciousness and possibly death.
Prolonged overexposure to solvent ingredients in Section 2 may cause adverse effects to the liver and urinary systems.

SIGNS AND SYMPTOMS OF OVEREXPOSURE
Headache, dizziness, nausea, and loss of coordination are indications of excessive exposure to vapors or spray mists.
Redness and itching or burning sensation may indicate eye or excessive skin exposure.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE
None generally recognized.

CANCER INFORMATION
For complete discussion of toxicology data refer to Section 11.
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UEL
36.5

LEL
1.4

FLASH POINT
55° F PMCC

SECTION 4 — FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes. Get medical attention .IMMEDIATELY
SKIN: Wash affected area thoroughly with soap and water.

If irritation persists or occurs later, get medical attention.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing. Keep warm and quiet.
INGESTION: Do not induce vomiting. Get medical attention immediately.

SECTION 5 — FIRE FIGHTING MEASURES

FLAMMABILITY CLASSIFICATION
RED LABEL -- Flammable, Flash below 100° F (38 °C)

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately

apparent. Obtain medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus should be used.
Water spray may be ineffective. If water is used, fog nozzles are preferable. Water may be used to cool closed containers to prevent pressure

build-up and possible autoignition or explosion when exposed to extreme heat.

SECTION 6 — ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

SECTION 7 — HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class IB

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are FLAMMABLE. Keep away from heat, sparks, and open flame.
During use and until all vapors are gone: Keep area ventilated - Do not smoke - Extinguish all flames, pilot lights, and heaters - Turn off

stoves, electric tools and appliances, and any other sources of ignition.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved containers with complete and appropriate labeling. Do not take internally.

Keep out of the reach of children.

SECTION 8 — EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Do not get in eyes, or on skin or clothing. Do not breathe vapor or spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates (listed "as Dust" in Section 2) which may be present at hazardous levels

only during sanding or abrading of the dried film. If no specific dusts are listed in Section 2, the applicable limits for nuisance dusts are
ACGIH TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 (total dust), 5 mg/m3 (respirable fraction).

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to materials in Section 2 is maintained below applicable exposure limits.

Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator approved by NIOSH/MSHA for dust which may be generated from this
product, underlying paint, or the abrasive.

PROTECTIVE GLOVES
To prevent skin contact, wear gloves which are recommended by glove supplier for protection against materials in Section 2.

EYE PROTECTION
To prevent eye contact, wear safety spectacles with unperforated sideshields.

OTHER PROTECTIVE EQUIPMENT
Use barrier cream on exposed skin.
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OTHER PRECAUTIONS
This product must be mixed with other components before use. Before opening the packages, READ AND FOLLOW WARNING LABELS ON

ALL COMPONENTS.
Intentional misuse by deliberately concentrating and inhaling the contents can be harmful or fatal.

SECTION 9 — PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT 7.75 lb/gal 928 g/l
SPECIFIC GRAVITY 0.93

BOILING POINT 148 - 242° F 64 - 116° C
MELTING POINT Not Available

VOLATILE VOLUME 93%
EVAPORATION RATE Slower than ether

VAPOR DENSITY Heavier than air
SOLUBILITY IN WATER N.A.

VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged)
6.19lb/gal 742g/l Less Water and Federally Exempt Solvents
6.19lb/gal 742g/l Emitted VOC

SECTION 10 — STABILITY AND REACTIVITY

STABILITY — Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

SECTION 11 — TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.
Reports have associated repeated and prolonged overexposure to solvents with permanent brain and nervous system damage.

TOXICOLOGY DATA
CAS No. Ingredient Name
67-56-1 Methanol

LC50 RAT 4HR 64000 ppm
LD50 RAT 5630 mg/kg

64-17-5 Ethanol
LC50 RAT 4HR Not Available
LD50 RAT 7060 mg/kg

108-10-1 Methyl Isobutyl Ketone
LC50 RAT 4HR Not Available
LD50 RAT 2080 mg/kg

7646-85-7 Zinc Chloride
LC50 RAT 4HR Not Available
LD50 RAT 350 mg/kg

SECTION 12 — ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

SECTION 13 — DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container. Dispose of in accordance with Federal, State/Provincial, and Local

regulations regarding pollution.
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SECTION 14 — TRANSPORT INFORMATION

US Ground (DOT)
UN2924, FLAMMABLE LIQUIDS, CORROSIVE, N.O.S. (ETHANOL, ZINC
CHLORIDE), 3 (8), PG II, (ERG#132)

DOT (Dept of Transportation) Hazardous Substances & Reportable Quantities
Zinc chloride 1000 lb RQ

Bulk Containers may be Shipped as (check reportable quantities):
UN2924, FLAMMABLE LIQUIDS, CORROSIVE, N.O.S. (ETHANOL, ZINC
CHLORIDE), 3 (8), PG II, (ERG#132)

Canada (TDG)
UN2924, FLAMMABLE LIQUIDS, CORROSIVE, N.O.S. (ETHANOL, ZINC
CHLORIDE), CLASS 3 (8), PG II, (ERG#132)

IMO
UN2924, FLAMMABLE LIQUIDS, CORROSIVE, N.O.S. (ETHANOL, ZINC
CHLORIDE), CLASS 3, (8), PG II, (13 C c.c.), EmS F-E, S-C

SECTION 15 — REGULATORY INFORMATION

SARA 313  SUPPLIER NOTIFICATION(40 CFR 372.65C)
CAS No. CHEMICAL/COMPOUND % by WT % Element
67-56-1 Methanol 3
108-10-1 Methyl Isobutyl Ketone 4

Zinc Compound 20 9.5
CALIFORNIA PROPOSITION 65

WARNING: This product contains a chemical known to the State of California to cause cancer.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing, on the TSCA Inventory.

SECTION 16 — OTHER INFORMATION

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products Regulations (CPR) and the
MSDS contains all of the information required by the CPR.

The above information pertains to this product as currently formulated, and is based on the information available at this time. Addition of reducers or other
additives to this product may substantially alter the composition and hazards of the product. Since conditions of use are outside our control, we make no
warranties, express or implied, and assume no liability in connection with any use of this information.



 
                          MATERIAL SAFETY DATA SHEET 
B69D11 
05 00 
 
=========================================================================== 
          Section 1 -- PRODUCT AND COMPANY IDENTIFICATION 
--------------------------------------------------------------------------- 
PRODUCT NUMBER                                           HMIS CODES 
                                                      Health            2 
   B69D11                                             Flammability      0 
                                                      Reactivity        1 
PRODUCT NAME 
   ZINC CLAD* Zinc Dust (Part F) 
MANUFACTURER'S NAME                           EMERGENCY TELEPHONE NO. 
   THE SHERWIN-WILLIAMS COMPANY                (216) 566-2917 
   101 Prospect Avenue N.W. 
   Cleveland, OH 44115 
DATE OF PREPARATION                           INFORMATION TELEPHONE NO. 
   29-SEP-06                                   (216) 566-2902 
=========================================================================== 
          Section 2 -- COMPOSITION/INFORMATION ON INGREDIENTS 
% by WT       CAS No.  INGREDIENT             UNITS          VAPOR PRESSURE 
--------------------------------------------------------------------------- 
   100      7440-66-6  Zinc 
                            ACGIH TLV  Not Available 
                            OSHA  PEL  Not Available 
=========================================================================== 
          Section 3 -- HAZARDS IDENTIFICATION 
--------------------------------------------------------------------------- 
ROUTES OF EXPOSURE 
   INHALATION of dust. 
   EYE or SKIN contact with the product or dust. 
EFFECTS OF OVEREXPOSURE 
         EYES:  Irritation. 
         SKIN:  Prolonged or repeated exposure may cause irritation. 
   INHALATION:  Irritation of the upper respiratory system. 
SIGNS AND SYMPTOMS OF OVEREXPOSURE 
   Redness and itching or burning sensation may indicate eye or excessive  
skin exposure. 
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE 
   None generally recognized. 
CANCER INFORMATION 
  For complete discussion of toxicology data refer to Section 11. 
=========================================================================== 
          Section 4 -- FIRST AID MEASURES 
--------------------------------------------------------------------------- 
 
         EYES:  Flush eyes with large amounts of water for 15 minutes. 
                Get medical attention. 
         SKIN:  Wash affected area thoroughly with soap and water. 
   INHALATION:  If affected, remove from exposure.  Restore breathing. 
                Keep warm and quiet. 
    INGESTION:  Do not induce vomiting. 
                Get medical attention immediately. 
 
Continued on page 2 
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=========================================================================== 
          Section 5 -- FIRE FIGHTING MEASURES 
--------------------------------------------------------------------------- 
FLASH POINT                        LEL      UEL 
   Not Applicable                  N.A.     N.A. 
FLAMMABILITY CLASSIFICATION 
   Not Applicable 
EXTINGUISHING MEDIA 
   Carbon Dioxide, Dry Chemical, Foam.  Do not use water. 
UNUSUAL FIRE AND EXPLOSION HAZARDS 
   Dry zinc dust will not ignite spontaneously.  In contact with atmospheric 
moisture, zinc dust can form an explosive mixture with air.  When dampened 
in confined spaces, explosive concentrations of hydrogen may form. 
SPECIAL FIRE FIGHTING PROCEDURES 
   Do not use water.  Full protective equipment including self-contained 
breathing apparatus should be used. 
=========================================================================== 
          Section 6 -- ACCIDENTAL RELEASE MEASURES 
--------------------------------------------------------------------------- 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED 
   Remove all sources of ignition.  Sweep up material taking care not to  
generate airborne dust. 
=========================================================================== 
          Section 7 -- HANDLING AND STORAGE 
--------------------------------------------------------------------------- 
STORAGE CATEGORY 
   Not Applicable 
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE 
   Use entire container at one time.  Do not reseal opened containers 
containing Zinc dust.  Do not transfer Zinc dust to other containers. 
   Keep container closed when not in use.  Do not take internally. 
Keep out of the reach of children. 
=========================================================================== 
          Section 8 -- EXPOSURE CONTROLS/PERSONAL PROTECTION 
--------------------------------------------------------------------------- 
PRECAUTIONS TO BE TAKEN IN USE 
   Use only with adequate ventilation.  Avoid contact with skin and eyes.   
Avoid generating or breathing airborne dust.  Wash hands after using. 
   This product may contain materials classified as nuisance particulates  
(listed "as Dust" in Section 2) which may be present at hazardous levels  
only during sanding or abrading of the dried film.  If no specific dusts  
are listed in Section 2, the applicable limits for nuisance dusts are ACGIH 
TLV 10 mg/m3 (total dust), 3 mg/m3 (respirable fraction), OSHA PEL 15 mg/m3 
(total dust), 5 mg/m3 (respirable fraction). 
VENTILATION 
   Local exhaust preferable.  General exhaust acceptable if the exposure to 
materials in Section 2 is maintained below applicable exposure limits.  
Refer to OSHA Standards 1910.94, 1910.107, 1910.108. 
 
 
 
 
 
 
 
Continued on page 3 
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=========================================================================== 
RESPIRATORY PROTECTION 
   If personal exposure cannot be controlled below applicable limits by  
ventilation, wear a properly fitted organic vapor/particulate respirator  
approved by NIOSH/MSHA for protection against materials in Section 2. 
   When sanding or abrading the dried film, wear a dust/mist respirator  
approved by NIOSH/MSHA for dust which may be generated from this product,  
underlying paint, or the abrasive. 
PROTECTIVE GLOVES 
   Required for long or repeated contact. 
EYE PROTECTION 
   Wear safety spectacles with unperforated sideshields. 
=========================================================================== 
          Section 9 -- PHYSICAL AND CHEMICAL PROPERTIES 
--------------------------------------------------------------------------- 
 
   PRODUCT WEIGHT              58.60 lb/gal     7021 g/l 
   SPECIFIC GRAVITY            7.05 
   BOILING POINT               Not Applicable 
   MELTING POINT               Not Available 
   VOLATILE VOLUME             0   % 
   EVAPORATION RATE            N.A. 
   VAPOR DENSITY               N.A. 
   SOLUBILITY IN WATER         N.A. 
   VOLATILE ORGANIC COMPOUNDS (VOC Theoretical - As Packaged) 
      0.00 lb/gal     0 g/l    Less Water and Federally Exempt Solvents 
      0.00 lb/gal     0 g/l    Emitted VOC 
=========================================================================== 
          Section 10 -- STABILITY AND REACTIVITY 
--------------------------------------------------------------------------- 
STABILITY -- Stable 
CONDITIONS TO AVOID 
   Avoid contamination of Zinc dust or Zinc-containing mixtures with water. 
Avoid excess dusting of Zinc dust portions. 
INCOMPATIBILITY 
   Contamination with Water, Acids, or Alkalis can cause evolution of  
hydrogen, which may result in dangerously increased pressures in closed  
containers. 
HAZARDOUS DECOMPOSITION PRODUCTS 
   By fire: Carbon Dioxide, Carbon Monoxide, Oxides of Metals in Section 2  
HAZARDOUS POLYMERIZATION 
   Will not occur 
=========================================================================== 
          Section 11 -- TOXICOLOGICAL INFORMATION 
--------------------------------------------------------------------------- 
CHRONIC HEALTH HAZARDS 
   No ingredient in this product is an IARC, NTP or OSHA listed carcinogen. 
--------------------------------------------------------------------------- 
TOXICOLOGY DATA 
     CAS No.     Ingredient Name 
--------------------------------------------------------------------------- 
   7440-66-6     Zinc 
                              LC50   RAT     4HR    Not Available 
                              LD50   RAT            Not Available 
 
Continued on page 4 
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=========================================================================== 
          Section 12 -- ECOLOGICAL INFORMATION 
--------------------------------------------------------------------------- 
ECOTOXICOLOGICAL INFORMATION 
   No data available. 
 
=========================================================================== 
          Section 13 -- DISPOSAL CONSIDERATIONS 
--------------------------------------------------------------------------- 
WASTE DISPOSAL METHOD 
   Waste from this product is not hazardous as defined under the Resource  
Conservation and Recovery Act (RCRA) 40 CFR 261. 
   Incinerate in approved facility.  Do not incinerate closed container.   
Dispose of in accordance with Federal, State/Provincial, and Local  
regulations regarding pollution. 
=========================================================================== 
          Section 14 -- TRANSPORT INFORMATION 
--------------------------------------------------------------------------- 
   No data available. 
 
=========================================================================== 
          Section 15 -- REGULATORY INFORMATION 
--------------------------------------------------------------------------- 
SARA 313 (40 CFR 372.65C) SUPPLIER NOTIFICATION 
 
   CAS No.       CHEMICAL/COMPOUND                      % by WT   % Element 
--------------------------------------------------------------------------- 
             Zinc                                                     97 
 
CALIFORNIA PROPOSITION 65 
   WARNING:  This product contains a chemical known to the State of  
California to cause cancer. 
TSCA CERTIFICATION 
   All chemicals in this product are listed, or are exempt from listing,    
on the TSCA Inventory. 
=========================================================================== 
          Section 16 -- OTHER INFORMATION 
--------------------------------------------------------------------------- 
   This product has been classified in accordance with the hazard criteria  
of the Canadian Controlled Products Regulations (CPR) and the MSDS contains 
all of the information required by the CPR. 
 
 
 
 
 
 
 
 
 
   The above information pertains to this product as currently formulated,  
and is based on the information available at this time.  Addition of  
reducers or other additives to this product may substantially alter the  
composition and hazards of the product.  Since conditions of use are  
outside our control, we make no warranties, express or implied, and assume  
no liability in connection with any use of this information. 
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